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PEEFACE 



TO THE FIRST EDITION. 



The following pages were di-awn up for the use of the 
junior officers of the Royal Engineers, and those of the 
Honourable East India Company's Service, in theu- course 
of instruction in Trigonometrical Surveying and Practical 
Astronomy at this establishment, of which branch of their 
studies I have for some time had the superintendence. 

My original intention was to have had them lithographed 
for distribution among the officers ; but I have been since 
led to the resolution of publishing them in their present 
form, from their having swelled to a size beyond what I at 
first contemplated ; and also from the total want experi- 
enced, during the period occupied in compiling them, of any 
practical English work on Geodesical Operations, extending 
beyond the mere elementary steps of Land Surveying. Of 
this class there are several very useful publications, contain- 
ing instruction in all the necessary detail, to some of which 
references are made for information respecting the prelimi- 
nary knowledge of the constniction and use of the instru- 
ments most generally employed, as well as to the French 
authors on Geodesy, whose works I have consulted. 



IV PREFACF. 

Of the extensive and scientific Geodesical Operations de- 
scribed in these latter works, the present Treatise professes 
to give nothing beyond a brief outline, as their detailed 
account would be far too voluminous to be condensed in so 
small a compass. 

The cadets at Woolwich and Addiscombe are taught 
the use of the Chain and Theodolite, and to calculate the 
contents of the different portions into which the ground is 
divided by natural and artificial boundaries ; they are also 
rendered conversant with Plane Trigonometry and Mensu- 
ration, and with suflBcient Spherical Trigonometry for the 
solution of the ordinary cases of Spherical Triangles. Such 
preliminary knowledge is consequently assumed as being 
already acquired. It is, however, in the power of any indi- 
vidual to make himself master of the necessary theoretical 
part of this knowledge, by the study of one or other of the 
numerous excellent works on Trigonometry and Mensura- 
tion ; and the practice of Land Surveying can be acquired 
in a few weeks in the Field, under any competent Instructor, 
or even without this assistance, by the careful study of some 
elementary work on the subject 



EOYAL EnOIKEER ESTABLISHMENT, CUATHAM, 

1839. 



PEEFACE 



TO THE FOURTH EDITION, 



A FOURTH edition of this work having been suggested 
(the former one being out of print), Captain Charles Warren, 
RE., has kindly undertaken to revise it; and to make such 
additions as appear necessary to bring every portion of the 
contents up to the present date. 



ED. FROME. 



QCKRKSKT, 1873. 
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CHAPTER I. 

GENERAL OUTLINE OF THE SYSTEM OF CARRYING ON A 

TRIGONOMETRICAL SURVEY. 

The basis of an accurate survey undertaken for any extensive 
geodesical operation such as the measurement of an arc of the 
meridian or of a parallel, or for the formation of a geographical or 
territorial map showing the positions of towns, villages, &c., and 
the boundaries of provinces and counties, or a topographical plan 
for military or statistical purposes, must necessarily be an eoctended 
system of Triangvlation, the preliminary step in which is the 
careful measurement of a base line on some level plain : — at 
each extremity of this base, the angles are observed between 
several surrounding objects previously fixed upon as trigono- 
metrical stations, and also, when practicable, those subtended at 
each of these points by the base itself. The distances of these 
stations from the ends of the base line and from each other are 
then calculated and laid down upon paper, forming so many fresh 
bases from whence other trigonometrical points are determined, 
until the entire tract of country to be surveyed is covered over 
with a network of triangles of as large a size as is proportioned 
to the contemplated extent of the survey, and the quality and 
power of the instniments employed. Within this principal tri- 
angulation secondary triangles are formed and laid down in like 
manner by calculation, and if necessary a series of minor tertiary 
triangles between them, and the interior detail is filled up between 
these points, either entirely by measurement with the chain and 
7^ ^ 



2 GENERAL OUTLINE OF THE SYSTEM OF 

theodolite, or by partial measurement (principally of the roads), 
and by sketching the remainder with the assistance of some port- 
able instrument. The degree of accuracy and minuteness to be 
observed in this detail, and the scale upon which the work is to be 
laid down, will of course determine which of these methods is to 
be adopted — ^the latter was practised on the Ordnance Survey of 
the South of England, which was plotted on the scale of 2 inches 
to 1 mile, and reduced for publication to that of 1 inch ; but on 
the Survey of Ireland, and that of Scotland and the six Northern 
Counties of England, sketching has been almost entirely super- 
seded by chain measurement, even in the most minute particulars, 
and the undulations of the surface of the ground represented with 
mathematical accuracy by horizontal contour lines, traced by 
actual levelling at equidistant vertical intervals,* the whole 
survey being laid down to the scale of 6 inches to 1 mile. In the 
survey of only a limited extent of country there does not exist the 
same absolute necessity for an instrumental triangulationj* even 
though a considerable degree of accuracy should be required ; this 
will appear evident from the consideration that in every practical 
operation some amount of error (independent of the en*ors of 
observation) is to be expected — sometimes a definite quantity 
dependent upon the means employed ; sometimes a quantity 
varying in amount with the extent of the operation. 

In all angular measurements, the errors to be expected evi- 
dently depend upon the power and quality of the instruments 
made use of, and are altogether irrespective of the apa/se over 
which the work extends. In linear measurements, on the con- 
trary, the probable error is some proportional part (dependent 
upon the circumstances and the means employed). of the distances 
measured. So long, then, as the extent of the survey, and the 
scale upon which it is to be laid down, are such that the probable 
error attendant upon ordinary chain measurement of the largest 
figures would he i/mperceptible on the plan, no triangulation is 

* Sketohing, in place of trmcing contour lines, has been again lately resorted to on 
the Ordnance Surrey for the features of the ground, on account of the greater cost 
of the latter more accurate system. 

f It is, however, imperative, even in a limited or land survey, that the chained 
linee should themselves form a triangulation, or be so arranged that they may secure 
a oomplete check against any laigt error creeping in. 
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necessary on the score of accuracy alone, though in many cases 
even of this nature it would be found in the end a saving of both 
time and expense. 

In a new and unsettled country, particularly if flat and thickly 
wooded, the outlay that would be required, and the time that 
would be occupied by an accurate triangulation, would probably 
prevent its being attempted, at all events in the first instance. If 
only a general map upon a very small scale is required, the lati- 
tude and longitude of a number of the most conspicuous stations 
can be determined by astronomical observations, and the distances 
between them calculated, to allow of their positions being laid 
down as correctly as this method will admit of, within which, as 
within a triangulation, the interior detail can be filled up. In 
surveying an extended line of coast where the interior is not 
triangulated, no other method presents itself, and a knowledge of 
practical astronomy therefore becomes indispensable in this, as 
in all extensive geodesical operations. A topographical survey 
further requires that some of the party employed upon it should 
be practically versed in the general outlines of geology, as a 
correct description of the soil and mineral resources of the diffe- 
rent parts of every country forms one of its most important 
featm-es. The heights of the principal hills, and of marked points 
along the ridges, plains, valleys, and watercourses above the level 
of the sea, should also be determined, which in a survey of no 
great pretensions to correctness in minute detail, may be ascer- 
tained with tolerable accuracy by means of the mountain baro- 
meter, or aneroid, or even approximately by observing the 
temperature at which water boils at different stations. 

A sketch of a certain tract of country, on a far larger scale than 
that of most general maps, is constantly required on service for 
the purpose of showing the military features of the ground, the 
relative positions of towns and villages, and the direction and 
nature of the roads and rivers comprised within its limits. This 
species of sketch, termed a " Military Reconnaissance," approaches 
in accuracy to a regular survey in proportion to the time and 
labour that is bestowed upon it. Having thus adverted briefly to 
the progressive steps in the different species of surveying, they 
inB mA be treated of more in detail in their proper order. 
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The system of forming the " network of triangles '* alluded to, 
of as large a size as is consistent with the circumstances under 
which the survey is undertaken, within and dependent upon which 
the secondary and tertiary triangulation and all the interior details 
are included, is to be considered as the working out of a general 
piinciple to be borne in mind in all topographical and geodesical 
operations, the spirit of which is as much as possible to work from 
whole to part, and not from part to whole. 

By the former method errors are subdivided, and time and 
labour economised ; by the latter, the errors inseparable from 
even the most careful observations are constantly accumulating, 
and the work drags on at a slower rate and an increasing ex- 
penditure. 

If the country to be surveyed is comparatively unknown, or has 
no I'ough maps, it is necessary to make a preliminary recon- 
naissance to ascertain the most advantageous positions for the 
stations of the principal triangles, to determine on the base line, 
and other matters. 



CHAPTER II. 

MEASUREMENT OF A BASE LINE. 

The exact measurement of a base line is perhaps the most difiS- 
cult and important part of the operations in connection with the 
carrying out of a trigonometrical survey ; upon its accuracy depends 
that of every subsequent proceeding. 

Although it is not necessary that the measurement of a base 
line should precede the angular observations, it is desirable that it 
should be undertaken as early as practicable, in order that in the 
minor triangles the lengths of sides may be calculated in time to 
act as checks upon the measured distances. 

A Base of Verification is necessary to render a survey com- 
plete and safe i,e., a second base measured on a side of a triangle 
at some remote portion of the survey which may check the 
accuracy both of the original base and of the calculation of the 
triangles : this is the severest test to which a geodetic operation 
can be subjected, and is absolutely indispensable. 

The length of a Base must depend in a great measure upon 
the nature of the ground selected, the facilities afforded for 
accurate measurement, and the time available. 

It is obvious that a short base measured with extreme accuracy 
prolonged and verified by triangulation, is of far greater value 
than a long base hurriedly measured over rough ground. 

The six bases in the United Kingdom vary from five to seven 
miles in length ; the survey from north to south extending over 
upwards of 750 miles in length. 

At the Cape a base of eight miles was measured by the 
Astronomer Boyal when conducting a geodetic survey for the 
measurement of an arc of the meridian ; the survey extending 
north and south about 320 miles, and east and west 600 miles. 
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The base of verification measured by Capt Bailey, RK, was five 
and a half miles in length. 

Lieut. Symonds, R.E., in 1842, when commencing the survey 
of Syria, measured two bases of about two miles each ; the extent 
of the survey from north to south being about 200 miles. 

No hard and fast line can be drawn for the length of a base in 
the survey of detached portions of ground of limited extent, as 
so much depends upon the circumstances under which the surveys 
are made : they are often from one to three thousand feet in 
length. 

The DEGREE OF Accuracy required in a base line is deter- 
mined by the ratio its length bears to the extent of the survey, 
and by the least amount of error which is acceptable in the extent 
of that survey. 

The Units of Measurement, when extreme accuracy has 
been required, have consisted of steel chains, glass, deal and pla- 
tinum rods, or compound bars, used in various manners. Deal 
rods were used in the first accurate measurement of Hounslow 
Heath, in 1784, by General Roy, — sometimes laid horizontally and 
sometimes following the general slope of the ground, the incli- 
nation of each rod being measured and allowance made in the 
calculation of the length of base. It was supposed that the 
length of these deal rods was affected by moisture, and glass rods 
were substituted. Eventually a steel chain 100 feet in length 
(called Ramsden's steel chain), was taken into use, until it was 
superseded in 1827 by the compound or compensation bars 
(described below), invented by General Colby, by which the errors 
in connection with the ascertaining the actual temperature of 
steel chains and glass rods at the time of measuring was avoided. 

The Lough Foyle and Salisbury Plain bases were measured by 
means of these compensation bars, and the chief reliance in the 
computation of • the triangulation was placed upon the results, 
the difference between the measured length of the one base and its 
length as computed from the other being about five inches. 

The Hounslow Heath, Belhelvie, and Misterton Car bases were 
measured with Ramsden's steel chain, and the difference between 
the measured and computed lengths of these three bases is not 
greater than the difference between the measured and computed 
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lengths of the Lough Foyle and Salisbury Plain bases, measured 
with the compensation bars, from which Sir H. James considers it 
may be inferred that baaea measured witk steel cliains are deserv- 
ing of ihe greatest confidence. Their simplicity, portability, and 
cheapness, as compared with the heavy and expensive apparatus of 
the compensation bars, render them desirable in countries where 
economy in the transport of heavy articles is an object. 

In confirmation of this, the result of Capt. Bailey's measurement 
of the base of verification at the Cape may be cited. He was 
unable to obtain Ramsden's steel chain, and used the 100 ft. 
steel standard of the colonial observatory (formed of 40 links of 
J-inch round steel rods). The measurement and reductions being 
completed, the length of the base line was found to differ thirteen 
inches from the length computed by the geodetic calculation in 
the triangles carried through from the original base (measured by 
compensation bars). 

• The Description of the Measurements of a base line is 
given in detail in the Government account of the Ordnance 
Survey. There is not space here for more than a few words. 

In measuring a base for the topographical survey of any small 
detached portion of ground, it will be sufficient for ordinary pur- 
poses to measure its length carefully two or three times backwards 
and forwards with a chain which has been compared with a 
standard,* and if rendered necessary by the irregularity of the 
ground, to take an accurate section along the line (which should 
be laid out with a theodolite between marks at each extremity), 
for the purpose of reducing this measurement by calculation to its 
true horizontal value. The length of a base, which has subse- 
quently to be determined with the most minute accuracy by 
means of glass rods, compensation bars, or other contrivance, is 
generally first measured two or three times in this manner. 

Capt. Bailey, in using the standard steel chain at the Cape on 
his base of verification, followed generally the method adopted by 

* A spiral spring, something like that used in weighing-machines, is attached to 
the end of a chain used for purposes requiring much accuracy ; this indicates the 
power of tension exerted, which should always be the same as when compared with 
the standard. The surveyors under the Tithe Commission Act are furnished with 
this contrivance. 
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Oeneral Madge in the measurement of base Honnslow Heath 
with Ramsden's chain. The line was measured in hypotheneuses 
of variable length, according to the surface of the ground, and 
was also divided into three sections for mutual comparison by 
triangulation. The chain (three thermometers lying alongside) 
was supported in five open coffers, resting on tripod trestles, 
brought to coincide with the line of inclination of the boning 
vanes. The front end of the chain was dragged forward at a 
uniform tension by means of a weight of 43 lbs., attached to the 
front handle of the chain, and running over a pulley. When the 
measurements were completed, the chain was sent down to the 
Boyal Observatory to be compared with the Cape standard bar ; 
the length of the base line was then computed, the hypotheneuses 
being reduced to horizontal distances, by dividing the square of 
the difference of height by twice the length to find the correction. 
The base was then reduced to sea level The mean reading 
of the thermometers were taken, allowing an expansion or con* 
traction of 000763 inches to the 100 feet for each degree of 
Fahrenheit. 

Loch Foyle Base, 

A detailed account was in 1847* drawn up by Colonel Yolland, 
R.E., of the mode adopted by General Colby to obtain the 
accurate value of the base measured on the Ordnance Survey of 
Ireland at Loch Foyle, in the County of Londonderry, in which 
work will also be found a quantity of scientific information con- 
nected with the principal triangulation. The principles of the 
contrivance, in which it differs from all other methods that have 
preceded it, consist in always preserving by a mechanical com- 
pensation obtained by the use of two metals having diffferent 
powers of expansion and contraction, exactly the same distance 
between two points at the extremities of the compensation bars, 
instead of allowing, as had been hitheiix) done, for this expansion 
or contraction according to the temperature at which each rod 
was laid, and also in obtaining a visual instead of an actual 

* Many years after the first edition of this work, the short popular description of 
the process of using the bars is, however, retained. Colonel Yolland has likewise 
given a description of these bars, with the method of using them, in the third 
yolame of the Woolwich Mathematical Coarse, under the head of ** Geodesy.** 
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contact of the rods. This will be explained by the following 
shoii; description of the compensation bars and the method of 
using them. 

Two bars, one of iron and the other of brass, 10 feet long, 
placed parallel to each other 1^ inches apart, were riveted together 
at their centres, it having been previously ascertained by numerous 
experiments, that they expanded and contracted in their tran- 
sitions from cold to heat, and the reverse, in the proportion of 
three to five. The latter was coated with some non-conducting 
substance to equalise the susceptibility of the two metals to 
change of temperature, and across each extremity of these com- 
bined bars was fixed a tongue of iron, with a minute dot of 
platinum almost invisible to the naked eye, and so situat^ed on 
this tongue, that under every degree of expansion or contraction 
of the rods the dots at each end always remained at the constant 
distance of 10 feet. This will be better understood by reference 
to the sket<;h below. 



D 

A 



A is the iron bar (about five-eighths of an inch wide and one 
and a half deep (the expansion of which is represented by three ; 
B the brass bar (of the same size), the expansiorf of which is five, 
the two being riveted together at the centre C ; D E and d e are 
the iron tongues pinned on to the bars so as to admit of their 
expansion, with the platinum dots at D and d. The tongues are by 
construction made perpendicular to the rods at a mean tempe- 
rature of 60° Fahrenheit, and the expansion taking place from 
their common centre, when A expands any quantity which may be 
expressed by three, B expands at the same time a quantity equal 
to five, and the position of the tongues is changed to D ¥, df, the 
dots D and d remaining unalterably fi^ed at the exact distance of 
ten feet It is evident from this construction, that the dots at the 
extremities of these bars could not, if desired, be brought either 
into actual contact or coincidence ; but a more correct plan was 
adopted, which consisted in laying each rod so that the dot at its 
extremity should always be at a fixed distance from that at the 
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end of the next rod. This was eflFected by means of powerful 
microscopes, attached to the end of similar short compound bars,* 
6 inches long, and mounted on a stand, by which means they 
could be laid perfectly horizontal by a spirit level, the microscopes 
in these bars occupying the position of the dots on the longer 
rods. These dots, after the rods had all been carefully levelled, 
were brought exactly under the microscope by means of three 
micrometer screws attached to the box in which each rod was laid, 
so that it could be moved to either side, backwards or forwards, 
elevated or depressed, as required, the rods being laid on supports 
equidistant from the centre of the box, that they might always 
have the same bearing. The point of starting was a stone pillar, 
with a platinum dot let into its centre, and a transit instrument was 
placed over it by which the line was laid out with the gi-eatest 
precision with the assistance of sights at each end of the bars, an 
average of about 250 feet being completed in one day, and five 
boxes, giving a length of 52 feet, being levelled and laid 
together. 

About 400 feet of this measured base was across the river Roe, 
and clumps of pickets were driven at intervals of about 5 feet 
3 inches apart from centre to centre by a small pile engine, on the 
heads of which the boxes containing the compound rods rested. 
At the end of each day*s work a triangular stone was sunk at the 
end of the last •bar laid with a cast-iron block fitting over it, 
having a brass plate with a silver disk let into the middle of the 
brass, which was adjustable by means of screws. This disk was 
brought exactly under the focus of the extreme microscope, and 
served as a starting point the following day, a sentinel being 
always leffc in charge of this stone which was further secured by a 
wooden cover screwed over it. 

The total length of the measurement of this base amounted to 
about 8 miles ; 2 miles were subsequently added by a method 

* This was the asual distance between the foci of the microscopes ; bat to meet 
cases where the uneven surface rendered it difficult to bring the short bars to a level 
at this distance, it was sometimes diminished to one-half. Microscopes of different 
lengths were used where the inclination of the ground rendered it necessary to lay the 
boxes on different levels, so that the platina dots might be brought in the focus to 
each microscope. The old base of verification on Sallsbary Plain was afterwards 
tcmeainund with these compensation bars. 
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described in page 13, making the entire distance between the two 
extremities rather more than 10 miles. 

Detailed descriptions of the various methods that have been at 
different times adopted to insure the correct measurement of base 
lines on the Continent, may be found in all standard works on 
geodesical operations.* A popular account of the mode of 
conducting these measurements, and of the nature of the 
rods, &c., used, is also given in Mr. Airy*s "Figure of the 
Earth," in the "Encyclopaedia Metropolitana," commencing at 

page 206. 

Reduction to the level of the Sea. — A base measured on 
any elevated plain' is thus reduced to its proper measure at the 
level of the sea: 
Call A B, the base measured at any elevation ) 

A a above the level of the sea . . ) 

a b its value at this level .... 6 

C 6 the radius of the earth . R 

And the altitude above the sea A a . .A, 

as ascertained by levelling, or by the baro- 
meter. 
Then R+A : R: :B : 6. & 6 = |^ 

iC + A 

And B — 6 the difference of the measured and 
reduced base = B — :^—r = tt-t. 

* ** Recneil des Observations G^odesiques, par Biot et Arago" — ** Puissant, Traits 
de G^odesie'^ — **Base du Syst^me M^thque decimal;" and the works of Cassini, 
Francoear, Colonel Lampton, &c. 

The bases of the original are of Mechain and Delambre, described in the '* Base du 
Syst^me Mdtrique," were measured with rods of platinum two toises long ; to each 
bar was attached at one end a rod of brass. The proportion of the expansion of brass 
and platinum being known, the expansion of the platinum rod was inferred from the 
observed difference of expansion of the two rods. The rods were laid in boxes, and 
placed on trestles ; and their ends not brought into contact, but measured with a 
glider. The temperature was reduced to thirteen degrees of Reaumur. The length of 
the base of Perpignan was 6006 '28 toises ; and that of Melun 6075 '9 toiseB. The 
calculation of Perpignan base of verification from that of Melun differed only eleven 
inches from its actual measurement on the ground. 

These platinum bars are described in page 203, vol. i. Puissant's *' Geodesie.'* 
Few bases have ever been measured solely for the determination of the value of an 
arc of the meridian, or of a parallel, but have formed at the same time the foundations 
of the survey of a country. 
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The radiuB of tbe earth may be considered = 21008000 feet ; 
if, then, the 1(^. of the base in feet be added to the log. of the 
altitude, and the log. of the sum of the radius and altitude be 
subtracted therefrom, the remainder will be the log. of a number 
to be deducted from the measured base to reduce it to its value at 
the level of the sea. This correction, though generally trifling, is 
not to be neglected when the base is measured upon ground of 
any considerable elevation. 

Mr. Airy, in page 198 of the " Figure of the Earth," in the 
" Encyclopsedia Metropolitana," gives this formula : — " If r be the 
earth's radius, or the radius of the surface of the sea (which is known 
nearly enough), and h the eleva- 
tion, the measured lengths must 
be multiplied by the fraction -^ 
or I^ or they must be diminished 
by the part - of the whole. If the 
surface slopes uniformly, the mean 
height may be taken ; if it is very 
irregular, it may be divided into 
several parts." 

The reduced length a fe of the 
base A B is thus found, and if the 
length of the chord* is required, 
it is found by subtracting ^--3. 
The selection of a Site for the base is a matter for considera- 
tion. A perfect level, in an advantageous situation, is not in 
most cases attainable, and is not an absolute necessity. 

A nearly level plain, without undulations, should be selected 
where both ends of the base would be visible from the nearest 
trigonometrical points. 

In the Salisbury Plain base line there is a difference of level of 
428 feet between its extreme points. 

Prolongation of a Base Line by Triakgulation. — Beside 
the marks at the extremities of a base line — which if the base is 




* In ordinary aurvejiDg the BUrfRce of the earth mi 
degree of 69} English miles not exceeding its chord b; m 



be consiJercJ a plane, a 
ra than 25 feet 
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to form the groundwork of a survey of considerable extent, should 
be constructed so as to be permaTient, as well as minvie — inter- 
mediate points should be carefully determined and marked during 
the progress of the measurement, by driving strong pickets, or 
sinking stones, into the ground, with dots upon a plate of metal, 
or some other indication of the exact termination of the chain 
clearly defined upon them. These marks serve for testing the 
accuracy of the different portions, and reciprocally comparing them 
with each other. It has been already remarked, that the length of 
the base on the Ordnance Sui-vey of Ireland was not obtained en- 
tirely by measurement, an addition of two miles having been made 
to its measured length by calculation. This calculation was also 
contrived to answer the purpose of verifying the measurement of 
intermediate portions of the base between marks left for the 
pui*pose, as previously alluded to, and explained by reference to 
the figure on next page, in which A B represents the portion of 
the base actually measured, and B C that to be added by calcula- 
tion for the purpose of extending the base to C, to obtain a more 
eligible termination. 

The points E and D have been marked during the measure- 
ment, and are thus made use of : — 

The stations F and G are selected so that the angles at E may 
be nearly right angles, and the points themselves nearly equi- 
distant from the line, and about equal to A E. Similar conditions 
deteimine the positions of H, I, K, and L. At A the whole of 
the objects visible are most accurately observed with a large 
theodolite, which is then taken to the other points on the line, as 
well as those selected on either side of it, where all the angles are 
measured. From A E and the three obseiTed angles, G E and 
E F are determined, from ecich of which in the triangles G E D and 
D E F the side E D is obtained, the distances thus found forming 
two checks on its measured length ; I D and D H are in like 
manner calculated from A D and also from E D as bases, and each 
of these again furnish data for the determination of D B. Lastly, 
B L and B K are found from A B, and also from E B ; from the 
mean results of which B C, the required addition to the measured 
base, is obtained. 

Even if the entire base had been measured, the above is an 
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excelleat method of verifying the accuracy of tlie intermediate 
compoQeot parte, and is also a test of the instruiueot used for 
measuring the angles. The stations, H, K, L, &c, vill also answer 
for minor trigonometrical points, and will be found useful in the 
course of the work. 




Standard Measure. — In all surveys there must be some 
standard to which the units of measurements can be constantly 
referred. And it is most important that this standard should be 
ri^dly accurate. 

On the Ordnance Survey ten and twenty feet iron standard bars 
were used. 

For small surveys a standard chain should be kept for checking 
the chains in use. Captain Newsome, RE., suggests a standard 
chain for this purpose, of flat crinoline steel J an inch in widtli, 
and 3TF ^f* ■a'lF of "-^ ^^'^^ '^ thickness, formed in foot-lengths turn- 
ing on a rivet. Estimated cost five shillings. It should never be 
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used but under the eye of a superior, and then simply stretched on 
level ground to give the exact distance for marks to be cut on 
stones, let into the earth previously at either end of an approxi- 
mately correct line. 

The next process is the Triangulation, which (combined with 
the measurement of a base line just described) forms the pre- 
liminary step not only in a correct tiigonometrical survey, but in 
the more delicate operations of the determination of the difference 
of longitudes between two meridians such as those of the ob- 
servatories of Greenwich and Paris, and the measurement of an 
arc of the meridian to obtain the length of a degree in different 
latitudes, from whence to deduce the figure and magnitude of the 
earth. 



CHAPTER III. 

TRIANGULATION. 

The selection of Stations is a matter which requires con- 
siderable experience and judgment, and must be governed by the 
nature of the survey and the features of the ground to be mapped 
out. 

The most conspicuous stations are selected as trigonometrical 
points, and are chosen with reference to their relative positions, 
as the nearer these triangles approach to being equilateral, the 
less will be the error in the calculation of the sides resulting from 
any slight inaccuracy in the observed angles. A well-conditioned 
triangle should not have an angle of more^than 75° and less than 
30° Great care should be taken to avoid the use of very acute 
angles, as slight errors in their measurement may cause great 
errors in the lengths of the sides obtained from them. 

The base being generally of trifling length compared with the 
distances between the points of the principal triangles to be ulti- 
mately deduced from it, the sides of these triangles must be from 
the first gradually increased as rapidly as is consistent with the 
remark in the previous paragraph, till they arrive at their greatest 
limit,* determined in an extensive survey by the distance at which 
these points can be rendered clearly visible. 

* ** Laplace a demontr^ par le calcul des probabilit^s qu'il ne faut employer que le 
moms grand nombre possible de triangles du premier ordre couvrant T^tendne entidre 
du pays, en leur donnant les plus grandes dimensions permises par les localit^s, et 
par la puissance des lunettes des instruments." — Frajuxsur, ** O^odcsie,** page 110. 

The distances between some of the trigonometrical points on the Ordnance Survey 
of Ireland exceed 100 miles (the average being about 60), and have been deduced &om 
the original base of about 10 miles. Observations may be made on a station which 
would be hid by intervening high ground were it not elevated above its real place by 
refraction ; but periods should always be chosen for observing angles when exiraordi' 
iiary refraclioii is not remarkable, on account of its very irregxilar action. 



TRIANGULATION. 17 

Distant Stations rendered Visible. — As early as 1822, 
the reflection of the sun from a plane mirror was employed in 
Hanover for the purpose of rendering distant stations visible, and 
this method was adopted by General Colby and Captain Kater in 
verifying General Roy's triangulation for connecting the meridians 
of Paris and Greenwich. The station on Hanger Hill tower could 
not be seen from Shootei-^s Hill (only 10 miles distant), owing to 
the dense smoke of London, but was rendered clearly visible by tin 
plates attached to the signal post, so as to reflect th^ sun towards 
the station at stated times on a certain day. The same plan was 
tried the following year at the station on Leith Hill, near Dor- 
king, rendering the station visible at the distance of 45 miles, 
though the hill itself was never once seen. The utility of thus 
employing the sun's reflected rays being established by these 
results, an instrument was invented by the late Captain Drum- 
mond. Royal Engineers, in lieu of the former temporary expe- 
dients for directing the rays upon the station to be illuminated, 
the description of which will be found in his Paper on the means 
of facilitating the observations of distant stations, published in 
the " Philosophical Transactions " for 1826, and from whence the 
above remarks have been taken. In using this " Heliostat " it is 
only necessary for the assistant to keep the miiTor adjusted so as 
to always reflect the rays upon the station from which the (Obser- 
vation is being made.* But a contrivance was still wanting to 
produce a light sufficiently brilliant to answer for distant stations 
at night Bengal lights had been used by General Roy, which 
were succeeded by argand lamps and parabolic reflectora, and 
these again, by a large plano-convex lens prepared by MM. 
Fresnel and Arago, and used by the latter gentleman conjointly 
with General Colby and Captain Kater, by the light of which a 
station distant 48 miles was observed. The light invented by 
Captain Drummond, described in the volume of the "Philo- 
sophical Transactions" alluded to, far surpassed all previous 

• This was eflFected by means of a small brass ring placed 60 or 60 feet in front of 
the mirror, adjusted to the proper elevation and in the line of direction of the station 
preyionsly approximately determined. As long as this ring was kept illuminated it 
was certain that the Heliostat was properly adjusted. For a distance of 40 or 60 
miles a mirror of 4 or 6 inches diameter was found sufficient ; for 100 miles, one of S 
or 10 inches would be required. 
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contrivances in intensity. A ball of lime, about a quarter of an 
inch in diameter, placed in the focus of a parabolic reflector and 
raised to an intense beat by a stream of oxygen gas directed 
through a flame of alcohol, produced a light eighty times as 
intense as that given by an argand burner. A station on the 
hill in the barony of Ennishowen, of gi*eat importance, could not 
be seen from Devis Mountain, near Belfast, and this instrument 
was consequently sent there by General Colby ; and in spite of 
boisterous ai^ hazy weather, the light was brilliantly visible at 
the distance of 67 miles, and would have been so at a much 
greater distance. DruTnmond'a light might be also made avail- 
able in determining the difierence of longitudes by signals which 
will be explained hereafter * ; but difficulties connected with its 
management, as well as the cost of the apparatus, prevented its 
being brought into general use on the Ordnance Survey. 

Method of increasing the Length of the Sides of the 
FIRST Triangles directltfrom the Measured Base. — Ithas been 

already stated 
that the sides 
of the principal 
triangles should 
increase as ra- 
pidly as possi- 
ble from the 
measured base. 
The accompany- 
ing sketch will 
show how this 
is to be ma- 
naged without 
admitting any 
illrCOTiditioTied 
triangles, 

A B is sup- 
posed to be the 
measured base 
ofSmilesorany 

It is also emluently calculated for those lighthouses where powerful illumination 
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other length, and C and D the nearest trigonometrical points. All 
the angles being observed, the distances of C and D from the 
extremities of the base are calculated with the gieatest accuracy. 
In each of the triangles D A C and D B C, we havd then the two 
sides and the contained angles to find D C, one calculation acting 
as a check upon the correctness of the other. This line, D C, is 
again made the base from which the distances of the trigono- 
metrical stations E and F are computed from D and C ; and the 
length of E F is afterwards obtained in the two triangles D E F 
and F E C. In like manner the relative positions of the points 
H G K, &c., are obtained, and this system can be pursued until 
the trigonometrical stations arrive at the requii'ed distance apart. 
When this is once etfected, the large or primary triangles are piled 
one on another throughout the extent of the survey : aiTange- 
ments being so made (either by a double chain of triangles side by 
side, or by overlapping, or in any other way), that independent 
values may be obtained for the lengths of the sides of each triangle 
so as to guard against and nullify all error. The principal triangu- 
lation being now complete, it is necessaiy to break it up into 
smaller, or, as they are generally termed, secondary triangles. 

Secondary and Tertiary Triangles. — On the Ordnance Sur- 
veys, both of England and Ireland, the largest sized instruments, 
3 feet in diameter, were used for fixing the principal stations.* 
The angles at the vertices of the secondary triangles were 
observed with the second-class theodolites. The sides of these 
triangles were on an average about 8 or 10 miles long, and 
the intervals between them wert5 divided into small tertiary 
triangles, with sides of from 1 to 3 miles in length, smaller 
theodolites of 7, 9, and 10 inches diameter being used for 
measuring the angles. All points of the secondary order of 

is required. In the ** Philosophical Transactions" for 1830 is a paper of Cafttain 
Dnimmond*8 on this suhject, containing the results of a course of experiments carried 
on by order of the Trinity Board. The lime in these experiments was exposed to 
streams of oxygen and hydrogen gas from separate gasometers, instead of passing the 
oxygen gas through a flame of alcohol, which was done on the survey for the con- 
venience of carriage, though at an increased expense. The oxyhydrogen and oxy- 
calcium lights are now in common use for flashing night signals, magic lauterns, &c. 
• The large class of theodolites used upon an accurate triangulation require some 
protection from the weather. Light portable frame-work erections, covered with 
canvas or boarding, are used on the Ordnance Survey. — See the article ** Observatory, 
Portable** in the Aide Mimoire. 
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triangles, which were fixed upon during the progress of tlie 
principal triangulation, were observed with the largest instrument; 
and a number of the minor stations, mills, churches, &c., were 
observed with the second-class theodolites from different stations : 

thus the connection be- 
tween the three classes of 
triangles was established, 
and the positions of many 
of the minor stations, 
which had been deter- 
mined by calculation from 
a series of small triangles, 
were checked by being 
made the vertices of larger 
triangles, based upon sides 
of those of the second 
order. 

Thus the point E in 
the figure is determined 
from the base B C ; and 
from both D C and 
A D, forming a connec- 
tion between the larger and smaller order of triangles, and 
constituting a series of checks upon the latter. 

The length of the sides of the smallest triangles must depend 
upon the intended method of filling up the interior. If the con- 
tents within the boundaries of parishes, estates, &c., are to be 
calculated, the distances between these points must be diminished 
to one or two miles for an inclosed country, and two or three, 
perhaps, for one more open. If no contents are required, and the 
object of the triangulation is solely to ensure the accuracy of a 
topographical survey, the distances may be augmented according 
to the degree of minutiae required and the scale upon which the 
work is to be laid down. On the Ordnance Survey maps 6 inches 
to a mile (y^^inr)* ^^^ points per square mile have been fixed 
during the triangulation, while on the scale 5 feet to a mile {-nrsT) 
eight times that number have been used. The reason is obvious. 
Under circumstances the most favourable to a chain-man, a dis- 
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tance obtained by measurement is likely to have twenty times the 
amount of error it would have were it obtained by triangulation ; 
the chain error being not less than 1 in 1000. Hence the larger 
the scale the closer should be the trigonometrical points in order 
to avoid any perceptible error in the maps resulting from chaining 
over long lines. 

The direction of one or more of the sides of the principal 
triangles must also be determined with regard to the meridian. 
The methods of ascertaining this angle, termed its azimuth, will 
be described hereafter. 

Assumed Base. — If for any cause it has been found advisable 
to commence the triangulation before the base has been measured, 
the sides of the triangles may be calculated from an assumed base, 
and corrected afterwards for the difference between this imaginary 
quantity and the real length of the base line ; or if the length of 
the base is subsequently found to have been incorrectly ascer- 
tained, the triangulation may be corrected in a similar manner. 

Thus, suppose C B the assumed, g 

and AB the real length of the base 
— also E B and A E the real distances 
to the trigonometrical point E, and 
D B and D C those calculated from 

the assumed base, then A E evidently = C D. -— , and E B = 

Instruments used for observing Angles.— On the Conti- 
nent, the instrument that has been generally used for measuring 
the angles of the principal and secondary triangles is Borda's 
repeating circle*; but the theodolite is imiversally preferred in 

* For a detailed account of this inHtrument, which is so seldom met with in 
England, see pages 89 to 99, "Geodesic, par Francoeur;" also page 142, vol. i. 
'* Puissant, G^odesie.*' There is also a very able paper upon the nature of the 
repeating circle by Mr. Troughton in the first volume of the Memoirs of the Astrono- 
mical Society. 

The portability of this instrument is one of its groat recommendations ; but it seems 
to be always liable to some constant erroTf which cannot be removed by any number 
of repetitions, and the causes of which are still unknown. With aU the skill of the 
most careful and scientific observers, the repeating circle has never been found to give 
the accurate results expected from it, though in theory the principle of repetition 
appears calculated to prevent almost the possibility of error ; its accuracy is also 
limited by the small size of the telescopes. 




22 



TRIANGULATION. 



England, and those of the larger description, in their present 
improved state, are in fact portable Altitude and Azimuth 
instruments. The theodolite possesses the great advantage of 
reducing, instrumentally, the angles taken between object* 
situated in a plane oblique to the horizon, to their horizontal 
values, which reduction, in any instrument measuring the exact 
angular distance between two objects having different zenith 
distances, is a matter of calculation depending upon the zenith 
distances or co-altitudes of the objects observed.* The formula 
given by Dr. Pearson for this correction when the obliquity is 
inconsiderable, which must always be the case in angles observed 
between distant objects on the horizon, is as follows : — 

A being the angle of position observed, H and h the altitudes 
of the two objects, and n = sin. ^ (^ H -f- h). tan. ^ A — sin. * 
(i H — k). cot. J^ A . then x (the con-ection) = n. sec. H. sec. h. 
The value of n is given in tables computed for the purpose of 
facilitating this calculation, for every minute of H and h, and 
for every ten minutes of A. Wlien the altitude differs more 
than 2° or 3° from zero, the following formula is to be used in 
preference : — 

Sin. ^ Z I __ V (sin.J^S - S) . sin. (^ S - 5 . 

the reduced angle \ "" sin. b, sin. 6' 



• This will be evident from the figure below, taken from page 220 of Woodhoiise's 
Trigonometry. 

Let be the station of the observer, A 
and B the two objects whose altitudes above 
the horizon are not equal ; then the angle 
subtended by them at is A B measured 
by A B ; but if Z a, Z 6, are each - 90**, 
then a 6, and not A B, measures the angle 
a Z bf which is the horizontal angle re- 
quired. The difference, then, between the 
observed angle A B and a Z by is the 
correction to be applied as the 'reduction 
to the horizon. The horizontal distances 
between these stations of different eleva- 
tions may be found from having the reci- 
procal angles of elevation and depression, 
and the measured or calculated distances, 
which being considered as the hypotenuse of the triangle, the distances sought are 
the botes. From these the horizontal angles may be calculated if required. 
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S being the sum of the angle observed and the two zenith dis- 
tances; and d and V the respective zenith distances of the 
objects.* 

SPHERICAL EXCESS. 
All observed horizontal angles are however essentially Bpherical 
aTigles; and in every triangle measured on the surface of the earth, 
the sum of the three angles must therefore, if taken correctly, be 
more than 180**. The lines containing the observed angles are 
in fact tangents to the sphere (supposing the earth to be one), 
whereas to obtain the three points considered as vertices of a plane 
triangle, the angles must be reduced to the value of those con- 
tained between the chords of the arcs constituting the sides of 
the spherical triangla The correction for this spherical excess, 
though too minute to be applied to angles observed with mode- 
rate-sized instruments (being completely lost in the unavoidably 
greater errors of observation) should however be calculated in 
the principal triangles, which is easily done on the supposition 
that the area of a spherical triangle whose sides are immeasurably 
small compared with the whole sphere, may be considered iden- 
tical with that of a plane triangle whose sides are of the same 
length as those of the spherical, and whose angles are each dimi- 
nished by one-third of the spherical excess ; from which theorem, 
demonstrated by Legendre, and known by his name, is deduced 

the form A-f B-f C— 180°= -^ : or for the excess in seconds, 

o 

^' ,, : where S denotes the area of the triangle, and r the 

r* Sin. 1 " ° 

radius of the earth .f 

The earth being considered a perfect sphere whose radius is 
21,008,000 feet, one second of space = 10143 feet, and (101-43) « 
= the square feet in a square second. — R the radius = 

206264"-8, and the expression becomes ^^^^j^g^,--—^.^,^^, 

* For the investigation and application of these formula?, see vol. L *' Puissant, 
Traits de G^odesie," page 174 ; ** Geodesic, par Francoeur," pages 128 and 435 ; and 
Dr. Pearson's ** Practical Astronomy," vol. ii. page 605. Hutton's formula Is the 
same, except that it is expressed in terms of the altitude instead of the zenith 
distances. See also Woodhouse's "Trigonometry," page 220, and the corrections to 
the observed angles in the first volume of the *' Base Mdtrique.*' 

t R" may be considered identical with See ** Puissant," vol. i. page 100. 

sin. 1" 
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x206264"-8; or, in logarithms, Log. area-4-0123486— 5-3144251 
= Log. area — 9*3267737 for the spherical excess in seconds.* 

On the Trigonometrical Survey of England, the spherical ex- 
cess was constantly calculated, not solely for the purpose of 
diminishing the observed angles by the amount, but to correct 
the obaervationa. Thus in one of the large triangles in Dorsetshire 
the sum of the three angles was 0''5 less than 180°, the calculated 
spherical excess amounted to l''*29, showing an error of l''*79 in the 
observation, and in many of the triangles this error was more con- 
siderable. One-third of the error thus found added to each of the 
angles, corrects them as angles of a splterical triangle, and one- 
third of the spherical excess deducted from each of these corrected 
spherical angles converts them into the angles of a plane triangle 
ready for calculation, the sum of whose angles is = 180°, as is 
seen in the example below. 



Observed Angles. 



Khtsi ^5-54' 37" 

Bolt head 48 39 24*5 
Butterton 86 25 68 



179 59 59*6 



One-third 

of 

Error. 



+ -597 



+ 
+ 



•597 
•697 



Corrected Sph. 
Angles. 


One- third 

of 
Sph. Excess 

- -43 

- -43 

- ^43 


46^ 54' 37" -597 

48 39 26 -097 
86 25 58 -597 


180 1 ^29 



Rectilinear Angle; 
corrected for 
calculation. 



45" 64' 37" -167 

48 39 24 -667 
85 25 68 •167 



180 



One-third of the spherical excess has here been deducted from 
each angle, but it might have been calculated for each separately, 
by reducing the angles of the spherical triangles to the angles 
formed by the chords. {Woodhouse, page 239 ; Base du Systime 
M^triquCy &c.) Thus there are three modes of solving the large 
triangles of a survey, first, by calculating them as spherical tri- 
angles with the corrected spherical angles ; secondly, by computing 
them as rectilinear triangles with the angles of tfte chords ; and 
thirdly, by Legendre's more expeditious method of reducing each 
angle by one third of the spherical excess. In the " Base du 
Systfeme MArique," the sides of the triangles were computed by 
ill three methods. On the Ordnance Survey they were formerly 

* Woodhouse arrives at the same result at the termination of a long investigation 
of this correction. —** Trigonometry," page 229. 
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mostly calculated by the second, and checked by the third, but 
latterly the last of these modes, that by Legendre's formula, was 
the only one used. 

This subject is treated at length in Puissant, vol. L pages 100, 
117, and 223, and also in the account of the Trigonometrical 
Survey, in Professor Young's and Woodhouse's Spherical Trigo- 
nometry ; and in various other works. 

REDUCTION TO THE CENTRE is a term appUed to the 
correction for the eccentricity which arises when the theodolite 
cannot be exactly placed over the station.* 

In the triangle ABC, suppose C the station where the instru- 
ment cannot be set up. Jf at any convenient point D, the angles 
A D B and ADC are taken, and the distance C D measured, the 
angle A C B can be thus determined. 
AEB = ACB + CAD. 
andAEB = ADB + DBC. 
•.•ACB-f.CAD=ADB + DBC, 
and A C B = (A D B 4- D B C) - 
CAD. Butsin.DBC = sin. BDC 

X ^-^, and sin. CAD = sin. ADC 
X T-— , and as these angles are ex- 

A C 

ceedingly minute, the sines may be 
substituted for the arcs, and we have 

ACB = ADB + ^. sin. BDC- 

-. sin. AD Cf or in seconds 



AC 

ACB = ADB+ J;^„( 

8111.1 > 

8in.ADC\ 



CD /si n. BDC 
BC 



AC 




The necessity for the above correction is not of common occur- 



• WTiero mills, churches, and other marked objects are selected as trigonometrical 
points, which are otherwise peculiarly well adapted, but on which the theodolite 



f Instead of deducing the angle at the station on which the instrument cannot be 
set up from that observed at any spot convenient to it, it is often found more expe- 
ditious, particularly if there are many observations made, to correct the other angles 
of the triapgles ; this latter method is generally now practised on the Ordnance 
Survey. 
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rence, as in the principal triangles, stations are generally selected 
from whence observations can be made; and in those of the 
secondary order, the measurement of the third angle is not con- 
tidered imperative. 

ADJUSTMENTS OF A THEODOLITE— In observing the 
angles for triangulation, too much care cannot be bestowed upon 
the adjustments of the instrument. These are briefly as follows 
for the 5 or 7-inch theodolites used in fixing points in the interior, 
and for traversing. The large theodolite, 3 feet in diameter, known 
by the name of its maker, Ramsden,* and liberally lent by the 
Royal Society to the Ordnance, is fully described in the " Trigono- 
metrical SuiTcy ; *' and the peculiarities in the construction and 
management of the other large insti-uments with which the angles 
of the principal and secondary triangles wei-e observed, are soon 
understood by any officer conversant with the adjustment of the 
smaller class, which he most generally has to work with, and 
which is therefore the one selected for description. 

The first adjustment is for the line of collimation,+ and consists 

^ cannot lie set np, this reduction becomes neces- 

sary if angles are required to be taken from 
A them. Temporary trigonometrical stations are 

/j^l easily formed of three or four pieces of scantling, 

j^^^\ 10 or 12 feet long, framed together as in the 

j^^^^^3l sketch, with a shoi-t pole projecting vertically 

\ \ upward from the apex of the pyramid. A plnm- 

\_ \ met suspended from this gives the exact spot on 

~r_:^i^l-jk>^ which to set up the theodolite . Long poles, which 

^^ — *^- can be removed when it is required to adjust the 

'•— ^^^^^^^^r~ ff^-^ ^L ^^':i^ theodolite over the station, answer the same pur- 
pose. Two circular discs of iron or other metal 
on the top of a pole, placed at right angles to each other, form very good marks for 
observation. 

* An instrument of the same size has since been made by Messrs. Troughton and 
Simms for the survey of India, as also another for the Ordnance Survey. A theodo- 
lite of 18 inches diameter upon a repeating stand was constructed by General Mudge, 
with an idea of its superseding the larger theodolite, the weight and size of which 
rendered its carriage an affair of difficulty ; but the advantage of repelition (so 
desirable in single observations) possessed by moderate-sized instruments does not 
appear to compensate for the diminished size of the circumference of the horizontal 
circle. Theodolites of 24, 18, 12, 10, 9, and 8 inches diameter are also used on the 
Ordnance Survey, as well as those of smaller dimensions, of 7 and 5 inches. 
f The instrumental parallax should first be removed, see note to page 33. 
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in making the cross wires * in the diaphragm of the telescope 
coincide with the axis of the supports in which the telescope 
rests ; the proof of which is their intersection remaining con- 
stantly fixed upon some minute, well-defined, distant point, 
during an entire revolution of the telescope upon its own axis in 
the Ys, which are left open for the purpose. Wheji this inter- 
section on the conti-ary forms a circle round the object, the wires 
require adjusting. They are generally placed crossing each other 
at an angle inclined to the horizon of about 45°,"f" and the operation 
is facilitated by first turning the telescope partly round, till they 
appear horizontal and vertical ; half the divergence of each of 
these lines from the point is then con-ected by the screws near 
the eye-piece working in the diaphragm, loosening one screw as 
that opposite to it is tightened. One or two trials will perhaps 
be required, the diaphragm being moved in the contrary direction 
to that which in the inverting eye-piece it appears to require. 

The second adjustment is for the purpose of setting the level 
attached to the telescope parallel to the optical axis, and to the 
sur&ce of the cylindrical rings on which it is supported ; this is 
done by simply levelling the telescope by means of the tangent 
screw to the vertical arc, and then reversing it end for end in the 

* Platinum wire is the best a^lapted for the purpose, though cobwebs are generally 
used by surveyors ; and as they are liable to break from the slightest touch, it is 
necessary that every person using a theodolite should be able to replace them himself. 
They must be stretched tight across the diaphragm, and confined in their places 
(indicated by faint notches on the metal) by gum, or yamish, the latter of which is 
to be preferred on account of its not being affected by the humidity of the atmosphere. 
The following simple and ingenious mode of fixing these cobwebs, which to a novice 
is often a difiicult and tedious operation, was mentioned to me by Mr. Simms, who 
constructs all the mathematical and astronomical instruments for the Ordnance 
Survey. A piece of wire is bent into a shape something like a fork, the opening a h 
being rather larger than the diameter of the diaphragm. . 

A cobweb being selected, at the extremity of which a \I^ \f\/\/\/ 

9 

spider is suspended, it is wound round the fork in the 

manner represented in the sketch, the weight of the 

insect keeping it constantly tight. The web is thus '*^'* 

kept stretched ready for use ; and when it is required to fix on a new hair, it is 

merely necessary to put a little gum or varnish over the notches on the diaphragm, 

and adjust one of the threads to its proper position. 

t A horizontal wire is often added, in order that the theodolite may, on an 
Emergency, be used as a spirit level with facility. 
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Ys. If the air-bubble does not remain in the centre of the tube 
after this reversion, it must be corrected, one half of the error by 
the screw attached to one end of the level, and the remainder by 
the vertical arc. A few trials will be necessary to obtain this ad- 
justment perfectly; and the level should be at the same time 
adjusted laterally, so as to be in the same vertical plane as the 
line of collimation, if it should be found, on moving the telescope 
alightly on either side, that the bubble becomes deranged from its 
central position. 

The object of the third adjustment is to ensure the verticality 
of the axis of the instrument, and consequently the horizontal posi- 
tion of the azimuth circle, which is instrumentally at right angles 
to it. The level of the telescope already adjusted furnishes the 
means of eflFecting. this. The instrument being placed approxi- 
mately level, and the lower plate clamped, the upper plate is 
moved till the axis of the telescope is nearly over two of the 
opposite plate screws ; the bubble of the telescope level is then 
adjusted by the vertical arc, and the upper plate turned round 
180"* ; if the level is not in adjustment, half the error is to be 
corrected by the plate screwSf and half by the tangent screw of the 
vertical arc. The same operation must be repeated with the 
telescope over the other pair of plate screws ; and when, after 
several trials, the air-bubble of the level attached to the telescope 
remains constantly in the centre of the tube in whatever position 
it is turned, it is only necessary to adjust the two small levels on the 
upper plate to correspond, and they will sei-ve to indicate when the 
axis of the instrument is vertical, care being taken to verify their 
adjustment from time to time. 

The vernier of the vertical arc is the last adjustment ; it should 
indicate zero when all the above corrections have been made. If 
it differs from this point, it can be set to zero by releasing the 
screws by which the arc is held ; but if the difference is small, it 
is better to note it as an index error -^fOr —, than to make the 
alteration. The diflFerence between the index error and correction 
for index error should not be overlooked ; a — index error being 
a + correction ; errors have sometimes crept into calculations 
through inattention to this on the part of the observer. 

Abetter plan of obtaining the index error of the vertical 
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with accuracy is by observing reciprocal angles of depression and 
elevation from two stations about four hundred or five hundred 
yards distant. If none exists the angles will correspond ; other- 
wise the errors will be equal, but in an opposite direction ; and 
half their difference is the index error. 

If the distance selected be too long, it becomes necessary to 
take into account the corrections for refraction and the curvature 
of the earth, depending upon the arc of distance, which subjects 
will be explained hereafter : but for the purpose of ascertaining 
the index en-or of the vertical arc of a theodolite, the distance 
named is quite sufficient. 

The mean of all the verniers should invaiiably be taken,* and 
each angle repeated six or eight times. The errors of eccentricity 
and graduation of the instrument are thus almost annihilated, 
and those of observation of course much diminished. The 
repetition of angles is also the only means by which they can be 
measured with any degree of minuteness by small instruments : 
the large 2-feet theodolites used on the Ordnance Survey are in 
fact portable altitude and azimuth instruments, and a short de- 
scription of their construction and adjustments will be found at 
the end of Chapter XII., after the Problems. 

The " Vernier " above alluded to is a subsidiary contrivance for 
measuring minute spaces between the graduated divisions of an 
arc of any instrument (or of any scale, such as that of the 
barometer), and consists of a slide moving with the index easily 
along the arc or scale with which it is in close contact. The 

* On the azimuth circle of the large theodolite used on the triangulation of the 
Ordnance Survey, the original veruiers were only at the two 
opposite points A and B, the mean of the readings at which 
■were, of course, always taken. Subsequently, the verniers at 
C and D were added, each of them equidistant 120° from A, and 
also from each other. It has since been sometimes the custom, 
first to take the mean of A and B, and afterwards the mean of ^ 
A C and D, and to consider the mean between these two valua- 
tions as the true reading of the angle ; this method has, ^ 
however, been objected to as being incorrect in principle, an undue importance being 
given to the reading of the vernier A, and also in a smaller degree to B. The influence 
assigned to each vernier is, in fact, as follows : — A . 5 ; B . 3 ; C and D, 2 each. 
A theodolite of the same size and construction has been since made with four equi- 
distant verniers. *• 
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•pace occupied by a certain number of the divisioDs on the limb 
of the instrument is equally divided in the vernier into either one 
more or one less than this number, generally the former, and the 
value of the intermediate space between any divisions on the limb 
is obtained by noting the coincidence of any division on the 
vernier with some other on the limb, which gives the diflFerence 
between one of each of these two divisions multiplied by the 
number, as in each coincidence the zero of the vernier has to be 
moved through a space equal to the diflFerence between one 
division of the instrument and one of the vernier. Call L the 
length of one division of the limb, and V that of one division of 
the vernier, and n the number of equal parts into which the 
vernier is divided — 

then L (n — 1) = V n 
orLn — L = V7i 
whence L n — V ti = L 

and L — V = - ; 

that is, the difference between each of the divisions on the 
respective scales is equal to - of one of the divisions on the limb. 

As the number of divisions on the limb is limited by the size of 
the arc, the subdivisions of the intermediate space between each 
division by means of the vernier is also limited, and for very 
minute readings the micrometer microscope is substituted for it. 
Where the zero of the vernier corresponds with any division on 
the limb of the instrument, of course the observed angle is read 
without the assistance of the vernier. On a 9-inch sextant 
the arc is generally divided to 20 minutes, and 59 of such 
equal parts are made equal to 60 divisions of the vernier. In 

this case L — V = --- = 20", which is the limit of the power of 

the vernier, the total length of which must be at least equal to 
19° 40'. 

The micrometer microscope consists of a system of lenses 
similar to those of an ordinary microscope, having across it a 
rectangular box (whose plane is perpendicular to the optical axis 
of the microscope) in which is placed the diaphragm, consisting of 
two parts, one moving over the other. One of these parts, con- 
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taining the cross wires, is made to move freely with its accom- 
panying index by means of a finely cut screw, the circumference 
of whose outer head is divided into 60 equal parts (or more if 
required), acting against the fixed part of the box and turned by a 
mill head, and the other part of a small comb or set of teeth used 
for noting the number of revolutions of the milled head, and 
capable of adjustment to secure the agreement of the zeros of the 
micrometer and the comb. The micrometer head can also be 
turned round on the screw, to be made to read zero when the 
cross wii'es bisect any division on a graduated scale or arc. The 
teeth of the comb agree with the divisions on the arc, whether 
they may be 5, 10, or 15 minutes. The micrometer head when 
divided into 60 parts represents by each division one second, and 
5 revolutions of the micrometer are equal to a space of five 
minutes on the divided limb. In place of the theodolite now 
described, Everest's theodolite has been much used in India ; its 
merits, however, appear to be more than counterbalanced by its dis- 
advantages. The horizontal limb, being supported on three screws 
only, is capable of being levelled very rapidly, and the three- 
legged stand can be used with great facility on top of a wall : on 
the other hand, three screws are not sufficient to steady the 
instrument. In the ordinary instrument, with four screws, each 
opposite pair bear against each other between the parallel plates 
and render the instrument perfectly steady. The adjustments, 
also, in the Everest's theodolite cannot be properly tested ; for the 
telescope cannot be turned round, nor end for end, nor over on to 
opposite bearing, neither can it be reversed, and it can only be 
elevated or depressed a few degrees. 

Method of Discovering Lost Stations. — It is frequently 
necessary to refer to trigonometrical stations long after the angles 
have been observed ; either for the purpose of fixing intermediate 
points, or of rectifying errors that may have crept into the work. 
Large marked stores should therefore be always buried under the 
principal stations which are not otherwise identified by permanent 
erections, and a clear description of the relative position of these 
marks with reference to objects in theii* vicinity should be always 
recorded. If, however, any station should be lost, and its site 
required to be ascertained for ulterior observations, the following 



32 



TRIANGULATIOS. 



method, which was adopted by Qeneral Colby, will be fuuad to 
answer the purpose with very little trouble and with perfect 
accuracy. 

Let D be the lost station, the position of which is required. 
Assume T as near as possible to the supposed site of the point in 
question (in the figure the distance is much esa^erated to render 
the process intelligible), and take the angles A T B, B T C ; A B, 
and C being corresponding stations which have been previously 
fixed, and the distances of which from D are known. If the angle 
A T B be less than the original angle A D B, the point T is 
evidently without the circle in the segment of which the stations 
A and B are situated ; if the angle be greater, it is of coui'se 
within the s^ment The same holds good with respect to the 
angles B T C and B D C. 




Recompute the triangle ABD, a^uming the angle at D to have 
been so altered as to have become equal to the angle at T, and 
that the angle at A is the one affected thereby. 

Aguo, recompute the triangle, supposing the angle at B the one 
affected. In like manner, in the triangle B D C recompute the 
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triangle, supposing the angles at B and C to be alternately 
affected by the change in B D C. These computations will give 
the triangles ABE, ABE', B C F, B C F calculated with the 
values of T, as observed at the first trial station (in both the 
present cases greater than those originally taken at D), and the 
angles at A, B, and C, alternately increased and diminished in 
proportion. Produce A T and B T, making T 1 and T 1' equal 
respectively to E D and E'D, the differences between the distances 
just found and the original distances to the point D ; and through 
the points 1 1^ which fall nearly, though not exactly, in tho 
circumference of the circle passing through A B D, draw the line 
0'. A repetition of the same process in the triangle BCD gives 
the points 2 2\ through which draw the line N N', the intersection 
of which with 0' gives the point T', which is approximately the 
lost station required. Only two triangles are shown in the 
diagram, to prevent confusion, but three at least ought to be 
employed to verify the intersection at the point T' if the original 
observations afford the means for doing so ; and where the three 
lines are found not to meet, but form a small triangle, the centre 
of this is to be considered the second trial station, from whence 
the real point D is to be found by repeating the process described 
above, unless the observations taken from it prove the identity of 
the spot by their agi'eeing exactly with the original angles taken 
during the triangulation. 

If the observed angle T' be less than the original angle, the dis- 
tances T 1, T 1^ T 2, and T 2', must be set off towards the stations 
A, B, and C, for the point T'; and these stations should be 
selected not fai* removed from D, and forming triangles approach- 
ing as near as possible to being equilateral, as the smallest errors 
in the angles thus become more apparent. If the observations 
have been made carefully and with due attention to these points, 
the first intersection will probably give very near the exact site of 
the original station, or at all events a third trial will not be 
necessary. 

To save computation on the ground, it is advisable to calculate 
previously the difference in the number of feet that an alteration 
of one minute in the angles at A, B, C, &c., would cause respec- 
tively in the sides AD, DB, DC, &c. The quantities thus 
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obtained, being multiplied by the errors of the angle at T, will 
give the distances to be laid oflF from T in the direction A T, B T. 
And in order also to avoid as much as possible any operations of 
measurement to obtain the position of the point T', the distances 
from the trial statioii T should be laid down on paper on a large 
scale in the directions T A, T B, &c. (or on their prolongation), to 
obtain the intersection "F of the lines 1 1' and 2 2' and from this 
diagram the angle formed at T with this point T', and the line 
drawn in the direction of any of the stations A, B, or C, can be 
taken, as also the distance T 'F*; the measurement of one angle 
and one shoiii line is all that is required on the ground. 

The triangulation should never be laid down on paper until its 
accuracy has been tested by the actual measurement of one or 
more of the distant sides of the triangles as a base of verification, 
and by the calculation of others from different triangles to prove 
the identity of the results. Beam compasses, of a length propor- 
tioned to the distance between the stations and the scale upon 
which the survey is to be plotted are necessary for this operation ; 
but if the survey when plotted will extend more than six feet in 
length, or be on more than one sheet of paper, it will not be 
desirable or indeed practicable to score the points with beam 
compasses. The lines of the triangles must be referred to the 
meridian, and the points where they cut the sheet edges deter- 
mined by general geometry. 

The Latitude and Longitude of each of the trigonometrical 
stations were obtained with the most minute exactness on the 
Ordnance Survey, both by astronomical observations and by com- 
putation. For the latitude a zenith sector was used, which was 
constructed under the directions of the Astronomer Royal, and for 
which a portable wooden observatory was contrived. The instru- 
ment is placed in the plane of the meridian, and the axis, which 
has three levels attached, made vertical. In observing, the 
telescope is set nearly for a star, reading the micrometer micro- 
scope to the sector, and the observation is completed by the wire 
micrometer attached to the eye end of the telescope, the level 
readings and the time being also noted. The instrument is then 
turned half round, and the observation repeated, completing the 
biaection on this side by the tangent screw, again noting the levels 
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and times, and, lastly, the readings of the micrometer microscopes. 
The double zenith distance is thus obtained, from whence the 
latitude is determined, as explained in the Astronomical Problems. 
The latitudes and longitudes have been adapted to the Ordnance 
Maps published on the enormous scale of 6 inches to 1 mile, to 
seconds of latitude and longitude, with a very trifling maximum 
error, a triumph of practical science that some years since would 
have been deemed impossible. 

Observing * — Place the instrument precisely over the centre of 
the station. Choose or set up a referring object (called in field- 
book R. 0.) about a mile or two away from the station, and in such 
a position that it can be seen at all times when observations can 
be made. In hot climates it is desirable there should be a valley 
between the station and R. O. in order that the motion of the 
air over the heated ground may not influence the observations. 
The obsei'vation of the R. 0. begins and ends each series of 
observations, and any difference between the readings will show 
whether the instrument is in good adjustment, or whether any 
slight shift has taken place. All observations, remarks, &c., 
should be entered in the field-book on the ground, at the time of 
observing, in ink ; and additions of any kind made in the book in 
the office should be entered in a difierent-coloured ink, so that no 
possible mistake can arise as to what has actually been entered in 
the field. 

A record sliould be kept of all trigonometrical stations, giving a 
sketch of the position of each, and measurements from it to any 
permanent objects near, and any other data from which the station 
may be recovered should it be required in after-years. 

* Captain Bailey's instructions to his observers in the triangulation of Cape Colony 
were, ** to be careful that the instrument was in good order and adjustment ; to move 
the lower plate in azimuth in one arc, and to reverse the instrument every alternate 
arc ; to book all observations in ink, and add nothing afterwards to the entry made 
on the spot ; to take no observations in unfavourable weather ; to pay primary at- 
tention to observing the principal stations ; to observe these not less than twenty 
times, and other objects not less than five times, if possible ; to prefer poles or piles 
to heliostats ; to observe aU permanent objects in sigjit, especially such as could be 
identified and fixed by observations from some other stations, such as churches, 
prominent hills bearing distinctive names ; to keep a constant look-out, in the hop« 
of picking up any newly erected beacons ; to take vertical observations four to six 
times. " 
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The Fixation of a Point from Observations at itself is 
much made use of in maritime surveys, but it is also frequently 
requisite in the streets of a large town where the chaining of the 
sides of the minor triangles would be impracticable, and where it 
is necessaiy either to traverse the streets or (what is far better) to 
fix in them a considerable number of interpolated bolts or stations, 
by means of which the town may be divided off into blocks or 
rectangles. A bolt may often have not been observed fi-om any 
other station, but provided three or more stations (whose positions 
can be computed) can be observed from it, its position may be as- 
certained either by construction, calculation, or adjustment. 

The following is the mode of obtaining the position of the 
observer by construction in the case that most commonly occurs, 
viz. when the three points form a triangle, tuithout which the 
place of observation lies : — O, P, and Q represent the three points 




on shore whose positions have been determined by interior tri- 
angulation, and S a rock or anchorage whose place is to be 
determined with relation to the stations above mentioned. Suppose 
the angle QSP is observed 35^ and P S = 40°, describe a circle 
passing through Q, S, and P, which is thus done -.—Double the 
angle QSP which =70°; subtract this from 180, leaving 110°; 
lay off half of this, or 55° at P Q R, and Q P R, and the angle at R 
is evidently =70°, or double QSP; now the angle at the centre 
being double that at the circumference, a circle described from R 
te a centre with the radius R Q, or R P, will pass through tlie j>oi)d 
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S. In like manner a circle described from V, with the radius 
V P, will also pass through S, and their intersection gives the spot 
required. 

The position of the point is found hy adjustment by means of a 
thin piece of tracing paper on which the observed angles ai-e 

« 

plotted ; this can be shifted about until the point falls on to the 
only spot from whence the lines containing the observed angles 
will pass through the three fixed stations. An instrument/ called a 
station-poiTiter, is also sometimes used for this purpose. 

c 

The formula for calculation is cot. B AO=cot. S (- sin. B O C 

cosec, A O B. Sec. S + 1). Where a and b represent the sides B C 
and A C respectively, and S represents 360°— A C— A B C. 

This method of fixing a point will also be found very useful 
when travelling in a country where only a few of the leading 
features are known, especially should one of the lines observed 
be referred to the magnetic north, or, better still, to the true 
meridian ; in the latter case the position of can be immediately 
obtained by construction or calculation with facility. 

Position found by Latitude and Azimuth Angles.— Re- 
quired to find the position of O, the point A being fixed and visible. 

From the point ascertain the true me- 
ridian N 0, and measure the azimuth angle ' "" 
N A. Observe for latitude at O, and com- 
pute the side A O or A N in the right-angled 
triangle A N O, the angles being known 
and also the base N 0, which equals the 
difference in latitude between A and O. 

It is of course desirable that more than one 
fixed point should be observed to from 0. 

This system may be the nearest approach to a trigonometrical 
survey practicable in a wild or hostile country, and is susceptible 
of considerable comparative accuracy, if carried on with judgment ; 
it is, however, after all, but a makeshift compared with a triangula- 
tion, and should, perhaps, have been mentioned under the head of 
a Military Reconnaissance. 



CHAPTER IV. 

INTERIOR FILLING-IN OF SURVEY, EITHER ENTIRELY OR 

PARTIALLY, BY MEASUREMENT. 

The more carefully the triangulation has been carried on, the 
easier and the more correct will be the interior filling up, whether 
entirely by measurement with the chain and theodolite, or only 
partially so, the remainder being completed by sketching; the 
former of these methods will be first explained. — 

Minor Triangles. — On the Ordnance Survey the sides of the 
tertiary or minor triangles (whose true lengths have been com- 
puted from the triangulation) are actually measured with the 
chain from trigonometrical point to point, the directions of the 
lines forming their sides (one to three miles in length) having 
been partially selected with reference to the ultimate objects, viz., 
the delineation of the natural and artificial objects on the surface 
of the ground and the boundaries of woods, estates, parishes, &c. 
"Where it is practicable, these lines should connect conspicuous 
permanent objects, such as churches, mills, &c. ; and in all cases 
the old vicious system of measuring field after field, and patching 
these separate little pieces together, should be most carefully 
avoided.* The method of keeping the field-book in measuring 
the interior with the chain, and plotting from its contents, is of 
course similar to the usual mode of surveying estates, parishes, &c. ; 
and, as stated in the Preface, this preliminary knowledge is sup- 

* Very excellent instructions for the goidance of surveyors employed in forming 
plans of estates and parishes are to be found in the report from the late Colonel 
DawsoD, Royal Engineers, to the Tithe Commissioners of England and Wales, 
Kovember, 1886, from which report Mr. Bruff, in his "Engineering Field-book,** 
bas extracted a number of valuable directions. 
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posed to have been already acquired. But on an extensive 
survey OTie general system Tnust of necessity be rigorously 
enforcedy to insure uniformity in all the detached portions of 
detail, and on this account an outline of the system adopted in the 
Ordnance Survey is given. 

The Chain and its Use. — In surveys which have reference to 
the superficial measurement of land in acres, Gunter's chain is 
always used on account of its enabling the contents of triangles, 
parishes, &c., to be computed by means of the decimal system. 
It is 66 feet (=4 poles) in length, and is divided into 100 links 
of 7*92 inches each. A square chain equals 484 square yards, and 
therefore 10 square chains equal 4840 square yards, or one acre, 
hence the area when computed and expressed in square chains 
and decimals is converted into acres by merely dividing the 
amount by 10 ; if any decimals remain, they are reduced to 
roods and perches by multiplying first by four and then by 
40, thus : — 

669*146 square chains =66*9146 acres. 

4 



3*6584 roods. 
40 



Giving 66 a. 3 r. 26*336 p. 26*3360 perches. 

For lineal measurement, for the survey of towns or fortifications, 
or for ascertaining the content in square yards or feet, a chain of 
100 or 50 feet is often used ; but the former is inconveniently 
long and too imwieldy, and the latter, though handy, is veiy liable 
to cause confusion either in taking the measurement or in booking 
it, because in each hundred feet the chain has to be twice laid ; 
for example, a point at 275 feet on line would read 25 on chain, 
and it is only by the exercise of great vigilance that errors of 50 
feet both in the detail and in the total length can be prevented 
creeping in. These chains are divided into links of one foot 
each. 

The chain is constructed of lengths of stout iron wire, with eyes 
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at each end, connected together by means of two or three elliptical 
bends or rings, each of these lengths, with a portion of the adjoin- 
ing bends, is called a link; the chain is caused to coincide with 
the standard length by adding or removing one or more of these 
bends, but care must be taken that this adjustment should not be 
effected at one point in the chain, but should be distributed over 
its length, so that it may not only be correct as a whole, but that 
also the distances from any one point to any other in the chain 
may be nearly exact. 

At every tenth link in the chain a piece of brass is hung on, cut 
to a shape denoting the number of tens counted from ends to 
centre ; these numbers being generally indicated by means of deep 
notches separating the end of the brass into fingers. In a chain of 
100 links these brasses would show respectively 1, 2, 3, 4, 5, 
4, 3, 2, 1, so that the chain may be used from either end ; the 
brass at 5, instead of having five fingers, is generally round or 
oblong, so as to be easily observable at a short distance. It is most 
necessary that the marks on these brasses should be distinct; other- 
wise, when chaining in muddy roads, mistakes of 10 links will occur. 

As the chain is apt to alter considerably in length from 
day to day when in use, it is necessary to test and correct it at 
the commencement and return firom work with an accurate chain's 
length marked on the ground near the office or house where it 
is kept ; at this time care should be taken to straighten all the 
lengths of iron wire that have become bent ; if this is not carefully 
attended to, considerable errors may occur in the length of lines 
chained, on account of the wires gradually straightening by the 
tension they are subjected to during the day, and thus causing an 
increase in the length of chain. It is also to be remembered that 
it is not sufficient merely to lay the chain along the standard 
length in testing, but that the same power of tension should 
be exerted as is exercised in the field ; at the same time it must 
not be forgotten that the eag of a chain when pulled taut and 
suspended above the ground somewhat lessens its horizontal 
length as compared with what it would measure were the same 
tension exerted while it lay on a smooth surface. The exact 
amount of tension required is therefore not constant, and can only 
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be ascertained by practice ; it is a subject to which the young 
chainman must pay particular attention. 

Each chain is provided with ten arrows of iron wire, each 
12 inches long, pointed at one end and bent into a ring at the 
other, to which is attached a piece of red cloth to render it conspi- 
cuous when chaining over grass lands. The offset staflF, ten links 
in length, should be made of stout wood (ash or red pine) painted 
black, about 1 inch square at centre, shod at one end with an iron 
point for sticking into the gi'ound, and at the other with a hook 
for dragging or lifting up the chain by the handle through a 
hedge or among underwood. The links should be marked by 
white rings run round the staff, the centre being made con- 
spicuous by a double ring. 

The station poles should be about 12 feet long, pointed and shod 
with iron, and surmounted by a flag ; they are used in taking up 
alignments, and for marking the stations. 

On the 6 inches to a mile scale offsets should not exceed a 
hundred links (66 feet) in length as a rule, but on smaller scales a 
greater latitude may be allowed, especially where the object to be 
fixed is not very clearly defined. The cross staff is often used in 
setting off perpendicular lines, but it is not to be compared to the 
optical square ; this is a little instrument by which objects per- 
pendicular to the line at the point where the observer stands are 
reflected in a mirror so as to coincide with objects in the line 
chained ; by means of it long offsets may be taken. 

The measuring tape may often have to be used for working 
round a building, or in a town ; but it is very inconvenient in wet 
weather, unless a superior article is used ; the cheaper tapes soon 
fray out and become bundles of rags : those covered with a water- 
proof coating are recommended. In some tapes three or four 
fine wires of copper are interwoven, and appear to increase their 
durability. 

It is a matter of opinion as to whether the surveyor should have 
two chainmen, or whether he should add the chaining to his other 
duties. The first system is recommended as tending to economy 
in the long run, if the surveyor understands how to keep his men 
constantly and advantageously employed. 
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The method of using the chain must be studied in some work 
devoted to land-surveying ; in Haskoll^s suiTeying there is a very 
full and excellent account ; some of the principal precautions to be 
taken can only here be noted. The leading chainman must place 
the arrow in the ground exactly at the end of the chain, and be 
careful to thurst it in perpendiculai-ly ; in chaining horizontally 
down a slope, he must be very careful how he drops the pointed 
plummet ; for, if one of the fingers should give it a twitch in letting 
go, it may be thrown some inches away from the point it should 
strike. After the offsets have been taken, the leader, in moving 
forward, should give the chain a cast to the right, in order that it 
may not be drawn against the arrow. The lines chained must be 
perfectly straight. 

In chaining down steep slopes an entire chain's length cannot be 
measured at once ; but a portion of the chain may be held hori- 
zontally, the plummet being dropped from the end of it, then 
another portion of the chain is measured from the point where the 
plummet falls. It is desirable to avoid chaining in horizontal 
portions up steep slopes, as the chances of error in such cases are 
considerable : it is sometimes preferable to chain a line in two 
parts ; for example, a side of a minor triangle extends from hill top 
to top across a deep valley, it may be advantageous to chain from 
each trigonometrical point to some centre point, say on the right 
bank of the stream, instead of chaining down one hill-side and up 
the other. 

Cihaining by horizontal distances is the usual system practised in 
the Ordnance Survey, and it merits being adopted generally, both 
because it is found that it is attended with good results and that 
by it all reductions and subsequent calculations are avoided ; but 
when this system is not adopted, it is necessary to measure along 
the surface of the ground, and observe the angles of elevation or 
depression : when the theodolite is used for this purpose, the num- 
ber of links to be deducted from each chain can be obtained by 
reference to the reverse of the vertical arc where it is marked ; 
and the reduction can be made in the field by drawing the chain 
forward the stated number of links. 

When the reflecting level, or the clinometer, is used for measuring 
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the slope roughly, a table is generally kept in the field*book for 
reference, showing the reduction on 100 links for every half-degree 
of inclination, from 2° to 21^ 
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Field-levelling Book: Angles of Elevation and De- 
pression. — Previous to commencing any measurement, the ground 
should be carefully walked over for the purpose of laying out the 
work, and marks set up at the average height of a theodolite on 
the highest parts of the diflferent hills, on the necks of the ridges 
jutting out from them, and at the level of lakes and rivers in 
various parts of their course, as well as on the site of permanent 
objects, such as churches, &c. These levelling marks should be 
all numbered and entered in a separate book, termed a fields 
levelling hook, which also contains reciprocal angles of elevation 
and depression afterwards taken between them for the calculation 
of the horizontal values of the measured lines and of their com- 
parative altitudes; these quantities are subsequently reduced to 
their actual heights above the level of the sea.* It is to be recol- 
lected, however, that the altitudes ascertained in this manner are 



• Among the advantages of connecting a well-arranged series of levels with the 
plan of any portion of country, is that of rendering it at once available to the 
engineer in selecting the best trial lines for roads, railroads, or canals. The system 
of tracing horizontal contour lines at short vertical intervals, instead of sketching the 
features of the ground, affords not only the means of deciding upon the best trial 
lines, but actually furnishes data for constructing accurate sections across the country 
^in any direction. 
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only approximate, and are of no use where minute accuracy is 
required ; the only rigidly accurate method of obtaining the alti- 
tude of a point is by tracing horizonal lines with a spirit-level up 
to it fi'om some point whose height is known (see Chapter V. on 
Levelling) ; in this case the levelling is a totally independent 
operation, quite separate from the survey, and may be performed 
even before the survey has been commenced. 

However, the comparative heights obtained by levelling with 
the theodolite during the survey present so many moderately 
certain points of reference as to the relative command of the 
ground, and are of course of the greatest assistance in the sub- 
sequent delineation of the features upon the outline plan in hill- 
sketching, &c., or even for showing the general lie of the contour 
lines. 

The following is the form kept in the field-levelling book for 
obtaining the data for the calculation of these values : — 




Horizontal 
Reading. 




Apparent Elevation 
or Depression. 



Remarks. 



The third column, headed " Iiorizontal readAng,'' is the reading 
of the vertical arc when the telescope is levelled, and is, in fact, the 
index error, which is however best determined by reciprocal angles 
of elevation and depression as before explained ; and under the 
head of remarks are kept horizontal angles to surrounding objects 
and other collateral details. From the angles thus observed, and 
the known distances between the places of observation, is made 
out the following table : — 
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FOBH OF SEQISTEB OF HORIZONTAL AND VERTICAL DISTANCES. 
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This form almost explains itself: the first column refers to the 
plot or pl&n in which the points or lines are contained; the 
second shows the measured length of the line written hetween the 
letters marking its extremities ; the third gives the mean elevation 
or depression of the second object deduced from the reciprocal 
angles in the levelling field-book after applying the correction for 
the index error in the third column of the same book, and also 
those for curvature and refraction when very long distances render 
their effect sensible ; the fourth column contains the Ic^. cosine 
of the angle in the preceding one, and the logarithm of the 
distance, the natural number answering to the sum of which is 
entered in the fifth column. The sixth contains the logarithm of 
66 = 98195439 (the propoi-tion of one link to one foot), the log. 
sine of the angle, and the log. of the distance ; and the number 
answering to the sum of these three logarithms gives the relative 
altitude in feet, which is entered in the seventh column. The 
eighth column shows absolute altitudes above low-water mark, 
those that have been previously determined by levelling being 
entered in red: the others are obtained by the addition or sub- 
traction of the altitudes in the preceding culunm. 
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FIELD-BOOK AND METHOD OF SURVEYING IN A TRIANGLE. — 

When the sides of the triangle are long, or are to be traced over undu- 
lating ground, it is necessary to mark out the exact alignment with 
a theodolite, as it is quite impossible to set it out accurately with 
the eye: should this precaution be neglected, the sides of the 
triangles will probably be traced crooked, and the interior lines 
will, on the gi*ound, be either too long or too short. 

During the laying out of these sides, points in them are selected 
and recorded (and pickets and nails driven in the ground), from 
whence other lines are traced for cutting up the interior of the 
triangle in the most advantageous manner for the survey of roads, 
rivers, hedges, &c., and also with a view to the determination of the 
natural and artificial boundaries ; so that, by means of the measured 
lines running near them, the whole of the interior content may be 
computed from the " Content Register" (see page 54), Tnade out 
directly from the field-book, the calculation from the .plot or plan 
being afterwards made simply as a check upon the other. 

In commencing a field-book, the first pages after the index are 
devoted to the diagrams of the triangles. These usually consist of 
a general diagram showing the principal cutting-up lines, and dia- 
grams of a large size showing the positions of all the lines measured 
within these cutting-up lines. For example, in Plate 1 the triangle 
ABC may be considered as a general diagram showing only the 
principal lines, and on the following pages in the field-book would 
be given the whole of the lines measured in the triangles B I E, 
E I F, &a, which cannot be shown in the first diagram for want of 
space. It is to be noted that it is not necessary to use the dis- 
tinguishing letters A, B, C, excepting when the survey is connected 
with the computation of the contents of parishes, &c. ; in all other 
cases the lines are simply distinguished by their measured length 
and the page to which they are referenced. 

In the diagram is shown only the length of each line written in 
the direction it was measured, the distance along the line from 
which any other line may be chained or may terminate, and the 
page in the field-book where the details of the chaining may bo 
found ; the length of the line is written over it, and the number of 
the page underneath it. All this is penned in with ordinary black 
ink as neatly as the surveyor is able to do it with a steel pen and 
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rule : the diagrams are not drawn to any scale, but are to give a 
general idea of the position of each line. When the field-book ig 
forwarded to the head-quarter office, the. con-ect length of each of 
the long lines is computed from the triangulation, and their correct 
readings, together with the connected figures of the cuttings, are 
entered in red ink close to the original figures : the book is then 
turned over to the plotter, who, from these diagrams alone, lays 
out all the measured lines, and has no occasion to refer to the 
detail measurements for this purpose. 

The surveyor must recollect that, however well he may understand 
his own field-book, it is of no avail unless it is equally intelligible 
to the plotter ; and he must therefore strictly adhere to the rule 
laid down for the particular survey on which he may be employed, 
and must always book his measurements with a view to their mean- 
ing being readily comprehended in the office. A few references or 
measurements forgotten to be booked may cause hours of extra 
work in the office and considerable additional expense in the re- 
admeasurement of lines. 

For the booking of the measurements of the sides and other 
lines three lines are drawn up the centre of the field-book, about 
three-quarters of an inch apart, in order to allow of the entry of 
the number of links at which the cuttings take place ; the narrow 
space to the left is for the chained measurements ; that to the 
right is for the corrected measurements, which are entered in red 
ink ; the oflfsets are written to the right and left of these lines : 
where lines are too short to require correction, say under 2000 
links, the second space is omitted. The probable amount of error 
in chaining is 1 in 1000 ; but a gi'eater amount is often allowed 
when surveying for small scales, according to the nature of the 
ground passed over. 

The system of booking the measurements or ofiisets is shown on 
Plate 3 ; the lines drawn round certain figures denote points from 
which other lines have been measured. 

Sometimes with short lines it is found advantageous to survey 
several lines on one page in the position they bear to one another ; 
the connection of hedges is often rendered much more apparent to 
the plotter by this system (see Plate 3a). Every line is booked 
in the direction it is run, that is, from bottom to top of page. 
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Every surveyor dates his day's work in the field-book, and at some 
convenient spot on each page collects the total length of lines and 
offsets contained in it. T}ie amount is carried over and added to 
that of the next page, and so on, to the end of the day's work : the 
names of all the men employed each day should also be entered. 

The field-book should be kept in ink in the field, and have a 
distinctive letter marked upon it as a reference : no work should 
be entered in pencil, and all erasures with a knife should be for- 
bidden ; if mistakes are made, the figures should be crossed out 
and the corrections entered alongside, with the initials of the 
surveyor. 

The average daily progi*ess of a good surveyor in England, 
survejring for the six inch to a mile scale, is — 

With one chainman. 

Close large village .... about 5 acres. 
Villages and surrounding fields, &c. . „ 14 
Close country, gentlemen's houses, 

demesnes, &c „ 20 

Medium country, ordinary fields, and 

scattered farms .... „ 30 to 32 „ 
Open moorland, wuth roads, streams, 

boundaries, cart-tracks, &c. (no 

fields) . . . . . . „ 55 „ 

The offsets should be numerous and minute in proportion to the 
scale upon which the survey is made ; but they must also be 
governed by the nature of the work : thus it is evident that it is 
not necessary to take offsets to more points in a straight line than 
the two extremities, however long it may be. 

It is impossible in a work of this nature to call attention to all 
the important points connected with detail surveying, which, be it 
remembered, is a profession or calling only learned thoroughly by 
years of practice ; and it is now necessary to pass on to the next 
process — 

Plotting, which is described in Chapter VII. 

Exarnvning, — Portions of the work as plotted from the field- 
book are then transfened to cardboard or drawing-paper, or traced 
pff on thin bank-post paper, which latter has this advantage, that 
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it is capable of being folded over a piece of Bristol board fitting 
into the portfolio, and from its large size, it will contain on the- 
same sheet distant trigonometrical points which will constantly be 
of use in the field. It can be folded over the pasteboard, so as ta 
expose any portion that may be required, and when the work is 
drawing near to the edge it is only necessary to alter its position. 
In moist weather prepared paper, commonly termed asses' skin, is 
the only thing that can be used, as the rain runs oflFit immediately 
without producing any effect on the sketch. 

The examination, though indispensable, introduces an evil which- 
cannot be too carefully guarded against ; for if it compels a dishonest 
workman to do good work, it at the same time may induce an honest 
workman to become negligent, from the knowledge that if he does 
make a mistake it will be rectified by the examiner : every effort 
should be made to cause the surveyors to consider that their work 
is the only basis for the laying out of the detail, that the examiner's 
work is for the purpose of testing its accuracy, and not for correct- 
ing it ; and deductions of pay or fines should be inflicted on sur- 
veyors who have done bad work, to compensate for the time lost by 
the examiner in rectifying it. The examiner should have a chain 
and offset staff with him. His duties, besides correcting, are to 
show the nature of the buildings, whether wood or stone, &c. ; ta 
insert the fire-plugs, hydrants, cesspits, surface gutters, and other 
small details left out by the surveyor ; to show everything in such 
a manner that it can be clearly imderstood by the draughtsman, 
and to insert the names for the lettering : in the open country he 
is often also a hill sketcher ; but on extensive surveys many of 
these duties become distinct specialities performed by men who 
take them up as their constant employment. 

Fi/nal eaxtmrnatioTL — When the plan is penned in by the 
draughtsman and ornamented, it is taken out into the field by the 
superintending officer and subjected to a rigid final examination : 
the trial of the comparison of the intersection of lines drawn 
through points over the ground with those on the plan is a severe 
test. 

Traversing. — ^The survey of the roads (though for the sake of 
saving unnecessary labour it is as much connected with them as 
possible) is sometimes quite independent of the measured triangles 

E 
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connecting churches or other permanent objects and the minor 
trigonometrical points, which lines mutually constitute a check 
upon each other. The term traversing is generally applied to 
this, and indeed to all irregular surveying by the chain and 
theodolite. On starting from any point in road surveying, the 
instrument being adjusted and set to zero, the telescope is directed 
upon One of the most conspicuous stations, and after taking two or 
three angles to other fixed points, the forward angle is read off in 
the direction it is intended to pursue, and the upper plate firmly 
clamped ; the magnetic bearing of this meridian should also be 
read and booked. On arriving at the end of this line the theo- 
dolite is set on the flag-^staff or picket left at the back station, the 
platea remaini/ng stUl clamped to the kut angle; and the reading 
on the graduated limb when the telescope is pointed to the next 
forward station is not the number of degrees contained between 
these two lines, but the angle that this second line forms with the 
first meridia/n, or the line upon which the theodolite was first set. 
The eye at each round should glance at €he magnetic bearing, 
which should read as at starting, otherwise the plates have slipped, 
and it will be necessary to retraverse a portion of the work. This 
method, now in general use among surveyors, saves the trouble 
of shifting the protractor at every angle when plotting the work, 
and also insures greater accuracy, as the bearings being laid down 
from one meridian,* a trifling error in the direction of one line 
does not affect the next. As the work progresses, of course other 
lines are selected as meridians ; and it should be an invariable rule 
on beginning and ending a day's work, always to take the angles 
between the back or forward stations and any two or three fixed 
points that may be visible. 

This rigidly mechanical method of surveying the interior evi- 
dently leaves nothing to be afterwards filled up in the field, except 

* TIm readiBst way of plotting lines whose directtons have all reference to one 
meridian is by the uae of a cireoLar pasteboard protractor, with the centre cut out. 
A parallel ruler or angle (if the angle and ruler be preferred) is stretched across its 
diameter to the opposite corresponding angle, the zero having been first laid on the 
meridian line and moved forward to the point from whence the bearing is to be 
drawn. For surveys on a very large scale, however, the semicircular brass protractor, 
with a Temier, is better adapted, as being more minutely accurate. 
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the features of the ground, which is effected either by sketching or 
by tracing horizontal contour lines at fixed vertical intervals. 

CoBCPUTiNG Contents of Parishes, &c. — Where the boun- 
daries of parishes, townlands, &c., are to be ascertained and 
shown on the plan, there must be persons procured whose local 
knowledge can be depended upon, and whose authority to point 
them out to the sui-veyors is acknowledged. The most accurate 
method of calculating the contents contained between the various 
boundaries of parishes, estates, &a,* has been already stated to be 
from the data furnished by the field-book, in which case every 
measured figure must be either a triangle or a trapezoid. The 
diagram and the content plot must be first drawn in outline, and 
used as references during the calculation to prevent errors and to 
assist in filling up the content register, and frx>m this the acreage 
of the different portions is taken. The annexed example of the 

* The contents even of the fields and other inclosures can be calculated from the 
field-book ; but if the parishes and larger figures are so determined, the minute sub- 
divisions of the interior may be taken from the plan. On the Ordnance Survey of 
Ireland, the number of acres in the different parishes, baronies, ftc., were calculated, 
as also those covered by water, and given in a table accompanying the '* Index Map '' 
of each county ; but the contents of the fields were not computed, though the hedges 
and other inclosures are shown on the plot. The contents of inclosures can be very 
quickly ascertained from the plan, by drawing lines in pencil about one or two chains 
distant across the paper, both longitudinally and transversely, or by laying a piece 
of transparent paper, so ruled, over it ; the number of squares in each field are then 
counted, and the broken portions either estimated by the eye or reduced to triangles 
for calculation. A very rough and ready method of approximately checking the com- 
putation is to weigh a portion of paper equal to the area of the part computed, and 
compare it with the weight of an acre (on same scale) of the same paper ; for this 
purpose trace or transfer the outline of the computed area to the paper and cut out 
with a pair of scissors. 

The "computing scale,'* upon a principle similar to the pediometer described at 
the end of this work, also affords the means of asceitaining mechanically the acreage 
of inclosures divided into triangles or trapeziums. It has been for many years in use 
at the Tithe Commission Office, for the purpose of calculating and checking the 
contents of plans surveyed under the Act of Parliament, and is productive of a great 
saving of time and expense. The principle of the construction of the pediometer 
depends upon the following equation, combined of the sum and difference of a diago- 
nal of the trapezium and the two perpendiculars. Let a represent the diagonal, and 

h the sum of the two perpendiculars ; then the area ^^^^'^V^)'^-^^^-W* 

Acreages of inclosures, &c., are now obtained on the Ordnance Survey by the Com- 
puting Scale to the ^ part of an acre with great rapidity. 

1^ 1 
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field-book, with the diagram content plot and content register, all 
deduced from it, will better explahi the details of this system. 

In this specimen of a field-book, all offsets, except those having 
relation to the boundary lines (supposed to be of townlands, or any 
division of property, the contents of which are to be calculated 
from the field-book), are purposely omitted to prevent confusion, 
the example being given solely to illustrate the method of calcu- 
lating these larger divisions. The rough diagrams are drawn in 
the field-book not to any scale, but merely beaiing some sort of 
resemblance to the lines measured on the ground for the purpose 
of showing at any period of the work their directions and how 
they are to be connected; and also of eventually assisting in laying 
down the diagram and content plot. On these rough diagrams are 
written the distinctive letters by which each line is marked in the 
field-book, and also its length, and the distances between points 
marked upon it, from which other measurements branch off to 
connect the interior. The boundary lines are further distinguished 
from those run merely for the purpose of taking offsets to the 
minute subdivision of the property, &a (and which, as before 
observed, are omitted in the present instance, both in the field- 
book and the plot), by dotted lines; so that in plotting the diagram 
to a scale, their difference is at once perceptible. 

The form of keeping the field-book is similar to that practised 
on the Ordnance Survey, reference to the letters distinguishing 
former measurements being always made, the letter of the begin- 
ning and ending of every line by which it is designated in the 
diagram, being also written at the top and bottom of its represen- 
tative in the field-book. 

The construction lines all forming triangles, and offsets having 
reference to the boundaries, are retained in the content plot, and 
tend to prevent mistakes in the calculation. 

In the content plot and diagrams* the trigonometrical points 
A, B, C, D, are on an average rather more than half a mile apart, 
so that in reality the same number of divisions of townlands 
would not occur in the space comprised within them ; and, instead 

* It ia now luraial on the Ordnance Survey to combine the information contained in 
the ** Content Plot ** and " Diagram *' in one drawing. 
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of letters, they would be distinguished by the name of the 
townland or parish. 

The large letter B 2 on the diagram of the triangle ABC refers 
to the distinctive mark of the field-book ; and the small figures 
8, 4, 5, &c., written along the construction lines, to the different 
pages of the same book, to which reference can thus be made at 
any moment. 

The contents only of the large divisions are calculated from the 
field-book. Those of the minute inclosures are (if required) 
obtained by the computing scale from the plot, from which the 
contents of townlands and parishes are also computed, for the 
purpose of checking the previous calculations. 

The method of calculating these contents by means of the 
measured triangles and oflFsets will be easily comprehended by 
comparing together ihefield-book, content plot, and content register, 
for the triangle CAD. That for ABO, being on exactly a 
similar principle, has been omitted, as it could add nothing to the 
explanation of the system. 



INTERIOB PILLUIG-IN 





CONTENT REGlSTEE-TElANOLE C A D.- 


Flltk 4. 




Pkti 


DiviBion or 
Sub- 
division. 


Trimgh or 


Irt 


and 


3rd 


Content in 


Content 
iuStatute 


Plots. 


Trapeziam. 


Side. 


Side. 


Side. 


ChWM. 




TriiBgle. 


ACD 


4451 


339S 


4250 


e79-5032 






CN8 


2324 


17M 


1684 


H8-0619 






1 


_ 


60 


150 


■4600 ) 








X8 


SO 


10 


128 


■6300 








\ 


10 


72 


1S2 


■8612 ) 




1-B312 




1 


I 


_ 


i 


73 


'0146 1 








ST 


1 




63 


■0106 






Additives. 


1 




5fl 


IfiO 


■4200 1 




■4452 






1 


_ 


86 


186 


■2988 ) 








TH } 


ae 


40 


U4 


■6472 f 








i 


40 


~ 


161 


■3020 ) 




1-1480 










Total 




lSl-6760 






HTN 


sai 


102S 


788 


31 ■IS?! 






, 


__ 


fi2 


164 


■42641 










EZ 


74 


S6 


■6048 








ST 


74 


48 


174 


1-0440 










46 


20 


140 


■4620 










20 




46 


■0460. 




a -6832 








_ 


40 


42 


■0840 •) 










40 




100 


■4300 












30 


24 


■0360 








T H 


30 




32 


■0480 










102 


7fl 


64 


■G696 










7« 


BO 


48 


■3984 






I 




BO 




66 






1-9630 




Negatives, 




— 


82 


220 


■90201 










82 


70 


122 


■9272 1 








C 11 


?0 
50 


50 
31 


G2 


■8480 1- 
■2184 1 








"- 


3J 


~~ 


103 


-1734 ] 




2-8890 








— 


42 


ISO 


-39P0 








fiC 


42 


62 


160 


-8320 








(12 


100 


160 


1-2960 










100 




200 


1.0000 




3-6270 










ToUl 


NeRBliica 


42-0898 












Total 


Additives 
Difference 


1S1 ■5760 
109-5064 


10-95064 
-28690 


B 


t H 


See 


"Ub^ 




2-8600 












NegittiVea 
none. 







OF SURVEY. 



55 



Plan 

and 

Plots. 


Division or 
Sub- 
division. 


Triangle or 
Trapezinm. 


Ist 
Side. 


Snd 
Side. 


3rd 
Side. 


Content in 
Chains. 


Content 

inStatnte 

Aorea. 




J 

Additives. 
Negatives. 


SC 


Page 54 


• • 


• • 
Nont, 


3^5270 


8-16307 

• 

» 


D 

Additives. 

• 


HTN 
TH 

NUV 
NRM 

TU 
UY 

NV 

NR 
RM 


1 

r 

1 


Page 54 

584 
844 

56 
54 

20 
104 

136 
90 
46 
30 

30 
26 


• • 

742 
972 

54 
98 

20 

104 

136 
90 
46 
30 
36 

30 
26 

Totel 


• • 

590 
600 

34 
170 

96 
44 

332 
122 

820 
204 
218 

68 

34 

256 
164 

180 

Additives 


33^0904 

16-8769 
25-1184 

•1870 ) 
1-2920 i 


1-4790 

•0960 ) 
•0440 } 


•1400 

1-7264 ) 
•6344 ( 


2-3608 

2-1760^ 
2-3052 
1-4824 . 
-2584 
•1122 J 


6-3342 

-3840) 
•4592 f 
•2340) 


10772 
86-4759 


D 

Negatives. 


TH 
UV 

NV 

• 


1 
1 


Page 54 

90 
48 

100 


• • 

90 

48 

100 

Total 
Total 


• • 

72 
228 
160 

162 
126 

Negatives 
Additivea 

Difference 


1-1480 

•3240) 

1 -5732 \ 

•3600 ) 


2-2572 

-8100 > 
-6300 j 


1-4400 

4-8452 
86-4759 


81 -6307 


F 
Additives. 


ANO 
RO 1 


2180 

36 

62 

110 


1340 

62 

110 

Total 


1948 

176 
230 
160 

Additives 


127'8ai8 

-8624) 

1-9780 V 

-8800) 

3-7204 


181-5522 





56 



INTERIOR PILLING-IN 



FUn 

and 

Plots. 



Divisioii or 
Sub- 
division. 



F 
Negatiyes. 



L 

Additives. 



L 

Negatives. 



M 

Additives. 



Triangle or 
Trapezium. 



DNO 

NV 
RO 

VP 



PQ 



DPQ 

NV 
NR 
RO 

VP 



PQ 




DPQ 

PQ 
DWX 

PW 
WX 



Ist 


2nd 


Side. 


. Side. 


Page 56 


. • 


^ 


86 


36 


50 


50 


— 




Total 


1 


Total 


8136 


2058 


Page 55 


. ■ 


See 


above 


__ 


52 


52 


50 


50 


30 


_ 


50 


50 


30 


30 




1680 


1698 


Page 55 


. a 


__ 


86 


86 


40 


40 


30 


30 


— 


_ 


52 


52 


30 


80 


— 




Total 




Total 


See 


above 


1370 


1442 


80 


— . 


— 


56 


56 


36 


36 


~— 




Total 



3rd 
Side. 



232 
109 
197 



Negatives 
Additives 

Difference 



Content in 
Chains. 



I Content 
inStatute 
Acres. 



26-1956 



•4176 
•4687 
•4925 



1-3788 

27-5744 

131 -5522 



103-9778 



1948 



214 
96 
36 

174 

292 

66 

Additives 



195-3072 
1-4400 
1-3788 



-5564 
-4896 
•1440 



1-1900 



-4350 

1-1680 

-0990 



1 -7020 
201-0180 



1078 



110 
88 
30 

140 



250 

80 

216 



Negatives 

Additives 

• 

Difference 



770 
810 
114 
104 
90 



Additives 



86-2650 

12-4154 

•1980 
•3344 
-1050 
-2100 



-8474 



•6500 
•8280 
-3240 

1 -3020 



100-8298 
201-0180 



100-1882 



87-5670 

51-8889 
-4650 
-8192 

•4784 
•1620 



•9596 



140-8255 



10-39778 



10-01182 



OF SURVEY. 



57 



Plan 

and 

Plots. 



Division or 
Sub- 
division. 



M 

Negatives. 



Triangle or 
Trapezium. 



K 
Additives. 



K 

Negatives. 



PQ 

WX 



DNS 

ST 

UV 

VP 

WX 




END OF A 



Ist 


2nd 


Side. 


Side. 


Page 56 


— 


52 


52 


64 


64 


—^ 




Total 




Total 



3136 
Page 54 
„ 65 
„ 56 

See 



Page 54 
» 55 

,, 56 



ft 



55 



ACD 



2484 



above. 
Total 



Total 
Total 



3rd 
Side. 



142 
232 

88 



Negatives 
Additives 

Difference 



1684 



Additives 



• • t • • 



Negatives 
Additives 

Difference 



Content in 
Chains. 



1 -7020 
•3692 

1-3456 
•2816 



1*9964 

3*6984 
140*8255 



137*1271 



208*1249 

2-5832 

2*2572 

*8474 

1 *9964 



215*8091 



2-3764 
1-6190 

54*4485 
16*8759 



76-3198 
215*8091 



140-4893 



Content 

inStatute 

Acres. 



13-71271 



14*04893 



INDEX. 





Triangle 


ACD 
11 


Page 54 
„ 54 


• . 




679*5032 




109*6064 






B 


• . 


2*8690 








J 


,, 55 




•■•! 


3*6270 








D 


• • 


81 -6307 








F 
L 


« 56 




,..( 


103*9778 








. • 


100*1882 








Si 


See 


above. 


• • • ' 


137-1271 
140*4893 




1 










Divisions or 
Townlands 
Triangle 
ACD. . 

Difference 


1 679-3155 
1 679*5032 


67-9315 
67*9503 


1877 



58 INTERIOR FILLING-IN 

It is customary for land-surveyors to compute their work from 
the plot, adding up the contents of each inclosure for the general 
total, which is perhaps checked by the calculation of two or three 
large triangles ruled in pencil so as to correspond nearly to the 
extreme boundaries whose lengths are taken from the scale ; but if 
the rigid mode of computing everything from the field-book is 
deemed too troublesome, still the areas of the large triangles, 
Toeaaured on the ground, should be calculated from their dimen- 
sions taken from the field-booh and the contents of the irregular 
boundaries added to or subtracted from this amount, which consti- 
tutes a far more accurate check upon the sum of the contents of 
the various inclosures than the method in general use. The cal- 
culation of irregular portions outside these triangles is much facili- 
tated by the well-known method of reducing irregular polygons to 
triangles having equivalent areas. 

When the contents of fields are to be calculated from the plot, 
which is most rapidly and easily done by the computing scale, 
the scale should not be less than twenty, and may be as much 
as three or four cbains to one inch. The former of these two 
last scales is that on which all plans for railroads submitted to the 
House of Commons are required to be drawn, and the latter is 
used for plans of estates, &c. 

It may perhaps be thought that too much stress has been laid 
upon /arm* in the above description of the details of an extensive 
sui-vey ; but method is a most essential part of an undertaking of 
such magnitude, and without excellent preliminary arrangements 
to insure uniformity in all the most trifling details, the work 
never could go on creditably. In topographical sui-veys on a 
smaller scale, where the boundaries of parishes, .&a, ai*e not to 
be shown, or the contents of various portions to be calculated, 
the same rigid attention to minutias is not requisite ; but before 
closing this branch of the subject, it is only necessary, as a proof 
of the mass of valuable statistical and geological information that 
can be collected during the progress of a national trigonome- 
trical survey, and which is quite out of the reach of any indi- 
vidual, to turn to the first volume of " The Ordnance Survey of 
the County of Londonderry." If this valuable accompaniment 
to the field operations Qould have been continued throughout 
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every county, Ireland would be possessed of more available local 
knowledge than is on record in any part of the world. 

The following brief hints may be found useful in filling in the 
detail of a survey with the chain and theodolite. 

Traveksing without Theodolite. — Irregular inclosures and 
roads, even where triangles cannot be measured, can still be sur- 
veyed by the chain aZoTte, but of course not so accurately as with 
the aid of the theodolite. 

This method of " traversing " is managed as follows : — Suppose 
A B the first line, and B C the direction in which the next is 




required to be measured, prolong A B to E, make B F equal to 
B E, and measure the chord E F, from which data the direction of 
B C can be laid down. 

Sketching. — ^To return to the second division of this subject, 
viz., the filling up of the interior partly by measurement and partly 
by sketching, which is generally the mod^ adopted in the con- 
struction of topographical maps. 

The roads with occasional check lines, are measured a^ already 
described, the field-book being kept in the same method as when 
the entire county is to be laid down by measurement, excepting 
that all conspicuous objects some distance to the right and left of 
the lines are to be fixed by intersections with the theodolite, 
either from the extremities of these lines or from such interme- 
diate points as appear best adapted for determining their posi- 
tions. These points when plotted, together with the offsets* from 

* Mr. HoltzapfeU's " EDgine-divided Scales,** engraved on pasteboard, wiU be 
fonnd very nsefol, and their low price is an additional recommendation. Marqnois 
scales are also adapted for plotting and drawing parallel lines at measured intervals, 
at well as for other purposes. The of&et and plotting scales, introduced by Major 
Robe on the Ordnance Survey, are as convenient as any that have been contrived. 
The plotting scale has one bevelled edge ; and the scale, whatever it may be, 
engraved on each side, is numbered each way from a zero line. The offset scale is 
separate, and slides along the other, its zero coinciding with the line representing the 
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the field-book, present so many known fixed stations between the 
measured lines, and of course facilitate 'the operation of sketching 
the boundaries of fields, &c., and also render the work moi*e 
correct, as the errors inseparable from sketching will be confined 
within very narrow limits. 

The Box Sextant. — The portable instruments generally used in 
sketching between measured lines and fixed points in the interior, 
as well as in military sketches made in the exigency of the 
moment sometimes without any measurement whatever, are, a 
small 4-inch, or box sextant, or some other small reflecting instru- 
ment,* and the azimuth prismatic compass. The box sextant is, in 
its principle and adjustment, nearly similar to the sextant de- 
scribed among astronomical instruments in the opening of Chapter 
XII. It is, as its name indicates, inclosed in a box, with a lid 
which is unscrewed when required for use. The index, instead of 
moving by the hand, and being adjusted when clamped by the 

« 

measured distance ; the dimensions are marked on the bevelled edge of this short 
scale to the right and left of zero, so that offsets on either side of the line can be 
plotted without moving the scales ; and from the two being separate, there is not 
the same chance of their being injured, as in those contrivances where the plotting 
and offset scales are united. 

. * In using reflecting instrumetUSf avoid very acute angles, and do not select any 
object for observation which is close, on account of the parallax of the instrument. 
The brightest and best defined of the two objects should be the reflected one ; and if 
they form a very obtuse angle, it is measured more correctly by dividing it into two 
portions, and observing the angle each of them makes with some intermediate point. 
Also if the objects are situated in a plane very oblique to the horiaon, an approxima- 
tion to their horizontal angular distance is obtained by observing each of them with 
reference to some distant mark considerably to the right or left, and taking the 
difference of these angles for the one required. 

The index error of a sextant must be frequently ascertained. The measure of the 
diameter of the sun is the most correct method ; but for a box sextant, such as is 
used for sketching, it is sufficient to bring the direct and reflected image of any well- 
defined line, such as the angle of a building (not very near) into coincidence — the 
reading of the graduated line is then the index error. For the adjustment of the box 
sextant, see Simms on Mathematical Instruments. The less the glasses are moved 
about the better. 

A telescope with a wire or prism micrometer is also a most useful instrument in 
sketching, as with it distances can be approximately ascertained by observing the 
angle subtended by any distant object, such as a man, &c. If a measured staff can 
be set up at these points, the distances thus obtained will of course be more accurate. 
Por a description of Rochon's micrometer, see page 156. 
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tangent screw, has a motion given to it Jby a rack and pinion in 
the box, moved by a milled head. The dark glasses are alsa 
within the box, and let down out of the way when not required for 
use. The only adjustment provided for is that of the horizon 
glass, which can be set perpendicular to the plane of the instru- 
ment, and the index error corrected by a key which is tapped into 
the box. The small telescope which fits into the case, or is made 
to slide into the box, is not necessary for very rough observations, 
which can be made through an aperture in the slide covering the 
opening for the telescope. The divisions are generally graduated 
to 30', and are read by the aid of a magnifying glass, which revolves 
80 as to sweep the whole of the arc. 

The Prismatic Azimuth Compass is chiefly used for taking 
bearings with the magnetic meridian in sketching ground for mili- 
tary purposes, or for filling in the interior details of a survey, 
though it can be made available for observing roughly the azimuth 
of the sun or a star. The box of the compass is generally about 3 
inches diameter, and the divisions on the card, graduated to 30 
minutes (in instruments of larger diameter to 15') are read east- 
ward of the meridian round the whole circle of 360° by means of a 
prism (whence its name) when the perpendicular thread or wire of 
the sight bisects the object, which thread appears, when viewed 
through the prism, to be prolonged across the card, marking the 
division to be read. To the sight is attached a mirror, which 
slides up and down the frame, and can be set to any angle of 
inclination for the purpose of reflecting to the eye of the observer 
the image of any object which is much above or below the hori- 
zontal plane, and is indispensable for measuring the azimuth of 
the sun, for which one or more of the dark glasses attached to the 
prism must be used. The vibrations of the card aie checked by 
means of a spring under the sight, and the card, with the needle 
below it, is thrown altogether oflf the agate point upon which the 
latter works, by a stop at the side, a precaution always to be taken 
when the instrument is not in use. 

In observing, the prism should first be raised or lowered on its 
slide, to obtain distinct vision of the magnified divisions of the 
card, and if horizontal angles between any distant objects are 
required, they are obtained by taking the difference of the 
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observed bearings, though not probably within half a degree. A 
considerable degree of accuracy is obtained if a tripod stand is 
used on which the instrument can be fixed : this stand may be 
constructed to fold up as a walking stick. 

Few prismatic compasses are found on trial to give precisely 
similar results, and it is therefore essential that an instrument of 
this kind should be carefully tested by comparison with a meridian 
line, noting the difference between its bearing and the known 
variation, as an index error. Any reflecting instrument is certainly 
capable of observing angles between objects nearly in the same 
horizontal plane with more accuracy than the compass ; and from 
its observations being instantaneous, and not affected by the 
movement of the hand, it is better adapted for use on horseback, 
but it is not so generally useful in filling up between roads, or in 
sketching the course of a ravine or stream, or any continuous line, 
as the prismatic compass. In all cases where the compass is used 
to assist in filling in the interior (and it should never he trusted 
in amy more importcmt part of the work), it becomes of course 
necessary to ascertain its variation by one of the methods which 
will be hereafter explained. Independent of the annual change in 
its deviation, the horizontal needle is subject to a small daily 
variation, which is greatest in summer, and least in winter, vary- 
ing from 15' to 7\ Its maximum on any day is attained to the 
eastward about 7 A.I1L, from which time it continues moving west 
till between 2 and S p.m., when it returns again towards the east ;* 
but this oscillation is too small to be appreciable, as the prismatic 
compass used in the field cannot be read to within one-half, or at 
the nearest one-quarter, of a degree of the truth. 

The surveyor when first using the compass must not forget the 
consequences of being near any large masses of iron : on this 
account, a gate-post, though otherwise convenient, is not a de- 
sirable point from which to observe with it, on account of the iron- 
work about. For the same reason, coloured glasses, which may 
have to be used during the day in hot climates, should not have 
steel rims. 

The facilities for obtaining the position of a point from observa- 

* See Ck>lonel Beaufoy'fl experiments on the variation of the needle. Also the 
ftrtiele Observatory (Magnetical), Aide Mimoire. 
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tion to other points, are much greater with a compass than with 
a sextant ; with the former it is only necessary to observe two 
points, if they form a well-conditioned triangle with the point of 
observation, and no calculations are required. 

Protracting Bearings. — Whichever of these instruments is 
preferred, of course a scale of chains, yards, or paces, and also a 
protractor, are required for laying off lineal and angular distances 
in the field. 
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A very convenient method of using the latter for protracting 
bearings observed with the azimuth compass, is to have lines en- 
graved transversely across the face of the protractor at about a 
quarter of an inch apart. The paper upon which the sketch is to 
be made must also be ruled faintly across in pencil at short uti- 
equal distances, at right angles to the meridian, with which lines 
one or more of those on the protractor can be made to correspond 
by merely turning it round on its zero as a pivot, this point being 
kept in coincidence with the station from whence the bearing is to 
be drawn. The bevelled edge of the protractor is thus evidently 
parallel to the meridian, and the observed bearing being marked 
and ruled £rom this point is the angle made by the object with 
the meridian. 

For instance, the bearing of a distant object upon which it is 
required to place, was observed from D to be 30°. The protractor 
in the sketch is shown in the proper position for laying off this 
angle, and the dotted line D £ is the direction required. 

In fixing the position of any point with the compass, by bear- 
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ingB taken from that poini to two or three surroundrnj; stations 
whose places are marked on the paper, the zero of the protractor 
IB made to coincide with one of these stations, and its poution 
heing adjusted by means of the lines ruled across its face and on- 
the paper, the obgerved angle is protracted fivm this Btation, and 
produced through it. The same operation being repeated at the 
other points, the intersection of these lines gives the required 
place of observation. 

Instead of the above system of ruling east and west lines across 
the paper, lines may be drawn parallel to the meridian for adjiist- 
' ing the place of the protractor. Thus, sup- 
pose from the point D any observed bearing, 
say 40°, is to be laid down. By placing the 
zero C of the protractor on any convenient 
meridian, and turning it upon this point as 
a pivot until the required angle of 40° at E 
coincides also with the same meridian N S, 
it IS only necessaiy to move the protractor, 
held in this position, slightly up and down 
upon this line, until its bevelled edge 
touches the point D ; D F is then at otice 
drawn in the required direction. The dis- 
tances may also be set off from a scale gra^ 
duated on the edge of the protractor, by merely moving it along 
this line, D F, until some defined division correspoads with the 
station D. 

The Plane Table is perhaps theoretically the best contrivance 
for sketching in the interior detail of a survey with accuracy, but 
it is not much in favour in this country, where its use is now 
almost universally superseded by the portfolio and compass. 
During the last few years several modifications and improvements 
on the original instrument have been tried, but they do not 
appear to have been adopted to any extent. One grave defect in 
practice is that it does not record the number of degrees of any 
angle, and consequently should any error have crept in at a point 
irom which a round of angles has been taken, it is difficult to 
adjust them without causing confusion. The booking of the 
observed angles in sketching should never be n^lected, as it 
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enables the work at a fiiture period to be replotted in case of 
error. The little reflecting semicircle, invented by Sir Howard 
Douglas, is so far an improvement on the sextant that it protracts 
the cmglea it observes by means of a contrivance by which the 
reflected angle is doubled instrumentally, and the angle is pro- 
tracted upon the paper by means of a bevelled projection of the 
radius. Other varieties of small reflecting instruments have also 
been contrived for the same purpose. 

The process of sketching between the fixed points plotted on 
the paper is similar to surveying with the chain and theodolite, as 
far as the natural and artificial boundaries are concerned ; the dis- 
tances being obtained by pacing/ ; the offsets (if smcdt) by estima- 
tion; and the bearings of the lines by the compass or sextant* 
Everjrthing is however here drawn at once upon the paper, 
instead of being entered in a field-book. The features of the 
ground are sketched at the same time as the boundaries and other 
details ; and this part of the operation, being less mechanical than 
the preceding, requires far more practice before anything like 
facility of execution can be acquired ; it is, however, more particu- 
larly connected with the subject of Chapter X., where the 
different methods of delineating ground in the field will be ex- 
plained. 

Obstacles. — The following are the best practical methods of 
passing obstacles met with in surveying, and of determining dis- 
tances which do not admit of measurement by means adapted for 
use in the field, most of them requiring no trigonometrical calcula- 
tion. Some of these problems are solved without the assistance of 
any instrument for observing angles ; but as a general rule (subject 
of course to some few exceptions), it is always better to make use 
of the theodolite, sextant, or other portable instrument, than to 
endeavour by any circuitous process to manage without angular 
measurement 

* A straight walking-stick will be found very useful in sketching, not only for the 
purpose of getting in line between two objects, which is easily done by laying the 
stick on the ground, in the direction of one of them, and observing by looking from 
the other end to which side of the opposite station it cuts, but also for prolonging a 
line directed on any known point to the rear. A bush or any other mark, observed 
in the line of the stick, answers as weU as another known point for pacing on. 

F 
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The measurement of the line A D, supposed to be run for ih% 
determination of a boundary, is stopped at B by a river or other 
obstacle. 

The point F is taken up in the line at about the estimated 
breadth of the obstacle from B : and a mark set up at £ at right 
angles to A D from the point B, and about the same distance as 
BF, The theodolite being adjusted at E, the angle BEC is 
made equal to B E F, and a mark put up at C in the line A D ; 
B C is then evidently equal to the measured distance F B. 




If the required termination of the line should be at any point 
Cy, its distance from B can be determined by merely reversing the 
order of the operation, and making the angle B E F equal to 
B E CT, the distance B F being subsequently measured. There is 
no occasion in either case to read the angles. The instrument 
being levelled and clamped at zero or any other marked division 
of the limb, is set on B ; the upper ploUe is then imclamped, and 
the telescope pointed at F, when being again damped, it is a 
second time made to bisect B ; releasing the plate, the telescope 
is moved towards D till the vernier indicates zero, or whatever 
number of degrees it was first adjusted to, and the mark at C 
has then only to be placed in the line A D, and bisected by the 
intersection of the cross wires of the telescope. 

If it is impossible to measure a right angle at B owing to some 
local obstruction, lay off any convenient angle ABE, and set up 
the theodolite at K 

Make the angle BEC equal to ane-haZf of ABE, and a mark 
being set up at C in the prolongation of A B, B C is evidently 
€qiial to B E, which must be measured, and which may at the 



i-r 



OF SURVEY. 



67 



same time be made subservient to the purpose of delineating the 
boundary of the river. 



C D 






E 



The usual way 

of avoiding an ob- -^ 

stacle of only a 

chain or two in length, such as a house or bam, is by turning off 

to the right or left at right angles till it is passed^ and then 

returning in the same manner to 

the original line. But perhaps a 

more convenient method is to 

measure on a Une making an 

angle of 60' with the original 

direction, a distance sufficient to 

clear the obstacle, and to return to the line at the same angle, 

making C D = B C ; the distance B D is then equal to either of 

these measured linea 

The distance from B on the line Ao, to the trigonometrical 
point 0, which is inaccessible, is determined in the manner ex- 
plained in the first method in the 
last page ; the point C is taken at 
right angles to B A from the point 
B, and the angle BCD made equal 
to o C B^ B D is then equivalent to 
the distance B o required. The 
same object is attained by laying down the plan of the building 
and these angles on a large scale, and taking the distance B o from 
the plot. 

To find the point of intersection of two lines meeting in a lake 
or river, and the distance D B to the point of meeting : — From 
any point F on the line A X draw F D, and from any other point 
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£ draw E D, produce both these lines to H and G, making the 
prolongations either equal to the lines themselves, or any aliquot 
part of their length, suppose one-half; join H 0, and produce it 




to O, where it meets the line C B, then O H is one-half of £ B,^ 
and D equal to half of D B ; which results give the point of 
intersection B, and the distance to it from D. 

To find the distance to any inaccessible point, on the other side 
of a river for instance, without the use of any instrument to 

A 




measure angles. — (This arid the tvx> following a/re taken from the 

" Aide M&mmreP) A is any inaccessible point the distance of 

which from B is required : produce A B to any point D ; draw 

D d in any direction bisected in C ; join B C and produce it to 6, 

C 6 being made equal to B C ; join d b and produce it to a, the 

intersection of the prolongation of A C, then 

a6 = AB )_„ -. ._ 

J T A TN f The proof is evident 
and a a = A D ) '^ 
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Another method — 

Prolong A B to any point 
D, making B C equal to 
C D; lay oflF the same dis- 
tances in any direction Dc 
= c b; mark the intersec- 
tion E of the lines joining 
Be and C b; mark also F 
the intersection of D E 
produced and of A 6; pro- 
duce Bb, and B F, till they 
meet in a, and 

a6=AB 
ac=AC 

aD=AD 

To measure the distance be- 
tween A and B, both being in- 
accessible: — From any point C 
draw any line C c bisected in D; 
take any point E in the pro- 
longation of A C, and join E D, 
producing the line to De=E D ; 
in like manner take «jiy point F 
in the prolongation of B C, and 
make D/=F D. 

Produce A D and e c till they 
meet in a, and also B D and fc 
till they meet in b ; then a 6= 
AB. 

Again^ if A B cannot be mea- 
sured^ but the points A and B 
are accessible, their distances 
from any point O are deter- 
mined ; and by producing these 
lines any aliquot part of their 
length, as O P, O Q. the dis- 
tance P Q will bear the same 
proportion to A B. 
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A right angle* can often be laid off when no means of measur- 
ing other divisions of the circle are at hand. The distance A B 
can then be thus obtained : — 

B C and D E are both perpendicular to A D; and the points E 
and C are marked in a line with A ; then 

-^ ^— (DE-BC)* 

The small triangle C c2 E being similar to A B C. 




Of course with a sextant, or other means of observing the angle 
A C B, A B becomes simply the tangent of that angle to the radius 
B C : a table of natural sines and tangents engraved on the lid of 
the box-sextant^ or on any portable reflecting instrument is often 
of great service, particularly in sketching ground without any 
previous triangulation, and in obtaining the distance to an 
enemy's batteries, &c., on a military reconnaissance. The height 

* A perpendicular can be thus laid off with the chain :*sappo8e a 'Ok point at 
which it is required to erect a right angle : fix an airow into the ground at a^ 
through the ring of the chain, marking twenty links ; measure fortff links on the 
line a 5, and pin down the end oftht chain firmly at that spot, then draw out the 
remaining eighty links as far as the chain will stretch, holding by the centre fifty- 
link brass ring as at c/ the sides of the triangle are then in the proportion of three, 
four, and five, and consequently cab must be a right angle. 




An angle equal to any other angle can also be marked on the ground, with the 
p.liftin only, by measuring equal distances on the sides containing it, and then taking 
the length of the chord : the same distances, or aliquof parti thereof will of course 
measure the same angle 
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f)f a point on an inaccessible hill may also be obtained without the 
use of instruments, thus : — 




Drive a picket 3 or 4 feet long at H, and another at L, where 
the top of a long rod F D is in a line with the object S from the 
point A (the heads of these pickets being on the same level) ; mark 
also the point C, where the head of the rod is in the same line 
with S, from the top of any other picket B, and measure A F and 
B C ; lay off the distance B C from F to 6, and the two triangles 
A D 6 and A S B are evidently similar, as are also A F D and APS, 

„x,, ^ PS AB HI , AP AB HI t» o xi. i. • vx xi. 

whence^=^^=g^and^j,=— =g^._PS the height there- 

fore=D F. ^-^ ; and A P the distance= A F. 5J. 

A few other methods of ascertaining distances and heights more 
particularly connected with military reconnaissances, will be found 
in chapter IX. 

The method of surveying any tract of country through which a 
line of railway is projected or has been determined upon, is so 
similar to that of measiiring roads or other continuous lines by 
"traversing" with the chain and theodolite, that it does not re- 
quire any peculiar directiona The lines, however, being generally 
very long, must be measured with the greatest exactness, and the 
angles be observed with proportionate care. Where practicable, 
also, the work should whilst in progress be tested by reference to 
known fixed points near which it passes, which can in most cases 
be obtained from good maps. The existing Standing Orders of 
Parliament regulate the scale upon which these surveys are 
required to be plotted in England; and the lateral deviation 
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allowed from the proposed line of rails, with other local causes, 
determine the breadth required to be embraced in the survey. 

For the methods of laying out the lines of railways, the levels 
of the different portions, and determining the curves, gradients, 
and slopes of embankments and cuttings, &c., every information 
can be obtained from the works of Mr. HascoU and many others ; 
and it would be out of place here to attempt any description of 
subjects which belong to a most important branch of civil en- 
gineering, and embrace such a multitude of details. A few 
remarks, however, upon the method of taking sections for railways, 
and the scales upon which they should be plotted, will be found 
in the chapter upon Levelling. 



The following are the conventional signs most generally in use 
in topographical plan-drawing : the boundary lines are those em- 
ployed in the Ordnance Survey ; a similar arrangement could of 
corfrse be adopted to mark the divisions of any other country, 
however they may be designated. 
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Smithies. A smaU horse-shoe with the open side turned 
towards the road. 

Limekiln. 

Turnpike roads. The side from the light shaded. 

Cross roads. Narrower, and both sides alike. 

Railroads. Both sides dark, very narrow, and perfectly parallel. 

Canals. Distinguished from roads by the paraUelism of the 
sides, the locks, and bridges, and by having the side next 
the light shaded like rivers. Canals and navigable rivers to 
be coloured blue. 

Windmills. 



Bridges. 

Fords. 

Ferry. 

Trigonometrical point. 
Bench mark. 
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BOUNDARIES. 
— — ^- — Counties. 

"■ Baronies. 

— • Parishes. 

.^^..^.^^.,.^ Townlands. 

.— ..-^.-. Counties and Baronies. 

— — -— -^-— Counties and Parishes. 

Counties and Townlands. 

Baronies and Parishes. 

Baronies and Townlands. 

••— — .— Parishes and Townlands. 

... ^ ... Counties, Baronies, and Parishes. 

——————— Counties, Parishes, and Townlands. 

Counties, Baronies, and Townlands. 

Baronies, Parishes, and Townlands. 

.. ........^. Counties, Baronies, Parishes, and Townlands. 
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CHAPTER V. 



LEVELLING AND CONTOURING. 



The method of aacertaining the difference of level between 
stations on a trigonometrical survey by means of reciprocal angles 
of elevation and depression has already been alluded to in the 
fourth chapter, and detailed sections of ground can be taken in 
the same manner, though not so conveniently or accurately as with 
a spirit level. It is however necessary before entering upon this 
subject to explain more fiilly the two corrections that must be 
appUed to aU vertical angles when used for the purpose of obtain- 
ing relative altitudes between stations a considerable distance 
apart which were refeiTed to in the chapter upon Triangulation. 
If they are only separated by a few hundred yards, the corrections 
are too trifling to have any appreciable effect upon the result. 

Considering the earth as a sphere, any number of points upon 
its suiface equidistant from its centre are on the same true level; 
but the appareyit level (and of course the apparent altitude or 
depression) is vitiated by these two causes of error, (mrvature and 
terrestrial refraction ; the correction for the first of which depends 
upon the " arc of distance," which is that contained between the 
two stations and the centre of the earth; and the second upon their 
comparative elevations above the horizon. 

Correction for Cxtrvature. — ^The effect of the curvature of 
the earth is to depress any object below the spectator's sensible 
horizon. Every horizontal line is evidently a tangent to the sur- 
face of the globe at that spot; and the difference between the 
apparent and true level at any distant point B (putting the effect 
of refraction for the present out of the question) will be seen by 
reference to the accompanying figure, to be the excess (B D) of the 
secant of the arc A D, above the radius C D. 
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Putting a for the arc A D, ^ for the tangent A B (the horizontal 
line, or line of apparent level), r for the radios A C, or D C ; and 
X for the excess of the secant B C 
above the radius or the difference 'x^a 

between the true and apparent ^ 

level Then (r + «)' = ?' + f. 
Whence x (2r -^ x)= f ; and 
owing to the small proportion 
that any distance measured on the 
surface must bear to the earth's 
radius^ 2r may be substituted for (2 r + x), and the arc a for the 

tangent t; 2tx then becomes = a", and x= ~ which, assuming 

the mean diameter of the earth at 7916 miles, gives x = 8004 
inches or "667 of a foot for one mile ; which quantity increases as 
the square of the distance. Or otherwise, 

2r -{■ X \t : :t \ X, 
or 2 r : a : : a : aj, re being omitted in the expression (2 r + a?), and 

a substituted for t; whence a; = ^^ as before. 

' 2r, 

A very easily remembered formula derived from the above fo# 
the correction for curvature in feet, is two-thirds of the square of 
the distance in mUea; and another for the same in inches, is ihe 
square of the distance in chahis divided by 800 * 

Correction for Kefraction. — The second correction, terres- 
trial refraction, on the contrary, has the effect of devoting the 
appa/rent place of any object above its real place, and consequently 
above the sensible horizon. The rays of light bent from their 
rectilinear direction in passing from a rare into a denser medium. 




• The amotint of the correction for curvature at different distances will be found 
by reference to the tables, and further remarks op. Atmospheric Refraction in the 
chapter on the Definitions of Practical Astronomy. 
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or the reverse, are said to be refracted; and this causes an object 
to be seen in the direction of the tangent to the last curve at which 
the bent ray enters the eye. 

A is any station on the surface of the earth, the sensible 
horizon of which is A B ; C and D are two stations on the 
summits of hills, of which C is supposed in reality to be situated 
on the horizontal line A B, and D above it, the angle of elevation 
of which is B A S. Owing however to the efifects produced on 
the rays from these objects in their passage to the eye, by the 
atmosphere through which they pass, they are seen in the direc- 
tions A 8 and A b, tangents to the curve described by the rays, 
and B A 6, and S A 8, are the measures of the respective terrestrial 
refiuctuma. 

Above eight or ten degrees of altitude, the rate at which the 
efifects of refraction decrease as the altitudes increase (varying 
with the temperature and density of the atmosphere), is so well 
ascertained that the refraction of the heavenly bodies for any 
altitude may be obtained with minute accuracy from any of the 
numerous tables compiled for the purpose of facilitating the 
reduction of astronomical observations ; but when near the 
horizon, the refraction, then termed terrestrial refmction, is so 
unequally influenced by the variable state of the atmosphere that 
no dependence can be placed upon the accuracy of any tabulated 
quantities * The rays are sometimes afifected laterally, and they 
have been even seen convex instead of concave. Periods for 
observing angles of depression and elevation, particularly if the 
distances between the stations are long, should therefore be 
selected when this extraxyrdinary refraction is least remarkable : 
morning and evening are the mmt favourable ; and the heat of the 
day after moist weather, when there is a continued evaporation 
going on, is the least so. 

Is is a common custom to estimate the efifects of refraction at 
some mean quantity, either in terms of the curvature, or of the 
arc of distance. The general average in the former case is -f of 
the curvature, making the coiTection in feet for curvature and 
refraction combi/ned = -f D', D being the distance in miles as 

* Paissant, "O^odede/* voL i. p. 842; and ''Recherches sor les Refractions 
Eztnordinaires, par Biot.'* Also, the '* Trigonometrical Survey," vol. i. p. 852. 
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before. In the latter the proportion varies considerably;* and 
General Roy, in the operations of the trigonometrical survey, 
assumed it at tV* ^^d sometimes at Vt> ^ cases where it had not 
been ascertained by actual observation of reciprocal angles of ele- 
vation or depression, by the following simple method.*!* These 
angles should, to insure accuracy, be observed simultaneously, the 
state of the barometer and thermometer being always noted : — 

In the accompanying figure C represents the centre of the earth, 
A and B the true places of two stations above the surface S S; 
A D, B O are horizontal lines at right 
angles to the radii A C, B C; a and h 
are also the apparent places of A and B. 

In the quadrilateral AEBC, the 
angles at A and B are right angles, 
therefore the sum of the angles at £ 
and C are equal to two right angles ; 
and also equal to the three angles, A, 
£, and B, of the triangle AEB; 
taking away the angle £ common to 
both, the angle C, or the arc S S, re- 
mains=£ AB+£ B A; or, in other 
words, the 8um of the reciprocal deprea- 
siona below the horizontal lines A D, 
BO, represented by EA'B + EBA, 
wovM be equal to the contained arc if there were NO refraction. 
But a and 6 being the apparent places of the objects A and B, the 
observed angle of depression will be D A 6, O B a ; therefore their 
sum, taken from the angle C X (the contained arc of distance), will 
leave the angles 6 A B, a B A, the sum of the two refractions ; 
hence, supposing half that sum to be the true refraction, we have 
the following rule when the objects are reciprocally depressed : 
— Svhtract the sum of the two depressions from the contained arc, 
and half the remainder is the mean refraction. 




• Carr's "Synopsis of Practical Philosophy," articles 'Levelling' and 'Refraction.' 
t "Trigonometrical Survey," vol. i. p. 175. See alao, on the subject of refraction, 

Woodhouse's «* Trigonometry," p. 202. 
t One degree of the earth's circumference is, at a mean valuation, equal to 

865,110 feet, or 69*15 miles and one second = 101*42 feet. 



78 LEVELLING. 

. If one of the points B, instead of being depressed, be elevated 
suppose to the point g, the angle of elevation being ^^ A B, then 
the sum of the two angles, 6 A B and 6 B A, will be greater than 
E A B-f-E B A (the angle C, or the contained arc) by the angle of 
elevation, 6 A D ; but if from e A B-{-6 B A, we take the depression 
O B a, there will remain e A B-j-a B A, the sum of the two re- 
fractions; the rule for the mean refraction then in this case is, 
seabtrcbct the depression from the swm of the conlamed a/rc cmd 
the elevaUon, amd half the remmnder is the meom refraction.* 

The refraction thus found must be subtracted from the angle of 
elevation as a correction, each observation being previously reduced 
if necessary to the axis of the instrument, as in the following 
example taken from the Trigonometrical Survey : — ^At the station 
on Allington Knoll, known to be 329 feet above low waterf", the 
top of the stafif on Tenterden steeple appeared depressed by ob- 
servation 3' 51'^ and the top of the staff was 3'1 feet higher than 
the axis of the instrument when it was at that station. The dis« 
tance between the stations was 61,777 feet, at which 3*1 feet sub- 
tended an angle of lO^^J, which, added to 3' 61", gives 4' 1"'4 for 
the depression of the aods of the i/nstrv/mentj instead of the top of 
the staff. On Tenterden steeple, the ground at Allington EnoU 

* The formula given in the ** Synopsis of Practical Philosophy" is identical with 
this rule : — 

Befractiouss^ ^ ; £ being the apparent elevation of any height ; D the 

apparent reciprocal angle of depression ; and A the angle subtended at the earth's 
centre by the distance between the stations. 

t A di£ference of opinion exists as to the zero fix)m which all altitudes should be 
numbered. What is termed '* Trinity datum " is a mark at the average height of 
high water at spring tides, fixed by the Trinity Board, a very little above low-water 
mark at Sheeraess. A Trinity high-water mark is also established by the Board at 
the entrance of the London Docks, the low-water mark being about 18 feet below 
this. Again, some engineers reckon from low- water spring tides ; and as the rise of 
tide is much affected by local circumstances, this latter must, in harbour, and up 
such rivers as the Severn, where the tide rises to an enormous height, be nearer to 
the general level of the sea. One rule given for obtaining the mean level of the aea^ 
by reckoning from low-vjoUr ma/rky is to allow one-third of the rise of the tide at the 
place of observation. The datum-level referred to in all the maps of the Ordnance 
Survey of Great Britain is that of the level mean tide at liverpooL 

t At 206,265 feet distant, 1 foot subtends 1"; or at 1 mile it subtends 89" 06 
nearly. 
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Was depressed 3^ 35^' ; but the axis of the instrument, when at 
this station, was 5*5 feet above the ground, which height subtends 
an angle of 18''-4 : this, taken from 3' 35", leaves 3' 16"-6 for the 
d^ression of the axis of the instrument 

Contained arc 61,777 feet = 10' 6'' nearly. 

Sum of depression, 4' r :4 +3' 16"-6 7 18 

2 48 
Mean refraction 1 24 



which in this example is nearly -f of the contained ara 

This, added to the depression at Allington Knoll, 3' 16^^*6,. gives 
Al 40" "6 for the angle corrected for refraction ; which, h^ivg 22"'4 
Zeas Hujrn b' 3^', Jvalf the contained cure, the place of the axis of the 
instrument at Allington ELnoU is evidently above that at the other 
station by 6*7 feet, the amount which this angle 22^^*4 subtends. 
This, taken from 329, leaves 322*3 feet for its height when on 
Tenterden steeple, corrected both for refraction cmd cv/rvaiwre. 
The result would have been the same if these corrections had 
been applied separately, as before described. 

Correction for curvature. 

D=61,777 feet=ll-7 mUes, log. 10681859 

2 



136-89=21363718 
2 



3)273-78 



Curvature = 91*26 

Angle of depression, corrected for refraction 
Sine 4' 40"-6 = log. 71336617 
61,777 feet 47908268 



84-405 1-9244885 



Then+91-26 
-84-405 



6-855 feet. 
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By employing the observation from Tenterden steeple, and 
estimating the refraction at -^ of the curvature, or using the ex- 
pression 4 D* for both corrections, the difiference of level between 
these stations would appear about 12 feet greater; which shows 
how necessaiy it is, when accuracy is required, to ascertain the 
refraction at the time by reciprocal angles of depression or deva* 
tioTL In another example (page 178, voL i. "Trigonometrical 
Survey **), where the depression was observed to the horizon of the 
sea^ the dip of the horizon* is calciilated from the radius of cur- 
vature, and the known length of a degree. The difference between 
this calculated depression and that actually observed is, of course, 
due to refraction. 

FouB Methods of Levelling.— To return to the subject of 
the different methods of taking sections of ground, either — 

1. By angles of elevation and depression with the theodolite ; or 
by the draining or mining level 

2. By the spirit, or water-level ; or the theodolite used as a 
spirit-level ; or by the French or Elliott's reflecting level 

3. By the old method of a mason's level and boning-rods. 

4. The relative altitude of hills, or their heights above the level 
of the sea^ or other datum, can also be ascertained by a mercurial 
mountain barometer ; the Aneroid ; Bourdon's more recently 
invented metallic barometer ; or approximately by the t.emperature 
at which water is found to boil at the different stations whose 
altitudes are sought. 

Levelling fob Sections by Angles of Elevation and 
Depeession with the theodolite is thus performed t : — ^The instru- 
ment is set up at one extremity of the line, previously marked out 
by pickets at every change of the general inclination of the ground, 
and a levelling-staff with the vane set to the exact height of the 



* The dip of the horizon would be equal to the contained arc, when seen from 
objects on the spherical suriinoe if there were no refraction, which is therefore equal 
to the difference between the depression and the contained arc. 

t In taking sections across very broken irregular ground intersected by rayines, 
this system of operation is recommended, as being much more easy and rapid than 
tracing a series of short horizontal datum lines with the spirit leveL Where, how- 
ever, this latter instrument can be used with tolerable facility, it should always be 
preferred. 
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optical axis of the telescope being sent to the first of these marks, 
its angle of depression or elevation is taken ; by way of insuring 
accuracy, the instrument and staff are then made to change places, 
and the vertical arc being clamped to the Tnean of iJie two read- 
i/nga, the cross wires are again made to bisect the vane. The 
distances may either be chained before the angles are observed, 
marks being left at every irregularity on the surface where the 
levellinfi^-staff is required to be placed, or both operations may be 
perfonned at the Ze time, the vane on the stafbeing raiJ or 
lowered till it is bisected by the wires of the telescope, and the 
height on the staff noted at each place. 

The accompanying sketch explains this method : — A and B are 
the places of the instrument and of the first station on the line 



where a mark equal to the height of the instrument is set up ; 
between these points the intermediate positions, a, b, c, d, &c., for 
putting up the levelling-staff, are determined by the irregularities 
of the ground. The angle of depression from A to B is observed, 
and if great accuracy is required the mean of this and the 
reciprocal angle of elevation from B to A is taken, and the vertical 
arc being clamped to this angle, the telescope is again made to 
bisect thfe vane at B. On arriving at B, after reading the height 
of the vane at a, b, c, &c., and measuring the distances A a, &c., 
the instrument must be brought foi-ward, and the angle of 
elevation taken to C ; the same process being repeated to obtain 
the outline of the ground between B and C. In laying the section 
down upon paper, a horizontal line being drawn, the angles of 
elevation and depression can be protracted, and the distances laid 
down on these lines ; the respective height of the vane on each 
staff being then laid off from these points in a veHical direction 
will give the points a, 6, c, &c., marking the outline of the ground. 
A more correct wav of course is to calculate the difference of level 
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between the stations, which is the sine of the angle of depression 
or elevation to the hypothenusal distance A B considered as 
radius, allowing in long distances for curvature and refraction, 
which may be ascertained sufficiently near by reference to the 
tables. 

The distances, instead of being measured with the chain, may, 
if only required approximately, be ascertained by means of a 
micrometer, attached to the eye-piece of the telescope. 

Instead of only taking the single angle of depression to the 
distant station B, and noting the heights of the vane at the inter- 
mediate stations, a, b, c, &c, angles may be taken to marks the 
same height as the instrument set up at each of ikese mtermediate 
poi/nta, which will equally afford data for laying down the section ; 
but the former method is certainly preferable. 

The detaUs may be kept in the form of a field-book ;* but for 
this species of levelling, the measured distances and vertical 
heights can be written without confusion on a diagram, leaving 
the corrections for refraction and curvature (when necessary) to be 
applied when the section is plotted. The draining and mining 
level and Elliott's reflecting level are also used in the same 
manner as the theodolite for taking sections. 

Cross and Trial SEOTioNa — ^Where a number of cross sec- 
tions are required, the theodolite is particularly useful, as so many 
can be taken without moving the instrument. It is also well 
adapted for trial sections, where minute accuracy is not looked for, 
but where economy both of time and money is an object 

Check Levels. — ^The theodolite is likewise used in running 
check levels to test the general accuracy of those taken in detail 
with a spirit level. Reciprocal angles of elevation and depression, 
taken between bench marksf whose distances from each other are 
known, afford a proof of the general accuracy of the work ; and if 

• BrufiTs " Engineer Field Work," page 122. 

t Marks on stamps of trees, mile or boundary stones, &c, or any conyeuient per- 
manent object on which the staff is placed to obtain the comparatiye level of these 
intermediate points of reference. They are useful either for the subsequent laying 
out of the detail of work, or for comparison in running check or trial sections. 
Bench marks should be conspicuously marked and clearly described in the field-book, 
that no doubt may arise as to their identity. 
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these points of reference are proved to be correct, it may safely be 
inferred that the intermediate work is so likewise. 

The Spirit Level. — Instead, however, of obser\'ing reciprocal 
angles of elevation and depression between marks at measured 
distances, levelling for sections, where minute accuracy is required, 
is always performed with a spirit level or some instrument capable 
of tracing horizontal Imea, The dififerent instruments used for 
the purpose, and their adjustments, will be first described, and the 
most approved methods of using them, and keeping the field-book, 
as well as plotting the detail on paper, will be afterwards ex- 
plained. 

Y Level. — The species of level tformerly in general use, termed 
the Y level, owes its name to the supports upon which the telescope 
rests. This instiniment, as well as Mr. Troughton's improved level, 
and the dumpy level introduced by Mr. Qravatt, are described at 
length in Mr. Simms* ''Treatise on Mathematical Instruments." 
These instruments have in late years been very much improved ; 
the most perfect form now in use being the improved Dumpy 
Level, resting on Ys, and named the improved Dumpy Y Level : 
it appears to unite in itself all the good qualities of the others, 
retaining few of their imperfections. 

The adjustments for the old Y level are here given because they 
embrace those of all the improved levels : in these latter levels 
some of the adjustments are made by the maker, and depend 
upon the solidity and correctness of construction of the instruments. 

Parallax and Collimation. — ^The first adjustment in the Y 
level is for the line of coUvmation ;* the method is the same as 
that described in page 26 for the theodolite, half the error being 
corrected by the screws acting upon the diaphragm containing the 
cross hairs. 

The second odjustmeTvt to cause the spirit level attached to the 
telescope to be parallel to line of collimation is also similar to that 

* Before ac^'osting the focus of the object-glass, that of the eye-piece should bo 
always attended to, both in the spirit level and theodolite ; it should be drawn out 
till the cross wires are clearly defined, and there is no instrumental parallax ; so that 
on fixing their intersection on some distant object there may be no displacement of 
the contact on moving the eye sideways to the right or left. Parallax is caused when 
the image of the object falls beyond or short of the cross wires. 

o 2 
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for the theodolite. After the air-bubble has been brought into 
the centre by the plate-screws, the telescope is reversed in the 
supports, and if it has moved to either end of the level, it is 
brought back to its central position, one half by the screw at one 
end of the level, and the other half by the plate-screws, there 
being no vertical motion as in the theodolite. This correction 
will probably require two or three repetitions. 

The third adjvstmeni is for the purpose of bringing the Y 
supports eocactly on the same level when the previous correctiotis 
have been made, so that the optical axis of the telescope may 
always revolve at right angles to the vertical axis of the. instru- 
ment. This is eflFected by first levelling the telescope when 
placed over two opposite screws, and then turning it round so that 
the eye-piece and the object-glass may change places. If in. this 
reversed position the bubble is no longer in the centre, it must be 
adjusted, one half being done by turning the capstaurheaded screw 
placed directly below one of the Ys, which is thereby raised or 
lowered in its socket, and the other half by the plate-screws. 
This operation must be repeated with the other pair of plate- 
screws. 

In Troughton's Instrument, the spirit level, being fixed to 
the telescope, has no separate means of adjustment, and the line of 
collimation must therefore be determined by its assistance. The 
telescope also, being bedded in a sort of frame, cannot be reversed 
end for end ; the level is first adjusted by correcting half the 
error when turned round, by the screws which act upon the 
supports, and half by the plate-screws ; the line of collimation is 
then made to agree with the corrected level by noting the height 
of the intersection of the cross wii*es on a staff about 200 or 300 
yards distant. The instrument and the staff are then made to 
change places, and if the difference of level remains the same, the 
optical axis is already correct ; if not, half the difference of the 
results must be applied to the observed height of the vane on the 
staff, and the cross wires adjusted to this height by means of the 
screws of the diaphragm at the eye-piece of the telescope. 

A pool of water furnishes another easy mode of adjusting the 
line of collimation. A mark being set up at any convenient 
distance of exactly the same height above the surface of the water 
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as the instrument adjusted for observation, the cross wires have 
only to be made to intersect each other at this point. This, if cor- 
rectly performed, is the most perfect system of correcting the line 
of coUimation for practical purposes, although when done the line of 
coUimation is not parallel to the level. 

The adjustments of Mr. Gravatt's level are nearly similar ; and 
will be found described by himself, in Mr. Simms' little work, 
already quoted.* The term " dumpy " arises from the shape of 
this description of level, which has an object-glass of large aper- 
ture and short focal length, aflFording the advantages of a large 
instrument without the inconvenience of its length. 

The description of the improved levels is to be found in Weale's 
Series, Surveying Instruments, to which reference should be made 
for information regarding their adjustments, &c. 

The French Water Level is much used on the Continent 
in taking sections for military purposes. It possesses the great 
advantage of never requiring any adjuatment, and does not cost 
one-twentieth part of the price of a spirit level. From having no 
telescope, it is impossible to take long sights with this instrument, 
and it is not of course susceptible of very minute accuracy ; but, 
on the other hand, no gross errors can creep into the section, as 
may be the case with a badly-adjusied spirit-level or theodolite, 
the horizontal line being adjusted by nature without the inter* 
vention of any mechanical contrivance. This species of level has 
now come into use in Eng- 
land ; the following descrip- ^m gy 
tion is given, which, with 
the assistance of the sketch, 
will enable any person to 
construct one for himself 
without further aid than 
that of common workmen, 
to be found in every vil- 
lage.! 

• Also in page 137 of Mr. BrufTs ** Engineering Field Work." 
+ The instmment from which the sketch was made was constructed for me by 
an ironmonger in Chatham ; I have tried it against a very good spirit-level, and 
found the results perfectly satisfactory. This water-level is now constantly used on 
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a 6 is a hollow tube of brass about half an inch in diameter, and 
about three feet long, c and d are short pieces of brass tube of 
larger diameter, into which the long tube is soldered, and are for 
the purpose of i*eceiving the two small bottles e and /, the ends 
of which, after the bottoms have been cut ofif by tying a piece of 
string round them when heated, are fixed in their positions with 
putty or white lead, — ^the projecting short axis g works (in the 
instrument from which the sketch was taken) in a hollow brass 
cylinder h, which forms the top of a stand used for observing with 
a repeating circle ; but it may be made in a variety of ways so as 
to revolve on any light portable stand. The tube, when required 
for use, is filled with water (coloured with lake or indigo), till it 
nearly reaches to the necks of the bottles. In the level generally 
in use the bottles are corked for the convenience of carriage, and 
have to be drawn very carefully, when the tube is nearly level, or 
the water will be ejected ¥dth violence. An improvement on this 
level was carried out in running the interpolated contours for the 
survey of Gibraltar, in 1863, by which this inconvenience was 
obviated and much time and trouble saved. The necks of the 
bottles e and / were connected together by a piece of zinc or brass 
tube of small diameter, parallel to a 6, so as to complete the 
circuit Thus the water could run freely round through tubes and 
bottles. On setting the stand tolerably level by thd eye, the 
surface of the water in the bottles being necessarily on the same 
level, gives a horizontal line in whatever direction the tube is 
turned, by which the vane of the contouring staff is adjusted. A 
slide could easily be attached to the outside of c and d, by which 
the intersection of two cross wires could be made to coincide with 
the surface of the water in each of the bottles ; or floats, with 
cross hairs made to rest on the surface of the fluid in each bottle, 
the accuracy of their intersection being proved by changing the 
floats from one bottle to the other : either of these contrivances 
would render the instrument more accurate as to the determina- 
tion of the horizontal line of sight ; though one of its great merits, 

the Ordnance Survey for interpolating horizontal contours at vertical intervals of 
25 feet between the more correct contours traced at greater distanees apart by the 
spirit-level. 
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quickness of execution, would be impaired by the first, and its 
simplicity affected by either of them. For detailed sections on 
rough ground where the staff is set up at aJwrt distances apart, it 
is well qualified to supersede the spirit-level, and is particularly 
adapted to tracing contowr lines: which operation will be 
described in its proper place. 

Reflecting Levels. — ^A ready instrument used for levelling is 
the French " Reflecting Level," invented by Colonel Burel ; a des- 
cription of which is given in the second volume of " Professional 
Papers of the Royal Engineers ;" and the " Pocket Reflecting Level," 
described in volume seven of same Papers. 

The principle upon which the former instrument acts is implied 
by its name. Li a plane mirror the rays are reflected as though 
they diverged from a point behvnd the mirror, situated at precisely 
the same dista/nce vn rear of its surface, as the object itself is i/a 
front. If the mirror be vertical, the eye and its image a/re on (he 
sa/me horizontal line; and any object coinciding with these is 
necessarily on the same level. It appears then only requisite to 
ensure the verticality of a small piece of common looking-glass set 
in a frame of wood or metal, to be able without further assistance 
to trace contour lines in every direction, or to take a section on 
any given line. The mirror A B, described in the paper alluded 
to, is only one inch square, fixed against a vertical plate of metal 
weighing about 1 lb., and suspended from a ring m, by a twisted 
wire n, so that it may hang freely, but not turn round on its axis 
of suspension. It can either be used for sketching in the field, 
being held by this ring at arm's length ; or fixed for greater accu- 
racy in a frame which fits upon the top of the legs of a theodolite, 
with a bar of metal like a bent lever pressing so slightly against it 
from below, that it may check any tendency to oscillation, and at 
the same time not prevent the mirror from adjusting itself verti- 
cally by its own weight. The accompanying sketch will render 
this desaiption more intelligibla 

The required verticality of the plane of the mirror is thus ascer- 
tained : a level spot of ground is chosen, where it is suspended in 
its frame (or any temporary stand) 40 or 50 yards from a 
wall, and the prolongation of the line of sight from the eye to 
its imuiffe, coinciding with a fine silk thread across the centre of 
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the mirror, is marked on the wall which is visible through 
a small opening p, in the metal frame. The mirror is then 

turned round, and the observer, placed 
between it and the wall, with his back 
to the latter, notes the spot where the 
image of his eye coincides with the 
reflected wall above or below the for- 
mer mark. The mean distance be- 
tween these two points is assimied and 
marked, and by turning the screw r, 
the centre of gravity* of the mirror 
is altered until the image of the eye 
coinciding as before with the silk 
thread agrees also with this central mark on the walL It 
would perhaps be a better plan to send an assistant some dis- 
tance behind the mirror with a levelling-stafif the vane of which 
could be raised or lowered to coincide with the line of sight ; on 
reversing the mirror (the staflf remaining stationary) the vane would 
be again moved, until its reflected zero mark is cut by the thread 
on a level with the image of the eye, and finally, the min-or 
adjusted by the screw to the mean between these two heights ; 
this method admits apparently of greater nicety than a chalk mark 
on a rough wall. 

Elliott's Pocket Beflectikg Level possesses all the advan- 
tages of the instrument just described, it can be carried in the 
waistcoat-pocket, and requiring no adjustment, it can be used at 
any moment. 

It is not in any respect similar to that just described beyond 
possessing a reflector. 

It consists of a brass tube A B six inches long and three quarters 
of an inch in diameter, the eye end being closed and perforated 
¥dth a wmall central hole. The spirit-level is placed over a slit 
ma<le itt ibci Uiha, ho that the bubble may be reflected from a 
mirr(fr within the tube; it is cased in brass open at top and 

TUti iwialirjed »emi-elUptical mirror is made to fill the tube on one 
uido, fui ibiit its edge appears as a vertical Hne in the tube. A fine 
wire ii stretclicd across the end of the tube horizontally, at right 
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angles to the edge of the mirror ; half the image of the bubble is 
seen in the reflector, and when it is ^^^^^^^ 

bisected by the wire, the optical axis ^ Ahhhh^^E^^^^U 3 
is horizontal, and any object cut by ^^^^^^^^^^^^^m 
the wire is on the same level as the eye of the observer. 

These reflecting levels are now generally known in this country; 
and for many purposes they are superior to any other description 
of instrument, particularly for tracing contour lines on the ground 
in a military sketch. They ai*e peculiarly simple in their construc- 
tion, easily managed, easily adjusted, not liable to have this adjust- 
ment deranged, or to be injured by a fall 

A Mason's Level and Boning-rods also answer very well for 
taking sections where no better instruments are at hand, and are 
used as described below. When this level has a spirit-level at- 
tached (instead of a plumb-bob), as is very generally the case now, 
a considerable degree of accuracy may be obtained, comparatively 
speaking : that is to say, a line of one thousand feet, with slopes of 
not more than one in six, may be levelled over with only an error 
from end to end of about two inches, or even less. 

A horizontal line is obtained by driving two pickets (1 and 2) 
into the ground, and applying a large mason's level to their heads 
which should be previously cut square. The pickets 2 and 3, 
3 and 4, &c., can be levelled in the same manner, as far as may be 
necessary to obtain a correct horizontal line for a short distance ; 
but if any considerable 
length is required, two 

boning - rods, of about 

three feet long, with a 

cross piece at the top, ^^-5^ 

are placed on the heads /r^^ 

of any two of the pickets already levelled, and the vane of a staff 

raised or depressed at any required point, till it is on a level with 

the topa of the boning-rods. The reading of the staff will giv6 

the respective depths below the level of the heads of the rods, the 

heights of which must be subtracted. Boning-rods are chiefly 

used' in laying out slopes in military works, and for setting up 

profiles to dii'ect working parties. A slope of 6 to 1, for instance, 

is laid out by measuring 5 feet from a towards h, and driving the 
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head of the picket at the end aeaiest b, one foot lower than that 
a; the heads of boning-rods, 

— -^r "I^^^^^^ of equal height placed on the 

tops of these pickets, are evi- 
dently on a slope of 5 to I. 
The Letellinq Staff. — ^The staff here described is for use 
with the spirit-level, in an extensive aurvey or in levelling for 
drainage, roads, &c., where extreme accuracy is required. When 
sections are obtained by angles of elevation and depiessioii or the 
reflecting level, any staff can he substituted suitable to the powers 
of accuracy of the instrument used. 

The staff was formerly constructed with a sliding vane to move 
up and down ; the motion being effected by a string or pulley. 
Mr.Qravatt afterwards introducedastaffabout 16 feet long, formed 



^1? 

Ljly 
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of three joints fitting one into the other like a fishing-ro4, divided 
off into feet and decimals : one objection to this form of staff is 
that the inner and upper joint is too narrow for showing the feet 
and decimals suffidently clear to be easily read at a diatanca' 

The simplest form of staff is a piece of well-seasoned deal \\" by 
Si* and 12' 6" long ; strips of oak or mahogany 2" wide and i in. thick 
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are glued and scren^ed to each side, giving a double-faced staff on 
which to lay the levelling papers ; the projection of the oak 
beyond the deal preventing the papers being rubbed off or injured. 
The engraved papers graduated to feet, lOths and lOOths, are care- 
fully soaked and pasted on the two faces of the staff, and stretched 
or coaxed until all the divisions lie in exactly the right position, 
and to ensure this a beam compass is used not only to lay off the 
whole length, but also to regulate the position of each sub-division: 
when dry the paper is varnished to keep it dean and render it 
impervious to moisture. 

The zero of the staff need not necessarily be at the foot, but is 
usually from 3 to 18 in. from bottom, and on one side it should be 
at a different height to what it is on the other, so as to afford a 
check, in levelling. 

It is convenient to lay off a second staff at the same time exactly 
similar to the first, so that the two may be used together as one in 
levelling, the level and back levelling staff can then be on the 
move at the same time, and the work done quicker, with no loss 
of accuracy. 

On each end of the staff is an iron shoe fixed with a projection 
of about Y' diameter and one inch length, which when resting on 
a hard flat surface will enable the staff to be faced round for the 
second reading without a chance of its height being altered. By 
reversing the staff in levelling a double check is obtained on the 
work, but there is by it afforded the opportunity for an error 
creeping in on rough ground by the diflBculty of fixing the point of 
the staff on exactly the same spot as it rested on during the first 
two readings. 

The correct reading of the staff, a matter of so much importance, 
will be found at first to be attended with some difficulty : if too 
near the observer the number indicating the feet may not be in the 
field of the telescope ; if too far off, the lOOths of feet may, though 
clearly visible, be mistaken one for the other. 

The ordinary method of division is to have a portion of the 
centre of the paper marked with every alternate or even 100th 
in black : the tenth hundredth, being carried across the paper to the 
extreme left, marks with its upper edge the tenth of a foot. All 
the odd tenths have on their right hand sides the figures corre- 
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sponding, one-tenth of foot in height, so that the top of the figure 
concides with the completion of the 10th. Between the num- 
bers 9 and 1 there is thus room for the figure to be inserted 
(generally in red) showing the number of feet ; it is often put in 
horizontal instead of upright to make it more conspicuous, and the 
upper edge corresponds with the completion of the foot. 

So far the system seems perfect ; but there is a grave difficulty 
about the fifth division of each hundreth. Being an uneven space 
it is not marked, and therefore the next one to it, the sixth, is 
produced a little to right and left to allow of the eye catching 
it readily, and its lower edge marks the completion of half a 
tenth. 

It will be seen that this is a violation of the principle of the 
upper edge, of each black space marking the completion of a divi- 
sion, for though a fifth is not the completion of any space, it is the 
point on which the eye requires to rest in running up the divisions. 
This may appear a small matter, but it touches upon the important 
question as to the limits of the powers of vision ; for though most 
eyes can pick out the 3rd or 4th division among 5, there are veiy 
few that can determine at a glance the 6th or 7th, &c., among 10 ; 
therefore some system is required clearly marking off the 10th into 
spaces to be readily picked out, and that system which makes the 
5th most conspicuous will probably be found most convenient. The 
divisions adopted on the Ordnance Survey somewhat obviate this 
difficulty. 

The correct holding of the staff must be carefully taught : tho 
staff holder should stand facing the observer, his legs apart, and 
with his hands about 5 feet from the ground holding the staff as 
nearly upright as he can guess at ; the observer will signal to him 
if he holds it too much to the right or left, and he can correct the 
position, but neither one or the other can be certain that the staff 
is upright in the Une of the observation, the holder wiU therefore 
gently sway the staff from and to him, the observer booking the 
lowest observation; which is when the staff is upright. 

Bench Marks. — However accurately the levelling may be per- 
formed, it is of little use imless the exact points from which the 
liiies are started and on which they are closed are known : and it is 
necessary that these points should be permanently fixed so as to be 
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ready for reference at any subsequent period. Also for the purpose 
of reference and of levelling branch lines, or for contouring, many 
fixed points are required along the line levelled, say half a mile 
apart. Those points are indicated by bench Tnarks or by copper 
bolts let into walls, &c. 

The well known bench mark used on the Ordnance Suiirey is the 
broad arrow perpendicular to a horizontal groove. It is usually cut 
on the side of a vertical wall, mile stone, or gate post: but 
wherever it is cut, one particular portion of it must be given on 
which to stand the levelling staflf. This should be the point of the 
arrow or bottom edge of the groove, and it will be necessary for 
the leveller to carry about with him a T shaped piece of iron, to 
thrust into the groove, on which to rest the foot of the levelling 
staff, the thickness of iron being noted. 

. A careful description of the position of the B. M. must be given 
in the book kept for that purpose, and should the levelling be over 
a wild part of the country where the description may fail, it will 
be found desirable either to paint the B. M. red or black, or else 
dash a painted arrow on the rocks, pointing to the spot where it 
may be found — ^the paint will last for years. 

Levelling. — It has been stated that a difference of opinion exists 
as to the zero from which altitudes should be numbered, mean sea 
level at Liverpool being the datum level referred to on the 
Ordnance Survey. But whatever datum may be determined on in 
a survey, it is not at all necessary that this should be fixed before 
the levelling is commenced, as it may be obtained while it is in 
progress. 

A Bench Mark is cut near the point where the datum is to be 
fixed, and to this B. M. all the levelling is referred. The initial 
levelling is the first consideration, and it is generally carried along 
the main roads, cutting up the country into districts ; B. M. being 
left at every half mile or so for the branch levelUng and contour- 
ing ; it is usually performed with a large class of instrument, 10 or 
12 inch spirit-level: a good leveller will on this work have the 
staff so placed each time, as to save levelling to the same inter- 
mediate points in the road at some future period. 

To proceed to the method of using the spirit-level or other 
instrument for tracing horizontal lines, and also of keeping 
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the field-book in levelling for seddona In the system formerly 
pursued, the instrument was set up at one end of the line A, of 
which a section was required ; and having ascertained the accuracy 
of its adjustments, and levelled it by the plate-screws, an assistant 
was sent forward with the levelling-staff to the first station, and 
the difference between the height of the vane when intersected by 
the cross wires of the telescope, and the height of the optical axis 
of the instrument from the ground, gave of course the difference of 
level between these two points. The distance was then measured 
and entered in the field-book, and the level moved on to the first 
station, the staff being sent on to the second, where the same pro- 
cess was repeated. 

It is self evident that this manner of levelling is vitiated by the 
errors of curvature and refraction, which, if not allowed for in a 
long section, would in the end produce a considerable error. 




But the necessity for these connections is avoided by simply placing 
the instrument half-way between the two stations, and either in 
the line of section, or on one side of it. 

Thus the level * being set up, as in the figure at a, the dif- 
ference between the reading on the staff set at the back station A, 




and at the forward station (1), gives at once the difference of level 
between the ground at these points wjthout any connection for 
refraction or curvature, and also without taking into account the 

* By having two assistants, with leTelling-staves, ope for the back and the other 
for the forward, station, much time may be saved. 
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height of the instrument ; a slight error in the line of collimation 
of the telescope also does not impair the results, as the elevation 
or depression of the optical axis would have the same effect on 
both staves; whereas in levelling entirely by ih.Q forwa/rd station 
the least error in the adjustment of the instrument is fatal to the 
accuracy of the section, being always carried on, whether additive 
or subtractive. This assertion, however, supposes the instrument 
to be exactly equidistant from the two stations, which in ground 
having a great inclination is often impossible ; nevertheless, by 
good management, any reference to the table of curvature and 
refraction may generally be avoided, and if this correction is 
necessary, it should be made merely for the difference between the 
distances. 

In levelling for a section or for the height of parts of a fortifi- 
cation, the most simple method is that employed on the Ordnance 
Survey. A sketch is made of the line levelled over, somewhat 
similar to that made in surveying on a line in a triangle, except 
that only those features need be entered which are necessary to 
afford information as to the positions of the stations. This sketch 
commences at the bottom of the page and runs up it, while the 
figures in the tabular form of levelling commence at the top and 
fun down tie page ; this difference, however, does not occasion 
any difficulty after a day or two. The staff having a double face 
gives four distinct readings when observed direct and again inverted, 
and when a long line is levelled ha\ing for its ultimate object the 
ascertaining the difference of level between two distant points 
(as, for example, the levels of the Mediterranean and Bed Seas on 
either side of the Isthmus of Suez), two staves are often used, and 
still further, as a check, a second instrument may be used : thus 
sixteen observations would be obtained between each station, and 
observations which would check each other most thoroughly ; for if 
even two or three errors were to creep in among the sixteen they 
could be at once detected and thrown out with confidence. 

The form or table (p. 97) in use has seven columns : in 1 are the 
letters of B M, or numbers of the points, if they have any ; in 2 the dis- 
tance from point to point ; in 3 the reading at back station ; in 4 
the reading at forward station ; in 5 the + difference of level or rise ; 
in 6 the — difference of level or fall ; in 7 the correct height of the 
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station above the level of the sea. Columns 1, 2, 3, and 4, being 
entered in the field, are in black ink : columns 5, 6, and 7 may be 
inserted in the office in blue, while the corrections at the end 
would be in red. 

The readings of the staff " direct " and ** inverted " are kept 
distinct, each occupying half of the page. The readings from either 
face of the staff should be inserted one below the other, and their 
difference should be constant : this difference is sometimes entered 
in the field-book, but it confuses the computer, and it is doubtful 
whether its entry assists the leveller. After the line has been 
closed on a B M the book is sent into the office for examination, 
the rise and fall is worked out, and the whole work most thoroughly 
checked by adding up all the + and — quantities and, taking the 
difference, dividing by 2 when both faces of the staff have been 
observed, this difference is contrasted with the difference of the 
whole of columns 3 and 4, also divided by 2. Should there be no 
error the difference is applied to the B M from which the levelling 
started, and the result should agree with the height of the B M on 
which the levelling is closed ; should it not do so, but be within the 
limit of error, a coiTection is applied to the height of each station 
in working out column 7. In levelling fortifications, streets, &c., 
it is often necessary to take several readings without shifting the 
instrument ; in such cases suppose the instrument to have been 
moved each time, and enter the forward reading of the staff as 
the back reading of the next station, and enter it as such. 

The form just described is shown on page 97, and is filled in as 
an example : the height of B M (? and E* have been previously 
obtained in some other levelling, and it will be seen that there is 
a difference of '003 feet on closing which must be distributed 
throughout the line levelled over. Reference should be made on 
the form to the page of the abstract, where the heights of C? and 
E* may be found. This abstract in its form depends upon the 
nature of the survey, but its object generally is that it may be a 
handy book of reference to all the B M and principal points levelled 
to, so arranged that any point may be found without difficulty. 
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FORM OF REGISTER FOR LEVELLING. 

Commenced work, 23rd August, 1864. 

Level 5310, in good adjustment. 
C. Register, page 119. 

Abstract, p. 14. 



(Signed) Ch. Mortiheb, 

Sapper R.E. in charge. 
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In making trial sections with the spirit-level to ascertain the 
best line for a railway or other work, the same form applies as for 
sections for more particular purposes, either civil or military ; but 
the distances may be longer, as was observed when speaking of the 
theodolite. The same bench-marks should be always levelled up 
to in every trial section. 

In running check sections, to ascertain the accuracy of former 
sections, there is generally no occasion for measuring distances : 
and only a column for " back," and another for ** fore " sights, 
with a third for remarks, are required. 



B. S. 


F. S. 

* 


Remarks. 









At each bench-mark these columns may be added up, and their 
difference entered under the column of " Remarks." As already 
stated, check sections are more quickly taken with a theodolite 
by reciprocal angles of elevation and depression than by the 
spirit-level 

In laying down a section on paper, particulai'ly if the ground is 
of gentle slope and the section of considerable length, it is usual 
to exaggerate the vertical heights for the purpose of rendering the 
undulations of the surface perceptible, which necessarily produces 
a distorted representation of the ground. The horizontal scale is 



7W j^ 




Vertical male, 00 feet to 1 inch. 
Horizontal scale, 1000 feet to 1 inch. 



usually made an aliquot part of the vertical, that the proportions 
between them may be at once obvious. Scales of 25, 50, 100 or 
150 feet to on^ inch,* are appropriate for the latter, according to 

• The plotting scales, already alluded to, are very convenient for laying down 
sections ; and Mr. Holtzapffell's cardboard Engine-Divided Scales will be found 
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the degree of detail required in the section ; and the horizontal 
8cale may be from ^ to yV of either of them ; or even a less pro- 
portion if the section is of great length, and the gi-ound generally 
flat, as in the figure above, plotted from the specimen of a level- 
ling field-book. 

The horizontal line from which the vertical distances are set off • 
may be either on a level with one end, or some one point of the 
section ; or a datum line may be drawn any number of feet above 
or below this line, exceeding the sum of all tice vertical heights : this 
latter arrangement makes all the dimensions reduced for plotting 
either j:>2t68 or minus. Laying off intermediate horizontal and 
vertical distances should be avoided in plotting sections ; the 
former ought always to be measured from the commencement of 
the section with as few interruptions as the length of the line will 
allow, and the latter from the datum line. Both horizontal and 
vertical distances should, particularly in a working section, be 
written legibly on the drawing. 

Trial sections that have been run for the purpose of ascertain- 
ing the best of several routes for a railroad, canal, or other work, 
should invariably be all plotted on the same scale and paper, and 
from the same datum line; and commencing at, and having 
reference to, the same points as bench-marks. By this arrange- 
ment their comparison by the eye is facilitated. 

Cross or transverse sections are sometimes plotted above, and 
sometimes below the longitudinal section : and if only extending 
a few feet to the right and left, they are occasionally plotted on 
the line of section : but, if numerous, this last method causes a 
confused appearance in the drawing. 

A method of combining plan and section has lately been intro- 
duced by Mr. Macneil, for the purpose of giving a popular 
representation of the quantity of excavation and embankment 
at any part of the section of a line of railway, the direction of 

useful where a variety of scales are often required ; from their method of construc- 
tion, they can he sold at the low price of nine shillings a dozen, of all descriptions in 
general use. If the paper is stretched on a rectangular board, and two of these 
scales are placed along two of the sides at right angles to each other, the horizontal 
and vertical distances can be laid down with a "J" ruler and angle without using the 
compasses. 

H 2 
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which is shown on the 
outline plan of the 
country through which it 
passes by a thick black 
line, supposed to represent 
a vertical section of the 
rail From the accurate 
section previously drawn, 
the heights of the em- 
l)ankments and depths of 
excavation at the different 
parts of the line are trans- 
ferred to this datum line 
on the plan; and these 
quantities being tinted with 
different colours, or if en- 
graved, represented the one 
with vertical, and the other 
with horizontal lines, show 
at a glance the general re- 
lative proportions of cutting 
or eTribankment, as in the 
annexed figure. 

The dark line in both 
figures represents the sur- 
face of the railroad or em- 
bankment. 

To those unaccustomed 
to the use of sections, this 
Bimple contrivance by which 
they are rendered intelligi- 
ble is particularly useful, 
and has been ordered to be 
adopted in all plans for 
railways submitted to the 
House of Commons. Of 
course it is only intended 
to give a general idea of 
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the quantity of work on any line of road, railroad, or canal, 
and to be explanatory of the report and estimate. 

The section which has always to accompany this species of plan 
must be plotted on a scale, the horizontal distance being not less 
than 4 inches to 1 mile, and the vertical Tiot less than 100 feet to 
1 inch. A line must also be drawn on the section representing 
the upper surface of the rails. At each change of inclination the 
height above some datum plane must be shown, and also the rates 
of the slopes, and the distances for which these gradients are 
maintained. The height of the railway over or under any turn- 
pike road, navigable river, canal, or other railway, is likewise to 
be marked at the crossing. A variety of precautions and regula- 
tions are enforced by the " Standing Orders" relative to the con- 
struction of railways ; and there are numerous other details con- 
nected with them, for which reference must be made to some of 
the numerous excellent practical works devoted solely to this 
branch of civil engineering. 

Numerous transverse sections are required for computing the 
relative proportions of embankment and excavation* on any work, 
which operation is much facilitated by the use of Mr. MacneiFs 
ingenious tables, calculated upon the " Prismoidal Formula,** 
which shows the cubic content of any prism to be equal to the 
area of each end + four times the middle area, multiplied by the 
length cmd divided by 6 ; whereas the common methods of taking 
half the sum of the extreme heights for a mean height, or of 
taking h^lf the sum of the extreme areas for a mean area, are both 
erroneous ; the first giving too large a result, and the second too 
little. 

Mr. Haskoll also gives very useful tables for the calculation of 
the areas of cross sections in the second volume of his " Engineer's 
Railway Guide;" a book containing full information upon all 
subjects connected with the laying out and construction of railway 
works. 

* Of the greatest possible consequence, both for the sake of avoiding unnecessary 
expense, and of laying out the work to the best advantage. Valuable information 
upon this subject will be found in Mr. MacneiPs work. 
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CONTOURS. 

. The last description of levelling by the spirit-level to be noticed, 
is the method of tracing instrumentally horizontal sections termed 
** contours,'' either round a group of isolated features of ground 
fo^ the formation of plans for drainage, sanitary, railway, ot other 
engineering purposes — models or plans of comparison for military 
works, &c. ; or over a whole tract of country with the view of 
giving a mathematical representation of the surface of the ground 
in connection with a national, or other extensive and accurate 
survey. 

As regards the first of these, the tracing instrumental contour 
lines round any limited feature, or group of features of ground, 
the manner of proceeding is very simple. The site mlist be first 
carefully examined, and those slopes that best define the con- 
figui-ation of the surface, particularly the ridge and watercourse 
lines, marked out by rods or long pickets at such distances apart 
as may appear suited to the degree of minutiae required and the 
variety in the undulations of the ground. Where no such marked 
sensible lines exist, the rods must be placeil where they can most 
readily be observed, being necessary as guides for the levelling 
staiff during the subsequent operationa An accurate survey of 
the ground on which the positions of these rods are shown is then 
to be made. This should be laid down upon a scale proportioned 
to the purposes for which the plan is required, and to the vertical 
interval by which the contour lines are to be separated. 

The scale for towns now adopted on the Oi-dnance Survey is 
•y^ or IO06 feet to 1 mile, which is sufficiently large for most 
engineering and municipal works, but can be increased if necessary 
for illustrating projects for drainage, or for the firtipply of water by 
pipes, &c. Estates are generally laid down upon a scale of 3 or 4 
chains to 1 inch. For the larger scales the contour lines may be 
traced at equidistant vertical intervals of from 2 to 10 feet where 
the scale of the plan varies from 50 to 500 feet to 1 inch. This 
plan of the gi-ound should be in the hands of the surveyor on 
commencing his contouring, as it will be of considerable assistance 
during the operation, and it is also desirable that sections should 
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be run from the level of some fixed plane of comparison along the 
principal and best-defined lines marked out by the rods alluded 
to, leaving pickets at the vertical intervals assigned to the 
contours. These pickets serve as tests of the accuracy of the 
work as it progresses and as starting points for fresh contours. 
The staff is now to be held at one of the pickets, the spirit-level 
(or theodolite used as a spiritrlevel) being so placed as to command 
the best general view of the line of level, and adjusted so that its 
axis may, when horizontal, cut the staff; and the vane (for a 
levelling staff of this description is required) raised or lowered 
till it is intersected by the cross wires of the instrument. The 
staff with the vane kept to this height is then shifted to a point 
about the same level between the next row of ranging rods not 
more than 12 or 15 chains distant from the spirit-level, on account 
of the correction that would otherwise be required for the curvature 
of the earth (about one inch in 10 chains), and moved up and 
down the slope till the vane again coincides with the wires, when 
another picket is driven. This process is continued until it is 
found necessaiy to move the level to carry on the contour line to 
the extent required. 

The same operation takes place with the contours above and 
below that first laid out ; and where any bench-marks or points, 
the level of which may be of importance, come within the scope of 
the spirit-level, they should be invariably determined. 

Where the vertical interval is small, the pickets upon more 
than one line of contours can often be traced without shifting the 
position of the instrument if the levelling staff is of sufficient 
length. Too much should not, however, be attempted at one 
tima 

With regard to the second division of this subject, the tracing 
instrumental contours in connection with a national survey, the 
best instructions that can be given is a brief outline of the mode 
followed on the Ordnance Survey. 

The ground between each of the trigonometrical stations is 
carefully levelled with a spiiit-level, pickets being left at con- 
venient intervals for the contours to start from. The surveyor to 
be employed in tracing these contours is furnished with the 
absolute altitudes of the pickets, or those of bench-marks out of 
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the direct line between the trigonometrical points if they have 
been so left in preference, from which he has to level up or down 
to the contour height from whence he is to commence. With a 
theodolite or spirit-level he then traces the contour lines round 
the hill features in the manner already described, levelling to 
certain other bench-marks whose positions have been given to 
him, but of whose altitudes he is not informed in order that a 
check may be established upon his work, the position of the 
contour lines being recorded in a field-book with reference to the 
measured detail of the houses, fences, &c., in a close country ; or 
by transvei*se lines in open uncultivated ground. 

The whole of the altitudes for the foundation of the contour 
lines are determined by levelling with the spirit-level, the calcu- 
lated heights obtained by angles of elevation and depression 
during the progress of the survey not being considered suffi- 
ciently accurate for the work as it is now performed : — the vertical 
distances between the contour lines thus traced out on the Ord- 
nance Survey (now published on the scale of 6 inches to 1 mile 
or 880 feet to 1 inch), vary according to the altitude above the 
sea, and as the character of the ground is steep or flat — from 25 
to 250 feet. These contours are however interpolated with inter- 
mediate horizontal lines run with the water level generally at the 
constant fixed vertical intervals of 25 feet. 

By assuming the level of the sea as the datum plane from which 
these progressive series of contours are to reckon, the altitudes of 
the several horizontal sections above that point are at once repre- 
sented, which is a more useful and practical arrangement than the 
system adopted by the French (who first introduced this method 
of delineating ground), of fixing upon some imaginary plane of 
comparison above the highest parts of the plan, similar to the 
mode still practised with ordinary sections. 

On surveys where pretensions are not made to such extreme 
mathematical precision, horizontal sections at distant veii;ical 
intervals may be traced with the theodolite or spirit-level, and the 
intermediate contours filled in by the eye ; to perform which with 
tolerable accuracy, with the assistance of the instrumental con- 
tours previously marked by pickets on the ground, becomes after a 
little practice an operation of no great difficulty. 
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Even in surveys where the delineation of the surface of the 
ground is to be represented entirely by sketching on the hori- 
zontal system, as described in Chap. X., a few distant instru- 
mental contours very much facilitate the work, and give it a cha- 
racter of truth and certainty that could not otherwise be looked for. 

Fig. 1, Plate 8, illustrates the method of tracing and surveying 
the contour lines when the operation is carried on between the 
separate secondary triangles on an extensive survey. As has been 
remarked, however, there is no necessity for following this system 
of working rigidly within the boundary lines of these triangles, as 
bench-mai'ks established at any convenient spots out of the direct 
line connecting two trigonometrical stations, answer just as well 
for checks upon the progi*ess of the work, and for datum points 
from whence to commence, and upon which to close the work. 

Supposing, for instance, the altitudes of the trigonometrical 
points B, C, D, had been previously ascertained to be respectively 
625, 570, and 282 feet above the level of the sea, and that the 
instrumental contours were required to be marked at equal 
vertical intervals of 50 feet above that level. Starting from either 
of these points, say C, in the direction of C B, mark the level of 
the nearest line of contours, which in this case would be 20 feet 
below C ; and then the points where every diflFerence of altitude of 
50 feet would cut the line C B (500, 450, &c.). On arriving at B a 
check is at once obtained upon the section that hajs just been run ; 
and the error, if any, can be corrected upon the spot. The other 
sides of the triangle, B D and D C, are then levelled in the same 
manner ; the connection of the corresponding contour lines cutting 
each of them traced out by the spirit-level ; and their position in 
plan laid down, either by traversing, or by reference to points and 
lines already surveyed and plotted. The places of many of these 
contour pickets can generally be ascertained whilst the levelling is 
in progress, by meajsuring their distances from the instrument and 
observing the angles made by them and the trigonometrical, or 
other known points. For this and other methods of obtaining 
their positions in the readiest manner no fixed directions can be 
given, as they must vary in different localities ; and nothing but 
practice will render a surveyor capable of availing himself of the 
many opportunities he will constantly meet with of simplifying 
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his operations by the exercise of a little forethought and judg- 
ment 

If, instead of confining the process of contouring within triangles, 
the altitudes of any points, a, b, c, d, &c., had been determined by 
levelling, and given to the surveyor as his starting points ; he has 
only to level from one of them to the required altitude of the 
nearest contour line, either above or below him, and then proceed 
to caiTy this level round the hill features as in contouring isolated 
surveya In very hilly or broken ground this system would appear 
preferable to that of working within the limits of regular figures, 
as the whole operation is made to depend more upon the marked 
natural features of the country. 

It is hardly necessary to enumerate the advantages of a system 
of horizontal contours traced thus accurately upon the plans of a 
national survey. Not only can the best general lines of directions 
for roads, canals and railways, conduits for the supply of water, 
drainage pipes, &c., be ascertained without the trouble and expense 
of trial sections ; but accurate sections, for whatever purpose 
required, may be traced to any extent across the country in all 
directions. Had this system been adopted on the Ordnance 
Survey of England thirty years ago, an incalculable saving would 
have been effected on all the trial lines run to ascertain the best 
practicable directions for the railways that now intersect this 
country. 

Another use to which contour lines traced round any limited 
extent of ground can be applied is the formation of models for 
military or other purposes, though the contour plan itself affords 
far more accurate data for reference than can be obtained from 
the model, the dimensions of which, being derived from the plan, 
are, like all copies, more liable to b^ vitiated by errors than the 
originals. 

By the aid of a contoured plan, many problems can likewise be 
worked out without the aid of vertical sections ; from among 
others the five following are selected as of practical utility :* — 

* These problems are taken from a paper on Contonr Plans and Defilade, by 
Colonel Harness, extracted principally from the ** Memorial du C^nie." 
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1. To find the direction of tlve slope and tiie inclvnation of a 
plane passing through three given povrUs ABC, Tiot in the 
same straight lin^. — Fig, 2, Plate 8. 

Divide the line A C, joining the highest and the lowest of the 
given points, so that the two parts may bear the same proportion 
to each other as the numbers expressing the difference of level 
between the third point and each of the other two ; that is, make 
AD : DCriA/N/B : B/n/C; D will then be on the same level as 
B ; and D B will be a horizontal of the plane required. 

2. To find the scale of a plane which shall pass through two 
given points and have a given inclination. 

This inclination determines the interval in plan between the 
contours passing through the two given points. With one of 
these points as a centre, and that interval as radius^ describe a 
circle, the tangent drawn to which from the other point is a hori- 
zontal of the plane required. If the distance between the points 
is less than the necessary interval between the contours, this 
problem is of course impossible ; and when possible it admits of 
two solutions. 

3. To find what part of a given surface is elevated above 

a given ph/ae. 

The intersection of the horizontals of the plane with the 
contour lines at corresponding levels of the surface above, 
denotes, as seen in Fig. 3, the portion of the surface rising above 
the plane. 

4. To find the intersection of two planes. 

Produce until they meet two or more contours, having corre- 
sponding levels of each ; the line joining the points of meeting 
will be that of intersection. If the contours of the two planes be 
parallel, their intersections, being a horizontal of each plane, will 
be known if one point in it be found. 

5. To find in a plane, given by its scale of slope, a straight line, 
which, passing through a given poi.nt in the plane, shall have 
a given inclinMion less ihcm that of the plane (Fig. 4). 

Trace a contour of the plane having any convenient difference 
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of level above or below this point. With that point as a centre, 
and with the base due, with the required inclination of the line to 
the assumed difference of level as a radius, describe an arc cutting 
that contour. The line drawn through their intersections and the 
given point will have the required inclination. 

By the above problem a road up the side of a hill represented 
by contours, can be traced so as not to exceed in any 'pa/rt a given 
i/nclination. 

The application of contours to the object of defilading a work 
to secure its interior from fire (almost the first use to which they 
were applied) can hardly be entered upon here. The subject is 
fully treated by many French authors on fortification ; and 
extracts from Captain Noizet's paper, in the "Memorial du 
Gdnie," will be found in the sixth volume of the Koyal Engineers' 
Professional Papers.* 

The method of measuring altitudes by the barometer and the 
temperature of boiling water is reserved for the next chapter. 

* See also the chapter upon Defilade in Captain Macauky^s "Field Fortification." 



CHAPTER VI. 

LEVELLING CONTINUED. 

MOUNTAIN BAROMETER, ETa 

The Mountain Barometer presents a method of determining 
comparative altitudes not susceptible of so much accuracy as 
those already described, but far more expeditious when applied 
to isolated stations separated from each other by considerable 
distances. It is also capable of being used extensively by one 
individual ; and the observations if performed with care will in 
most cases give results very near the truth. The accuracy of 
results will, however, depend very much upon the nature of the 
climate, the latitude, and the season of the year. The country in 
which there is least range and where it is nearly uniform as to 
time each day is most favourable for obtaining good results. In 
the British Isles the diurnal range is hardly observable owing to 
the great fluctuations, often amounting to over an inch in a few 
hours ; but in many parts of the Mediterranean the height of the 
barometer being known at 9 A.M. on two successive days, the 
height during the interval for each hour can be closely approxi- 
mated to. And in lower latitudes, near the equator, this is still 
more the case. The instrument as made at present is very port- 
able, though liable to injury in travelling if the proper precau- 
tions are not invariably taken, the most essential of which is that 
of always carrying the cistern inverted, and in the position tight- 
ening the screw* at the bottom of the cistern to prevent the 

* Mr. Hewlett remarks that, in barometers where the bottom of the cistern is 
formed by a leather bag, the mercury should be forced up nearly to the top of the 
tube by the bottom screw, whilst the instrument is ?ield upright. It should then be 
carefully inverted, in which position it must always be carried. "When required for 
use it should again be placed upright before the pressure of the screw against the bag 
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oscillations of the mercury breaking the tube. In barometers 
considered of the best construction, and which are the most ex- 
pensive, the surface of the mercury in the cistem is brought by a 
screw to the zero of the instinmient, which marks the height at 
which it stood there when the scale was first graduated.* In 
others, not furnished with the means of effecting this adjust- 
ment, and in which the cistem is entirely enclosed from view, an 
allowance must be made to reduce the reading on the scale to 
what it would have been if the piercury in the cistem had been 
adjusted to zero. It is evident that this correction of the height 
of the column of mercury must be proportioned to the relative 
capacities of the cistem and the bore of the tube. 

Thus, supposing the interior diameter of the tube to be '1, its 
exterior '3, and the diameter of the cistem '9 inches ; the ratio of 
the areas of the surfaces will be (81 — 9) 72 to l.t The differ- 
ence, then, between the observed reading of the barometer, and 
that of the " Tieutral point" which is the height at which the 
mercury stood m the tube above the zero mark of the cistem when 
the instrument was first made (and is always marked N P), is to 
be diminished in this proportion, and the quotient applied to the 
observed reading, additive when it is above this standard, and 
aiibtractive when below. The small correction for the capillary 
attraction of the glass tube is constant and additive, and is gene- 
rally allowed for by the maker in laying off the neutral point, in 
which case no further notice need be taken of it. Should air by 

is relaxed ; otherwise the bag is liable to be burst. Allowance mast be made for the 
expanse of the mercury in the tube during the day : for examplei, on atarting, the tempe- 
rature may not be higher than 60"* F., but after the barometer has been carried for 
some time, exposed to the rays of a hot sun, the temperature of the mercury may be 
raised to 120* F. : this would involve an increase in the bulk of the mercury of about 
Y^gth ; on this account the mercury on starting should not be screwed cloae up to the 
top of the tube. 

* It is doubtful if this is any advantage : a barometer of this kind takes a long 
time to adjust and read ; and as a tangent to the surface of the mercury is required, 
both in the tube and the cistern, there are more chances of error in the observation. 

t This correction, termed the ** capacity f" is generally ascertained by trial A 
certain quantity of mercury is first poured into the tube, which it fills to the height, 
say of 14 '4 inches : this same quantity is then transferred to the cistern, and found 
to rise 2 inch. The capacity is therefore as 14 '4 to % or 72 to 1 ; and this ratio is 
always marked by the maker on the instrument. 
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any means have found its way into the tube it can, if this is of 
large bore, be nearly got rid of by holding the barometer upright, 
with the cistern downwards, and turning the screw at the bottom 
as far as it will go without forcing. The instrument must then 
be sloped to an angle of about 45°, when more air will rush into 
the tube. If the screw is now unloosed, and the instrument held 
with the cistern upwards, at an angle of 45^ and gently tapped, 
the air will nearly all escape, the test of which is the mercury 
striking the top with a clear, and not a muffled sound, showing 
that the vacuum is nearly perfect. Care should be taken to ascer- 
tain at the close of each day that no mercury has escaped from the 
cistern during the use of the instrument, otherwise some very 
curious errors may creep into the levelling. 

The principle upon which the density of the atmosphere, 
measured by the height of the column of mercury, is applied to 
the determination of compamtive altitudes is too generally known 
to need explanation ; but the mere comparison of the observed 
heights of mercury at the places of observation will not suffice for 
the purpose, as every change of one degree of temperature of 
Fahrenheit's thermometer causes an expansion or contraction of 
the fluid of irsW ^^ ^^ bulk, and all observation must be cor- 
rected on this account if made under different degrees of tempera- 
ture. The method of using the mountain barometer is shortly as 
follows : it is carried as before observed inverted until required for 
use, the cistern being always kept above the horizontal at an angle 
of at least 45°, when, the screw at the bottom of the cistern being 
first turned until it no longer acts against the end of the tube, the 
instrument is revereed, and the gauge-point (if there is one) is set 
to zero. The index is then moved till its lower edge is a tangent 
to the globular surface of the mercury, the height of which in the 
tube is read off to iVinr ^^ ^^ ^^^^ ^7 i^^^J^s of the index vernier ; 
the thermometer attached to the instrument showing the tempera- 
ture of the fluid, and the detached thermometer that of the 
atmosphere at the time of observation, are also noted, together 
with the heights of the mercury. The following form is conve- 
nient, as containing the observations, and leaving a space for the 
results : 
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Station. 



N.P.=30-100 

1 ! Lat. 61° 24'. 



Cap. 



68-87 



High- water mark 

Parade, Brompton Bar 
racks 

StarMiU 



Attd. 
Ther. 



61* 
60* 
67'-6 



Detd. 
Ther. 



58* 



57" 



64* 



Obsenred Correc- 
Baro- tion for 
meter. Capacity. 



30-405 



30-276 



30-120 



•004 



•002 



Corrected 
Baro- 
meter. 



30-409 

B 

30-278 

B 

30-120 



Differ- 
ence of i Remarks 
IjeveL 



116-6 



It ig* of course preferable to have two barometers, and to 
make simultaneous observations, as during changeable weather 
dependence cannot be placed upon results obtained with only 
one ; particularly if any considerable interval of time has elapsed 
between the comparison of the heights of mercury at the different 
stations. Even the method that has been suggested by Mr. Hew- 
lett of noting the time of each observation, ending the day's work 
at the spot where it* was commenced, and then correcting the 
readings of the barometer and thermometer at each station for the 
proportion of the total change between the first and last reading 
due to the respective intervals of time, cannot of course render 
observations taken with one barometer equal in accuracy to those 
observed simultaneously with two instruments, unless the rise or 
fall of the barometer, and particularly of the thermometer, was 
ascertained to have been uniformly progressive during the whole 
day. Observing however the barometer again at the first station 
at the close of the day has this advantage, that any great change 
during the period will be immediately detected, and the degree of 
dependence to be placed upon the observation made evident. The 
difference of readings, owing to these changes, will also be gene- 
rally subdivided among a number of observations, though instances 
may occur, where this caution, as regards the themuymeter, will bo 
productive of error in the result Another and more perfect 
system is to have a standard stationary barometer at the base of 
operations which is to be obsenred at certain hours of the day at 
the same time as those in use in the field ; but inasmuch as there 
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is often a considerable local variation, it is necessary also to have 
one barometer in camp to be observed at the same hours.* 

There are several methods of calculating altitudes from data 
thus obtained. That according to a formula given by Mr. Baily, 
in p. 183 of his invaluable " Astronomical Tables and Formulse/' 
is perhaps the most simple when a table of logarithms is at hand 
— it is deduced from the rule given by La Place reducing the 
French measures to English feet, and expressing the temperature 
by Fahrenheit's thermometer, and becomes by the use of the 
Tablet in the next page A -f C + log D. D being =log ^ — (log 
^ +B) where 

t represents the temperature of the air at the lower station. 

f that at the upper. 

r the temperature of the mercury at the lower station. 

/ that at the upper. 

A the correction for temperature dependent upon t + f. 

B that for the temperature of the mercury dependent upon 
r—r', and ^ 

C the correction for the latitude of the place. 

)9 the corrected barometer reading at the lower station. 

P' that at the upper. 

* The most generally approved construction of mountain barometer is that by M. 
Gay-Lussac. It is a glass syphon, contained in a brass tubular scale, having the zero 
at the bottom, and divided upwards to 33 inches. Each inch is divided into tenths 
and each tenth into five parts, the vernier divides each of these fiftieths into 
twenty parts, giving the inch divided to thousandths. 

+ In Mr. Baily's table, the column B is calculated on the supposition that the 
thermometer is always the highest at the lowest station, which in great altitudes will 
be the case ; but as the barometer may be used with advantage in a comparatively 
flat country, this omission has been remedied in a table published by Mr. Howlett, 
in the "Professional Papers'* of the Royal Engineers, from which the column B has 
been taken. The more accurate method is to correct the barometer for temperature, 
independently of the tables. 
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The following example taken from page 112 will explain the 
method of computation : — ■ 

( = 58° ^=57°; r6r=; r=fiO= 
a = 30-40fl; 8'=30'278; latitude 51" 24'. 
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e + ^ = 115° ; from the table A = 480458 
r-r'r= 1; „ „ B = 000004 



» f> 



C = 9-99974 



IqgjS 30-409 . . . 1-48300 

I log ^30-278 1-48113 I 



D = 000183 



log D = 7-26245 
A = 4-80458 
C = 9-99974 



206677 = 116-6 altitude in feet. 



By a section taken with a spirit level, this altitude was found to 
be exactly 115 feet* 

Altitudes are also very easily (but not always so correctly,) 
obtained by the tables in a pamphlet, entitled " A Companion to 
the Mountain Barometer," published by Mr. Jones, and sold with 
the instruments made by him. The barometrical observations 
are first brought to the same temperature by applying to the 
coldest a correction found in the first table for the diflFerencef of 
the attached thermometers. The approximate height is then 
obtained by inspection, taking the diflFerence between the numbers 

* As a proof, however, that the results given by the barometer are not always to 
be depended upon when extended to very great distances, the observatiouB consequent 
npon which occupy a considerable time ; it may be mentioned that Professor Parrott, 
who was employed in determining by barometrical measurement the level of the 
Black Sea above that of the Caspian, made this quantity by a series of the most 
careful simultaneous observations in 1811 exactly 800 feet ; the same operation 
repeated by him in 1830 gave a result of only 8 or 4 feet. In 1887 this altitude was 
determined geodesically by the Kussian Government to be 88*6, and was afterwards 
made by a French observer between 60 and 70 feet 

t In Mr. Jones's Pamphlet the centigrade thermometer is supposed to be used (the 
comparison of which with Fahrenheit*8 is given in Table 19). The centigrade, or 
centesimal thermometer, derives its name from the interval between freezing cmd 
bailing waier being divided into one hundred parts. It is adapted to the decimal 
system of measurement, and since the Revolution has been very generally used in 
France. Its zero, like that of Reaumur^s, commences at the freezing point 

I 2 
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corresponding to the corrected readings of the barometer from 
the second table. 

Lastly, the correction in the third table opposite to this result, 
multiplied by the mean of the detached thermometers, and added 
to the approximate height, gives the true difFerdfcice of altitude. 
The same example as before is worked out by means of these 
tables, the temperatures being converted from Fahrenheit to the 
centigrade scale to correspond with the tables. 



Fahr. 
60= . . 
61= . . 

Table first . . . 


Cent 

15-6 
161 

•5 

•0060 


Fahr. 
68 = 

67 = 


Cent. 

14-4 
13-9 

2)28^3 

14^16 


CoiTection applied 
to coldest barom. • 


•0030 
30-2768 


3.1! ± %M 

•45 From Table III., 

: for approximate 

7076 altitude 110 ft. 
5660 


• 


30-281 






6-3675 



In Table II. opposite 80-281 is 611 

opposite 30-409 501 



Approximate diffalt. of . . 
Add connection table 



110 
6-3 



True difference of altitude 1163 



Dr. HUTTON'S RULE for the calculation of altitudes by the 
barometer is as follows : — First correct the heights of the mercury, 
or reduce them to the same temperature, increasing the colder, or 
diminishing the warmer, by -y^^nr P^^"^ ^^^ every degree of differ- 
ence between them as shown by the attached thermometer. 

2nd. Take the difiference of the common logarithms of the 
heights of the barometer thus corrected, setting oflF four figures 
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from the left hand for integers, which wiU be an approximate 
height in fathoms. 

3rd. Correct the number last found for the atmoBpheric 
temperature shown by the detached thermometers as follows : — 
For every degree that the mean of the two diflFers from 31°, take 
so many 7^ parts of the fathoms above found, and add them if 
the temperature be above 31°, but subtract them if below, for the 
true difference of altitude in fathoms.* The same example as 
before is thus solved by this rule : 



9600 "~ 


•003 
30-278 add 


57 

58 


30-409 log. 
30-281 log. 


30-281 

= 1-4830021 
= 1-4811702 


57-5 mean. 
31- subtract. 



.0018319 
Approximate alt. fathoms 18*319 

Correction for temperature 1116 



18- 8 X 26-5 
435 



= 1116 



True altitude in fathoms 



19-435 
6 



Or in feet 11661 



Where no table of logarithms is at hand, the following rule is 

given in Mr. Hewlett's paper for the altitude : — 

A'cc \. V 48820 + 584 x sum detached thermometera 

ct = ain. bai*. x j^i 

sum of barometers. 

Approximate altitude = a — a (00006 x lat. in degrees). 

This is nearly correct up to 2500 ft. ; for a greater altitude 

apply the following correction : — 

True alt = approx. alt. + i approx. alt. x /^iffiW.V 

\sum.bar.y 

* In this rnle of Dr. Hatton's, as in Jones's tables, there is no correction for 
latitude. One of the latter, I hare also been informed, is erroneous ; but they will, 
at all events, give good approximate results, which is all that is generally required of 
the mountain barometer. 



The computation of heights from barometrical observations 
without the use of logarithms ia also much facilitated by the aid 
of the following tables constructed by Mr. J. 0. Farrell pf the 
Ordnance Survey, which are applicable to all ordinary cases. 







H 


1 


TtmtbB. 




■0 -1 1 -2 


■3 1 -4 


■5 1 -a 


-, 1 ■. 1 ■. 


- 


-0* 


-08 


•08 

3-8 
3-4 

v, 

2-1 
2-4 




]004'»9»9-8eB5-0 
B57-4952-8;B4S-4 
B14-4S10-BB06-5 
876-8 87a'l 9S8-5 
840-MSS7'2833» 
eOS-S 808-2 802-1 


9001986' 3 
944-0B39-7 
BI}2-B8B8-fl 
884-0 881-3 
830-8 827-3 
7BB-0 786-0 


e8U'&075'8 
930-4 931- 1 
884-7'8»0-8 
857-8 854-3 
824-1820-9 
763-0 7B0-0 


971-18fl8-6e61-Bl'0 
B28-BS22-8018-80-9 
887-0 883-3,879-5 0-8 
8B0-88474844-0,0-7 
817-7 814-6 8ir4,11-e 
787'0784-1781-2,0-6 




2-9 
2'6 
2-3 
2-1 
1-S 
1-8 



DUDnomoI 


M*^^ 




Fnp. Put* lot DUIatBca ol | 


mermooioMrt 


CanaiootbiVtt 




iffss. 


Pnp.FHta. 


40* 


80' 


80' 




. 


• 


• 


• 






24 


26 


26 








48 


50 


S2 






SO 


71 










40 


95 


09 


103 








lie 


124 


129 






ao 


143 


149 


IBS 




22S 



To use these tables add the tabular number from Table I. cor- 
responding to the half sum of the readings of the barometers 
(corrected for instrumental errors) to the sum of the readings of 
the detached thermometers, and multiply this sum by the differ- 
ence of the barometers — then from the product thus found 
subtract (or add if the reading of the upper attached thermometer 
be the greater) the correction from Table II. corresponding to the 
diffei-ence of the attached thermometers found in the column 
headed " Mean of detached Thermometers " which most nearly 
corresponds with their mean reading. 

The following example being the same as that worked out by 
Mr. Baily's formula in p. 112, shows the application of this 
simple rule. 
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Barometers. 



Attached Therms. Detached Therms. 



At High- Water Mark . . 80-409 
Parade, Brompton Barracks . 30-278 


61 
60 

Diff. 1* 

Add from Table I. 

Sum . . 
Multiply by 

Product 
ction, Table II. Subl 

• • . • 

>y levelling . . 


g^ mean 57*5 


i sum 


2)60-687 
. . 30-343 

. . 0*131 

Product. 

: 67*5 1^""* 

Altitude 
True altitude l 


797-8 


Difference. Barometers 


912-8 
•131 


Diff. Attached Therms. 
Mean Detached Therms. 


119-6768 

k. 2-5 




1170 feet 
116- 



This process is still further simplified by adding or subtracting 
as the case may be, 2^ times the difference of the attached 
thermometers in lieu of the conection found in Table II. 

Aneroid. — This well-known description of barometer, is found 
a most valuable substitute for the mercurial barometer in the 
determination of altitudes,* being much more portable, and 
not subject to the same derangement and risk of fracture by 
carriage as the other more delicate instrument. The pressure of 
the atmosphere is also the motive power in this invention ; but its 
application is totally different from that of the barometer, as it is 
made to act not on the surface of a fluid, but upon the top of a 
shallow cylindrical metal box, from which the air has been ex- 
hausted and a small quantity of gas introduced into what other- 
wise would have been a vacuum, for the purpose of compensating 
(by its expansion with the increase of temperature) for the ten- 
dency to collapse consequent upon the loss of elasticity thereby 
caused in the metal. The top and bottom of the box are forcibly 
separated and kept in this state of tension by a plate acting as a 
lever, the end farthest from the central point by which the box is 
supported resting upon a spiral spring. The increase or diminu- 
tion of the atmospheric pressure upon the surface of the box de- 
presses or elevates this end of the lever, with which two other 
levers are connected ; the last acting by means of a piece of watch- 
spring on the roller upon the axis of which is fixed the hand that 



* They are now constructed to read to altitudes of 15,000 feet or more. 
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indicates upoD the dial the degree of pressure ; a flat Bpiml spring 
also acts slightly upon this roller, always against the levers ; and 
thus keeps the hand, which would otherwise remain stationary 
after Being propelled to its full distance, in constant unison with 
the varying fluctuations of the atmosphere. 

In measuring altitudes hy the aneroid the same rules for calcu- 
lating the heights hold good as with the barometer ; hut in the 
present imperfect state of the instrument the precaution appears 
necessary to he attended to of ascertaining by trial the actual 
value in feet of the graduations on the dial ; and also the effect 
produced upon these results by any change of temperature, as 
different instruments will be found to vary in these particulars. 

The sketch below of the interior of the aneroid, the dial plate 

being supposed to have been removed, is taken from au extract 

from Mr, Dent's treatise on 

the instriiment in the " Aide 

M^moire," 

D D is the cylindrical va- 
cuum box ; C C the lever, 
to the end of which is at- 
tached the vertical rod i, 
connecting it with the other 
levers acting by means of a 
piece of watch spring upon 
the roller carrying the index 
hand. An alteration in the distance of leverage to regulate the 
movement of this hand, so as to correspond with the scale of 
a mercurial barometer, is managed by means of the screws e 
and b. 

The position of the hand is made to coincide with the indica- 
tion of a barometer by means of the screw A (to be touched for 710 
other purpose), which effects the object by raising or depressing 
the lever C. 

Much has yet to be done in improving this instrument, for 
there is a liability to uncertainty in its action which detracts from 
its usefulness. 

Some are not sufficiently sensitive, and it will be found in 
descending rapidly 2000 to 3000 feet and ascending again that the 
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altitudes of intermediate stations are shown as higher In do^cending 
than in ascending, unless a halt is made at each point of a few 
minutes to allow of the instrument settling itself. 

Most aneroids now have the altitudes marked on the outer side 
of the line, with the inches on the inner side, the zero or mean sea 
level being 29*5 in., this saves a considerable amount of calculation 
in rough work ; but the most useful instrument has a moveable 
scale of heights which can be set each morning to any zero, and 
thus saves all trouble throughout the day in computing the observed 
height. 

Metallic Barometer. — Still more recently Mr. Bourdon has 
introduced another substitute for the barometer, now sold under 
the name of the Metallic Barometer, which is even more sensitive 
than the aneroid, but would probably be more liable to injury in 
travelling. The theory of this instnunent is that a bent hollow 
tube, the transverse section of which is not a perfect circle, cannot 
expand transversely when under pressure from the atmosphere 
without also opening outwards in the whole curve ; one end of this 
being fixed, the other has a certain amount of play varying with 
the pressure, and to this end is attached the machinery for 
moving the index. This same principle has been also applied 
most successfully by Mr. Bourdon to the steam gauge and other 
purposes. 

SuBSTnuTE FOR THE BAROMETER. — A Contrivance for measur- 
ing altitudes was proposed by Sir John Robinson, Secretary to the 
Royal Society of Edinburgh, at one of the meetings of the British 
Association at Newcastle.* The instrument consisted of a glass 
tube, about one and a quarter inch in diameter and fourteen inches 
long with a small bulb at the end, the capacity of which was three 
or four times that of the inside of the tube, and the graduations on 
the stem of the tube were formed experimentally by the maker in 
the following manner : — 

The instrument was suspended within the receiver of an air- 
pump over a cup containing water at the temperature of 62"*, the 
mercurial barometer standing at 30 inches. The air in the 
receiver being exhausted to a degree of rarefaction corresponding 

* A description of this instnuneDt is given in the '* Mechanics' Magazine," for 
October, 1839. 
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to tv^enttf-nine inches of the barometer, the lower end of the 
instrumoDt was immers^ in a cup of water ; and air being ad- 
mitted into the receiver, the exhaustion was repeated imtil the 
barometer gauge indicated a pressure equal to twenty-eight inches 
when a corresponding mark was made on the tube, the air being 
in like manner admitted after its re-immersion. By the repeti- 
tion of this process the graduation of the stem was carried on as 
far as was necessary. 

With several tubes thus graduated, an observer in a hilly country 
may ascertain the density of the atmosphere on the summits of 
different elevations, by sending an assistant to each with one of 
these tubes, and a tin case containing water. They are taken up 
with the stems open, and (the air within each partaking of the 
density of that at the station) the mouth of the tube is put into the 
water, cmd left in it as the assistcmt descends. The water will 
rise in the stem as the density of the atmosphere increases, and 
will indicate by its height the degree of rarefaction of the air at 
the upper station — a correction being made for the variation of 
the barometer from the standard height, and also for that of the 
temperatv/re of the atmosphera 

This substitute for the expensive and delicate mercurial moun- 
tain barometer would, from its portability and simplicity, be 
useful in roughly determining comparative altitudes in a moun- 
tainous country, but of course much accuracy cannot be expected 
from it. 

The Patent Mercurial Pocket Standard Babomsteb. — 
In this instrument (constructed by Casella) the mercury is raised 
from the cistern to the zero point by means of a screw, air being 
admitted and compressed at each observation. The body and 
cistern can be sepai'ated for convenience of carriage. It has been 
highly recommended for ascertaining heights, but po results 
obtained by it have as yet been published. 

Thermometric Hypsometer. — Another method of obtaining 
approximate differences of altitude is by a comparison of the 
temperatv/res of boiling water (which vary with the pressure of the 
atmosphere), upon which a paper was some years since published 
by Colonel Sykes, who practised it extensively in India.* As the 

* I ascertained lately the approximate altitudes above the sea of a number of 
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necessary appajntus is exceedingly simple, and the instrument not 
80 liable to injury as the barometer, luid much more portable and 
easily replaced, I have taken from this paper, (which will he found 
in the 8th number of the " Geographical Journal,") the tables 
computed by Mr. Prinsep to facilitate the computation of altitudes, 
and also the examples given by Colonel Sykes, which render their 
application evident wiliiout further explanation. 

The results deduced from the use of these tables iq)peai' cJ/wa/ya 
rather leas than those obtained &om careful barometrical obaer- 
vations, and also less than those calculated from the different 
formulae, which have been arranged for the determination of 
altitudes by this method, hut which do not all agree. The results 
of a number of careful observations made with the thermometer 
compared with those obtained at the same time with the baro- 
meter, or which have been ascertained by levelling, or trigonome- 
trically, will afford the means of making any necessary corrections 
in the tables, which however, giving so close an approximation, 
deserve to be more generally known and made use of. 

The accompanying sketch and explanation, 
taken from CoL Sykes's pamphlet, show the 
whole apparatus required : 

A. A common tin pot, 9 inches high by 2 in. 
diameter. 

B. A sliding tube of tin, moving up and 
down in the pot; the head of the tube is 
closed, hut haji a slit in it, C, to admit of the 
thermometer passing through a collar of cork, 
which shuts up the slit where the thermometer 
is placed. 

D. Thermometer.t with as much of the scale 
left out as may he desirable. 

E, Holes for the escape of steam. 

places in Austntlia bf this method ; many of theas were afterwards tested by the 
triangalatioD, and the reanlta proved eveii more satisfactoiy than I had anticipated. 

t Thermometera are made expresaly for thU method of determining altitndea, the 
grodnatioDS being on a very targe scale, and eiteoding only a limited number of 
degrees above and below 212' FahrenheiL Any common brewer's thermometer, wilh 
a metal pot or saucepan, will, however, answer the pnrpose when in want of the 
apparatus described above. 
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The pot is filled four or five inches with pure* water; the 
thermometer fitted into the aperture in the lid of the sliding tube 
by means of a collar of cork ; and the tin sliding tube pushed up or 
down to admit of the bulb of the thermometer being about two 
inches from the bottom of the pot. 

Before using a thermometer for this purpose, it is necessary to 
ascertain if the boiling point is correctly marked for the level of 
the sea by a number of careful observations, and the difference, if 
any, must be noted as an index error. It is always desirable to 
have two or more thermometers which have been thus tested ; and 
in all observations the temperature of the air at the time should 
be noted. + 

The Alpine Hypaometer has lately been much used ; it is about 
six inches long by two and a half in diameter, and only weighs 
about 13 ounces. 

* The apparatus lias lately been much improved, and any kind of water may now 
be used : the thermometer is sheltered by a double telescopic chamber, the vapour 
completely filling the inner portion and descending from the upper part of it into 
the outer portion. 

t Captain Palmer, R.E., in his account of the Sinai Survey (1869), states that 
hypsometers were tried on many occasions, but nearly always with discordant and 
unsatisfactory results. Out of thirteen comparisons of hypsometric heights with those 
found with the mountain barometer (Gay-Lussac) and vertical angles, in two cases only 
was there close agreement. In the remainder the hypsometric values varied from 54 
to S88 feet below, and from 184 to 384 feet above the true altitude. They differed 
in the most irregular and unaccountable manner, and no weight was attached to 
them. The altitudes of some of the points were from 7000 to 8000 feet. He draws 
the following conclusion : (1) That at high altitudes hypsometers are not to be 
depended on for any but the roughest approximation ; (2) that aneroids, per se^ are 
almost worthless for absolute determinations, and are only of service when used, as 
at Sinai, in direct connection with standard mercurial barometers at various heights, 
or for filling details of a survey between datum points of known altitudes. 
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TABLE 1. 

TO FIND THE BAROMETRIC PRESSURE AND ELEVATION CORRESPONDING TO ANY 
OBSERVED TEMPERATURE OF BOILING WATER BETWEEN 214" AND ISO*. 



1 

Boiling 

Point 

of Water. 


Barometer 

Modified from 

Tredgold's 

Formula. 


Logarithmic 
Differences 

or Fathoms. 

* 


Total 

altitude 

from 30-03 in. 

or the Level 

of the Sea. 


Value of each 

Degree in Feet 

of Altitude. 


Proportional 
Part for One- 
tenth of a 
Degree. 


o 






Feet. 


Feet. 


Feet 


214 


81-19 


00-84-3 


-1013 


-606 


• • • 


213 


80-59 


84-5 


507 


-507 


■ • • 


212 


80-00 


84-9 





+ 509. 


• • • 


211 


29-42 


86-2 


+ 509 


511 


51 


210 


28-85 


85 6 


1021 


513 


• • • 


209 


28-29 


85-8 


1534 


615 


• • • 


208 


27-73 


86-2 


2049 


517 


• • • 


207 


27-18 


86-6 


2566 


519 


52 


206 


26-64 


871 


8086 


522 


■ • • 


205 


2611 


87-5 


3607 


524 


• • • 


204 


25-59 


87-8 


4181 


526 


• • • 


203 


25-08 


88-1 


4667 


528 


• • • 


202 


24-58 


88-5 


5185 


531 


63 


201 


24-08 


88-9 


6716 


533 


* • • 


200 


23-69 


89-3 


6260 


536 


• • • 


199 


23-11 


89-7 


6786 


538 


• • • 


198 


22-64 


90-1 


7324 


641 


54 


197 


22-17 


90-5 


7864 


543 


• • • 


196 


21-71 


91-0 


8497 


646 


• • • 


195 


21-26 


91-4 


8953 


548 


• • * 


194 


20-82 


91-8 


9602 


551 


65 


193 


20-89 


92-2 


10053 


653 


• • • 


192 


19-96 


92-6 


10606 


556 


• •• 


191 


19-54 


93-3 


11161 


558 


• • • 


190 


19-13 


93-4 


11719 


660 


56 


189 


18-72 


93-8 


12280 


663 


• •• 


188 


18-32 


94-2 


12843 


665 


• • • 


187 


17-93 


94-8 


13408 


669 


67 


186 


17-64 


95-3 


13977 


672 


• • • 


186 


17-16 


95-9 


14548 


676 


68 


184 


16-79 


96-4 


15124 


678 


• •• 


183 


16-42 


.96-9 


15702 


581 


68 


182 


16-06 


97-4 


16284 


584 


• •• 


181 


15-70 


97-9 


16868 


587 


• • • 


180 


15.35 




17455 




69 



The Fourth Column gives the Heights in Feet. 
• See Hutton's Rule, p. 117. 



126 



LEVELLING. 



TABLE n. 

TABLE OF MTTLTIPLIEBS TO CORRECT THE ArFROXIMATE HEIGHT FOR THE 

TEMPERATURE OF THE AIR. 



TeiiipenttoTe 
of the Air. 


Multiplier. 


Temperature 
of tne Air. 


Multiplier. 


Temperature 
of tne Air. 


Multiplier. 


82 


1000 


52 


1-042 


72' 


1*083 


88 


1002 


53 


1044 


78 


1-085 


84 


1-004 


54 


1-046 


74 


1-087 


85 


1-006 


55 


1-048 


76 


1-089 


86 


1*008 


56 


1-060 


76 


1-091 


87 


3 010 


57 


1-062 


77 


1-094 


88 


1-012 


58 


1064 


78 


1-096 


89 


1-035 


59 


1066 


79 


1098 


40 


1-017 


60 


1068 


80 


1-100 


41 


1-019 


61 


1060 


81 


1-102 


42 


1-021 


62 


1062 


82 


1*104 


48 


1-028 


68 


1-064 


88 


1106 


44 


1-026 


64 


1066 


84 


1-108 


45 


1-027 


65 


1-069 


85 


1*110 


4« 


1-029 


66 


1-071 


86 


1-112 


47 


1-081 


67 


1078 


87 


1-114 


48 


1-088 


68 


1075 


88 


1-116 


49 


1-085 


69 


1-077 


89 


1-118 


50 


1087 


70 


1079 


90 


1121 


51 


1-089 


71 


1081 


91 


1128 



When the water (with the thermometer immersed) has been 
boiled at the foot and at the summit of a mountain^ nothing more 
is necessary than to deduct the number in the column of feet 
opposite the boiling point below, from that opposite the boiling 
point above: this gives an approximate height, to be multiplied by 
the number opposite the mean temperature of the air in Table II., 
for the correct altitude. 

Boiling point at summit of Hill Fort of ^ Teet 

P6rundhur, near P6na 204-2=x4027 

Boiling point at Hay Cottage, Pfina. . . 208.7=1690 



Approximate height 2337 
Temperature of the air above . 75*" 
ditto ditto below . 83 



Mean 79 -Multiplier 1098 



Correct altitude 2566 feet. 
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When the boiling point at the upper station alone is observed, 
the lower being the level of the sea, or the register of a distinct 
barometer, then the barometric reading had better be converted 
into feet by the usual method of subtracting its logarithm from 
1*47712 (log. of 30 inches) and multiplying by 6, as the diiBferences 
in the column of " barometer " vary more rapidly than those in 
the "feet*' column (Button's rule, page 117). 

Feet 

JEocample, — Boiling point at upper station'. . . 185° =14548 
Barometer at Calcutta (at 32°) 29*75 
Then 1 47712 -147349 =00363 
Setting oflF four figures gives 36*3 
fathoms, which x 6 (to reduce to feet) 218 



Approximate height • . . 14330 
Temperature, upper station, 76° 
ditto lower, 84 

Mean temperature . . . 80 Multiplier") iioo 

Table II. J 



True altitude 15763 

Assuming 3000 inches as the average height of the barometer 
at the level of the sea (which is however too much), the altitude 
of the upper station is at once obtained by inspection in Table I., 
correcting for temperature of the stratum of air traversed, by 
Table II. 

In moderate elevations, the difference of one degree in the 
temperatm*e at which water boils, indicates a change of level of 
about 500 feet, nearly equivalent to what would be shown by a 
difference of 0*6 of an inch in a mercurial barometer. 

The great value of the thermometric hypsometer will be found 
in checking the aneroid in the determination of great heights ; for 
from one cause or another the latter, at times, while accurately 
marking the difference of level of a few feet is entirely in error as 
to the total height. 



CHAPTER VII. 

PLOTTING, PENNING IN, SHADING, COPYING AND ENGRAVING 

TOPOGRAPHICAL PLANS. 

Drawing Paper. — ^Where accuracy is required great care must 
be taken in the selection and management of drawing paper ; the 
practice of damping and stretching the paper on a drawing board 

tat 

should not be resorted to, and should it have been recently 
obtained from the manufactory it will be necessary to keep it for 
three or four weeks exposed to the same temperature as the room 
in which it will be used, and! when once in use it is desirable to 
keep the moisture of the atmosphere as uniform as is practicable. 

The importance of this will be understood when it is mentioned 
that paper expands and contracts unequally in proportion to its 
length and breadth, and is liable to alter one-hundredth part of 
its whole length in a few hours when exposed to atmospheric 
extremes. 

The size mostly in use on the Ordnance Survey is double 
elephant (40 by 27 inches) ; antiquarian (53 by 31 inches) is 
often used on surveys when it is desii*able to get as much as pos- 
sible into one sheet of paper. It will rarely be found that any 
large sheet of drawing paper has a perfectly plane surface, it is 
generally in the form of the surfaces of two truncated cones spread 
out and pieced together at the edges nearer the vertices ; this 
appears to result from drying the paper in the manufactory on a 
saddle, when the outer portions (for want of suflBcient support) 
stretch more than the interior and consequently the paper will 
never lie perfectly flat when ready for use. This evil appears 
more noticeable in antiquarian than double elephant. The error 
can be at once observed by laying a steel straight edge near the 
outer edge of paper and drawing a straight line along in the direc- 
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tion of its length ; remove it, and lay a wooden straight edge 
lightly on the paper and it will be found that the line previously 
drawn straight is now curved ; again draw a rectangle on paper 
50 by 29 inches with steel straight edge, and it will be found that 
though at ends it measure 29 inches, at centre it only measures 
28*94 inches, making a difference of 2 to 3 feet on a scale of -j-Jir* 
and giving the plotter considerable trouble in adjusting the work. 

Mounting Plans.* — When damped, paper expands, calico con- 
tracts ; to mount paper, nail the calico when dry with tin tacks to 
the drawing board, damp with water, lay on paste with solution of 
alum and scrape it off till it presents a smooth surface, then lay 
the paper (having been previously damped) upon the calico, com- 
mencing at one end, gently dabbing with a damp sponge, as each 
portion comes on the calico — this will remove most of the confined 
air; but should any remain between paper and calico, dab the 
sponge on the paper behind it and drive it to the side, being 
careful not to rub the sponge along the surface of the paper. If 
the paper is made too wet the sponge will in any case remove 
some of the surface and prevent the colour laying on evenly. 

Drawing tables and boards must have perfectly plane surfaces ; 
the best construction is that which allows of the surface freely 
expanding and contracting while at the same time no warping is 
possible. Mr. Hewlett's method, described in Vol. V., R E. Profl. 
Papers, leaves little to be desired. 

Sheet Lines and Plotting. — On extensive surveys or large 
scale plans when the work cannot be plotted on one piece of paper 
it will be found, as a rule, far more expeditious, economical, and 
accurate to draw the work on several sheets of paper than to 
attempt to mount them all together to form one plan ; if the 
sheets are required eventually to be put together it can be so 
arranged after the penning in. 

After having settled upon some uniform size for the rectangles 
(3 feet by 2 feet is used on the Ordnance Survey) the angle points 
are carefully laid down by a beam compass on all the sheets when 
at the same temperature ; if this is not attended to there will be a 

• Plans are not usually mounted unless they are to be hung or rolled up or sub- 
jected to rough usage. 

K 
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discrepancy in the size of the plates. It is desirable that when the 
rectangles are marked o£f the thermometer and hygrometer may be 
registered, and the length of the boxwood and ivory scales tested 
by the same beam compass ; after this is done the sheet lines* 
become the standards of length to which the scales are referred in 
plotting, i.e., supposing on a scale ^^ the sheet line on laying 
down measured 1200 feet by the boxwood scale, it may be found a 
week after on a very damp morning that it measures 1202 feet, 
and consequently a corresponding allowance will have to be made 
by the plotter so long as the paper remains in this expanded state ; 
otherwise the distances laid down will be too short when the paper 
returns to its proper portions. Sheet lines run generally north 
and south, east and west, the north being at top of paper ; and in 
order that the positions of the trigonometrical points with regard 
to the plates maybe obtained, it is necessary to connect these lines 
with the net work of the triangulation ; for this purpose any 
one of the trigonometrical points in the triangulation is arbiti*arily 
fixed with reference to co-cyi^dinate axes drawn in the direction of 
the cardinal points : from which point (the azimuth angle of any 
convenient side having been obtained) the positions of the whole 
of the A points can be calculated with reference to these axes. 
This being done, and the origin being made the comer of a plate, 
it is now a matter of subtraction of the lengths of the sheet lines to 
ascertain the positions of the A points in their particular pJates. 
The cuttings of the, meaaured sides of the triangles on the sheet 
lines can be obtained by calculation in the same manner. 

It is thus seldom necessary to put more than two sheets together 
at one time, and this only when plotting the cutting-up lines ; the 
plotting itself being carried across the sheet edge somewhat and 
transferred; sometimes it is found necessary to have a special 
examination and adjustment for the work about the sheet lines ; 
but this is hardly necessaiy if the plotter lays down the work with 
care, and notes the eflfects of the atmosphere on the paper. It is 
suggested that, as a rule, the sides of triangles and cutting-up lines 
may be laid down by one of the seniors in the office, while the 
plotting of the detail may be performed by a subordinate. 

• The marginal lines or sides of the rectangles or plates. 
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Whether this is done or not, the plotting of the lines should be 
tested and approved of before any plotting of detail is attempted : 
it often happens that lines may have to be measured over again 
on account of clerical errors in booking. An expert plotter can 
frequently point out the exact point where the error has occurred 
from comparison of the connecting lines. 

For plotting from the field-books the lines and offsets measured 
during the progress of the work, " plotting-scales " of various 
sizes and descriptions are used. One of these contrivances con- 
sists of an ivory scale with a dove-tailed groove in the middle 
running nearly its whole length, in which sUdes at right angles to 
the principal scale, a shorter one projecting on each side as far as 
necessary; for marking the ofiFset distances right and left both 
have fiducial edges on each side, divided into chains and links 
according to the scale upon which the survey is to be plotted. 
Some surveyors prefer the two scales detached, the oflGset scale 
merely sliding along the edge of the other. The expansion and 
contraction of the length of ivory scales renders them unsuitable 
in warm climates where there is much variation of tempera- 
ture. Boxwood scales are preferred, but they must be used very 
carefully. 

Several matters with reference to plotting are mentioned in 
notes in Chapter IV., pages 50, 51, and 59, and there is no occasion 
to touch further upon the subject. 

It has been stated in Chapter II. that a standard measure is 
required for the out-of-door work ; it is also required for the office 
work, in order that the beam compasses may be referred to it A 
standard yard is sometimes kept for this purpose, made of a piece 
of well seasoned oak or mahogany with brasses let in, on which 
tlie extremities of the yard are marked. 

It is a most difficult matter to know how to be sufficiently 
careful in all the little details of office work without at the same 
time wasting labour on trifles which can have little effect upon the 
value of the survey; experience alone can teach even the most 
intelligent the exact proportion of care to bestow upon each sub- 
ject in order to bring the whole work up to a uniform level 
approaching correctness. 

Scoring Tri angulations.— In surveys plotted on one sheet of 

K 2 
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paper, the points are scored by means of a beam compass; 
in doing this the largest triangle should be selected for 
first laying down ; if possible the whole of the triangulation 
should be laid down at the same time, and scale made so as to 
avoid the trouble of computing the diflFerence for expansion or 
contraction. 

Protracting Triangulations.— It is sometimes desirable to 
obtain an approximately correct diagram of the triangulation, as 
for example when it is necessary to sketch the hills before the 
sides of triangles have been calculated. This may occur in a wild 
country, where there is to be little chain surveying, and where only 
a limited time is availabla The A points can then only be 
obtained to scale by laying down the base line and protracting the 
angles from it from triangle to triangle until a general approxima- 
tion is obtained to the skeleton triangulation, within which the 
hills may be sketched. 

The Scales now adopted on the Ordnance Survey are : — 

1. Towns -5^, or 10*56 feet (12672 inches) to 1 mile. 

2. Parishes, •j3Tnr> ^^ 25*344 inches to 1 mile, in which the 
English acre is represented by 1 square inch. 

3. Counties, jTHhTr* ^^ ^ inches to 1 mile. 

4. Kingdom, g ^jg^ , or 1 inch to 1 mile. 

In different stages of the progiess of the survey Scales diflfering 
from the above have been used ; but at present they are limited to 
these four, which have been adopted as being best suited to the 
diflFerent descriptions of surveys. The first is perhaps rather in 
excess, as an equal amount of detail could be shown on a scale of 
■nrW' ^^ ^ f^®^ ^ 1 mile. The 6-inch scale wiU also admit of 
almost the same amount of detail as that of 25 inches. Of their 
relative cost, the second, that of Parishes, is estimated at llJcZ. or 
Is. per acre ; the third at lOfd. for cultivated, and 6J<i. for 
uncultivated districts ; and the last, 1 inch to 1 mile, at 8Z. 6«. 8c?. 
per square mile. 

Reducing Plans. — The whole of Ireland and the rest of the 
United Kingdom, with the exception of the southern counties of 
England (surveyed to the scale of 2 inches to 1 mile), were plotted 
on the scale of 6 inches ; these plans, as well as those on the 
3^ and -^-^ scale, had all to be reduced (the two latter first 
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to the G-incb) to the oue uniform scale for the kingdom of 1 inch 
to 1 mile, the methods of performing which will now be ex- 
plained. These reductions were made generally by the pen- 
tagraph, in preference to using proportional compasses, or drawing 
squares in pencil of the required proportional size over the original 
and the paper for the intended reduced copy ;* but now they are 
efi'ected by photography down to the 6-inch scale. A vast saving 
of time and labour is thus effected, as by the old process three 
copies or tracings on the &* scale by hand were requisite, one for 
the engraver, one on which to fill in the features of the ground, 
contours, &c., and one to be laid under the pentagraph ; whereas 
by the later method it is only necessary to print oflf two more of 
the photographic impressions. 

In the pentagraph, the extreme I'ange of reduction is in the 
proportion of 12 to 1, whereas there is hardly any limit to that 
by which plans may be reduced by photography ; the reduction 
from the 3^ to the 6-inch scale is in the proportion of 21 to 1, 
and consequently if made by the pentagraph would require two 
separate processes. 

The plans of the towns, parishes, and counties, containing a 
much greater quantity of detail than could be crowded into the 
scale of 1 inch to 1 mile, it is usual in the reduction by the 
pentagraph, or any other method, to omit in the reduced drawings 
such portions of this minutiae as appeared necessary or advisable. 
A difficulty on this score arose in the adaptation of photography 
which was met by making tracings of these plans on prepared 
calico omitting the superfluous details, from which tracings the 
copy by photography was made ; and more recently by printing 
the whole impression in carmine mixed with soap, and inking 
in with an indelible ink such portions as were to be retained 

* Plans may be either reduced or enlarged by means of a sheet of vulcanised India 
rubber. In the former case the sheet is first stretched upon an expanding frame, 
and the plan copied on its surface with prepared ink. It is then allowed to collapse 
to the required scale, and the impression transferred for printing off either upon 
stone or zinc. When an enlarged copy is wanted, the plan is drawn upon the India 
rubber in its normal condition, which is then stretched to the required proportional 
scale, and the expanded copy transferred for printing. Copies of plans upon the 
same scale are usually made by the method of equal squares, — with proportional 
compasses, — ^by tracing paper, ^r with the tracing glass mounted upon a frame. 
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(which alone are taken up by the instrument*), exaggerating as 
is necessary the breadth of the roads, buildings, &c 

The principal use made of photography, upon the Ordnance 
Survey has been confined to reduction of the towns on the -^^ 
scale, to that of the parishes on the -j-sVir* *^d of the latter to the 
scale of 6 inches to I mile for the counties, and for special purposes; 
and though it may possibly be much extended, it is not contem- 
plated to apply it to the purpose of multiplying plans for publico 
tion, in which respect it cannot bear comparison with impres- 
sions on copper or zinc, either as regards economy or rapidity of 
execution. 

With respect to accuracy, although theoretically owing to the 
small distortion of the lens, photographic copies and reductions 
of plans can never be perfectly true, they are practically more so 
than those obtained by the pentagraph or any known method. 

Another proposal for further reducing labour by means of pho- 
tography has reference to the hill sketching drawn upon one of the 
outline copies on the 6-inch scale, obtained as described above. 

Hill Sketching and Engraving. — The present mode, as 
described in his report on the reduction of plans, by Capt. Scott, 
RR, who states that with the engraver it requires three dilBFerent 
persons, each possessing a certain amount of artistic skill, is as 
follows : — 

" The first receives a 6-inch impression with contours (if these 
have been traced), which he takes into the field, and sketches on it 
the groimd in pen and ink by horizontal shading. 

" The second receives his hill sketch, and on a I-inch outline 
impression with contours in pencil, he produces with brush and 
Indian-ink a reduced copy of the 6-inch field sketch. 

"The third engraves on copper the hills from this shaded 
drawing, rendering the character given by the brush by means of 
vertical hachures. It is now proposed to have the field sketch 
made on the ground in so complete a manner, that the second 
process of making a finished drawing with the brush may be 
altogether dispensed! with, and the hill sketeh on the 6-inch scale 

* The cannine having been bleached with chloride of lime and a few drops of 
hydrochloric acid. 
t The finished drawing has not been dispensed with up to present time. 



AND ENGRAVING TOPOGRAPHICAL PLANS. 135 

reduced by photography to the 1-inch scale, as a sufficient guide 
for the engraver." 

Photo-zincography. — It was observed above that it was not 
proposed to multiply plans by photography for pubUcation, that is, 
not to print off a number of photographic copies from a n^ative 
upon glass; but most successful attempts have been made by 
Sir H. James to transfer photographic prints of manuscripts, maps, 
and line engravings, to zinc and stone, and to etch in the impres- 
sion by a weak solution of phosphoric acid, copies from which are 
printed off in the usual manner. 

In a pamphlet published by him, entitled '• Photo-zincography," 
the whole of this (RE. Profl. Papers, vol x. p. 129) procesa is 
described, and it will no doubt be extensively applied, not only to 
the multiplication of maps, but of old manuscripts and other 
documents now almost inaccessible, at a much lower cost than by 
any other method, and with unerring fidelity: the "Doomsday 
Book," for instance, which Sir H. James has printed by this 
process. 

Scale of Shade. — Attempts are now* being made to substi- 
tute a new style of engraving more characteristic of the real 
features of the ground, for that of the vertical hachures, which has 
been adopted on the Ordnance Survey in preference to the 
horizontal system used in the field, partly on account of its greater 
facility of execution, and partly it is believed from the supposed 
interference of horizontal lines with the outline details, parti- 
cularly of the roads, the general directions of which when laid 
down on a map on a small scale run nearly parallel to contour lines ; 
and from specimens produced by Mr. Duncan, the Chief Engraver 
at the Ordnance Survey Office in Dublin, it would appear that he 
has succeeded in this altogether new style of engraving, to which 
he has given the name of Trio-tinto, because it combines the effect 
of the three methods of Mezzo-tinto, Aqua-tinto, and Stippling. 

The inventor appears confident of being able to bring this 
method so completely within the control of the engraver, that the 

* Written in 1862. The ** scale of shade " is still a vexed question as far as 
topographical plans are concerned on the 1" scale, but it has been decided upon for 
the 6" reconnaissance sketches. The hills on the Ordnance Survey plans are still 
engraved in the same manner and in the same character as formerly. 
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same " scale of shade ** shall without difficulty be invariably 
adapted to its corresponding angle of inclination, which in a 
contoured plan can be ascertained with mathematical ceitainty by 
the mere application of a scale to the drawing, the distance 
measured being the base, and the number of contours within that 
distance multiplied by the vertical distance between each contour 
the perpendicular. The establishment of a scale of shade has * 
frequently been attempted on the Continent (see chap, ix.), by 
Major Lehman, and several French Engineers, as well as by 
Mr. Burr at Sandhurst; and its realisation in an easy and graphic 
jBystem of hill-engraving would certainly supply a want long felt 
in topographical drawing, more particularly if the cost of engraving 
should, as it is supposed, not exceed one-third or one-half of that 
of the present system of vertical hachures. 

To return to the subject of representing the features ,pf the 
ground with the brush and Indian-ink upon a topographical plan, 
either for the purpose of producing a drawing giving the physical 
relief of the ground, or for that of guiding the engraver. 

The diflFerent disposition of the light affi^rds the means of vary- 
ing the system of shading hills. Where it is supposed to descend 
in parallel vertical rays upon the ground, each slope evidently 
receives less light, or relatively speaking more shade in proportion 
to its deviation from a horizontal plane on which the maximum of 
light falls. Mr. Burr, in his " Practical Surveying," devotes a 
chapter to the scale of shade to be applied to plans finished on 
this supposition, which however he candidly acknowledges to be 
an impracticable theoiy; but it leads him to the veiy just con- 
clusion, that hills are generally shaded mux^h too dark to give 
anything like a natural representation of their various slopes, 
which defect has also the additional fault of confusing the appeai'- 
ance of the drawing, and impairing the accuracy and distinctness 
of the outline. The slopes drawn upon this system have evidently 
no light or dark sides, which causes a monotonous eflFect ; and yet, 
on the same plan, both trees and houses are constantly represented 
with shadows. 

The other system of supposing the light to fall obliquely upon 

* See Chapter IX., Military Reconnaissance. 
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the ground (as in nature), either at one fixed angle or at an angle 
proportioned to the general character of the slopes,* is decidedly 
favourable to the talent of an artist ; but there are two objections 
to its general adoption in plans of an extended sui-vey : first, the 
difiiculty of execution; and secondly, its ambiguity even when 
correctly drawn, except to those accustomed to the style. The 
slopes directly opposed to the light would evidently receive a 
greater portion of illumination than the summits of the highest 
hills ; and, in fact, the whole arrangement of the disposition of the 
shades is quite dilBFerent from what it would be under a vertical 
light, as is seen by exposing a model of any portion of ground to a 
strong light from a partially-closed window. The practice of copy- 
ing the eflFects of light and shade from models is the best intro- 
duction to this system of shading ground, and is in fact indispen- 
sable before attempting to finish a plan.t 

The method now most generally practised in topographical plan- 
drawing partakes of both these systems ; I the light is considered 
as falling ^nearly vertical, but sufficiently oblique to allow of a 
decided light and shade to the slopes of the hills, trees, &c. The 
hills are shaded, not as they would really appear in nature, but 
on the conventional system of making the slopes darker in pro- 
portion to their steepness; the summits of the highest ranges 
being left white. This arrangement, though obviously incorrect in 
theoiy, has the advantage of being more generally understood by 
those not accustomed* to plan -drawing, and is also easy of execu- 
tion : it is that adopted in finishing the plans of the Ordnance 

* Mr. Burr proposes an angle of about 15" for a flat country, and 40° for moun- 
tainous districts ; tlie angle of oblique light ranging between these two extremes 
according to the nature of the ground. • 

t The late Mr. Dawson, whose talents and energ}' did so much towards bringing 
the sketching and shading plans of the Ordnance Survey to its present state of j)er- 
fection, was the principal advocate of this system of oblique light ; and some of the 
copies, from models of large tracts of country drawn by ^Ir. Carrington, at the 
Ordnance Map-office, in the Tower, are hardly to be distinguished from the models 
themselves, when they are both placed in a proper light. 

X These and the preceding remarks apply solely to shading with the bnish ; the 
methods of delineating slopes by the pen andpeiwil will be explained in Chapter IX. 
The Ordnance Surveys are finished on this system for the engraver, even though the 
ground may have been instrumentally contoured. 



138 PLOTTING, PENNING IN, SHADING, COPYING, 

Survey, and from which the features of the ground are engraved 
on the vertical system of etching, as being much the easiest 
although not so for sketching in the field. 

Tinting. — In finishing detailed plans on a large scale, stone or 
other permanent buildings are generally coloured red (lake or car- 
mine). Wooden or temporary structures are tinted with a shade 
of Indian ink. Water is always coloured blue. Where distinc- 
tions between public and private buildings or property are re- 
quired to be shown, different colours must be used and explained 
by references on the drawing ; the same remark applies to the 
distinction between buildings erected and those only contemplated. 
The most usual conventional signs have already been alluded to 
in pages 72 and 78. 

Anaglyptograph. — Trials have been made to render the patent 
process of engraving by a machine, known by the name of " Ana- 
glyptograph,'* which answers so beautifully for giving a correct 
representation of a cast, or basso-relievo, available for topographical 
designs. A surprising relief is produced by this method of engrav- 
ing, but it renders the general surface of the plan so dark as to 
obscure the accuracy of the outline, and as it is necessary that a 
model should be previously made of the feature to be represented, 
it is only suited to small portions of irregular ground. 

COPPEBPLATES. — ^Any lengthened description of the method of 
engraving upon copper the plans of the Ordnance Survey would be 
foreign to the objects of this work ; the process is of course nearly 
similar to that of all copperplate engraving, but a considerable 
portion of the writing, and all flat shades of water, &c., are done 
by machine ; the parks and sands are also ruled by machinery by a 
steel dotting wheel, the interval between the dots being regulated 
according to the required tint. 

Woods, figures, rocks, &c., are engraved by steel punches, by 
which a vast saving of labour is effected. 

As copperplates will only bear a certain number of impressions 
being taken off without evincing a deterioration in the impressions, 
the plan of renewing these plates by the electrotype process has 
been resorted to with perfect success. 

Before a plate shows symptoms of wear, generally after a fixed 
number of copies have been taken, it is placed in a lairge bath of 
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sulphate of copper and diluted sulphuric acid, with a sheet of crude 
copper to supply the waste, and submitted to the action of a very 
strong galvanic battery. A copper matrix is gradually foimed 
upon the engraved plate by the decomposition of the copper and 
its deposit on the plate ; and when sufficiently formed the matrix 
itself is removed and submitted to the same process, until a fac- 
simile of the original copper engraving is perfected, which is then 
used for producing further impressions, which may thus be per- 
petuated for ever. 

Another use to which this process is applied is that of taking 
impressions of the copperplate at diflPerent stages of its progress 
of engraving, so that one copy is obtained with the contours, 
boundaries, &c., another with the hill features, a third with geo- 
logical lines, &c. 



CHAPTER VIII. 
Modelling. 

A USE to which contoured lines traced round any limited extent 
of ground can be applied is the formation of models for military 
or other purposes, though the contour plan itself affords far more 
accurate data for reference than can be obtained from the model, 
the dimensions of which being derived from the plan, are like all 
copies more liable to be vitiated by errors than the originals. 

To construct these models an outline of the plan is pasted upon 
a flat board of seasoned wood or other material, the points at which 
all the vertical heights have been determined being marked upon 
the orthographic projection. Vertical standards of copper, zinc, or 
any other metal, are then inserted into the board at these points 
and cut off at the proper heights. The level of the board forms 
the lowest horizontal plane — that of the sea at low water, if the 
ground to be represented is contiguous to the coast ; and the tops 
of the highest set of rods the superior plane of contours. The 
intervals between these pieces of wire are filled in with composi- 
tion or modelling clay, which is worked carefully to the level of 
the tops of the rods, and then w^ith a small flattening tool or the 
hand, moulded so as to represeut as nearly as possible the irregu- 
larities of the surface of the ground ; the representation will be 
,more or less perfect in proportion to the smallness of the vertical 
intervals between the successive series of contours. 

In some cases, particularly when the scale of the model is 
small and the character of the country of slight elevation, it is 
found desirable to increase the vertical scale, making it some 
multiple of the horizontal ; this of course produces an unreal, and 
more or less exaggerated representation of the ground. 

Where the contours have been run at considerable vertical 
intervals, and the surface sketched by the eye between them, the 
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sketch will be found of much assistance in shaping the surface of 
the model. 

From this model, if a mould in plaster of paris is made, any 
required number of casts can be taken, which if properly prepared 
with isinglass or size, may be coloured, and have delineated on 
their surfaces, references, boundary lines, &c., for geological pur- 
poses. These models are eminently useful, but they should be 
made of small detached pieces, representing the different divisions 
and characters of the strata. 

When the subject of the model is on a large scale special 
measures must be adopted. ^ 

A slight description is here given of the model of Gibraltar con- 
structed in 1863-4 ; now in the Rotunda at Woolwich. 

The detail survey is plotted on plates (antiquarian paper) 42'' by 
26", the scale being (^^ir) fifty feet to one inch. The model is 
constructed on same scale, and is built on eight frames, T by 
4' 4" in clear, each occupied by four plates. These frames were 
formed of well seasoned 3" deals, dovetailed, screwed, and braced, 
so as to be perfectly rigid, they were made somewhat full and 
then planed down, great pains having been taken to make them 
square ; consequently the eight fitted together perfectly time. 
They were covered partially over with a skin of ^-inch yellow pine, 
the surface of which is the sea level. On to this was transferred 
the coast line and outline of sea-level fortifications. 

The highest point on the rock is about 1400 feet above mean 
sea level, giving an extreme height of 28 inches to model ; the 
inclination of surface in parts verging on the perpendicular, the 
ordinary system of modelling could not be carried out, but a more 
rigidly accurate method was adopted by means of the contour 
lines. 

The exact height of points on the edges of the plates being 
known, the edges of the frames were continued up in wood to their 
proper height, forming sections, great care being taken that they 
should be raised pei'pendicularly so that all the frames should fit 
exactly when put together. 

Planks of yellow pine were then cut and planed to a thickness 
of 4 inch, each piece representing a height of 20 feet, and five of 
them (2 inches, or) 100 feet. 
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Traces of the contours were then taken, and the lines transferred 
in duplicate to the pieces of yellow pine ; then taking a keyhole- 
saw the wood was cut through on one set at the contours 60, 100, 
140, 180, &c., and on the other at 40, 80, 120, 160, 200, &a The 
result was a lot of slips of wood with an outer contour cut, an inner 
traced, and a piece within and beyond on which to lay the next 
slip : it was thus only necessary to lay the piece cut at 60 on 
to the inside trace on 40, and that at 80 on 60, and so forth to 
obtain a perfectly accurate model of the contour lines, and this 
without wasting an atom of the wood beyond the outer comers. 
These pieces were then applied to tjjie frames, their ends being 
checked by the sections at the edges, and glued up. This being 
done the model presented a surface nearly an inch thick, but in 
order to make all secure braces were fastened on behind, making 
the whole one pieca 

For filling in between the contour lines, tin tacks were nailed in 
different directions on outer surface of the yellow pine, and lines 
scored with a chisel and holes made with a bradawl in order to 
give a key to the plaster. 

Ordinary plaster of paris was used, mixed somewhat stiff, the 
wood first being moistened ; the plaster was smoothed off from 
contour line to line, and in the portion where it was too steep for 
contoming it was laid on in masses somewhat resembling the 
natural features of the rock. The batteries and houses were cut 
out in orange wood and placed at their proper heights. The more 
mechanical process was now finished and it remained to give the 
geological features to the surface of the rock, to make the cuttings 
and add the excrescences, and finally to cut out the general 
features upon the steep portions : for this purpose, photographs 
and sketches were made use of. 

The result was a portable model about 28 feet long, 8' 8'' feet 
wide, and 2' 6'' high, in eight pieces, and very light, consisting 
only of the frame, the yellow pine forming the contoui's, and the 
plaster over all. These pieces were packed in deal cases and con- 
veyed to England almost free from damage. 

It perhaps seldom happens in modelling a rocky piece of ground 
like Gibraltar that a contoured plan can be obtained to work from, 
it is therefore usually necessary to take a certain number of 
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sections on the ground and by means of the plan to work in the 
portions between. A variety of systems can be adopted, according 
to the nature of the work, the climate, and the means available. 

Plaster on well-seasoned wood oflfers the great advantages of a 
perfectly solid and accurate base with an easily manipulated 
surface. 

Plaster of Paris. — The several varieties of this substance are 
not all equally applicable for modelling purposes. The requisites 
are a plaster which can be laid on when of the consistence of from 
cream to butter, which will become solid in 10 to 15 minutes, 
lose its moisture in 24 hours, and be easily worked or cut with 
a pen-knife or chisel for several weeks after it has set. These 
requisites are possessed by the purer and more carefully prepai*ed 
kinds of gypsum, but there are varieties which, whether from being 
mixed with alum or other substances, take several hours to set, 
and when once set are too hard or tough to be easily worked with 
the chisel 

The powder deteriorates when exposed to the air, and its state 
can be ascertained by squeezing it in the hand, when, if good, 
it will cake or cohere, but if damaged by damp it will fall to pieces 
at once. 

The mixing of the powder for laying on the plaster requires 
some cai'e and experience ; it should be mixed in small quantities 
in a bowl by shaking the powder in by hand, so gently that it all 
becomes completely soaked, and until it reaches the surface 
of the water ; leave it for half a minute, gently stir it up and lay 
it on. 

Colouring. — Perfect imitations of rocky ground, scarps, &c., 
can be obtained by colouring plaster of paris in distemper, but it is 
doubtful how long the colours will last ; oil colouring is somewhat 
more conventional, and the glossy appearance takes away from the 
eflFects of the model, but the colours are more durable and the 
plaster is preseiTed from the injurious eflFects of the atmosphere. 
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MILITARY RECONNAISSANCE, AND HINTS ON SKETCHING GROUND. 
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The sketch of any portion of ground for military purposes 
should in all cases be accompanied by an explanatory statistical 
report, and the combination of these two methods of communi- 
cating local information constitutes what is termed a Military 
Reconnaissance, in which the importance of the sketch, or the 
report, predominates according to circumstances. 

The object for which a reconnaissance is undertaken naturally 
suggests the points to which the attention of the ofl&cer should be 
principally directed. These may be divided into four classes. 

I. Reconnaissance in force. 

II. Reconnaissance made by a detachment of all arms, 8ufl&- 
ciently strong to protect themselves and secure their retreat 

III. Reconnaissance from outposts by ofl&cers commanding 
picquets, or by officers of Royal Engineers during the investment 
of a fortress or previous to an assault. 

IV. 

To determine the best line of march for 
troops through a friendly or undisputed 
country. 

To examine the ii^ound with a view to its 
being occupied either permanently or 
for temporary purposes, or if it is likely 
to become the seat of war. 
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A. Sketching at leisure, 
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B. Sketching against 
time, and in the 
neighbourhood of < 
the enemy. 
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a. To examine certain districts of the country 
partially occupied by the enemy, gene- 
rally performed by officers accom- 
panied by small cavalry detachments. 

b. The same service, but referring only to 
the passage of an army along the roads. 

c. The simultaneous examination by several 
officers of portions of a tract of ground 
near the enemy's Hues. 

V. d. Balloon reconnaissances. 
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As this chapter is intended to refer more particularly to hints 
on sketching ground, and to the reports which supplement the 
sketches, it is only necessary to say a few words on reconnaissances 
under headings I., II., and III., in which the object is principally 
to ascertain the dispositions of the enemy on ground already 
sketched or which is to some extent known. 

I. Reconnaissance in force. — During the militaiy operations 
several competent officers should be in front among the skirmishers, 
availing themselves of any rising ground or trees for the observa- 
tion of the enemy's position, and for making outline landscape 
sketches of the ground in front of them. These only diflfer from 
ordinary water-colour or pencil sketches so far that truth must not 
be sacrificed to effect ; the detail must not be laboured, sky and 
water left untouched, all prominent objects which catch the eye 
should be inserted, such as large trees, farmhouses, ponds, rocks, 
bridges, &c. ; the detail to be goveraed not only by the time allowed, 
but also by the amount which may be inserted without confusing 
the outline. 

If the gi'ound is not well known, it will probably be desirable to 
furnish each officer with a skeleton plan of the enemy's position, 
enlarged from the small scale plans of the country furnished by the 
topographical department on which he can fill in the ground in 
front of him, taking angles to prominent points, and also fixing his 
own advanced position by means of azimuth angles to several 
fixed points in rear. These plans and sketches are all brought 
together and compared, and a useful general plan may be compiled 
fr'om them suitable to the emergency of the case. 

Reconnaissance II. & III. — In both of these cases the informa- 
tion obtained is likely to be of a desultory nature. 

Reconnaissance IV. — Under this head we have several kinds 
of work, which, however, all aim at one standard of perfection, viz., 
to give as much useful information as is possible in the time 
allowed ; in each case, however, the object is different. If, for 
example, it is merely to determine the best line of march for troops 
through a friendly or undisputed country ; the state of the com- 
munications, the facilities of transport, and possibility of provision- 
ing a stated number of men upon the route, are the first objects 
for his consideration. K the ground in question is to be occupied^ 
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either permanently or for temporary purposes, or if it is likely to 
become the seat of war, his attention must be directed to its mili- 
tary features, and a sketch of the ground, with explanatory refer- 
ences, together with a full and correct report of all the intelligence 
he can collect from obsei-vation (or from such of the inhabitants as 
are moat likely to be well acquainted with the localities,* and 
most worthy of credence), will demand the exertion of all his 
energies, as upon the correct information furnished by this recon- 
naissance may depend, in a great measure, the fate of the army. 

The principal points for observation in a military sketch and 
report are — 

Roads. — Their direction; general width; nature — whether 
paved or macadamized : if not, state subsoil minutely ; liability to 
injury ; facility of repair and destruction ; practicability, in what 
seasons and for what species of troops ; exposure to, and means of 
security from enfilade ; whether bordered or not by hedges, ditches, 
or banks, or passing through defiles, the nature and extent of 
which require most careful description, and report as to the means 
of turning, forcing, or defending. Nature of soil around : can 
ti*oops and baggage get freely on to the fields on either side; what 
streams cross them, and the style of bridges over them ; width and 
strength with regard to passage of heavy guns ; cross roads, 
whether they join in again at a few miles' distance, and will enable 
the troops to avoid towns and villages ; parallel roads running 
near ; whether there is any material at hand for mending the 
roads, or facilities for destruction or obstruction by means of felling 
trees, rolling down rocks, &c. ; attention should be called to any 
narrow points. Particular attention should be paid to the ascents 
and descents, with their gi-adients. Roads are frequency reported 
impracticable without due consideration of the resources which 
may be brought to bear upon their improvement, or what difficul- 
ties an enterprising enemy may be able to surmountf 

* It is almost needless to point out the incalculable advantages of being a good 
modem linguist to an officer employed on duty of this nature in an enemy's country. 

t The Austrian staff officers must have reported the passage of the Alps ** impra^;- 
ticable," and the French that of the Bohemian mountains, but both were forced. 
Napoleon's maxipi, though perhaps an exaggeration, was, that wherever two men, 
could pass abreast an army could follow. 
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Railroads. — Their gauge ; number of lines of rail, and descrip- 
tion ; description of bridges ; and means of destruction ; gradients, 
cuttings and embankments ; description of rolling stock, engines, 
"vvater supply, stations (their construction), sidings; facilities for 
loading and unloading stores and cattle ; tunnels ; telegraph lines 
and number of wires. 

Rivers. — Their sources, width, depth, velocity of current ; 
facilities for watering horses on an extended front ; character of 
water, whether likely to be frozen in winter, and if so, whether the 
ice is likely to bear the passage of troops ; whether subject to 
sudden or periodical floods, and their efiects upon the banks and 
adjacent country ; whether dry or nearly so in summer ; facilities 
for inundation or drainage ; profile and nature of banks, whether 
boggy or wooded ; size and nature of vessels and boats employed 
in the navigation, and their probable number ; tributary springs 
and rivulets ; bridges, with their dimensions, nature of construc- 
tion, and means of destroying or repairing them ; whether they 
^re mined ; * fords for infantry or cavalry, t whether permanent or 
only passable at certain seasons or times of tide, or if exposed to 
fire, &c. 

Canals. — Means of destruction, or of rendering them of use; 
construction ; depth and width of water, size of locks ; how navi- 
gated, and on which side the towing path, &c. 

Military Features. — ^Inclination and nature of slopes and 
all irregularities of ground ; accessible or not for cavalry or 
infantry ; description of country, open or inclosed ; relative 
command of hills ; J ravines ; forests ; marshes ; inundations ; 
barriers ; plains ; facilities for landing, if on a sea-coast with 

* In 1870 the French, having built all their important bridges with secret mines, 
were enabled, by the destniction of the railway bridges across Nortliem Central 
France, by Troyes, to oblige the German army in that quarter to depend mainly 
upon the lino from Nancy to Lagny, near Paris, on which line also the army invext- 
ing Paris was entirely dependent for its communication with Germany. 

+ A foi-d should not be deeper than three feet for infantry, four feet for cavalry, 
and two and a half for artillery and ammunition waggous.— Macaulcy's ** Field Forti- 
fication." The nature of the soil at the bottom should always be ascertained, and 
also if it is liable to shift, which is the case in a mountainous country. 

Z If actual diffei^nces of level cannot be determined for want of time, still relative 
command may be obtained, and numbered 1, 2, 3, &c, accordingly. 

L 2 
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nature of beach and roads within reach ; militaiy posts and 
fortified towns ; good positions ; either offensive or defensive ; 
ground suited for encampments ; supply of water, &c. 

Statistical Information. — The population and employment 
of the diflFerent towns, villages, and hamlets, contained within the 
limits of the sketch. Agiicultural and other produce; commerce; 
means of transport ; subsistence for men and horses, &c. : with a 
variety of minute but important details, for which the reader is 
referred to the excellent essay on this subject, in the fourth 
volume of the " Memorial Topographique et Militaire," to the 
"Aide Mdmoire des Officiers du G^nie," Macauley's "Field 
Fortification,'* "Hand-Book for Field Service,'' "The Soldier's 
Pocket-Book," &c. 

The Degree of Accuracy of which a sketch of this nature is 
susceptible depends upon the time that can be allowed, and the 
means that may be at hand. If a good map of the country can 
be procured (which is generally the case), the positions of several 
conspicuous points, such as churches, mills, &c., can be taken 
from it and laid down on the required scale, and, if the ground to 
be sketched is extensive, transferred to several sheets of paper to 
be filled in simultaneously by any requisite number of officers ; 
or a base may be roughly measured, paced, or otherwise obtained 
by a micrometer or from some known distance, such as that 
between milestones for instance, and angles taken with a sextant 
or other instrument from its extremities to diflFerent well- 
defined objects, foiming the commencement of a tolerably accurate 
species of triangulation which may be laid down by the protractor 
without calculation, within which the detail can be sketched 
more rapidly and with far more certainty than without such 
assistance. No directions that can possibly be given will render 
an officer expert at this most necessary branch of his profession, as 
practice alone can give him an eye capable of generalising the 
minute features of the ground, and catching their true military 
character, or the power of delineating them with ease, rapidity, 
and correctness. 

The Instruments used in sketching ground have already been 
alluded to when describing the mode of filling in the detail 
between measured lines on a regular survey. In addition to the 
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advantages there ascribed to the azimuth compass, it will be 
found peculiarly well adapted for uketchiiig on a continuous line, 
tiiich as the course of a road or river, or a line of coast, which 
refiectitig inati-iiment/i are not; and the angles with the magnetic 
meridian, measured by the compass, can be read oflf with quite as 
much accuracy as thoy can he laid down by the small protractor 
used in the field. This should have a scale of 6, 4, or 3 inches 
to one mile (or whatever other proportion may be preferred) 
engraved on the other bevelled side, and with a sketching port- 
folio and compass, together with a small sextant and field 
telescope with a micrometer scale in the diaphragm, comprise all 
the instmraents that can be required by an officer employed on a 
reconnaissance ; and as they can always be carried without incon- 
venience about hia pei-son, or strapped in front of his saddle, he 
need never be driven to the necessity of sketching entirely without 
their assistance, though the practice of doing so occasionally is 
<lccidedly of sei-vice, as it teaches him to make -use of his eyee 
and tends to make him a good judge both of linear and angular 
measurement.* The distinction between the magnetic and true 
meridian should be carefully marked on every sketch, the former 
by B,jleur de lie, the latter by a star or asterisk. 

Scale of Shade, — Sketching such parts of the interior detail 
as have a clecidcdly marked outline is comparatively easy, but the 
delineation of ground, so as to represent the various gentle slopes 
of the hills and undulations and irregularities of the surface is far 
more difficult, and attempts have been made, both on the Continent 
and in this country, to establish recognised systems for expressing 
these features, which should give not merely a general idea of 
their character but a Diatkem/ttiad repTesejifation of their various 
complicated inclinations ; so that the angle of every slope might 
bu evident from a mere inspection of the drawing, or mcasiyred 
from a scale, which would furnish data for constructing sections 

• A i.rotructor (for wnnt of a Wtter) chu be maJe by 
fuMing n siiuaro or rectangular piece of paper into 
Ibrec, wbich, whon doubled, ilivides the edge into six 
portions of fifteen degrees each ; tbcsc can be again di- 
vijod into three parts, by vhicb angles of Hve degrees 
ciin be tnid <1own, or even approximately obeerred, 
llio iQtemtediato degrees being judged by the eye. 
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of the ground in any required direction. This degree of perfection 
would -of course be most desirable in military sketches as well 
as in finished topographical plans, but the labour and difficulty 
attending the execution will always prevent its general application 
excepting in surveys of a national character, or of limited detached 
portions of ground. 

The two methods in general use for representing with a pen or 
pencil the slopes of the ground are known as the vertical and the 
hm^zonial. In the first of these the strokes of the pencil follow 
the course that a heavy body or ball would take in running down 
these slopes ; in the second (which is comparatively of late intro- 
duction) they represent horizontal lines traced round them, such 
as would be shown on the ground by water flooding the country 
at the different stages of its progressive altitude. This last is the 
mode now generally practised except in very hurried sketches, and 
it certainly produces a more correct representation of the general 
character and features of the ground than the vertical method.* 
Neither of them however when sketched merely by the eye 
between fixed points and measured lines aspires to the mathema- 
tical accuracy which is obtained by tracing with a theodolite or 
spirit level, horizontal contour lines at equi-distant vertical dis- 
tances over the surface of the ground, the method of doing which 
will be ti-eated of in the chapter upon Levelling. Systems were 
introduced into Germany, by Major Lehman, for representing the 
slopes of the ground by a scale of aliade consisting of a combina- 
tion of vertical and horizontal lines, and a system is now adopted in 
this country. The light in Major Lehman's system, as is gene- 
rally the case in describing ground with a pen, is supposed to 
descend in vertical rays, and the illumination received by each 
slope is diminished in proportion to its divergence from the plane 
of ^the horizon. As vertical rays falling upon a plane inclined at 
an angle of 45* are reflected hm^zontally, this slope, which is 
considered the greatest that is ever required to be shown, is also 
considered the maximum, in the scale of shade, and is represented 
by perfect black. A horizontal plane reflects all rays upwards, and 

* Specimens of both these styles of sketching hills are given. They are also to bo 
found in Mr. Burr's ** Practical Suireying." The rertical is best adapted to a 
military sketch if pressed for time, as however roughly it may be scratched down, a 
Ijuod general idea of the ground is conveyed. 
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is, therefope, represented at the other end of the scale by ^perfect 
white; and the intermediate degrees being divided into nine parts, 
show the proportion of black in the lines to the white spaces 
intervening between them for every 5°; which at 5** is 1 to 8; at 
\{f, 2 to 7; at 15° 3 to 6, &c. Figure 1 will explain the con- 
struction of this scale, and the thickness of the strokes drawn on 
this principle must be copied till the hand becomes habituated to 
their formation. In sketching gi'ound the inclinations must be 
measured, or estimated if the eye is experienced enough to be 
trusted, and are to be represented by lines of a proportional 
thickness. To this system is to be objected its extreme difficulty 
of execution, as well as that of estimating correctly by the eye the 
angle intended to be represented by the thickness of the lines ; 
though Mr. Siborn, who published a work in 1822 on " Topogra- 
phical Plan Drawing '* founded on this system of Major Lehman's, 
considers that between 10° and 35° of altitude the slope may be 
read by mere inspection within 1°, more accurately indeed than it 
can possibly be measured on the ground by a clinometer, or any 
portable contrivance of the soii:. In Mr. Sibom's work contour 
lines are recommended to be drawn merely as a guide for the 
vertical strokes ; but the system of tracing these horizontal lines 
at fioced vertiad intei vals, and drawing between the contours 
vertical strokes, without any reference to their thickness but 
merely their direct tan, presents a far more easy mode of expressing 
correctly the actual surface of the ground, and infinitely more 
intelligible to those who have to make use of the plan. Indeed, if 
the contour lines are traced at short vertical distances, either fixed 
or vaiying according to the nature of the ground, there is no 
occasion for the vertical strokes whatever, as these always cut 
the horizontal lines at right angles : this was the method recom- 
mended, wherever the ground was required to be shown very 
accurately, by the committee of French officera of engineers, 
appointed, in conjunction with some of the most scientific men of 
that period, to establish one general system of topographical plan 
drawing. The combined method of vertical lines and horizontal 
contours, at one fioced difference of level, is described in the Gertnan 
work alluded to, and also in Sir J. C. Smyth's "Topographical 
Memoir," From the vertical distance being a constant quantity. 
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the angle formed by the slope of the ground is obtained by taking 
the length of the vertical line between any two of the contours in 
a pair of compasses, and applying it to a scale constructed upon 
a simple principle self-evident from the figure. Above 45 the 
base, or " tiormaZ," becomes too short to be appreciable if it has 




been constructed to suit moderate inclinations of the ground, 
and if on account of steep declivities the normal is increased in 
length, it becomes quite unmanageable on gently-inclined surfaces. 
By way of obviating this ,diflSculty, and also making the same 
scale of normals still universally applicable, the vertical distance, 
where required from the bold nature of particular slopes, is doubled 
or tripled, and these normals distinguished from others of the same 
length by being represented tvith thicker double or tHple lines. 
This contrivance, the invention of Colonel Van Gorkum, is most 
highly extolled by Sir J. C. Smyth in his "Topographical Memoir," 
in which he strongly recommends the adoption in the British 
service of some part of the detail of this method of sketching 
ground, and proposes to omit the horizontal contours, but to take 
the angles of depression of the hills in sketching and to represent 
their slopes, not over the whole plan, but occasionally on ground 
of the most importance, by normals of the proper length corre- 
sponding to such a vei-tical distance as may be judged best suited 
to the scale employed. On a scale of 4 inches to 1 mile, Colonel 
Van Gorkum fixes his perpendicular at 24 feet : Sir J. C. Smyth, 
in the memoir alluded to, has tabulated what he considers best 
adapted to the four scales in most general use, making it at 
6 inches to 1 mile 22 feet; at 4 inches 32 feet; at 2 inches 
66 feet ; and at 1 inch 132 feet. At 13°, in all these cases he 
doubles the perpendicular, and at 50° triples it. With all defer- 
ence to such authority, it Is conceived that horizontal contour 
lines, traced at short known and generally equal vertical distances 
over the ground, afford ample data for the construction of sections 
in any required directions even more accurate than a model of the 
features of " the ground. The delineation of ground on the 
Ordnance Survey has been partially effected on this system. 
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The contours are traced with a spirit level or theodolite at 
difTerent vertical intervals suited to the character of the surface, 
but averaging about 100 feet ; these are interpolated with inter- 
mediate contour lines traced with a water level as heiug more 
expeditious, at the constant vertical distance of 25 feet. For the 
method of tracing these in- 
strumental contour lines, see 
the chapter on Levelling, to 
which this subject more par- 
ticularly belongs. 

During the last few years 
there has been much discus- 
sion on the subject of a scale 
of shade, resulting in the 
adoption by the Council of 
Military Education of General 
Scott's scale, somewhat modi- 
fied, for plans of 6 inches to 
the mile and upwards. 

The horizontal system is also 
now used in preference to the 
vei-tical for plans of 4 inches 
to the mile and upwards, as 
more rapidly executed and 
more faithfully i-epresenting 
the nature of the ground. 

A copy of the reverse of the 
protractor (with Scott's scale), 
as manufactured by Messrs. 
Elliott, for use in the field, is 
given on this page ; it is also a 
clinometer. 

In Scott's Scale the depth 
of shade and thickness of stroke 
were obtained by careful com- 
panson of the best examples 
obtainable of hill sketching 
produced on the Ordnance 
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Survey and at the several military schools, ajid therefore there is 
no reason but that a sketch made with its aid may be artistic 
as well as intelligible. 

The scale is not carried higher than 35®, that slope being 
considered the limit for all manoeuvring pui*poses, anything 
steeper would be left to the skill of the draftsman. The fnany 
and great advantages resulting from the adoption of one scale 
of shade throughout the army are obvious, the disadvantages are 
more apparent than real, having reference to the chance of 
cramping the artist's free touch ; it is, however, to be recognised 
that General Scott and othera who laboured in the same field only 
look upon the adoption of a scale as another step onwards, there 
is still much to be accomplished. 

Scale of Shade. — Table * allowing number of strokes per inch, 

and tlveir thickness. 

No. of strokes per iDch. 

. 32 . 

. 82 , 

. 30 . 

. 25 . 

. 24 . 

. 18 . 

. 14 . 

. 10 . 



IncliDatlon. 

35' . 

25° . 

20° . 

15° . 

10° . 

5° . 

3° . 

2° . 



Thickness of stroke. 


. 3V inch. 
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Geological Features. — For representing the features of the 
country in a topographical plan, on a moderate scale, where the 
surface of the ground is not required to be determined with mathe- 
matical precision, the horizontal system of sketching the hills 
alluded to in page 44, is sufficiently accurate, and has the advan- 
tage of being generally intelligible. In addition to the sketch of 
the ground, a representation of the geological features of the 
country can be given without at all interfering with or confusing 
the sketch, by tracing on the back of the paper the divisions of 
the geological features, the different portions of which are after- 
wards coloured according to the conventional system of distin- 
guishing the several various formations on geological maps. On 
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holding the sketch against the light these divisions appear clearly 
visible, though in any other position of the paper they are not in 
the least perceptible. Geological sections should also be shown on 
the margin of the sketch, having reference to lines drawn across 
it* • 

The inclination of such slopes as are of peculiar moment are 
measured with at "Clinometer," and 
the angles written either on the 
slopes themselves or as references. 
This little instrument can be made 
by cutting a small quadrant out of 
pasteboard and roughly graduating the 
arc. A small shot, suspended by a 
piece of silk forms the plummet: and 
independently of its use in measuring vertical angles, it is of 
great assistance in tracing level lines in sketching the contours. 
The instrument sold under this name is made with a spirit 
level ; but the substitute aff described above answers the purpose 
equally well, and moreover, from its being made merely of paste- 
board, fits into the pocket of the sketching portfolio. 

The slopes most necessary to note on a military sketch are those 
which relate to the facilities of ascent for artilleiy, cavalry, and 
infantry. According to the " Aide Memoire," a slope of about 

60"*, or of 4 to 7, is inaccessible for infantiy. 

45'', or of 1 to 1, difficult. 

30^ about 7 to 4, inaccessible for cavalry. 

15°, „ 4 to 1, inaccessible for wheel carriages. 
5°, „ 12 to 1, easy for carriages. 

The leading features of ground are the summit ridges of hills 
(termed the water-shed lines), and the lowest parts of the valleys 
down which the rain finds its way to the nearest rivers or pools, 
called water-course lines. These two directing lines, if traced with 
care, will alone give some idea of the surface of the country, and 
will assist materially in sketching the hiUs, particularly if drawn 

* The geological part of the Ordnance Survey is now quite distinct from the 
geodesical. 

t Sketching protractors are now generally furnished with plummets, and act as 
clinometers. 
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on the horizontal system, as the contour lines alwaya cut the 
ridges and all lines of greatest inclination at "right angles. It is 
a very common error in first beginning to sketch ground to regard 
hills as isolated features as they often appear to the eye. Obser- 
vation and a slight practical knowledge of geology, inevitably 
produce more enlarged ideas respecting their combinations, and 
analogy soon points out where to expect the existence of fords, 
springs, defiles, and other important features incidental to peculiar 
formations. Thus appearances that at one time presented nothing 
but confusion and irregularity, will, as the eye becomes more 
experienced, be recognised' as the results of general and known 
laws of nature. 

Outline Sketches. — The representation of the outline of the 
hills, and their relative command, is also materially assisted in a 
topographical plan, and more particularly in a military recon- 
naissance, by a few outline sketches taken from spots where the 
best general views can be obtained. A series of these topographical 
sketches running along the length of*a range of hills, and a few 
taken perpendicular to this direction, supply in some degi-ee the 
place of longitudinal and transverse sections ; and give in addition 
to the information communicated by a mere section, a general idea 
of the nature of the surrounding country.* 

Telemeters. — A good judgment of distances is indispensable in 
sketching ground, for filling up the interior of a survey, and more 
particularly in a reconnaissance, where there has not been either 
time or means for measurement or triangulation. Practising for a 
few days will enable an oflScer to estimate with tolerable accuracy 
the length and average quickness of his ordinary pace, as also that 
of his horse (as on a rapid reconnaissance he must necessarily be 
mounted) ; and the habit of judging distances, which can after- 
wards be verified, will tend to con-ect his eye.t A micrometrical 

• A brush and a few water-colours will be found very useful in rendering the 
various parts of a topographical sketch more intelligible, and save much time and 
labour. Water— woods— buildings (whether stone, oi' brick, or of wood), can be 
shown much more clearly and rapidly with a brush than the pen. 

+ Dr. Brewster's micrometrical telescope is fully described in the second volume of 
Pearson's Astronomy, and more portable instruments upon nearly the same principle 
have since been contrived, the best known of which are Cavello's and Rochou's 
micrometers. The latter consists of a telescope with a double refracting prism 
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scale, or cross wires in his field telescope, with a table of distances 
corresponding to the angle subtended by some distant object, is 

attached to a moveable slide working between the object-glass and eye-piece, having 
a graduated scale with a vernier on the outside of the tube, showing the observed 
angle and the ratio of the corresponding distance to some assumed distant base, such 
as the height of a man, or any other object the dimensions of which are supposed to 
be known. This scale is graduated to half minutes, and each of these divisions can 
be decimally divided by the vernier, but a table is required for all the intermediate 
divisions, showing the number of times the assumed base must be multiplied to 
obtain the distance. 

If the distance is known, the height of any object can be ascertained by reversing 
the process. If the height of the object and the distance arc both unknown, an 
approximate result can be obtained, if the object, say a column of men or a ship, is 
advancing or receding, by making two observations, separated by some convenient 
interval of time, and estimating the distance the object has moved in a direct line to 
the observer within that period, or by moving in a direct line to a stationary object 
any measured distance, and observing the two angles subtended by it. 

A still more portable instrument for measuring distances, by observing by a prism 
micrometer the angle subtended by a distant object (Mr. Porro's Longue vue 
Napoleon III.) has been introduced into the French -service, and if its results 
could be relied upon for great distances, its extreme portability, and the facility with 
which it is used, would leave little to be desired in an instrument based upon tluB 
principle, but beyond 500 yards the distances often vary considerably from the truth, 
and as it is only constructed for a range of about 1000, it evidently, even if perfectly 
accurate, would not meet the requirements of the service in the present day when 
such extreme ranges are obtained both by infantry and artillery. 

All the above instruments have moreover, from their principle, a source of error 
which (excepting where the object observed has been measured; no accuracy of 
construction can remedy, viz. : that the distance sought to be obtained depends upon 
the correct estimation of the dimensions of a distant object, and an error of only six 
inches in the estimated height of five feet will produce in the result a difference of 
100 yards in a distance of 1000. To obviate the probability of inaccuracy in assuming 
the dimensions of any distant base. Professor Piazzi Smyth invented an instrument 
upon a directly opposite principle, viz., that it was to carry its ovm base, and that 
the angle measured should not be that subtended at the station of the observer by a 
distant uncertain object, but the actual angular measure of the base attached to the 
telescope at the distance at which that object was situated. 

This instrumental base, at right angles to the telescope, has two mirrors or prisms 
at its extremities, one of which is in the line of the axis of the telescope, through 
which the object (a point) is seen by direct vision through the unsilvered portion of 
the mirror. The same object is reflected from the other mirror, and the coincidence, 
or the amount of separation of the two images, furnishes the means of ascertaining 
the required distance. 

To effect this, the index mirror may be made to turn through the necessary angle ; 
or it may be kept at one fixed angle, and the coincidence effected by sliding it along 
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« 

also a very useful auxiliaiy. The gradual blending of oolours, 
and the well-known rate at which sound has been ascertained to 
travel,* will all materially assist him. According to the "Aide 
M^oire/' the windows of a laige house can generally be counted 
at the distance of 3 miles : men and horses can just be perceived 
as points at about 2200 yards ; a horse is clearly distinguishable 
at 1300 yards ; the movements of a man at 850 yards ; a man's 
head clearly visible at 400 yards ; and partially so between that 
distance and 700 yards. 

the baM ; or both mirrors may remain fixed, and the ang^ measured by the amount 
of separation of the two images as shown by a wire micrometer and finely divided 
scale, which latter arrangement has been fonnd the most conrenient. 

The length of this instmmental base is about two feet, and in a pamphlet by 
CoL Clerk, R.A., it is stated that its results can be depended upon to 1000 yards, 
and that, if the base were increased to five feet, up to 2000 yards, beyond which he 
conceives it would be necessary to measure a base upon the ground ; and for the 
purpose of oTitaining an instrument to be used with artillery for long ranges, he 
eonstructe<l a frame, to be used with a telescope, consisting of a mirror placed at an 
an^^e of 46*, with an index arm seven inches long, the indicatioiis of which are 
measure<l upon an arc graduated to ten seconds.— The telescope is fixed upon the 
distant object, and the angle subtended by a measured base of 100 yards at that 
point is obtained by the coincidenrc of the image reflected ftwB ^ miiror with the 
vertical wire In the teloncope, and measured by the i^intestitd are, the multiple of 
the liase giving the actual distance obtained by ins|«MtMtt firaau tables constructed 
for the purpose. If tlir distanre exceeds 4000 3rsnls tlie Hft» can be increased to 200 
ynrds, the multiple given by the tables being simply t bMpi ^ 

This Instrnmeiit, mid that previously described, tbovigh adapted to the use of 
artillery or v/tnni bntteries, nre not axiplicable to genenl service in the field, as they 
Wh reciuire stendy hve\ rests, and are not sufficiently portable ; and the want is still 
seriously felt tif smne description of instrument which shall combine accuracy in tlie 
estimation of lotig distances with facility of use and portability. 

* About It 00 feet in one second. A light breeie will increase or diminish this 
quantity IB or 20 feet in a second, according as ito direction is to or from tlie 
observer. In a gale a considerable difference will arise firom the effects of the wind. 
A common wntch generally beats five times in one second. See " Philosophical 
Trsnsnetlons,** 1828. The number of pulsations of a man in health is about 75 per 
minute. KIther of these ex}HHUenta will serve as a sort pf substitute for a seconds 
watch. The velocity of sound is affected by the state of the atmosphere, indicated 
by the thermometer, hygrometer, and barometer ; according to Mr. Goldinghani, 
f>th of an inch rise in the barometer diminishes the velocity about 9 feet per second. 
Mr. Bally rates the velocity of sound, at 82' Fahr., at 1090 feet per second, and 
directs the addition of 1 foot for every degree of increase of temperature above the 
freezing point. 
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These directions, ho'we\'er, cannot be considered as infallible, as 
the power of vision differs so materially ; but nothing can te more 
easy than for an officer to 'make a scale of this kind for himself 

Another easy mode of judging distances is by marking on a 
scale or pencil held at some fixed distance from the eye, the 
apparent diameter or height at different measured distances of 
any objects the dimensions of which may be considered nearly 
constant; the average height of a man, a house of one or two 
stories, the diameter of a windmill, &c., will furnish suitable 
standards; and a short piece of string, ^vith a knot to hold 
between the teeth, will serve to keep the pencil always at the 
proper distance. Suppose these scales to have been carefully 
marked for four or five of these objects, at the distance of 150, 
200, 300, &c., yards, they will evidently afford the means of 
obtaining an approximate distance ; but even without this scale, 
if the pencil 6 be held up to the eye at any distance a, and the 




height or diameter of any object h of known dimensions be 

observed, then the distance from this object is evidently 

b 

In Reconnoitring the Outline of a Work which cannot be 
approached closely for the purpose of tracing parallels and deter- 
mining the positions of batteries, the best plan is to mark, if 
possible, the intersection of the prolongations of the faces and 
flanks of the line on which the distances are being paced or 
measured, instead of merely obtaining intersections of the salient 
and re-entering angles with a sextant. Soon after sumise, or a 
little before sunset, are the best times for these observations, as 
lights and shades are then most strongly marked ; in the middle 
of the day it is often impossible to distinguish anjiihing of the 
outline of a work of low profile, even at the distance of 200 or 300 
yards. 

If the perpendicular distance from the angle, or any other point 
of the face of a work, is require'd to be ascertained in the field, and 
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the line marked on the ground for the purpose of laying out a 
battery, it can be readily done by the following method : — 

Suppose in each of the figures below, A to be the point from 
which the distance is required on a line pei-pendicular to A B ; 
measure any distance C D, in a direction nearly parallel to A B, 
and take the angles at C and D, formed by the line C D, and each 
of the points A and B; B being some marked object situated 
anywhere on the line of the work, probably a salient or re-enter- 
ing angle. From these data ascertain the values of A B, and the 
angle A B D, either by calculation or by any of the practical 
methods already described ; B £ is then the secant of the angle 
ABD to radius A B, and the difference D E between this quantity 
(to be found by means of a table of secants), and the calculated 
distance B D being laid off either on the line D B from D towards 
B (as in^. 1), or on the prolongation of this line (as in Jig. 2), the 
distance A E becomes the tangent of the same angle also to the 



Fig. 1. 



Fig. 2. 




radius A B ; and the distance required for the battery can therefore 
be laid oflf on the ground by increasing or diminishing the length 
of this line A E. 

The direction of the capital of a work, and the distance from its 
salient, can be thus determined in the field. 

On any line O Q, mark two points, O and P, in the prolongation 
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of the faces, B S', A S', the distance between them being measured^ 
or paced. Take any other point R, one hundred paces or any 





V 

convenient distance from P in the line O P produced, and make 
the angle PUT equal to that observed at O ; T being in the pro- 
longation of A S P. The triangles O S P and R T P are therefore 
similar, and the angle T being bisected by the line T V, it results 
that R P:PV::PO:PX; which distance, laid down on the 
line P 0, gives the point X required in the prolongation of the 
capitaL The sides of the small triangle T P R and T V being all 
capable of measurements, S, S P, and S X can, if required, be all 
found by a similar simple proportion.* 

It is, however, generally practicable to obtain a plan of any 
attacked works and of its environs, more or less correct ; and on 
this any perceptible errors discovered duiing the reconnaissance 
are marked. On approaching a place hy day, the oflScer should 
be alone, so as to attract little attention, but supported at a dis- 
tance by troops hid from observation by any cover that can be 
taken advantage of By night he should be accompanied by a 
strong party ; and by advancing as near as possible towards day- 
break, and retiring gradually, he would be enabled to make more 
correct observations as to the outline and state of repair of the 
works than at any other time. 

* With a pocket or prismatic compass this operation may be more easily per* 
formed — ^by taking up a position on the prolongation of each faco^ and observing 
their inclination to the magnetic meridian, that of the line bisecting the salient, or 
the capital of the work, is at once known ; for the mean between the two reading^ 
¥rill be the bearing of the salient when the observer is upon the capital ; and by 
measuring a base in a conYenient situation, the distance may be readily found. 

M 
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Balloon Reconnaissances. — 1. When the balloon is free. 
2. When it is captive* 

Whenfreey the balloon makes a voyage, the direction and length 
of which is entirely uncertain, and it is therefore practically use- 
less for the sake of reconnaissance, even if it were possible to com- 
municate to head-quarters the desultory information which may 
have been obtained on the way. As it may, however, be necessary 
at any moment to set free a captive balloon, proper precautions 
must be taken with this in view, and it is desirable that an expe- 
rienced aeronaut should always accompany the officer who recon- 
noitres. With reference to free balloons, it is merely necessary to 
mention that those used in the late siege of Paris were of 2,000 
cubic yards content, and valued at £200 each; they were con- 
structed to hold three persons ; about sixty were sent up from 
taris, of which eight completely failed. No attempts appear to 
have been made to re-evier Paris by balloon ; at any rate, none 
succeeded. 

When captive, the balloon may enable most important infor- 
mation to be afforded to the Commander-in-Chief of an army, 
although on the other hand very little advantage may be 
experienced from its use. 

The fact, however, of a balloon having been found of little 
service in a particular campaign does not go against it, any more 
than the same fact would militate against the use of a pontoon 
train, or any other special service ; it is quite sufficient to know 
that the ward of information with regard to the doings of an enemy 
may seal the fate of an army, however well it may be organised, 
other than in the intelligence department ; and that " the balloon 
affiDrds means to an army of carrying with it a lofty point of 
obsei'vation.*' 

That the balloon will enable important information at times to 
be obtained must be conceded ; the only point is with regard to 
the extent and value of this information under ordinary circum- 
stances throughout a campaign. 

Opinions differ considerably upon this point. Captain Beaumont, 
after the experiment at Aldershot, in 1863, was of opinion that, 
with a properly constructed apparatus, (captive) balloon recon- 
naissances might be made in a wind moving at any rate up to 
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twenty miles per hour; but there is no doubt that the difficulties 
which arise when the wind is in motion are very considerable. 

At the experiment above mentioned, use was made of one of 
Mr. CoxwelFs ordinary balloons inflated with coal-gas from the 
gasworks at Aldei*shot. After inflation, the balloon was carried to 
Thorn Hill, about 300 yards from the gasworks, where the ascent's 
were made. Three guy ropes were used, one of which was passed 
through a snatch-block fixed to the ground ; the elevation of the 
balloon varied from 1,200 to 1,000 feet, and it took fifteen minutes 
to lower it to the ground. It made about ten ascents, and was 
upwards of an hour and a half hovering over the camp. The day 
was remarkably still. 

The practical results with regard to the range of vision were 
very satisfactory. At the elevation of 1,000 feet, the Hog's Back, 
which bounds the horizon from Thorn Hill, existed no longer as a 
boundary, its slopes on the further side even being visible, and an 
horizon at ten miles' distance was obtained in all directions, within 
the circumference of which no large movements of troops could 
take place without being visible. 

It has been suggested that panoramic views or plans might be 
obtained by means of photography, and M. Nadar has succeeded in 
obtaining photographic views. It is, however, to be recollected 
that the undulations of the surface of the ground do not show from 
a balloon. 

If ascents by night are made, especially in a wooded country, 
the fires will indicate the enemy's position, and an allowance of 
ten men to each fire will enable his numbers to be Aughly 
estimated. 

During an action, the balloon may be made of considerable 
service; an officer seated therein in telegraphic communication 
with the general commanding may keep him acquainted with any 
flank movements of the enemy, and the position of his reserves. 

Lieut.-Col. Baron Elner, of the Austrian Imperial Engineer Staff, 
gives the following necessary conditions, which have been somewhat 
abbreviated : — 

1. The balloon to be ready to make the ascent soon after the 
order is received. A delay of a day, or even half a day, would 
cause its services to be of little use. 

M 2 
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2. The ascent should not be prevented by a wind of average 
force (about 1 lb. a square foot). A /ree ascent is therefore out of 
the question. 

3. An average height of about 600 feet may be considered as the 
proper altitude. 

4. An experienced aeronaut to accompany the officer. 

5. The balloon should be in telegraphic communication with 
the ground. 

6. Ascents should be practicable at any g^ven spot, and as often 
as required. 

The Austrians appear to have decided on the Montgolfifere 
(smoke balloons) ; but the Americans appear to have been in favour 
of the Charliferes, which are gas inflated. The rapidity of the 
means of inflation of the former (twenty minutes) is very much in 
its favour, but the high specific gravity of the gas renders it ob- 
jectionable. Hot air has been suggested as a substitute for smoke 
of straw, wool, &c. In the employment of the Charliferes, the 
hydrogen is obtained either by the use of sulphuric acid upon zinc 
or iron, or else by passing steam over red-hot charcoal or iron 
turnings. 

The numerous conventional signs recommended in most 
continental military works are extremely puzzling, difficult to 
remember, and are mostly unintelligible. In a little work, the 
" Aide-M^moire Portatifl' published in 1834, there are no less 
than ten pages devoted to these signs. Beyond the few that are 
absolutely necessary and generally understood, it is fai- better to 
trust io references written on the face of the sketch, and the ex- 
planatory report, than by endeavouring to convey so much infor- 
mation by these conventional symbols and attempts at mathema* 
tical representations of the ground, to render a drawing so confused 
and difficult to comprehend that it really becomes of less value 
than an indifferent sketch with copious and clear remarka 
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Below are given a few conventional signs, applicable only to 
military sketches. 

11^ Artillery Position. t- Telegraph. 

Cavahy ^ Dark line shows QOr- Post-house. 

InfaDtry C the front. ¥??? Mortar Battery. 

Sentinel. rV7T^\71 Gun Battery. 

^^ — Fort. ^>4- Site of an Engagement. 

(H)— Redoubt. -9- Passable. 

^ttttfflitt- Palisades. H — Impassable for Cavalry. 

i'SW9S'S'SK Chevaux de Frise. HH~ Impassable for Infantry 






Abatis. 



CHAPTER X. 

COLONIAL SURVEYING. 

The preceding chapters will, it is believed, be found to contain 
all necessary information connected with the survey of any tract 
of country, whatever degree of accuracy or detail may be required ; 
but in a newly-established colony, or one only partially settled, 
the primary object in view in commencing an undertaking of thia 
nature is not the same as in that of a thickly peopled and 
cultivated country. In the latter case, the sui-veyor aims at 
obtaining, by the most approved methods consistent with the time 
and means at his disposal, data for the formation of a territorial 
map showing the position and extent of all roads, towns, 
provinces, coimties ; and where the scale is large, parishes, and 
even the boundaries of property and cultivated or waste land, as 
well as the features of the surface of the ground, and all natural 
and artificial divisions, together with the collection of a variety of 
other useful geological and statistical information. In a new 
country oiAj the natural lines and features exist ; — the rest has all 
to be created. 

The first operations then required in a perfectly new settlement, 
are, the division into sections of such size as may be considered 
best adapted to the want of settlers, of the land upon which they 
are to be located ; and the marking out the plan of the first town 
or towns, the sizes and positions of which will of course be 
regulated by local circumstances and advantages ; whilst the first 
rural sections will naturally be requked either in theii- immediate 
vicinity, or contiguous to the main lines of communication leading 
to the different portions of the province whose local importance is 
the earliest developed. 

In the case of a small settlement established upon the coast of 



COLONIAL SURVEYING. 167 

any country for the immediate reception of settlers who requiro 
to be put in possession directly upon their arrival of a certain 
stipulated amount of land for agricultural or other purposes, the 
simplest form of survey must necessarily* be adopted ; that de-* 
scribed in the late Col. Dawson's Report upon the Survey of New 
Zealand, for instance, which consists simply in marking methodic 
cally upon the ground the angles of a continued series of square 
or rectangular figures, leaving even the roads which are intended 
to surround each block of sections to be laid ofif at some future 
period, — ^i^'ould answer the purpose of putting impatient emigrants 
in possession of a homestead containing about the number of 
acres to which they might be entitled. But this system could not 
be carried out extensively with any degree of accuracy even in a 
comparatively level country, and not at all in a mountainous or 
irregular one. In fact, it is not a survey; and though perhaps 
it may sometimes be necessary to adopt what Mr. F. Wakefield, 
in his pamphlet upon Colonial Surveying, terms this ''make** 
shift process,"* the sooner a regular survey takes its place 
the better for the colony, even on the score of the ultimate 
saving that would be effected by getting rid of the necessity of 
incessant alterations and corrections; to say nothing of the 
amount of litigation laid up in store by persevering in a system 
necessarily entailing an incorrect division of property, upon 
which there is no check during the progress of the survey, and 
for which there is no remedy afterwards. 

Excepting in some isolated instances such as described above, 
where everything is required to give way to the imperative 
necessity of at once locating the first settlers upon land for which 
pajrment has been received (for by the present system of colo- 
nization no land is alienated fh)m the Crown otherwise than by 
purchase, the greater portion of the proceeds of the sale being 
devoted to the purpose of further emigration), the first step to 
be undertaken at the commencenrent of the survey of a ne^ 
country, is a careful and laborious exploitation within the limits 

* For an explanation of the details of this species of snnreying, see Mr. Kingston's 
Statements, page 33, Third Beport of the South Australian Commissioners, 1838 ; 
and CoL Dawson's Report on the Survey of New Zealand, 1840. 
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ever which its operations are to extend ; during which would be 
collected for subsequent use a vast amount of practical informa- 
tion as to the number and physical condition of the aboriginal 
natives (if any) ; the geological character of the soil ; its resources 
of all kinds ; sources and directions of rivers; inland lakes and 
springs ; the probable sites of secondary towns ; the most 
apparent, practicable, and necessary main lines of communi- 
cation; prominent sites for trigonometrical stations, &c., &a A 
sketch of the country examined, rough and inaccurate doubtless, 
but still sufficient for future guidance, is at the same time 
obtained ; the positions of many of the most important points for 
reference being determined by astronomical observation, and the 
altitudes of some of them by the mountain-barometer or aneroid, 
or by the temperature of boiling water, by methods already 
explained. 

The next step should be (if this question has not been already 
determined by strongly-marked local advantages, or previous 
settlement) the position of the site of the first principal township 
a nucleus being immediately required where fresh arrivals may be 
concentrated prior to their dispersion over the country. The 
size* and figure of the town will of course vary according to 
circumstances ; and the principal general requirements that 
should suggest themselves to any one charged with a decision of 
this nature are, — facilities of drainage ; plentiful supply of good 
water; easy access both to the interior of the country and, if not 
situated on the coast, to the adjacent port; the apparent salu- 
brity of the site ; facility of procuring timber and other building 
materials, such as sand, lime, brick -earth, stone, &c. ; security 
from predatory attacks, and vicinity to sufficient tracts of land 
suited to agricultural and pastoral purposes. 

The site of the town, with its figure and extent, being decided 
upon after a careful investigation of the above and a variety of 
other minor considemtions, the best main lines of road diverging 

* The size of the lots into which the township is to be divided may vary from a 
quarter of an acre to one acre ; half an acre would be found generally sufficient. It 
18 custonuuy to give to the^r^^ purchasers of rural sections one town lot in addition 
for every such section, the remaining lots to be sold either by auction or at some 
fixed price. 
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from it in all the palpably-required dii*ections should be marked 
out, and upon these main lines should abut the sections to be 
first laid out for selection. Errors of judgment will doubtless be 
subsequently found to have been made in the directions of some 
of these roads ; but this is certainly productive of less injury to 
the colony than the plan of systematically marking out the land 
without providing for any Tnain liTiea of communication at aU, 
leaving them to be afterwards forced through private property 
under the authority of separate acts of the colonial legislature ; a 
system entailing discontent, litigation, delay, and expensa The 
marked natural features of the [ground, such as the lines of the 
coast, or the banks of lakes or rivers of sufficient importance to 
constitute the division of property, and the main lines of roads 
alluded to, will, where practicable, guide the disposition of the 
lines forming the boundaries of the sections to be now marked 
out. Where no such natural or artificial frontages exist, the best 
directions in which these rectangular figures can be laid out are 
perhaps those of the cardinal lines, excepting in cases where the 
nature, inclination, and general form of the ground evidently 
point out the advantage of a deviation from this rule. 

The size of these sections is a question to be determined by 
that of the minimum average number of acres which it is sup- 
posed is best adapted to the w^ans and wants of the settler ; the 
latter being in a great measure regulated by the apparent capa- 
bilities of the soil. Land divided into very large farms is placed 
beyond the reach of settlers of moderate capital; and if subdivided 
into veTy small portions, the expense of the survey is enormously 
increased, and labourers are tempted to become at once pro^ 
prietors of land, very much to their own real disadvantage, as well 
as that of the colony. In South Australia 80 acres has been 
adopted as the average content In parts of New Zealand * and 
elsewhere, 100 acres. In Canada,! generally more than double 

* In the Canterbury Settlement, on the Middle Island, New Zealand, 50 acres has 
been fixed as the minimum size ; the maximum is unlimited ; as in South Australia ; 
no reservation is made of coal and other minerals ; the purchaser being put in posses- 
sion of all that is on and under the surface. 

t The rude and inaccurate mode in which land has been marked out in Canada by 
the chain and compass, and the little value that has been set upon waste land which 
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that quantity. Whatever size may be determined upon, it is 
advisable to adhere to as nearly as possible, in all general cases ; 
though where special application is made for rather laiger blocks, 
there has been found no mischief in departing from the average 
size, provided this deviation is not so extreme as to pi*event fiedr 
competition for any peculiarly valuable locality. In such cases, it 
is however always necessary to guard particularly against the 
monopoly of surface water within the area of the section, or of 
any extended valuable frontage; as well as against any impedi- 
ment that might be placed in the way of forming roads through 
the property. Where the main lines of communication have not 
been previously laid out, it is requisite, especially in large blocks 
of land, to reserve to the government, at all events for a limited 
number of years, a right of forming such roads as are CAddently 
for the pubb'c benefit, making of course compensation for any 
damage that may be thereby done, though this can generally be 
met by a previous allowance of a certain number of acres in 
excess of the proper content of the block.* Indeed, if proper 
precautions could be taken to prevent its being abused, it would 
be advisable to reserve this power of making such general roads 
as are clearly advantageous to the community through all sections 
of land of whatever size; with the right of taking stone and 
timber for making and repairing these roads and the bridges 
erected along their line, though all such interference with private 
rights should as much as possible be obviated by previous careful 
examination of the country. 

The rapid settlement of a newly-foimed colony being an object 
always to be fostered, the sections marked out for sale should be 
so arranged as to conduce as much as possible to this desidera- 
tum ; to attain which end the surveys should, at all events at firsts 
be kept well in advance of the demand for land, for the purpose of 
^ving the most ample choice of selection to intended purchasers. 
By the opposite system of selling land in advance of the survey, 

used to be alienated from the Crown in grants of extensive size, renders the survey of 
that country not a fair point of comparison ivith that of more modern colonies. 

* Two or three per cent., upon the average, is proved amply sufficient in small 
or moderate-sized sections. In very largo blocks, one per cent, would perhaps be 
as much as could be required. 
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an unfortunate emigrant not unfrequently finds the greater part of 
his section occupied by the bed of a salt lagoon or swamp, and 
experiences no slight dismay in discovering that he is not even in 
possession of the number of acres for which he has paid, and to 
which perhaps he has no access with any sort of wheeled vehicle, 
in consequence of the occupation roads being marked down upon 
the ground to correspond with straight lines previously drawn 
upon paper ; so that they lead, without any controlling power in 
the surveyor to alter their course, up and down almost inacces- 
sible ravines, or probably for several hundred yards at a stretch 
along the bed of a stream. 

In marking out these sections, the following remarks* will 
direct attention to the different local peculiarities which require a 
deviation from established rules, and to the general system of con- 
ducting the work in the field ; the mechanical practice of survey- 
ing being of course supposed to be already known. 

Sections laid out with frontages upon main lines of road, 
rivers, or wherever increased value is thereby conferred upon the 
land, should have their frontage reduced one-half, or even one- 
third of the depth of the section, so as to distribute this advantage 
among as many as can participate in it without rendeiing the 
different sections too elongated in figure to be advantageously 
cultivated as a faim. 

In addition to this contraction of frontage, easy access by roads 
must be provided from the country in the rear leading to this water 
or main road ; without which precaution the owners of the front 
lots would, by blocking up the land behind them, virtually obtain 
possession of it, for at least pastoral purposes, without payment. 
These roads should occur at intervals proportioned to their 
requirement, geneiully between every third or fourth section. 

Every section should have an available road on one of the four 
sides forming its boundaries, by which the proprietor is secured 
access to the main lines of communication ; its breadth may vaiy 
fi'om half a chain to one chain, according to circumstances; in 
square or rectangular sections of 80 or 100 acres each, roads 

* Partly extracted from the instnictions issued to the sunreyors employed in South 
Australia. 
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surrounding each block of six or eight sections have been found 
amply sufficient ; but in a country at all broken or irregular, some 
of the roads so laid out would often be found quite impracticable ; 
in such cases, it is necessary either to trace and mark on the 
ground along the ridges of the secondary features, or wherever 
the ground may oflFer fewest impediments, cross roads leading 
into the main lines, and to lay off the sections fronting upon 
them ; or to make these by-roads run through the sections ; which 
is to be avoided as much as possible on account of their cutting 
up small properties, and entailing a very considerable expense in 
the increased quantity of fencing required. 

In parts of the country where water is scarce, the greatest care 
should be taken to prevent its monopoly by individuals. Springs 
and permanent water-holes should in such localities be enclosed 
within a small block of land (one or two acres), and reserved for 
the use of neighbouring flock-owners and the public generally; 
and practicable roads must be arranged leading to these reserves, 
without which excellent and extensive tracts of land would often 
be comparatively valueless. 

As it would evidently very much increase the cost of laying 
out sections having broken and irregular frontages, if they were 
required each to contain exactly the same number of acres, the 
nearest approximation that can be made to the established size 
by the judgment of the surveyor should be adopted, and the 
section afterwards sold according to the quantity of land it is found 
to measure. 

For the purpose of giving to settlers seeking for land upon 
which to locate, every facility for acquiring information respecting 
its capabilities, and the positions of the different surveyed por- 
tions, the freest access to the statistical reports of the surveyors, 
and to the plans of the different districts deposited in the Survey 
Office, should be given. In addition to which, the sections them- 
selves should be marked so distinctly upon the ground by short 
pickets driven at intervals regulated by the comparative open and 
level character of the country, as to enable any person to follow 
up their boundary lines without difficulty. The angular pickets 
should be much larger, and squared at the head, on which the 
number of the section, and that of all tlie contiguous sections. 
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sliould be marked. Adjacent roads should also be designated 
by the letter R Independent of the comers of sections being 
pointed out by these pickets, they should be deeply trenched with 
a small spade or pick, showing not only the angle formed by 
contiguous sections, but also the directions of their boundary lines. 

Such marks remain easily recognised for years, and Koad 
are not injured either by bush fires or by the constant 
passage of herds of cattle, by both of which means 
many of the wooden pickets are soon destroyed. 

It has been generally considered expedient that roads 120 j 121 
should be reserved if not actually marked on the ground (except- 
ing in cases where they would interfere with the erection of 
wharves, mills, &a), along the banks of all navigable rivers, the 
borders of lakes, and along the lines of a coast. This regulation, 
if stringently applied without reference to peculiar circumstances 
in different localities, would often be found oppressive and mis- 
chievous. Very frequently roads laid out with judgment to the 
various points on the margins of these watera which are best 
adapted for the purposes of fisheries, watering flocks, establishment 
of ferries, building or launching boats, &c., with a sufficient space 
reserved for the use of the public at these spots, would prove of 
more general utility. 

As a general rule, as many sections as possible should be laid 
out in the same locality, if the land is of a nature to be soon 
brought into cultivation. Whilst greater choice of selection is 
thus given, the comparative cost per acre of the survey is dimi- 
nished ; of course this remark applies only to situations the rapid 
settlement of which is anticipated. 

In marking the boundaries of sections on the ground, all 
natural features crossed by the chain should be invariably noted 
in the field-book, on the outlines plotted from which are drawn 
the general character of the contours of the hills, the dijBFerent 
lines proposed for roads, directions of native paths, wells, springs, 
and every other object tending to mark the nature and resources 
of the country. Copies of these plans* should alwajrs be trans- 

* Two inches to one' mile is found a very convenient scale for plans of these sections, 
intended for the information of the public. 
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mitted to the principal Survey Office, accompanied by a rough 
diagram, showing, for future reference, the construction lines of 
the work, and the contents and length of the sides of all sections, 
also the measure of the angles when not right angles, and by an 
explanatory report describing the nature of the soil, description 
of timber, &c., upon each section, and the facilities for making 
and repairing roads and bridges, and peculiar geological forma- 
tions of the different districts. A collection of botanical and 
mineralogical specimens from all parts of the province will also 
contribute materially to the early development of its natural 
resources; and surveyors should not be deterred from giving 
their attention to this subject by ignorance of these sciences, as 
the specimens can be afterwards weeded and an-anged, and afford 
invaluable statistical information. 

At the head Survey Office a meteorological register* is of 
course supposed to be kept. It is also very desirable thateach of 
the surveyors employed in any large district should 'be furnished 
with a good theimometer, rain gauge, and a mountain barometer 
or aneroid, for the purpose of registering daily observations to be 
forwarded periodically to the general office for comparison with 
those obtained from different parts of the province, between which 
the difference of peculiarities of climate will be thus arrived at. 

Surveyors working on a line of coast should be particular in 
noting all phenomena connected with the rise and fall of the 
tides, and in obtaining soundings, laid down with reference to 
established and easily-recognised marks on shore, of all creeks 
and harbours, whenever this may be in their power. The depths 
and velocities of all rivers should also be noted at different points 
in their course, as well as the periods of floods, and their observed 
influence upon the volume of water in the river. 

In laying out sections up narrow rocky ravines, or in situations 
where creeks or any other natural features present obstacles to 
the continuance of the methodical rectangular form adopted as 
the standard figure, a deviation from this form becomes of course 
necessary, and the contents of some of the sections thus often 
unavoidably differ from the established average. Care should 

* A simple form adapted for this is given at the end of the Astronomical Tables. 
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however be taken in such cases to make the outline of these 
irregular figures as simple as the ground will admit of, both on 
account of the additional trouble and time lost in their survey, 
and the increased cost of subsequent fencing by the purchaser. 

Attention has already been drawn in page 171 to the necessity 
of guarding against the monopoly of road or water frontage. The 
same sort of precaution is also required in marking out land in 
rich narrow valleys, or in spots valuable on account of minerals. 
As a general rule, from which no deviation whatever should be 
allowed, it may be laid do>vn that no section should ever be per- 
mitted to enclose an undue proportion of land, unusually valuable 
from whatever cause, by eoctending its length in the direction in 
which thai vcduahle portion of land runs ; whether it be a rich 
agiicultural valley, a mineral lode, a stream, or watercourse. 

As regards the actual marking out of the sections upon the 
ground when the figure is of a square or rectangular form, the 
process is a very simple one, whether the true meridian, or the 
direct line of some main road, or a line forming any angle with 
the meridian that may be found better adapted to the local peculi- 
arities of the district, be adopted as the guiding line of direction. 

A spot being fixed upon for the starting point, represented by 
A in the accompanying figure,* the normal line A B is carefully 
marked out by a good theodolite in the re- 
quired direction ; if intended to correspond, 
or to form any fixed angle with the meri- 
dian, this must be determined by one of 
the methods explained in the next chapter. 
The right angle B A C is then set off, 
which angle should be observed on both 
sides of A B (produced on purpose to D), 
and the chain measurement along these 
lines A B and A C, and afterwards along 
the parallels to AC, may, if two parties 
are employed together which can generally be managed imder the 



^ 
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* This figure represents rectangular sections of 80 acres, as laid out in Soutli 
Australia, the length of which bore to their breadth the proportion of 2 to 1 — occnpa- 
tion roads one mile apart, enclosing eight sections. They were, however, frequently 
laid out square, according to the nature of the ground. 
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charge of one efficient surveyor with an intelligent assistant, be 
carried on simultaneously, the points of junction at the angles 
of the blocks forming in some measure checks upon the accuracy 
of the work as it proceeds. The size of these sections, and the 
intervals between the parallel sectional roads, will depend of 
course upon local regulations. The operation would ' evidently be 
simplified by running all tlie measured lines in the middle of these 
roads, leaving half their breadth to be afterwards set oflF on each 
side by the proprietors of the land, but the palpable objections to 
this are too serious to be compensated by the trifling saving 
thereby efiected. In fact, the real boimdaries of ow one section 
would by this plan be marked on the ground by the surveyor; 
and constant disputes and encroachments would be the conse- 
quence of adopting it. 

It must be obvious to every practical surveyor, that it would be 
impossible for him to continue this mechanical system of marking 
a series of rectangular figures on the ground to any great extent 
without being liable to constantly increasing errors, which could 
not be guarded against by any degree of care in the operation, 
and of the amount of which he could never be aware without 
establishing some check altogether independent of the chain 
measurement of the sections themselves, and this is only to be 
accomplished by combining with it a triangulation of the country, 
more or less accurate according to the nature of the survey. 
Whilst, then, this methodical division of the land is in progress, it 
is advisable, if anything like accuracy is required, and if the 
detached portions of settled country are to be laid down upon a 
general map, that the sites of the trigonometrical stations should 
be decided upon, and the stations themselves (however roughly they 
may be constructed) erected, in order that they may throughout 
be made use of as guides and checks upon the measurements. 
The triangulation indeed would be found of the greatest service, if 
earned on rather in advance of the detail, as in the survey of old 
countries. Any great accumulation of error could be then easily 
guarded against, by the angles observed at diflferent parts of the 
chain survey, subtended by three or more of the trigonometrical 
stations, and in very many instances these stations could be 
actually measured up to, which should be done wherever practi- 
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cable ; by which means the marking out of the sections answers 
the same purpose that is obtained in ordinary surveys by the 
measurement of check lines, and traversing along the roads by 
which the interior detail is mostly filled in. Angles of depression 
and elevation should also be taken to these trigonometrical points 
(whose altitudes are all obtained by the triangulation), from 
various parts of the chain survey, the heights of which positions 
above the level of the sea are thus obtained with tolerable 
accuracy. 

As to the mode of conducting this triangulation, all necessary 
instructions have already been given in the third chapter. The 
degree of accuracy with which the base is measured, and the 
angles observed, will depend evidently upon various contingencies; 
for instance — ^the extent over which the triangulation is to be 
carried, the time and expense that can be bestowed upon it, the 
degree of minutiae required in the maps, &c., &c. On the survey 
of South Australia the base was measured upon a nearly level 
plain very little elevated above the sea, with a standard chain, 
the operation being repeated several times to obtain a more 
coiTCct mean value : the angles were observed with a very 
excellent 7-inch theodolite, and the result was found sufficiently 
accurate for the purpose of connecting all the detached blocks of 
surveyed land, and laying down the work to the scale of 2 inches 
to 1 mile. 

In addition to the above use of the triangulation, it is found, in 
the survey of a wild country, pecuUarly serviceable in enabling 
the Government to define, with the aid of marked natural features, 
the boundaries of the extensive tracts of land leased to different 
individuals for pasturage, imtil, with the increase of population 
and ci\ilisation, more convenient and better-defined demarcations 
are substituted. Some of the principal natural landmarks of a 
country also, such as chains of mountains and rivers, traverse the 
wildest parts of the land, where chain surveying would never 
penetrate. Many of these landmarks are made the boundaries 
of counties, and other internal territorial divLsions; and their 
positions in different parts of their course are often only to be 
determined by reference to the trigonometrical stations, which 
likewise serve as guides for ascertaining and laying down upon 
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paper the directions of roads through extensive, barren, and 
uninhabited tracts of countr}\ 

Most of the foregoing remarks have been made under the- 
supposition that a number of detached surveying pailies are- 
distributed over different parts of the country, all working under 
the directions of, and reporting to, a central SuiTey Establish- 
ment. As the population becomes distributed over a wider 
extent, and applications are constantly made for the survey of 
small irregular blocks of land to complete and consolidate pro* 
perties, some alterations will be required in the method of carrying 
on the measurement of land to meet these new demands.* It 
could evidently be only by an increased expenditure of time and 
money that surveying parties could be kept constantly moving from 
one distant spot to another, to lay out, perhaps, only a very limited 
number of acres at each ; and the division of the country into 
Districts for the purposes of the survey, becomes almost impe-- 
rative. Copies of the plans of sections open for selection, and 
other information of a similar character, would be thus placed 
more within reach of distant settlera, and their wants could more 
readily and rapidly be met without augmented expense. 

Portions of the work might also at this advanced stuge of 
progress be filled in by contract, subject to careful and rigid 
examination ; the triangulation, and the previous chain measure- 
ment connected with it, affording sufficient checks for this 
purpose ; without which, surveying by contract should be most 
carefully avoided, especially in new communities where but little 
competition can be expected, and where it would be unreasonable 
to expect to find competent sui^veyors distributed over the remote 
parts of the colony. 

The rate of progress and cost per acre of a sectional survey 
such as has been described, must vary considerably, accoixiing to 

* These subsequent wants and demands do not affect the first stage of the survey 
in a new country ; it is only as it becomes gradually settled that they are felt. The 
first surrey evidently cannot be a complete one, unless it could embrace every acre of 
land that might by possibility be required ; it is constantly demanding extension in 
every direction, therefore the more imperatively necessary is it, that the first land 
surveyed and laid down on the maps should be based upon a triangulation sufficiently 
accurate to allow of this extension, without the certainty of accumulating error. 
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the nature of the country, the prices of labour and provisions, 
and the minuteness of the divisions. If the size of the sections is 
small, 80 or 100 acres for instance, the number of lineal miles 
to be measured is of course very much greater in proportion than 
would be the case with blocks of a larger area, and the progress 
must bear an inverse I'atio to the increased expense. The facility 
of transport is another item that materially influences both these 
questions, as also the system of marking out patches of land in 
whatever locality they may be applied for, instead of carrying 
the survey regularly forward, embracing all the available land in 
its progress. On an average the division of the land in South 
Australia into sections containing generally about 80 acres each,, 
costs * including the marking out of the roads surrounding the 
different blocks to which each section had access as well as all 
other roads through the settled districts, the close picketing of 
the boundary lines of each section, and marking and trenching 
the corner posts ; with all other details relative to the survey of 
such portions of the natural features of the gi-ound as came 
within the limits of the chain survey, from 3d. to 4cZ. per acre ; 
and each party, consisting of a non-commissioned officer of 
Sappers, with four or five labourers, according to the difficulties 
of the country, marked out on an average perhaps about 30,000 t 
acres per annum ; a very large proportion of their time, parti- 
cularly towards the close of the work, being occupied in moving 
from one distant part of the colony to another to meet the varying 
demands for land. 

The triangulation of the settled parts of the province, and in 
some directions far beyond this, did not amount to ^d. per acre ; 
including, as did also the average of the sectional survey, all 
expenses of transport of men, provisions, and camp equipage, 
with the wear and tear of the latter, and that of the necessary 
instruments ; in fact, all expenses excepting those connected with 
the central establishment, where the plans were drawn and ex- 

* This average has no reference to the first settlement of the province in 1838 ; it 
applies more particuhirly to the period between the years 1842 and 1848 inclusive. 

t Occasionally, under favourable circumstances, three times this average was pro- 
duced for limited periods. 

K 2 
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hibited, and where the preliminaiy business of the land sales 
was conducted. 

Even had this cost been doubled or increased in a still greater 
proportion, it would have been false economy to have shrunk from 
it, and have put the settlers in possession, or rather to have allowed 
them to take possession, of land the boundaries and contents of 
which oould not have been relied upon or subsequently verified. 
The expense of the surveys in all new colonies is now defrayed out 
of the proceeds of the sales of land ; and proof of the recognition 
of the advantages of the accurate delineation of the boundaries of 
property, features of the ground, and main lines of roads, &a, is 
given by the system adopted by the New Zealand Association in 
the establishment of the " Canterbury Settlement," of charging for 
all land the uniform price of SL per acre * (instead of the IL fixed 
as the lowest upset price in the other Australian colonies where 
the plan of selling land by auction is in force), to provide funds for 
a superior nature of survey, and a variety of works of a public 
character; the propoi-tions being 10«. per acre as the price of 
the waste land, 10s. per acre for the cost of the surveys, formation 
of roads, and other miscellaneous expenditure ; 20«. per acre to be 
devoted to the purposes of emigration ; and another 20s. per acre 
to ecclesiastical and educational purposes. 

The boundaries of what in the Australian colonies are termed 
" jButw," for depasturing sheep and cattle, are not generally 
marked out during the survey, but are described by reference to 
the trigonometrical stations or other known fixed points, the 
approximate distances and bearings of the lines being stated. As 
portions of this land are at all times liable to be purchased by 
individuals, after a due stipulated notice to the occupier of the 
run, who pays yearly a trifling sum for his licence, it would of 
course be a waste of labour to mark out such temporary divisions ; 
but the settlers themselves very frequently define their respective 

* Formerly land used to be sold in South Australia at the uniform fixed price of 1/. 
per acre. The system of selling by auction was introduced by the Australian Waste 
Lands Act, in the year 1843. There are various opinions as to the comparative merits 
of these opposite systems, the first of which was introduced by Mr. £. G. Wakefield ; 
and its advantages are strongly set forth in the pamphlet upon Colonial Surveying 
published by his brother, Mr. F, Wakefield. 
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limits, either by blazing the trees in a wooded country, or by 
running a plough line across it in an open one. 

As regards the interior division of a colony into Counties, &c., 
the following general regulations, established many years since, 
are still in use : — 

Counties are to contain, as nearly as may be, 1600 square miles ; 
* hundreds, 100 square miles ; and parishes, 25 square miles. 

Natural divisions, such as rivers, streams, highlands, &c., to con- 
stitute as much as possible these boundaries ; and for the purpose 
of obtaining a well-defined natural boundary, a smaller or greater 
quantity than the above averages is permitted ; but not to exceed 
or fall short of such established areas by more than one-third of 
each. 

Reserves are allowed to be made for all necessary public roads 
and other internal communications, either by land or water ; also 
for the sites of towns, villages, school-houses, churches, and other 
purposes of public utility and convenience. 

When the division between Provinces or Counties, or other lines 
of territorial demarcation, is represented, either altogether or in 
part, by a meridian line, or by a line having any fixed angle with 
the meridian, or by a portion of the arc of a parallel (as is the case 
in many of the Australian provinces) ; it is of course necessary to 
be able to determine and mark upon the ground with accuracy 
such meridian or parallel, directions for which are given in the 
last chapter on Practical Astronomy. Most useful practical infor- 
mation upon this subject will also be found in the narrative of the 
survey, and marking of the boundary between the British posses- 
sions in North America and the United States of America, in 1842, 
published by Major Robinson, Royal Engineers, in the second and 
third volumes of the " Corps Papers." 

Operations of this nature, if conducted with the very great care 
and precision that were bestowed upon the boundary alluded to, 
involve the perfect knowledge of the manner of using and adjust- 
ing the transit, and altitude and azimuth instruments ; and also 
the management of chronometers. The boundary line between 
South Australia and what now constitutes the province of Victoria 
(the 141st degree of east longitude) was however determined (and 
since marked on the ground for a considerable distance), under the 
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New South Wales Government by one of their surveyors,* with 
only a sextant, a pocket chronometer, and a small Scinch theodo- 
lite ; but though the work was performed with the greatest care 
and attention, and with probably as great a d^ree of accuracy as 
could be obtained with these imperfect instruments, the result can 
of course only be looked upon as an approximation far too vague 
for the determination of a division of importance. The North' 
American boundary, on the other hand, may perhaps have been 
defined with more precision than was absolutely necessary in a line 
of demarcation running for its whole length through a wild un* 
cleared country. 

EXPLORING EXPEDITIONS. 

Having now gone through the method of dividing the land into 
minute sections for occupation, and its further division for terri- 
torial purposes, this chapter will conclude with a short reference 
to the objects to be held in view in conducting exploring expedi- 
tions beyond the bounds of the settled districts for the purpose of 
adding to the geographical knowledge of the country and develop- 
ing its resources ; which objects are very similar in character to 
those described in page 168, when treating of the preliminary 
operations of a survey in a newly formed colony. 

The nature of the country to be traversed will, as far as this is 
known, indicate the method of travelling that must of necessity be 
adopted. Extensive inland water communication, as in the 
Canadas, points to the canoe as the readiest mode of transport ; 
comparatively open and generally gi'assy land, as in Australia and 
Southern Africa, requires the use of horses and oxen ; whilst in 
many other countries the thick underwood can, in parts, be 
traversed only on foot ; and barren deserts by the aid of camels. 
These different modes of locomotion evidently all require different 
preliminary arrangements. The objects in view, however, are 
much the same in all cases ;t viz., a knowledge of the climate, 
soil, native population, geological formation, botanical character, 
of the country, and its resources of all kinds ; as well as the deli- 

* Mr. Tyera. 

+ Expeditions for cue single definite object, such as tracing the sources of a river, 
&c., are not intended to be here referred to. 
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neation (as perfect as the time and means that are available will 
admit) of the natural features of the ground. 

All points known as portions of the settled country being soon 
left behind, the explorer has to trust to his own judgment as to 
the best directions in which to conduct his party; to his own 
-energy in overcoming the natural obstacles that he will be certain 
to encounter; and his own practical skill in fixing at proper 
intervals his different positions by means of astronomical observa- 
tions, and mastering rapidly the general massive features of the 
ground for the purpose of making a rough sketeh of the country 
passed over, showing more particularly the directions of the 
principal ranges of hiUs, and of rivers and watercourses. 

In a large party these labours may often be subdivided advan- 
tageously ; but the leader must remember that the entire reapo^v- 
sibility still rests with him ; and if he does not actually participate 
in every portion of the work, he must nevertheless exert a general 
influence over the whole. 

As regards the fixing, with as much accuracy as may be attain- 
able, the various positions of encampments, the directions and 
sources of rivers, and all marked prominent features, much as- 
sistance is to be obtained by carrying on, as far as it can be done, 
a species of rough triangulation (with a sextant or other portable 
instrument) from the extreme trigonometrical stations, or from any 
prominent landmarks the positions of which are known and repre- 
sented on the plans. Tliis may however very soon become imprac- 
ticable from the nature of the country or other causes, and the 
traveller then finds himself much in the same predicament as at 
sea, having little beyond his dead reckoning to trust to for the 
delineation on paper of his day's work. In this position he must 
look to the heavens for his guide ; and hence the necessity for his 
becoming himself, or having with him, a good and rapid observer. 

At sea, the latitude is always obtained at noon by a meridian 
altitude of the sun* (when visible) ; "sights" as they term obser- 
vations of single altitude for time, having been taken three or four 
hours before. The latitude obtained at noon is then reduced by 

* For the method of calculating the latitude from a meridian altitude, see Chapter 
XII. 



184 COLONIAL SURVEYING. 

(lead reckoning to what it would have been at the time and place 
of the morning observation (using the traverse table), and with 
this deduced latitude the hour angle is computed,* and the 
equation of time plus or minus applied for the mean local time ; 
which, when compared with the Greenwich time, shown by the 
chronometer (allowing for its rate and error), gives the longitude 
east or west of Greenwich at the time of tlve morning observation. 

By applying, by dead reckoning, the change in longitude 
between that time and noon, the longitude of the ship at noon is 
obtained, — the latitude has already been found by direct observa- 
tion, — and the two determinations afford the means of recording' 
upon the chart the position of the ship at noon on that day. 

Somewhat similar to the above proceeding must be that of the 
explorer in a wild unknown tract of country. He would not 
probably find it convenient always to obtain his latitude at noon ;. 
but he can generally do so (and more correctly) at night* by the 
meridian altitude of one or more of the stars of the first or second 
magnitude, whose right ascension and declination are given in the 
Nautical Almanac. His local time can, immediately before or 
after, be ascertained by a single altitude of any other stai* out of 
the meridian (the nearer to the prime vertical the better) ; and if 
he carries a pocket chronometer upon which any dependence can 
be placed, he has thus the means, by comparison with his local 
time, of obtaining his approximate longitude, and of laying down 
his position upon paper. 

In travelling, the rate of the chronometer will probably be foiind 
to vary, and as frequent halts of two or three days are likely to 
occur, these opportunities should never be lost of ascertaining the 
change of rate. The longitude should also bo obtained occasion- 
ally by lunar observations on both sides of the meridian ; or by- 
some of the other methods given in the last chapter. 

The results deduced from such observations must not be relied 
upon within eight or ten miles, but a careful observer should 
rarely exceed these limits ; and his latitude * ought always to be 
within half a mile, or under the most unfavourable circumstances, 
one mile of the truth. See page 227 for further remarks on this 
subject. 

♦ See Chapter XII. on Practical Astronomy. 
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With these all-important data, enabling him to fix with 
approximate accuracy point after point* in his onward course, the 
explorer can have no difficulty in interpolating by angles taken 
with a sextant or with an azimuth compass, all strongly-marked 
prominent features, or in laying down his route upon paper 
con*ectly enough for the purposes of identifying particular spots, 
and giving a faithful general representation of the features of the 
ground he has travelled over. The value of this sketch will be 
much enhanced by its having recorded on it, as nearly as they can 
be ascertained by the mountain barometer or aneroid,! or by the 
temperature at which water is found to boil,t the altitudes of the 
most important positions, as the summits of hills, the levels of 
plains, and sources of springs and rivers. 

Daily meteorological obsei-vations, even of the most simple 
character, such as merely recording the readings of the thermo- 
meter and barometer at stated times, will also prove of essential 
service as illustrative of the climate ; and these will be of 
additional value if accompanied by a record of the quantity of i*ain 
fallen on diflFerent days should any portion of the party be 
stationary for sufficient length of time at any one spot to make 
these observations. If not provided with a rain gauge of a better 
description, a tin pipe with a large funnel, the area of the top of 
which bears a certain proportion to that of the tube, will _ 
answer perfectly to measure the quantity of water fallen 's^^ 
A light graduated wooden rod is fixed in a cork float, and 
indicates, above the level of the top of the funnel, the 
number of inches ; — the graduations of the rod of course 5 
being proportioned to the ratio between the areas of the 
surface of the funnel and that of the tube. Thus, if the pro- 
portion is ten to one, the measuring rod will be lifted 10 inches for 
every inch of rain. 

* The distances between }>ositions, the latitudes and longitndes of which have been 
determined, can be easily calculated in the manner described in the next Chapter; by 
which means they can be laid down with more accuracy, if the extent of ground 
travelled over is not very great. 

t See Chapter XII. + See page 123. 
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CHAPTER XI. 

OEODESICAL OPERATIONS CONNECTED WITH A TRIGONOMETMOAL 

SURVEY. 

In the words of Sir J. Herschel, " Astronomical Geography has 
for its objects the exact knowledge of the form and dimensions of 
the earth, the parts of its surface occupied by sea and land, and 
the configuration of the surface of the latter regarded as pro- 
tuberant above the ocean, and broken into the various forms of 
mountain, table land, and valley." 

The FORM OF the Earth is popularly considered as a sphere, 
but extensive geodesical operations prove its true figure to be that 
of an oblate spheroid, flattened at the poles, or protubemnt at the 
equator ; the polar axis being about ^^ part shorter than the 
equatorial diameter.* This result is arrived at by the measure- 
ment of ai'cs of the meridian in difierent latitudes, by which it is 
xiscertained beyond the possibility of doubt, that the length of a 

* The exact determination of arcs of the meridian measured in France, and also the 
comparison of tlio three portions into which the arc of the meridian between Clifton 
and Dnnnose was divided, presenting the same anomaly of the degrees appearing to 
diminish as they approach the pole, are opposed to the figure of the earth being 
cxacUi/ a h<nnogencoii8 or oblate ellipsoid; but its approximation to that figure is so 
close that calculations based upon it are not affected by the supposed slight differ- 
ence. The proximity of the extreme stations to mountainous districts was supposed 
to have beeu partly the cause of this discrepancy, as the attraction of high land, by 
affecting the plummet of tlie Zenith Sector, might have vitiated the observations for 
the difference of latitude between two stations. A survey was undertaken by Dr. 
Haskeylenc solely to establish the truth of this supposition, the account of which is 
published in the " Philosophical Transactions '* for 1775. A distance of upwards of 
4000 feet was accurately measured between two stations, one on the north and the 
other on the south side of a mountain in Perthshire. The difference of latitude 
between these extremities of the measured distance was, from a number of most 
careful observations, determined to be 64" '6. Qtodesically this arc ought to have been 
■only 42' '9, showing an error of 11 "'7 due to the deflection of the plummet 
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<legiee at the equator is the least tluU can be measured, and that 
this length increases as we advance towards the pole ; whence the 
greater degree of curvature at the former, and the flattening at 
the latter, is directly inferred. 

The equatorial diameter of the earth, as derived from the 
Ordnance Survey, is 7926*610 miles, the ellipticity is ^.-jir- 

The mean specific gravity of the earth, as derived from the 
observations at Arthur's Seat (voL vi. R E. Prof. Papers), is 5'316. 
By the Schehallean observations, as finally corrected by Hutton, 
the mean specific gravity is -J^, or almost 5*0. 

From the experiments with balls are the following results : — 
By Cavendish, as corrected by Baily 5*448 

ByBaUy 5*67 

By B-eich 5*44 

From the pendulum experiment, at a great depth and on the 
surface, the Astronomer Royal obtained 6*566. 

Our " diminutive measures " can only be applied to compara- 
tively small portions of the surface of the earth in succession ; 
but from thence we are enabled, by geometrical reasoning, to 
deduce the form and dimensions of the whole mass. 

There are two difficulties attending the measurement of any 
<lefinite portion of the earth's circumference (such as one degree, 
for instance*) in the direction of the meridian, independent of 
those caused by the distance along which it is to be carried : the 
first is, the necessity of an undeviating measurement in the true 
direction of a great circle ; and the second, the determination of 
the exact spot where tlte degree ends. 

The earth having on its surface no landmarks to guide us in 
such an undertaking, we must have recoui-se to the heavens ; and 
though by the aid of the stars t we can ascei'tain when we have 
accomplished exactly a degi^ee, it is far more convenient to fix 

* More than an entire degree (aboat 100 miles) was actuaUy measured on the 
ground in Pennsylvania, by Messrs. Mason and Dixon, with wooden rectangular frames, 
20 feet long each, laid perfectly level, without any triangulation. Page 1 0, ' 'Discours 
Pr^liminaire, Base du Systfcme M^trique," and ** Philosophical Transactions" for 1768. 

t The stars whose meridional altitudes are observed for the determination of the 
latitude should be selected among those passing through, or near, the zenith of the 
place of observation, that the results may be as free as possible from any uncertainty 
as to the amount of refraction. With proper care and a gooil instrument, the latitude 
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upon two stations as the termini of the arc to be measured^ haviiiff 
as near as possible tJie same l(mgitude, and to calculate the length 
of the arc of the meridian contained between their parallels from 
a series of triangles connected with a measured base, and extending 
along the direction of the arc. From the value thus obtained, 
compared with the diflference between the latitudes of the two 
termini determined by a number of accurate astronomical observa- 
tions, can be asceii;ained of course the length of one degi-ee in the 
required latitude. 

The measurement of an Arc of the Meridian, or op 
A Parallel, is perhaps the most difScult and the most important 
of geodesical operations, and nothing beyond a brief popular de- 
scription of the modes of proceeding which have been adopted in 
this country, and elsewhere, can be here attempted. For thjB de- 
tails of the absolute measurement of the bases from which the 
elements of the triangles were deduced, as well as the various 
minute but necessary preliminary corrections, and the laborious 
analysis of the calculation by which the length of the arcs were 
determined from these data, reference must be made to the 
standard works descriptive of these operations. 

At the end of the second volume of the " Account of the Opera- 
tions on the Trigonometrical Survey of England and Wales," will 
be found all the details connected with the measurement of an arc 
of the meridian, extending from Dunnose in the Isle of Wight, to 
Clifton in Yorkshire. The calculations are resumed at page 354 
of the third volume ; the length of one degree of the arc resulting 
from which, in latitude 52** 30' (about the centre of England), being 
equal to 365,091.7 feet.* 

An arc of a parallel was also measured in the course of the 
trigonometrical survey between Beachy Head and Dunnose, in 
1794, but fault has been since found with the triangulation, and 
corrections have been applied to the longitudes deduced therefrom, 
which are alluded to in "The Chronometer Observations for the 

for 80 important a purpose ought to bo determined iwrithin one seco7id of space, unless 
local canses interfere to affect the result. 

* " Loomis," 1870, gives equatorial radius 20923599.98 English feet ; compres- 
sion of the earth 14-299.152818: degree of latitude at equator 362,748.33 feet ; 
degree of latitude at 45^ 364,571.77 feet. 
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Difference of the Longitudes of Dover and Falmouth," by Dr. 
Tiarks, published in "The Phil. Tmns. for 1824," and in Mr. 
Airy*s paper " On the Figure of the Earth." 

French Standard of Weights and Measures. 

The arc measured by Messrs. Mechain and Delambre between 
the parallels of Dunkirk and Barcelona, described in detail in the 
*' Base du Syst^me M^trique Decimal," had for its object (as the 
title of the work implies) not only the determination of the figure 
of the earth, but also that of some certain standard, which, being 
an aliquot part of a degree of the meridian in the mean latitude 
of 45°, might be for ever recognised by all nations as the unit of 
meamirenieTvt. To have any idea of the labour and science devoted 
to this pui-pose, it is necessary to refer to the work itself, in which 
will be found the reasons for preferring a portion of the measure- 
ment of the surface of the globe involving OTiXy tlie consideration 
of space, to the length of a pendulum vibrating seconds having 
reference both to time and space. In addition to the determina- 
tion of this standard of linear measurement, which was denomi- 
nated the " metre," and defined to be the ten-millionth part of a 
quarter of a great circle passing through the poles,* the Committee, 
consisting of all the most distinguished scientific men on the Con- 
tinent, agreed also upon a standard of weight derived from the 
same source. A cube, each side -V part of the metre, or a "dSci- 
metre " (chosen on account of its convenient size), was supposed to 
be filled with distilled water of the temperature oficejtist melting ; 
and the weight of the fluid constituted the ** kilogramme" This 

* The French Commissioners, however, having in their calcuktions employed jj^ as 
their value of the earth*8 compression, now known to be incorrect, the metre, strictly 
speaking, can no longer be so defined. The determination of the value of the English 
standard — the yard— has been recommended by the commissioners appointed in 1841 
for the restoration of the standards of weight and measures after the injury done to 
the original standard by the burning of the House of Commons in which it was depo- 
sited, to be effected by joint reference to the three standards extant upon which most 
reliance can be placed ; viz., those belonging to the Boyal Society, the Royal Astro- 
nomical Society, and the Board of Oi*dnance, instead of having recourse to the 
standard previously established by Act of Parliament, of the length of a pendulum 
vibrating seconds at a fixed temperature in the latitude of London. Mr. Baily states 
this length at the level of the sea, in vacuo, at the temperature of 62** Fahr., by Sir 
O. Shuckburgh*s scale, to be 39*1393 inches. 
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temperature was selected as being j^ointed put by natui^e, and in- 
dependent of any artificial gradations ; and also as being the point 
at which the cUimty of water is nearly a maximum, as it ea^panda 
immediately on solidifying, aWtough down to about 40® it con- 
tinues gi-adually to condense. No other substance either liquid or 
solid combines so many recommendations ; but the diflSculty that 
arose was to construct a solid mass representing this weight of 
water which might be kept as a standard ; their method of over- 
coming this is explained at pp. 563, 626, and the following pages 
of the third volume. " Bodies of unequal specific gravities ixiay 
weigh equally in one state of the atmosphere, but not so in one of 
either greater or less density, and a vacuum was therefore of neces- 
sity resorted to." In the words of the Report (vol. iii. p. 565), 
" Cost au poids du decimetre cube d'eau distillde, k sa plus grande 
density, qu'on doit faire ^gal le poids d'une masse solide donn^e, 
tons les deux ^tant supposes dans le vide ; voil^ i\ quoi se reduisait 
la question de la fixation de Tunit^ de poids." In the end, cylin- 
ders of platinum and of brass were constructed, of precisely the 
same weight as the kilogramme of water, both weighed in a 
vacuum. These two, from the diflFerence of their masses, evidently 
would not weigh alike in the air. A brass cylinder (of which 
several were made) was kept as a standard for public use ; the 
platinum presented to the " Institut," to be deposited there as " le 
representatif d'une masse d'eau prise k son maximum de condensa- 
tion, contenue dans le cube du decimetre, et pesee dans le vide." 

During the progiess of these operations, observations were made 
by Borda (whose repeating circles of 16 and 16i inches diameter 
were used in triangulation), on the length of a pendulum vibrating 
seconds at the level of the sea, in the latitude of 45°, at one deter- 
minate temperature. The length of this pendulum (of platina) 
was ascertained in millimetres, and was declared by the Committee 
to be so accurate, as to serve, in case of any accident happening to 
the standard, to construct again the unit of measurement without 
another reference to an arc of the meridian. 

The prolongation of the measurement of this arc from Bar- 
celona to Formentera, the most southerly of the Balearic Isles, and 
its connection with England and Scotland, was published in 1821 
by Messrs. Biot and Arago (under whom the operations were con- 
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ducted), in a work entitled " Recueil des Observations G^od^siques,. 
Astronomiques, et Physiques." The whole arc measured amounted 
nearly to 12 J*", and was crossed at about half its length by the 
mean parallel of 45*". 

Principal Measured Arcs of Meridian. 

The following table, taken from Mr. Airy*s " Figure of ther 
Earth," published in the Encyclopaedia Metropolitana," shows the 
length of the principal arcs of meridian and parallel that have been 
measured in different latitudes : — 



ARCS OF MEBIDIAN. 



Latitude of 
Mid. Point. 



Peruvian Arc, calculated by Delambre . 

Maupertuis' Swedish Arc 

French Arc, by LacaiUe and Cassini 

Roman Arc, by Boscovich 

Lacaille's Arc, near the Cape of Good ) 

Hope J 

Amencan Arc, by Mason and Dixon 
French Arc, from Formentera to Dunkirk 

Svanberg's Swedish Arc 

English Arc, from Dunnose to Burleigh ) 

Moor ( 

Lambton's first Indian Arc .... 
Lambton*s second Indian Arc, as ex- ) 

tended by Everest | 

Piedmontese Arc, by Plan! and Carlini . 

Hanoverian Arc, by Gaufs 

Russian Arc, by Struve 



r 81' 0" 

66 19 37 

46 52 2 

42 59 

33 18 30 



39 12 
44 51 




2 



66 20 10 

52 35 45 

12 82 21 

16 8 22 

44 57 80 

52 32 17 

58 17 37 



Amplitude of 
Arc. 



3" r 

57 

8 20 

2 9 



30-4 
0.3 

47 



1 13 17-5 



1 28 

12 22 

1 37 

3 57 

1 34 

15 57 

1 7 

2 

3 35 



45 

12-6 

19-3 

13-1 

56-4 

40-2 

31-1 

57-4 

5-2 



Length in 
Eng. ft. 



1131057 
351832 

3040605 
787919 

445506 

588100 

4509402 

598278 

1442958 

574868 

5794599 

414657 

786426 

1009742 



- 



ABCS OF PARALLEL. 


Latitude. 


Extent in 
Longitude. 


Length in 
Fjig. ft 


Arc across the mouth of the Bhone, by ) 
LacaiUe and Ca.ssiui \ 

General Roy's Arc, between Beachy ) 
Head and Dunnose { 

Arc from Dover to Falmouth .... 

iVrc from Padua to Marennes .... 


48" 81' 50" 

50 44 24 

50 44 24 
45 43 12 


1" 58' 19' 

1 26 47-9 

6 22 6 
12 59 8-8 


503022 

33C099 

1474775 
3316976 



The detailed accounts of the measurements of these arcs are to 
be found in the works of Puissant, Cassini, Biot, Arago, Borda ; in 
Colonel Lambton's papers in the "Philosophical Transactions" 
(1818 and 1823) ; and in the works of Captain Everest, published 
in 1839 ; and a popular description of the different methods 
adopted for the measurement of the bases, in each of these opera- 
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tions, is given in the paper '' On the Figure of the Earth/' in the 
'' Encyclopaedia Metropolitana/' from which the foregoing table 
was extracted 

The conclusion drawn by Professor Airy from the above measures 
is, that " the measured arcs may be represented nearly enough ofi 
iJie wJiole, by supposing the earth's surface at the level of the sea, 
or at the level at which water communicating freely with the sea, 
would stand, to be an ellipsoid of revolution whose polar semi-axis 
is 20853810 English feet, or 3949-583 miles ;* and whose equatorial 
radius is 20923713 feet, or 3962824 miles. The ratio of the axis 
is 298*33 to 299*33 : and the ellipticity (measured by the quotient 
of the diflference of the axis by the smaller is -r^hii* ^^ '003352. 
The meridional quadrant is 32811980 feet, and one minute= 
6076-2777 feet." 

Mr. Baily assumes the proportion between the polar axis and 
the equatorial diameter to be as 304 to 305, whence the com- 
pression amounts to ^jt- 

The most general valuation of the compression is ^i o-> ^^d in 
the numerous tables of compression, given by Dr. Pearson in 
his invaluable work on Piuctical Astronomy, it varies from .j^ 

Instructions for conducting the measurement of arcs of the 
meridian will be found in Francoeur, page 148, and also in 
Puissant's " Geodesic," vol. L p. 242, and in the 12th chapter of 
Woodhouse's " Trigonometry." Below is given a popular account 
of the methods of procedure. 

The line A X in the figure annexed (Jig, 1) represents a portion 
of an arc of the meridian on which it is required to measure the 
length of one degree. A and L ai'e the two stations selected as 
the extreme points to be connected by a series of triangles ABC, 

♦RE. Prof. Papers, Vol. VII., Sir H. James states— 

Ist. The elements of the spheroid most nearly repi-osenting the surface of Great 

Britain arc, 

Feet Miles. 

Equatorial 8cmi-diameter= 20926249 =3963 '305 ) compression = ^ 
Polar semi-diamcter = 20856337 « 3950*064 i 299-33 

2nd. The elements of the spheroid most nearly representing the whole of the mea- 
sured areas considered in his paper are, 

Equatorial semi-diameter =20924933 =3963 '057) _ 1 

Polar semi-diameter =20854731 = 8949*760) "2^8*07 
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BCD, D C E, &C., runniDg along the direction of the meridian 
which pasBes through A. The vertices of these triangles, partiew- 
larly the station L, are purposely chosen as near as possible to this 
meridian line ; and the distance from A to X, the intersection of a 
perpendicular to the meridian draim through L (the distance L X 
Fig. 1. Fig. 2. 
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being short), or more correctly to X', the point of intersection with 
this meridian of ihe parotic draton through L becomes the distance 
to be attained by calculation. The length of A B, or of any other 
side, is fiivt aocuiately determined with reference to some measured 
baae, and the angles at the vertices of all the triangles observed 
with the most rigid accuracy ; and after the necessary corrections 
for spherical excess have bwn gade, with the reductions to the 



194 GEODESieAL OFERAllOKS OOKNEOTEIX WITH 

centre and to the horizon if required,* the sides of the triibagles 
are calctdated from these data, as if projected an the iurfMe of the 
globe, at the mecm level of the eea. The azimuths of all these sidee 
also require to be known, that is, the angles they respeetively 
make with the meridian, which can be calculated from A X» 
or any other azimuth which has been observed, ahd the latitudes 
of the two extreme stations must be ascertained .with all the 
minuteness of which the best instruments are capable! for 
comparison with the distance obtained by calculation between 
them. The first method that was adopted of ascertaining from 
these data the required length of A X, is termed that of obUque^ 
angled t'i'iangles, described in Francoeur's " GAxi^ie," p. 151 ; 
in "Puissant," voL i p. 243; in the "Base du Syst^me 
Mdtrique ; " and in p. 277 of Woodhouse's *' Trigonometry," 
It consists in calculating the distances A M, M M^ &c., on the 
meridian line between the intersections of the sides of these 
triangles, or their prolongations, as at ]N ; their sum evidently 
gives the total length A X. 

The preliminary steps of the second method are the same ; but 
instead of finding the distances A M, M M', &c., the perpendiculars 
to the meridian J B 6, C c, D cZ, are calculated (p. 246, Fuissant's 
" Q&)d&ie," voL L), the azimuths of all the sides being known ; 
and from thence are obtained the distances on the meridian 
A 6, Ac, cN, &c., and of course the total length AX. This 
method was introduced by M. Legendre, and has been partly 
adopjbed in the calculation of the arc measured between Dunkirk 
and Barcelona described in the " Base du Systeme M^trique," as 
also on that between Dunnose and Clifton, it being considei*ed not 
only more expeditious, but also more correct. Another advantage 
of this method is (if all the triangles are intersected by the 
meridian), that by calculating the various portions of which the 
arc is composed from the right-abgled triangle formed on «ach 
side of the meridian separately, one result serves as a check upon 
the other. 

♦ FranccEtir's " G^odlsie," p. 182 ; Airy's " Kgnre of the Earth,*' p. V99. 
r t No less tfam 8^0 obsen-ations were made for the determinAtion of the Istttodo 
of Formentera. 

t Perpendiculars to the meridian in a sphere cut the equator in two points diame- 
trically opposite, but not in an ellipsoid of revolution, or in an irregular spheroid. 
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A modification of this method is described in Puissant's 
"G4od4sie,** p. 248, which consists in constructing through the 
vertices of the triangles parailels both to the mericUan A X and tJie 
perpendicfiUar A Y, without taking any account of the spherical 
excess. The intersections of these lines form, with the sides of 
the triangles, rightr-angled triangles, of which those sides are the 
hypothenuses ; and the azimuth of each being ]aiown, all the 
elements can be ascertained, as is evident by reference to^i^. 2. 
In this manner the distances of several places from the perpendi- 
cular, and the meridian passing through the observatory of Paris, 
were calculated by Cassini, 

The third method (" Puissant," vol. i p. 316) of ascertaining 
the length of the arc AX is by determining the geographical 
positions of the vertices of the triangles extending along the 
meridian, and calculating the difference of theii* parallels of 
latitude projected on the meridian, the sum of these being the 
measure of the arc. 

The measure of an arc of a paraZld is calculated by a similar 
process, which is described at p. 819 of the same work. 

The methods of calculating geodesically the latitudes, longi- 
tudes, and azimuths of the different stations from one meridian 
with the rigid accuracy required in such operations as the measure- 
ment of an arc of the meridian or parallel, will be found fully 
explained in the 12th chapter of Woodhouse's " Trigonometry;" 
in the 18th chapter of Puissant's " G^od^sie ;" and in "Francoeur." 
Their determination by astronomical observations will be treated 
of hereafter. 

On the supposition that the earth is a sphere, the calculations 
are resolved into the solution of spherical triangles. 

The accurate length of the arc on the surface of the earth 
between two veiy distant places whose latitude and longitude have 
been determined, is on account of the spheroidal figure of the 
globe a problem of great difficulty, and of no real practical utility ; 
— it is fully investigated in Puissant's " G^^ie," vol. i., p. 296.* 
Between stations however within the limits of triangulation, it is 
often useful to calculate the distance as a check upon the geode- 

• See also Prancoeuf a "G^od6sie,*' p. 208. 

o 2 
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sical operations ; and in the length of an extended line of coast, or 

in a wild countiy, where triangulation may be, 
from local obstacles or want of oieans, quite im- 
possible, the solution of this problem is of great 
importance for the purpose of laying down upon 
paper the positions of a certain number of fixed 
stations, between which the interior survey haa 
to be carried on; and it is, within such bounds, 
one of easy application, paiticularly in the latter 
case where the observations themselves are ge- 
nerally taken with portable instruments, and 
not with minute accuracy. 

In thd accompanying figure, P is the pole of 
the earth (considered as a sphere), and S and S' the two stations,, 
whose latitude and longitude are determined ; the angle S P S' is 
evidently measured by the difiference of their longitude, and P S 
and P S' are their respective latitudes ; the solution of the spherical 
triangle P S S' then gives the length of the arc S S'. 

If it is possible, when observing at S and S^ to determine the 
aavmutha of these stations from each other, that is, the angles 
F S S' and P S^ S, a more accurate result will be obtained, as 
these angles can be determined with precision, whereas the angle 
F depends upon the correctness of the observations for longitude 
at each station, which with portable instruments is always at best 
but a close approximation ; ^ and the errors in the determination 
of each may lie in the same or in different directions. In geodesi- 
cal operations, if it be possible, the reciprocal azimuths of stations 
should ahvays be observed, as well as the angles contained between 
them and other trigonometrical points. 

From these reciprocal azimuths, with the astronomical latitudes 
of each station, the difference of their longitudes, or the angle of 
inclination of their meridians, is found by Dalby's method of solu- 
tion which is applicable to spheroids. This mode of determining 
the difference of longitudes by observations of reciprocal azimuths 
was practised on the Ordnance Survey, and the analysis of the 

* In cases where the difference of longitude between the two stations can be ascer- 
tained by means of signals, or by the interchange of chronometers, as explained in 
the next chapter, the measure of the angle P may be obtained with great accuracy. 
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theorem is given at length in p. 214 of Airy's "Figure of the 
Earth." In the course of the investigation it is proved, that the 
spherical excess in a spheroidal triangle is equal to that in a 
spherical triangle whose vertices have the same astronomical lati- 
tudes and the same difference of longitude ; from whence results 
the following simple rule — 

tan ^ diff. longitudes =^ ^j^i ga^ ^f i^t ^ ^^* i ^^^ of azimuthal angles. 
Generally, a small error in the latitudes produces no sensible 
•error in the determination, but, in the azimuths accuracy is of 
vital importance ; when the latitudes are small, their correctness 
becomes of consequence, and the method is not therefore well 
^apted for stations near the equator. 

The angle at the pole formed by the two meridians being thus 
obtained, the distance S S' between the stations can be found 
neaily in the triangle P S S' ; this arc, however, must be converted 
into its corresponding value in distance on the surface of the 
•earth; and if its spheroidal figure be taken into account, the 
radius of curvature must be ascertained for the middle lati- 
tude i (i-0- 

RADIUS OF CURVATURE. 

On the other hand, to obtain geodeaicaUy the latitudes, longi- 
tudes, and azimuths of stations from others whose positions on the 
surface of the globe have been determined by triangulation, it is 
necessary to be able to convert any measured or calculated dis- 
tances on the earth's surface into arcs ; for which purpose the 
radius of curvature of the arc in question is required, to obtain 
an accurate result. In a paper published by Mr. Galbraith, in the 
51st number of the "Edinburgh New Philosophical Journal/* 
tables are given to facilitate this preliminary computation, whether 
the arc be in the direction of a meridian, of a perpendicular to the 
meridian, or forming an oblique angle with it — as also those for the 
azimuths, latitudes and longitudes, and convergence of meridians. 

The formula given in the "Synopsis of Practical Philosophy" 
for the radius of curvature at any point of the terrestrial meridian, 
supposing the earth to be an oblate spheroid, is as follows, a and 
h being the equatorial and polar semi-axes, I the latitude, c= 
(a— 6) the compression :— 
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r « a — 2c + 3c. 9in 2Z, 
or = a — ~ ^ C08 H. 

At p. 192 of Mr. Airy's " Figure of the EartV the following 
method is given for determining the rSdius of curvature : — 

" The latitudes of the places 
P and Q, whether on the 9ame 
meridian or not, are the com- 
plements of the angles j) P «, 
5Q«, respectively, which are 
included by the verticals at 
the places, and the lines drawn 
to the celestial pole. And if 
S be any star which can be 
observed at both places, the 
angle «P2>=«P S+S P|), and 
9 Q J = « Q S + S Q 9; consi- 
dering, therefore, the angles S Q«, «P S as equal, the diflFerence of 
latitudes is the same as the difference of SPjp, SQj; that is, it 
is the same as the difference of the zenith distances of the same 
star at the two places, and can therefore be easily found. Now, 
if the places P and Q be on the same meridian, their verticals 
will intersect in some point D ; and the difference of latitudes, 
which is the diffBrence of « Q g and « Pp, or (P r being parallel to 
Q 3) the difference of « P r and 9 P p is equal to r P 2? or Q D P, 
the angles contained by the verticals. The length P Q being 
known from measurement, and the angle P D Q, or the difference 
of latitude, being found by observations of the zenith distances of a 
star, the length of P D or Q D, or tfi« radius of curvature, is found. 

" Again, if T and V be two places 
on different meridians, and if 
planes be drawn through these 
places and through the aids, AC, of 
the earth, the angle made by these 
planes (or the difference of the longi- 
tudes) may be determined astronomi- 
cally. Now, instead of T we have a 
place t, whose latitude is the same as that of V ; and if we draw 
YW,tW perpendicular to the axis, the angle between the 
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planes will be the same as the angle V W ^. The distance V t 
being measured (or otherwise obtained)^ and the angle V W t| oc 
the difference of longitude, being found, the length of V W, or 
t W, or the radius of a parallel, will be found. Mther of the 
measures will give this line, which will materially assist iv 
determining the earth's form and dimensions, but they cannot 
easily be combined : the difference of latitude can be ascertained 
with so much greater accuracy than the difference of longitudei 
that measures of the former kind have generally been relied 
upon." 

This subject is still further pursued in the work from which the 
above extract has been made. 

CALCULATION OF AZIMUTHS. 

It may also be require to calculate with the greatest exactness 
the azimuths or true bearings of two distant stations from each 
other, the latitudes and difference of longitudes of these points 
having been determined by obseiTation; as was the case in 
marking the North American boundary in 1845, when one li^e 
sixty<four miles in length was cut through the dense Canadian 
forest upon bearings from each of the extremities computed by 
the following directions and formulae furnished by ifcr. Airy. 

Convert the difference of longitude found in time into arc. 

From the latitudes of the stations compute the following 
formulae : — 

Tan ^ sum of spherical azimuths 

cos i diff. colat. . , j.^ , ,, , 

= 1 T-T >< cotan i difference longitudes. 

cos i sum colat. ^ ° 

Tan J difference spherical azimuths 

sine i diff. colat. ^ . ^ rrc i -1 j 

= "= — T i-r X cotan * dmei'ence longitudes. 

sine i sum colat. * ° 

The larger azimuth (at the place where the latitude is gi*eatest) 

= i sum azimuths + J diff. azimuths. 
The smaller 

= J sum azimuths — ^ diff. azimuths. 
These azimuths, found for a sphere, are thus corrected for the 
earth's spheroidal form : — 
From the above spherical azimuth find the spherical amplitudes 
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by taking the difference between each of them and 90^ ; for each 

case find an angle^ a, by the formula * 

sine colatitude 
sm a = 7= . 

Then the tangent of each of the true spheroidal amplitudes = 
cos a X tangent spherical amplitude ; the azimuths being 
obtained by applying to these 90^ additive or subtractive, 
according to the case. 

If, instead of determining astronomically and by the transmis- 
sion of chronometers the absolute latitudes and the difference of 
longitudes of these distant stations, they had been connected by 
a series of triangles, and that from this triangulation it was 
required to obtain the true bearings of each point from the oth«r 
for the purpose of running a straight line between them, the 
following is the simple process : — 

Supposing A and B to be the two stations, connected as in the 
figure by a series of triangles ; assume one side as a standard, say 
A C ; compute C E as in a plane triangle ; firom this compute 
C D, D E ; from D E compute D F ; from D F compute D B. 
With the two known sides A C and C D, and the angle A C D, 
compute A D and the angle C D A ; subtract this from the sum 




of the three angles C D E, E D F, and F D B, and you have the 
angle A D B ; with this angle and the two sides, A D and D B, 
compute the angle DBA; this is the difference between the 
bearing of A from B, and that of D from B, The latter is known, 
or can be directly observed ; whence the former is deduced. 

In the same manner the azimuth of the line A B, or the bearing 
of B from A, can be ascertained. 

* The steps by which this formula is arrived at are shown at page 846 of the 
"Corps Papers," where also will be found examples of azimuths calculated by it on 
the survey of the boundary alluded to. 
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On the North American boundary the azimuths were laid off 
with an altitude and azimuth instrument, and the line prolonged 
with a portable transit by which the party sent on in front to take 
up the rough alignement for cutting a track through the dense 
forest were directed. A torch of birch bark was moved to the 
right or left as required by concerted signals made from the 
transit, by flashing small quantities of gunpowder in an open pan, 
both the lighted torches and the flashes of gunpowder being 
visible for far greater distances* than were ever required. 

By daylight heliostats were used for keeping the advanced 
party in the right direction. 

The true bearings of the line of 64 miles in length were in 
this operation determined so accurately, that when the parties 
employed in marking it out from each extremity met about 
midway, the sum of their joint deviation from the true line was 
exactly 341 feet ; equal, as Mr. Airy observes, to " only one- 
quarter of a second of time in the difference of the longitudes, or 
only one-third of the error which would have been committed if 
the spheroidal form of the ea/rth had been neglected^ This slight 
error was corrected by running offsets at certain points along 
each line, proportioned of course to the distances from the 
extreme end. 

The distances between two places of a ship at sea are generally 
resolved by plane trigonometry; the difference of 
latitude S L, and the azimuth represented by the t^.J2^^si-n 
angle S' S L and termed the course, forming a right- .| / 

t — ' 



■/ 

/ 



7; 



angled triangle, in which S S', the nautical distance 
is determined; the other side S' L, termed the depar- t 
ture, being the sum of all the meridional distances 
passed over. 

Again, in the triangle ABC: let A B repre- 
sent the meridian distance (or departure), and 
the angle B A C be equal to the latitude, then 
A C, the hypothenuse, will be equal to the 
difference of longitude. 

* Major Robinson states as much as 40 mUes. See the narratiye of his opentioiia, 
2nd and 8rd Nombers of the Corps Papers. 
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Also, if D B represent the nautical distance, 
and C D the difference of latitudes, then BCD 
will be a right angle, and B C the departure, 
riearly equal to the meridian distance in the 
middle latitude. If then, in the triangle ABO 
the angle A B C be measured by that middle 
latUvde, A B the hypothenuse will be nearly 
equal to the difference of longitude between 
DandB. 

For further information on this subject, no 
better work can be consulted than Riddle's 
" Navigation." 
By the use of " Mercator's Projection," most of these questions 
can be solved without calculation. In this ingenious system the 
globe is conceived to be so projected on a plane that the 
meridians are aU parallel li/nes, and the elementary parts of the 
meridians and parallels bear in all latitudes the same proportion 
to each other that they do upon the globe. The uses to which 
this species of projection can be applied, and the vast benefit its 
inventi(m has proved to the navigator, will be evident by reference 
to any work on navigation. 

The latitude and longitude of any place being kno^yn, that of 

any other station within a short distance can 
be determined by plane trigonometry. Suppose 
the latitude and longitude of G for instance 
to be known, from whence that of 0, an adjacent 
station, is to be determined ; the distance G 
must be measured, or obtained by triangulation, 
and the azimuth NOG observed ; then the 
difference of longitude G L between the stations 
is the sine of the angle L G to radius G ; 
and L, the difference of latitude, is the cosine 
to the same angle and radius. The following example will show 
the application of this simple method : — 

The distance of a station 0', 238 feet due south of the Rl. 
Engr. Observatory at Chatham from Gillingham Church, was 
ascertained to be 7547*4 feet, and the angle S G, the supple- 
ment of the azimuth, = 78° 55' 55" ; Gillingham Church being 




A HUGONOMSTRICAL SUfiVET. 203 



« 



situate in 5P 23' 24^^12 north latitude, and 0^ 33' 49"-41 east 
longitude. 
Then log cos 78° 55' 35'^— 9283243 

log 7547-4— 3-877796 

~ - - 

log 1448-9— 3-161 039 Difil of lat. (north), in feet. 

And log sine 78° 55' 55''— 9*991846 
log 7547-4— 3-877796 



log 7407- —3-869642 Diff. of long, (west), in feet. 

The lengths of one second of latitude and longitude in latitude 
51° 23' are— Latitude 102-02 feet. 

Longitude 63*41 feet. 
1448-9 + 238 



10202 



16*-53 Difference of latitude in arc, 



7407 
and -'|r| r=116"-8=l' 56"-8 Difference of longitude in arc. 

Latitude. Longitude. 

Gillingham Church N. 51° 23' 24"12 E. 0° 33^ 49"-41 

Difference N. . . + 16-53 W. 1' 56 -8 



Observatory . . . 5r 23' 40 '65 0° 31' 52 6 



Variation of the Compass. — It is always necessary to ascer- 
tain the variation of the compass before plotting any survey, for 
the purpose of protracting such parts of the interior details as have 
been filled in by magnetic bearings, and also of marking the direc- 
tion of the magnetic meridian upon detached plans. The laws of 
this variation * are at present but little known ; and it is only by 
accumulating a vast number of observations at different places, 
and at different periods, that the position of the magnetic poles 
and the annual variation and dip can be ascertained accurately. 

A meridian line being once marked on the ground, the bearing 
of this line by the compass is of course the variation east or west. 
It can be traced with an altitude and azimuth instrument, or even 
a good theodolite, by observing equal attitudes and azimuths of 

♦ There is also often a local variation due to proximity to "raaguetic rocks, wliicli 
renders the compass observations worthless. 
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the sun, or a star, on different sides of the meridian. With the 
latter object no correction whatever is required : the cross hairs 
are made to thread the star exactly (by following its motion with 
the tangent screws) two or three hours before its culmination ; the 
vertical arc is then clamped to this altitude, and the azimuth circle 
read off. On the star descending to the same altitude, at the same 
interval of time after its transit, it is again bisected by the cross 
hairs, and the mean between the two readings of the azimuth 
circle gives the direction of the true meridian, which being marked 
out on the ground, its bearing is then read with the compass. 

When the sun is the object observed, the altitude taken may 
be that of either the upper or lower, and the azimuth that of the 
leading or foUoiving limb; the mean of the readings of the 
azimuth circle does not necessarily therefore in this case give 
the true meridian, as correction must be applied for the change in 
the sun's declination during the interval of time between the 
obseiTations. 

If the sun's meridian altitude is increasing, as is the case from 
midwinter to midsummer, his lower limb when descending will 
have the same altitude at a greater distance from the meridian 
than befoi^e apparent noon, and the reverse when it is decreasing. 
The following formula for this correction is taken from Dr. 
Pearson : — 

X = J D X sec lat. x cosec J T, where D is the change of 
declination* in the interval of time expressed by T. 

Example :— In latitude 51' 23' 40'^ N. on May 12, 1838, the 
upper limb of the sun had equal altitudes. 
At 9h. 54m. 26-8s. A.M. ) , 

2 5 46 P.M. py ^^^^^«^^^^- 

And the readings of the azimuth circle at these times were — 

311° 47' 20'' morning observation. 
47 45 50 afternoon do. 



h. m. 8. 

12 
9 54 26-8 


360' 0' 0" 
311 47 20 


2 6 33-2 


48 12 40 



Distance from noon, A.M. 

* The 8nn*8 change of declination is given for every hour in the first page ox eh 
month in the Nautical Almanac. 
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h. m. 8. 

2 5 33-2 48** 12' 4(r azimuth A.M. 
2 5 46 47 45 50 ditto p.m. 



T=4 11 19-2 2)26 50 diflF. 
iT=2 5 39-6 

or in space SI'' 24' 64'" 13 25 

360 



359 46 35 reading of approximate 
meridian. 

The sun's change of declination in one hour of mean time on 

May 12 appears, by the Nautical Almanac, = 37'"'53, therefore 

for 2h. 5-6m., the half-interval, it is = TS'^S. 

?= W'b log. 1-8948697 

L = 61o 23' 40'" sec. 02048465 

- = 31 24 54 cosec. 02829690 

2 



241^^-37 . . 2-3826852 



Middle point .... 359° 46' 35'" 
Correction 241'"-37 . . 4 1-4 



Correct reading of true meridian 359 42 33*6 

The magnetic bearing of the pole-star, or of any circumpolar 
star at its upper or lower culmination, gives at once the variation 
of the compass ; a meridian may likewise be traced by observing 
the azimuths of a star at its greatest elongations, and taking the 
mean. 

If only one eUmgaiiia/i is observed, the sine of the angular 

J. ^ si/ne polar distance of star i_. i_ ij j x i. 

distance = — i — , ^.^ , "^ , which added to, or sub- 

cosvne Latitude 

tracted from, the observed azimuth, gives the direction of the 

meridian. 

The time at which any star is at its greatest elongation is thus 

found. The cosine of the hour angle in space = tan polar dist 

X tan lat. This hour angle divided by 15 gives the interval in 

sidereal time. 
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The other methods of finding the variation of the compass by 
the amplitude of the sun at sunrise or sunset, and by his azimuth 
at any period of the day^ requiring more calculation, will be found 
among the Astronomical Problems. 

A meridian line can be marked on the ground, without the aid 
of any instrument, with sufficient accuracy to obtain the variation 
of the needle for common purposes, by driving a picket ver- 
tically into the ground on a perfectly level surface. At three 
or four hours before noon, measure the length of its shadow 
on the ground, and from the bottom of the picket, as a centre, 
describe an arc with this distance as radius. Observe when the 
shadow intersects this arc about the same time in the after- 
noon, and the middle point between these and the picket gives 

the line of the meridian. It is of course better to have three 

* 

or four observations at different periods before and after noon ; 
and these several middle points afford means of laying out the line 
more correctly. 

Pbojections of the Sphjire.— The method hitherto described 
of laying down stations by triangulation, or by means of distances 
calculated from astronomical observations, is however only ap- 
plicable within certain limits'; as, on account of the spherical 
figure of the earth, the relative positioDS of places on the globe 
cannot be represented by any projection in geographical maps 
embracing very large portions of its surface except by altering 
more or less their real distances, the content of various tracts of 
territory, and, in fact, distorting the whole appearance, when com- 
pared with the different portions of the same country represented 
as plane surfaces. 

Either a true projection or some arbiti-aiy an*angement of the 
meridians and parallels is therefore necessarily adopted, and each 
place is marked on this skeleton according to its relative latitude 
and longitude. These projections should be preferred in which the 
geographical lines are most easily traced, and whose arraTigement 
distorts as little as possible the linear and superficial dimensions* 

* Sir Henry James states that the one-inch maps of the Ordnance Smreys of Scot- 
land and Ireland are laid down on a modification of Flamstead's projection, so that the 
sheets of each will, when put together, form one map. England has not been laid 
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DescriptionH of various projections will be found in tbe works of 
Puissant, Francceur, and other authors on the subject ; and some 
very useful explanations of the projections of the sphere in a 
treatise on " Practical Geometry and Projectiou," published by the 
Society of Useful Knowledge. 

The following short but clear definition of tbe three species of 
projection commonly used in maps, viz., the orthographic, stereo- 
graphic, and Mercator's, is taken from Sir J, F. Herschel's 
" Astronomy ;" — 

" In the orthographic projection every point of the hemisphere 
is referred to its diametral plane or base, by a perpendicular let fall 
on it, so that its representation, thus mapped on its base, is such 
as it would actually appear to an eye placed at an infinite distance 
from it. It is obvious that in this projection only the central 
portions are represented in their true forme, while the exterior is 
more and more distorted and crowded together as it approaches 
the edges of the map, Owing to this cause, the orthographic 
projection, though veiy good for vmall porttona of the globe, is of 
little service for large ones. 

" The gtereograpkic projection ■ 
is in a great measure free from 
this defect. To understand this 
method, we must conceive an eye 
to be placed at £, one extremity 
of a diameter E C B of the sphere, 
and to view the concave surface 
of the sphere, every point of 
which, as P, is referred to the 
diametral plane A D F perpen- 
dicular to E B by the visual line 

P M E, The slereograpkic projection of a sphere, then, is a- true 
perspective representation of its concavity on a diametral plane ; 
and as such it possesses some singular geometrical properties, of 
which tbe following are two of the principal : — first, all circles on 
the sphere are represented by circles in the projection ; thus the 




down upon ui]' projectioD, but by the method of parallDls nnd perpendicolui 
mtridions in different parts of the conntry. 
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circle X is projected into x : only great circles passing through 
the vertex B are projected into straight lines traversing the centre 
C ; thus B P A is projected into C A. 

"Secondly, every very small triangle QHK on the sphere is 
repi'esented hy a si/mUar triangle ghk in the projection. This 
valuable property ensures a general similarity of appearance in ' 
the map to the reality in all its parts, and enables us to project at 
least a hemisphere in a single map, without any violent distortion 
of the configurations on the surface &om their real forms. As, in 
the orthographic projection, the hm'ders of the hemisphere are 
unduly crowded tc^ther ; in the atereograpkie, their projected 
dimensions are, on the contrary, somewhat enlarged in receding 
from the centre." 

Both these projections may be considered natural ones, inasmuch 
aa they are really perspective representatums of the stirface on a 
plane ; but Mercator's projection is entirely artificial, repre- 
senting the sphere as it cannot be aeen from, any one point, hat 
aa it might he Been hy an eye carried succesaively over every paH 
ofU. The degrees of longitude are assumed equal, and of the 
value of those at the equator. The degrees of latitude are 
extended each way from the equator, retaining always their 
proper proportion to those of longitude ; consequently the 
intervals between the parallels of latitude increase from the 
equator to the poles. 



I 



9 



^- 



a 



The equator is con- 
ceived to be extended 
out into a straight line, 
and the meridians are 
straight lines at right 
augles to it, as in the 
figure. Altogether the 
general character of 
maps on this projec- 
tion is not very dissimilar to what would he produced by 
referring every point in the globe to a circumscribing cylinder, 
by lines drawn from the centre, and then unrolliDg the cylinder 
into a plane. Like the stereogi-aphic projection, it gives a true 
representation as to form of every particular small part, but 
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varies greatly in point of scale in its different regions — ^the polar 
regions, in particular, being extravagantly enlarged ; and the 
whole map, even of a single hemisphere, not being comprisable 
within any finite limits. 

The following simple directions are given by Mr. Arrowsmith 
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for a projection adapted to a map to comprehend only a limited 
portion of the globe ; for instance, that between the parallels of 
44° and 48° 30' north latitude, and longitudes 9° and 18° east of 
Greenwich. — Draw a line A B for a central meridian; divide it 
iilto the required number of degrees of latitude (4 J) ; through one 
of these points of division (say 46°) draw C D intersecting the 
meridian at right angles, and likewise draw lines through the other 
points parallel to C D. 



.1 

1. 



I*. 
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Take the breadth in minutes of a degree of longitude in lat. 
46** =41 68; from M towards C and D, set off each way one-half 
of this, 20*84 (M E . M G). Again, from N lay off on each side 
one-half of the length of a degree in lat. 47° = 4092 (NF.NH). 
Measure the diagonals G H, E F, and putting one point of the 
compasses successively on F, G, H, and E, describe the arcs 

XXX X. 

Take 41*68, the whole measurement of a longitudinal degree in 
lat 46**, and lay off the distance, G O, E O, intersecting the arcs 
a; aj a; at O O. Again, take the value of a degree in latitude 47** 
40*92, and lay off the distances F P, H P. 

This process continued until the parallels of 46° and 47° are * 
completed, the whole projection may be carried on in the same 
manner, the two parallels first drawn furnishing the respective 
points of each meridian. 

It would occupy too much space to pursue the subject further ; 
explanations of all the most useful projections will be found in the 
sixth chapter of Francoeur's " G&desie," and in other works of 
the same character. 
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PRACTICAL ASTRONOMY. 



Before proceeding to the solution of the few simple problems 
by which the latitude, longitude, and time, as also the variation 
of the compass and the azimuth of any celestial body can be deter- 
mined under different circumstances, it is considered advisable to 
explain the meaning of such terms as are most constantly met 
with in practical astronomy, and the corrections necessary to be 
applied to all observations. 

The Sextant,* Reflecting Circle, or DoUond's Repeating Circle, 
with the Artificial Horizon and Chronometer, the Barometer and 
Thermometer, are the description of portable instruments gene- 
rally used in taking astronomical observations. The Nautical 
Almanac for the year, as well as tables of logarithms and refraction, 
are also necessaiy. In an observatory, or for any extensive geode- 
sical operation, instruments are required of firmer construction, 
and admitting from their size of more minute graduation. The 
principal Observatory Instruments are the Transit, Sidereal Clock, 
Equatorial, Altitude and Azimuth Instalment ; to which may be 
added the Zenith Sector and Mural or Transit Circle. 

In all reflecting instruments the angle formed by the planes of 
the two mirrors is only half the observed angle, but the arc or 
circle is graduated to meet this effect of the principle of their 
construction ; thus an angle of 60° is mai*ked on the limb of the 
sextant 120**; and the entire circle reads 720''. 

Full descriptions, with plates, of ther methods of using and ad- 
justing the sextant and reflecting circle are given in Mr. J. Simms* 
"Treatise on Mathematical Instruments,'* which little work is, or 

* The altitude and azimuth of any celestial body can also of course be taken with 
the Theodolite,— indeed a large Theodolite of the best construction is a portable 
Altitude and Azimuth Instrument. 

p 2 
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should be, in the hands of every observer ; but a short descriptive 
outline of the management of these instruments is given below, as 
well as of the " repeating circle,"* which is, at all events in theory, 
the most perfect of the class of reflecting instruments. 

The Sextant. — So much depends upon the make of this in- 
strument that the greatest care should be taken in its selection. 

See that the pieces are well fitted together, that the screws and 
clamps work well, that there is no jar or unsteadiness in the 
working of the several parts. 

All the divisions should be clearly and finely cut ; the extreme 
divisions on the vernier should coincide exactly with divisions on 
the limb from one end to the other. There should not be the 
slightest refraction in the reflectors ; if their two surfaces are in- 
clined to one another, the image observed will appear bluired and 
badly defined. 

The arc is generally graduated to 10 minutes, and these divi- 
sions are subdivided by the vernier to 10 seconds, one-half of 
which can by aid of the reading microscope attached to the index 
arm be easily estimated, so that the instrument may be said to 
read to 5 seconds. The index is clamped to the arc when the 
observation is approximately made, which is then perfected by the 
tangent screw. At the central point of the arc on which the 
index arm revolves is fixed the silvered mirror termed the "index" 
glass, perpendicular to the plane of the instrument. To the frame 

* The repeating circle here spoken of, is a reflecling circle, having the power of 
repetition. For the determination of latitudes and longitudes on surveys of the mag- 
nitude of the Ordnance Survey of Great Britain, or for very important and delicate 
geodesical operations, the Zenith Sector, Altitude and Azimuth Instrument, and 
Portable Transit are employed. This latter, though properly an observatory instru- 
ment, can be used upon a stand formed by the stump of a large tree, or by three or 
four strong posts driven into the ground, supporting a top on which the transit is 
placed. A rough pedestal of masonry or brick-work of course answers the same pur- 
l>ose, great care being taken to secure its steadiness, and prevent its being affected by 
the movement of those about it, to ensure which, a sort of detached platform upon 
posts will be found efficient. Solid rock is considered not so suited for the founda- 
tion of this sort of pedestal as sand, or other species of earth, on account of its more 
readily conveying tremulous vibrations to the instrument. Transits of from 20 to 30 
nches focal length were thus used upon the survey (in 1845) of the North American 
Boundary, a tent made of fine canvas being contrived to protect the lights from the 
wind. 
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is attached a second glass, termed the " horizon'* glass, the lower 
half only of which is silvered, the upper being left for the pui-pose 
of direct sight of the object through it, and the plane of this second 
glass must be parallel to that of the index glass, when the index 
is at zero on the limb, any deviation from which constitutes the 
" index error.'* The telescope, also parallel to the plane of the in- 
strument, is carried by a ring attached to the other radius part of 
the frame, and can be raised or lowered bodily in order to enable 
the observer to make the object seen by direct vision and its image 
by reflection nearly equally distinct, and for observations of the 
sun the shades attached to the frame, or one of the dark glasses to 
the eye-piece, must be made use of. These dark glasses are sub- 
ject to errors due to their imperfections; in order to ascertain 
whether there is any error, bring the reflected image of the sun into 
contact with its image seen directly through the unsilvered portion 
of the horizon glass ; then removing the dark glass from eye-piece, 
set up each shade separately, and also their combinations , should 
there be any error, the angle through which the index moves to 
bring the images again into contact is to be recorded as an index 
error for each glass or shade, or combination of shades. 

In observing the altitude of the sun or a star at sea, the eye of 
the observer is directed to the line of the horizon immediately 
below the object, the reflected image of which is brought down to 
the horizon by moving forward the index. With the artificial 
horizon on shore, the two images are brought into contact on the 
surface of the mercury, and the angle observed in this case is 
double that of the former. 

There are two methods of taking the altitude of a star, either by 
allowing it to make its own contact, or by bringing it into contact 
alternately on the upper or lower side ; each method has its ad- 
vantages. In the former case, for example, with six shots, there 
would be an error -f or — due to the apparent diameter of the 
star and to the eye-error, but the observations themselves would 
be very steady ; in the latter case, also with six shots, bring the 
reflected images alternately into contact above and below the 
image as seen in artificial horizon ; this will eliminate all eye-error 
but the contact as made by the hand with tangent screw is not so 
sure as when made by the star itself in its progress. 
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The index glass is but little liable to derangement, and provi- 
sion is seldom made for altering its adjustment, the accuracy of 
which can be tested by moving the index to about the middle of 
the limb, and looking obliquely down the glass by observing if the 
circular arc, as seen by direct vision and by reflection, appears as 
it ought to do in one continuous curve without being broken at 
the point of contact. 

The horizon glass is set perpendicular to the plane of the sextant 
})y a small screw at the lower end of the frame, and it is known to 
be in adjustment when the reflected image of the object passes 
directly over that by direct vision when bix)ught into contact by 
the index arm. 

The insti'umental error, due to an imperfection in the instru- 
ment, and a constant source of annoyance to the beginner, can 
only be worked out by degrees. 

The amount of the index error (caused by the want of paral- 
lelism in the two glasses) is ascei-tained by observing if, when the 
zero of the vernier is set to on the limb, the direct and reflected 
images do or do not coincide. If they do, the index error is 
nothing ; if not, the angle the index has to move through to make 
the coincidence perfect represents the index error. The usual and 
most correct method of ascertaining this error is by measuring the 
diameter of the sun in the following manner : clamp the index at 
about 30 minutes from zero on the graduated arc and perfect the 
contact of the two images of the sun by the tangent screw, reading 
the angle ; then put the index to about the same number of 
minutes on the " arc of excess," which is a small portion of the arc 
graduated on the other side of zero, and complete the contact as 
before, again reading the number of minutes and seconds. One- 
half of the difference of these two readings is the index eiTor, -f- 
when that on the arc of excess is the greatest, and — when the 
contrary, thus, 




Reading on the arc . . . 33' 
Do. on the arc of excess . 32 


20'' 
40 


Difference 
Index error — 


40 
20 
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If these observations Lave been correctly made, ^ of the sum of kt 

the two readings should correspond with the semi-diameter of the 
sun as given in the Nautical Almanac for that day. In most 
instruments there is no means of rectifying the index error, and it 
is necessary ii*equently to ascertain if it has at all varied and to 
allow for it 4- or — in every observation. 

The parallelism of the line of coUiraation of the telescope to the 
plane of the sextant is not often deranged, and is known to be 
coiTect when two objects having an angular distance of 90° or 
more are brought into contact on the wire nearest the plane of the 
instrument and found to maintain this contact when the position 
of the sextant is altered to make the contact appear on the other 
wire. The adjustment, if any is found necessary, is made by the 
two screws which hold the collar into which the telescope screws. 

The Reflecting Circle is in principle and use the same as 
the sextant, but instead of merely an arc, the observer has an 
entire circle to work upon; it has three verniers, one of which 
carries the clamp and tangent screw, moving round the same 
centre as the index glass which is situated on the opposite face of 
the instrument. There are two handles fixed parallel to the plane 
and a movable one at right angles, which can be screwed into 
either of the others when observing horizontal angles. 
» The advantage of the reflecting circle over the sextant is that 
all index errors are negatived by the observations being taken on 
each side, and also all errors of centering, as the verniers are read 
at three equidistant points of a circle. Its scope is also far greater, 
as angles may be measured with it up to 150°, which will allow of 
the sun's double altitude being taken with it, with an arti6cial 
horizon when within 15° of the zenith. Like the sextant, these 
three adjustments are required to be perfect, 

1. The index glass being perpendicular to the plane of the circle, 
which when so fixed by the maker is seldom deranged. 

2. The horizon glass to be also perpendicular in the same plane. 

3. The line of collimation of the telescope parallel to the plane 
of the circle. 

The Repeating Circle. — Set the vernier, which moves on the 
circumference of the inner circle (as do also the horizon glass and 
telescope at the extremities of arms having one common centre), 
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^ to 2ero (or 720°), on the graduated outer circle, and clamp it. 

' Unclamp the vernier at the end of the arm carrying the index 

glass, which, when the two glasses are parallel, should read zero. 
Take the required altitude or angular distance by moving the 
index forwards till a perfect contact is obtained, and clamp it to 
the outer circle, noting the time if required, but merely reading 
approximately the angle. 

Unclamp the arm to which the telescope is attached, and, 
reversing the instrument, make the contact again on the other 
side, by moving forward this arm concentric with that carrying the 
horizon glass, (which can be done very rapidly by setting it nearly 
to the approximate angle already read, but on the other side of the 
zero of the inner circle which is graduated each way to 180°,) and 
perfect the observation by the tangent screw. The angle now 
read on the outer circle is evidently double that observed for the 
mean of the times, freed from any index error by the reversal of 
the instrument. This process may be repeated over and over 
again all round the circle as often as required, and the last angle 
shown by the vernier of the horizon glass is the only one which 
requires to be read, and divided by the number of observations for 
the mean angular measurement answering to the mean of the times. 

Instead of setting the vernier at first to 720°, it may be read off 
at any angle as with the theodolite ; but the method described- 
above is preferable. 

The Artificial Horizon alluded to as being a necessary 
adjunct to the use of all reflecting instruments, consists generally of 
a small oblong box, with a glass cover (usually made to fold back 
into the box to render the whole portable), into which mercury 
strained quite free from impurities is poured when required for 
observation. To avoid the use of mercury, which is inconvenient to 
carry, various other contrivances have been tried, among others a 
circular plate of glass blackened behind, adjusted to a horizontal 
plane by means of a spirit level and screws, but it is not to be 
equally trusted. Oil or treacle would answer for the purpose in place 
of mercury, but would not give so clear an image. 

The artificial horizon when used must be placed on some solid 

support not liable to vibration, (otherwise the surface of the mer- 

1; cury will never be quite at rest,) in such a position that the reflected 
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image of the object can be clearly seen ; and when the object has 
a low altitude, it must be raised nearly to the level of the eye of 
the observer. 

In observing, the image of the object reflected fi-om the index to 
the horizon glass must be brought down by a gentle forward move- 
ment of the index until it is nearly in contact with that seen on 
the surface of the mercury, when the index arm is clamped and the 
observation completed by the tangent screw. 

When the loiuer limbs of the sim are in apparent contact, the 
image reflected from the index glass appears uppermost ; when the 
upper limb, of course the reverse. With the inverting telescope 
generally used with reflecting instruments, the lower limb seen in 
the mercury always appears the upper, and vice verad ; and the 
index must be moved in the contrary direction to that the object 
appears to take in order to keep it in the field of view. 

The angle observed with an artificial horizon is, as has been 
before stated, always double the angle of elevation above the 
sensible horizon. 

Definition of Terms. 

The terms answering to ter^^esti^l longitude and latitvde, when 
referred to the celestial sphere, are i*ight ascension and declination; 
the former being measured on the equinoctial (or the plane of the 
equator produced to the heavens) commencing from the first point 
of Aries, which for many reasons has been taken as the conven- 
tional point of departure in the celestial sphere ; and the latter on 
great circles perpendicular to the equinoctial and meeting at the 
poles, being reckoned north or south of this plane. 

A confusion is caused, often puzzling to beginners, by the intro- 
duction of the terms longitude and latitude in the celestial nomen- 
clature, having a different meaning from the same expressions as 
applied to the situation of places on the earth ; they have reference 
to the ecliptic instead of the equinoctial; celestial longitudes 
commence also from the intersection of these two planes. 

This point has a constant gradual irregular retrograde motion on 
the ecliptic caused by the combined varying influences of the sun 
and moon upon the bulging equatorial portion of the spheroidal 
form of the earth, whereby the intersection of the planes of the 
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equator and ecliptic recedes annually in a direction contrary to the 
signs at the rate of about 50*3'^ The result of this is a slow cir- 
cular motion of the pole of the equator round that of the ecliptic, 
the revolution being completed in about 25,800 years. The in- 
fluence exerted by the sun in this phenomenon is to that of the 
moon in the ratio of nearly 2 to 5, but not always in the same 
direction, and the result given above is due to the combination of 
those disturbing causes termed solar precession and nutation. A 
full and lucid description of these and all other irregularities in the 
earth's motion will be found in Woodhouse and Sir J. Herschel's 
" Astronomy." The angle of inclination of the planes of the equator 
and ecliptic, termed the "obliquity of the ecliptic," is about 
23° 27' 30^ and varies slowly at the rate of 0*4755'' per annum, 
but its maximum variation cannot exceed 2° 42'. The longitudes 
as well as the right ascensions and declinations, even of the fixed 
stars, are constantly undergoing a slight change, though imper- 
ceptible to measurement in short intervals of time. The cor- 
rections for their places on this account, as well as on that of their 
aberration* are allowed for in the "catalogue of the hundred 
principal stars," given in the Nautical Almanac for every tenth 
day, and can easily be calculated for any particular period of time. 
Great circles perpendicular to the horizon, and meeting in the 
zenith and nadir, are called vertical circles ; on these the altitudes 
of objects above the horizon are measured ; the complements to 
these altitudes are termed zenith distances; and the arc of the 
horizon contained between a vertical circle, passing through any 
object and the plane of the meridian, is termed the azimuth of 
that object. The altitude and azimuth of any object being 
known, its place in the visible heavens at that moment is deter- 
mined ; whereas the latitude and longitude, or the right ascension 
and declination, fix its place in the celestial sphere. 

* The light from any celestial body is propagated by a progressive motion at the 
rate of 200,000 miles per second. If the observer were stationary, the result would be 
the same as if it were instantaneous ; but as he participates in the motion of the 
revolution of the earth, the point in space in which the object is actually situated is 
not that in which it appears at the time of observation in the axis of the telescope, 
which has in the interval moved forwards with the rotary motion of the earth. 
This difference between the real and apparent place of the star is termed its 
** Aberration." 
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The right ascension and declination of any celestial object can 
evidently be determined from its latitude and longitude, and vice 
verad ; the obliquity of the ecliptic, or the angle it forms with the 
equinoctial, being known. 

The sensible horizon is an imaginary plane tangential to the 
earth at the place of the observer ; whereas the rational horizon 
(to which all altitudes must be reduced by the correction for 
parallax) is a plane parallel to the former, passing through the 
centre of the globe : altitudes require also another correction 
for the effects of refraction* which, it has been already explained 
in Chap. V., causes the apparent place of any object to be always 
elevated above its real place ; the correction is therefore sub- 
tractive. 

The first correction alluded to, that for parallax,\ is always 
additive. This term, as applied in its limited sense to altitudes 
of celestial objects, is meant to express the angle subtended by 
the semi-diameter of the earth at the distance of the object 
observed. Altitudes of the moon, from her proximity to the earth, 
are most affected by parallax : it is also always to be taken into 
account in observing altitudes of the sun, or any of the planets ; 
but the fixed stars have no appredahle parallax, owing to their 
immeasurable X distance from our globe. 




In the figure above, H O is the sensible^ and R L the rational 
horizon ; S the real place of the object, and S' its apparent place, 

* See the tenth chapter of "Woodhouse's '* Astronomy" for the explanation of the 
method of obtaining the constant of refraction, and the- different values of this 
quantity, generally estimated at 57". 

t For a further explanation of Parallax in a more general sense, see Sir J. F. 
Ilerschel's " Astronomy," p. 47. 

X At least 5000 million times the diameter of the globe. 
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elevated by refraction ; S' H is the angle observed ; S O II the 
altitude corrected for refraction, and SLR the same altitude cor- 
rected both for refraction and parallax, being equal to the angle 
S H+0 S L, the parallax. 

It is evident that the equatorial parallax of any object (which 
is that given in the Nautical Almanac), being subtended by the 
semi-diameter of the earth at the equator, is always the greatest, 
and that at the poles the least The diminution, according to the 
latitude of the place of observation, can be obtained from tables 
constructed for the purpose. The parallax in any latitude is also 
greatest at the horizon, and diminishes as the object approaches 
the zenith, where it vanishes. 

Another correction that must be applied to the observed 
altitudes of the sun or moon is that for their semi-diameters, plus 
or minus, according as the upper or lower limb has been taken :* 
this quantity is found for each day of the month in the Nautical 
Almanac. 

When observations are made at sea, an allowance must be made 
for the height of the eye above the horizon : this correction, termed 
the dip, is evidently always suhtractive ; and in observing with a 
sextant, it is always necessary to ascertain and apply its index 
ei^or, which term is meant to express the deviation of the read- 
ing of the instrument from zero, when the direct and reflected 
images of an object are made exactly to coincide, in which case the 
horizon and index glasses ai*e parallel. 

The usual method of ascertaining the amount of this error of 
the instrument in astronomical observations, is by measuring the 
diameter of the sun on different sides of the true zero, and is done 
as follows : — set the vernier at about half a degree from zero on 
the graduated limb, and perfect the contact of the two limhs with 
tlie tangent screw,"f" noting the reading : unclamp the index, and 
set the vernier again to about the same distance on the other side 
of zero, termed the arc of excess (which is divided for a few degrees 

* When several observations are taken, the necessity for this correction can be 
obviated by observing alternately the upper and lower limb. 

+ In using the tangent screw, a perceptible difference is found between a progreS' 
five and a retrograde motion — the latter had better always be avoided. A difference 
it alfo found in different parts of the length of the screw. 
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for this purpose), observing alsu this reading, when the contact has 
been again perfected ; half the difference will evidently be the 
index error, + when the reading of the arc of excess is the greatest, 
and— when that of the limb: thus, 



Reading on the arc 32' 
On arc of excess 33 



10" 



Index error+ 35 



These definitions are rendered more evident by reference to 
the figure below, taken from Sir J. Herschel's Treatise on 
Astronomy, published in the Cabinet Cyclopaedia. 

" Let C be the centre of the earth, N C S its cuds ; then are 
N and S its poles ; E Q its eqiuUor ; A R the parallel of latitude 
of the station A on its surface ; A P, paiallel to S C n, the direc- 
tion in which an observer at A will see the elevated pole of the 
heavens ; and AZ, the prolongation of the terrestrial radius C A, 
that of bis zenith ; N A E S will be his meridian ; N G S that of 
some fixed station, as Greenwich ; and G E, or the spherical angle 




G N E, his longitude, and E A his latitude. Moreover, if n e be a 
plane touching the surface in A, this will be his sensible horizon ; 
n A 8, marked on that plane by its intersection with his meridian, 
will be his meridian line, and n and e the north and south points 
of his horizoa" 
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"Again, neglecting the size of the earth, or conceiving him 
stationed at its centre, and refen'ing everything to his rcUional 
horizon, let the next figure represent the sphere of the heavens ; 

C the spectator ; Z his zenith ; 
and N his nadir ; then will 
H A O, a great circle of the 
sphere whose poles are Z and 
N, be his celestial horizon; 
V p the elevated and depressed 
poles of the heavens ; H P 
the altitude of the pole ; 
H P Z E O his meridian ; 
E T Q, a great circle perpen- 
dicular to P p, will be the 
equinoctial ; and if r represent 
the equinox, r T will be the right aecenaion, T S the declination, 
and P S the polar distance of any star or object S, referred to 
the equinoctial by the hour circle P S T j? ; and BSD will be the 
diurnal circle it will appear to describe about the pole. Again, if 
we refer it to the horizon by the vertical circle Z S M ; H M 
will be its azimuth, M S its altitude, and Z S its zenith distance. 
H and O are the north and south, and e and w the east and west 
points of the horizon, or of the heavens. Moreover, if H A, O o, 
be small circles, or parallels of declination touching the horizon in 
its north and south, H h will be the circle of yerpetual appari- 
tion, between which and the elevated pole the stars never set; 
O that of perpetual occultation, between which and the de- 
pressed pole they never rise. In all the zone of the heavens 
between H h and O o they rise and set ; any one of them, as S, 
remaining above the horizon in that part of its diurnal circle 
represented by A B a, and below it throughout all that represented 
by a D A." 

• From these figures it is evident that the altitude of the elevated 
pole is equal to the latitude of the spectator s geographical station, 
for the angle P A Z in the first figure, which is the co-aZtitude of 
the pole, is equal to N C A ; C N and A P being parallels whose 
vanishing point is the pole. But N C A is the co-latitude of the 
place A, whence the altitude of the pole must be equal to the 
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latitude. The equinoctial intersects the horizon in the east and 
west points, and the meridian in a point whose altitude id equal to 
the co-latitude of the pla^. 

The NATURAL STANDARDS OF THE MEASUREMENT OF TIME are 

the tropical year and the solar day, and these are in a manner 
forced upon us by nature, though, from their '^incommeTiaurability 
and vxint of perfect v/niformityj' they occasion great inconvenience, 
and oblige us, while still retaining them as standards, to have 
recourse to other aitificial divisions. In all measures of spa^e the 
subdivisions are aliquot parts ; but a year is no exact number of 
days, or even an integer with an exact fractional part ; and before 
the introduction of the new style into England in 1752, an error 
of as much as 11 days had thus crept into the calendar. 
By the present arrangement, every year whose number is not 
divisible by 4 ¥dthout remainder, consists of 365 days ; every year 
which is 80 divisible, but is not by 100, consists of 366 days ; every 
year again, which is divisible by 100, but not by 400, consists of 
only 365 days ; and every year divisible by 400, of 366. The pos- 
sibility of error is thus so far guarded against, that it cannot 
amount to one day in the course of 3000 years, which is sufficient 
for all civil reckoning, of which, however, astronomy is perfectly 
independent. 

The three divisions of time for civil and astronomical purposes 
are the apparent solar, mean solar, and sidereal day. The 
apparent solar day is the interval between two successive transits 
of the sun over the same meridian ; and from the path of the sun 
lying in the ecliptic inclined at an angle to the equator upon the 
poles of which the earth revolves, and the earth's orbit not being 
circular, it follows that the length of this day is constantly varying ; 
so that, although it is the only solar time which can be verified 
by observation, it is quite unfit for application to general use. 

The mean solar day, which is purely a conventional measure 
of time, is derived from the preceding, and is the average of the 
length of all the apparent solar days in the year, as nearly as it 
can be divided ; and this is the measure of all civil reckoning. 
Mean time is, in fact, that which would be shown by the sun if he 
moved in the equator instead of the ecliptic, with his mean 
angular velocity. 
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The difference on any day between apparent and mean thne is 
termed the equation of time, and is given for every day of the 
year at mean and apparent noon in the first and second pages of 
each month in the Nautical Almanac, additive or subtractive, 
according to the relative positions of the real, and the imaginary 
mean sun * 

A SIDEREAL DAY is the time employed by the earth in revolving 
on its own axis from one star to the same star again ; or the 
interval between two successive transits of any fixed star, which is 
always so nearly the same length, that no diflTerence can be per- 
ceived except in long intervals of time,t particularly in stars 
situated near the equator. A sidereal is 3"^ 55*'91 shorter than a 
mean solar day, and is also less than the shortest apparent solar 
day, as must be evident from the figure below, where the 
eaith, moving in its orbit, and revolving on its own axis, after any 
point on its surface. A, has by its revolution brought the star S' 
again on its meridian, must move also through the angle S' E S, 
before the arrival of the sun S on the same meridian. 




Both sidereal and apparent solar time are measured on the 
equinoctial, the former being at any particular instant the angle 
at the pole between the^r«^ point of Aries and the meridian of 
the observer ; and the latter, that contained between this meridian 
and the meridian where the sun is at the moment of observation, 
both reckoned westward ; hence the apparent solar time added to 
the sun's right ascension is the sidereal time, and when any object 
is on the meridian, the sidereal time, and the apparent right 
ascension of that object, are the same. 

* For a most lucid explanation of this varying equation, see Woodhouse*s *' Astro- 
nomy," chap, xxii., commencing at page 637 ; and also Vince's ** Astronomy," &c. 

t For the causes of this almost imperceptible variation in the length of a sidereal 
day, see Woodhouse, p. 106 ; there is, in fad, a mean and an apparent sidereal 
day. 
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It is evident that the differeDce between the ti/me at any two 
places on the earth's surface is measured by the same arc of the 
equator, which measures the difference of their lonffitudes, the 
circumference of the circle representing 360 degrees or 24 hours ; 
making 15 degrees of longitude = one hour of time. To find the 
diflFerence of longitude then between any two places, only requires 
US to be able to determine exactly the local time at each place, 
at the same i/natant ; for which purpose chronometers whose mtes 
are known, and which have been set to, or compared with, Green- 
wich mean time, are used particulaily at sea where other means 
more to be depended upon, cannot, fiom the motion of the ship, 
and the constant change of place, be always resorted to. 

From these explanations it will easily be seen that of the five 
following quantities, any three being given, the other two can be 
found by the solution of a spherical triangle, viz. : — 

1. The latitude of the place. 

2. The declination of the celestial object obseiTed. 

3. Its hour angle east or west from the meridian. 

4. Its altitude. 

5. Its azimuth. 

Thus in the triangle P Z S, named from its universal application 
the astronomical triangle — 

P is the elevated pole, Z the zenith, and S the star or object 
observed ; and the five quantities above mentioned, or their com- 




yQ 



plements, constitute the sides and angles of the spherical triangle 
Z P S ; P Z being the co-latitude, P S the co-declination, or north 
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polar distance, Z S the co-altitude or zenith distance, the angle 
Z P S the hour angle, and P Z S the azimuth. 

The further application of this triangle will be seen in the 
astronomical problems. 

In all the ordinary observations made for the determination of 
the latitude, local time, &c., the object observed may be either the 
sun, or a star whose declination and right ascension are known : 
the latter is wherever practicable, to be preferred, as the use of 
the sun always involves corrections for semidiameter and parallax; 
also in many observations of the sun, such as those of equal 
altitudes for time, or for determining the direction of a meridian 
line, or circum-meridian altitudes for finding the latitude, — still 
further corrections are requisite on account of the change of the 
sun's declination during the period embraced by the observations ; 
which corrections are avoided by using a star. 

The bisection of a star is likewise more to be depended upon 
than the observed tangent of the sun's limb. At sea, where 
minute accuracy is neither sought, nor to be obtained, and where 
at night the horizon is generally obscured, and often not to be 
discerned at all, this advantage is either not material, or not often 
to be taken advantage of; but on shore an artificial hoiizon 
is always used with reflecting instiniments, and upon this the dark- 
ness of the night has no effect. 

In all observations of a star, the clock or chronometer, if not 
already so regulated, must be reduced to sidereal time ; with the 
sun on the contrary, the timekeeper must be brought to mean 
solar time whether the local or Greenwich time be required. 



Observations. 



To obtain correct results, observations should be taken in seta. 
Thus, for obtaining time and latitude at a place, it would be 
sufficient to take one shot at a star east or west for time, and one 
cii'cumpolar or circum-meridian altitude, provided there were no 
instrumental, atmospheric, or other sources of en-or ; but to elimi- 
nate all such errors, the following method is adopted : — 
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Six shots east and six west at two stars near the prime vertical 
for time, six or eight north for a circumpolar star or a polaria, and 
ten or twelve south for circum-meridian altitudes for latitude. All 
clerical errors are detected and obliterated by examining each set 
and obtaining the mean value, all other errors are neutralised by 
taking the mean value obtained from the east and west stars and 
the north and south. Time may thus be obtained most accurately, 
and latitudes to 100 yards of the true position on the earth's sur- 
face. In cases where both time and latitude are only known 
approximately, it is necessary to work out the observations alter- 
nately two or three times over, in each case using the corrected 
results, before they can be cleared of all error. 

On the two following pages are given the forms necessary for 
recording and calculating the time and latitude for the observations 
above mentioned. The weather was windy and cloudy at the 
time, the observations are not therefore given as an example of 
accurate observing, on the contrary they are rather an example of 
the precision that can be obtained (when time is an object) by 
inferior observations. For example, the latitudes obtained at 
Gaza on 30th May and 1st and 2nd June, 1867, were respec- 
tively : — 

31° 30' 16.15 

31 30 16.7 

31 30 17.3 

These remarks do not, however, aflfect the principle that a few 
good observations are better than many bad ones. 
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Station. 



Observed 
Double 

Altitudes 
of 
Spica 

Virginis. 



Double 
Altitudes. 
96 15 
96 1 15 
96 1 55 
96 2 25 
96 2 15 
96 5 



Sums . 



Mean . . 
Index Error 



Refraction . 
Inst. Cor. 



True Altitude. 


Z. D. . . . 
Mer. Cor. . . 


Mer. Z. D. . 
Declination . 



Latitude 



810 


96 


1 21 
1 30 


96 


2 51 


48 


1 25.5 
-51 
80 


48 


1 4.5 


41 


58 55.5 
25 


41 58 80.5 
10 28 7.4 



31 30 23.2 



Circum-meridians for Lat. 


Observed 


Hour 


Table 


Times. 


Angles. 


Nos. 


8 85 47 


4 35.4 


41.3 


8 38 16.5 


2 7.1 


8.8 


8 40 11 


11.5 


0.1 


8 41 41 


1 18.4 


3.3 


8 43 15 


2 53.4 


16.4 


8 45 25 


5 3.4 


50.2 




120.1 


Mean Tab. No. 


20.0 



Date, 2nd June, 1867. 



Log. 20 = 1.8010 

Log. COS. lat. 9.9307 

Log. COS. dec. = 9.991 
Log. cos. (L.D.)^ 10.1747 

Log. Mn. Cor. = 1.3982 
Meridian Cor. =24.63 sec. 



Star's R. A 



M. T. Sidereal Noon 
Cor. for Longitude 

Hours . 

Min. . . 

Sec. . . 



99 



ft 



ft 



M. T. of Transit . 
Chron. Error . . 



Chron. Time at Transit 



13 18 18 



19 18 49.3 
22 

12 57 52.2 
17 67 
13 



8 35 18.5 
5 5.1 



8 40 22.6 



a Polaris. 



2nd June, 1867. 



Observed 

Altitudes and 

Times. 


60 18 10 
60 13 15 
60 12 85 
60 12 45 
60 12 80 
60 12 35 


1 

8 18 86.5 
8 20 9.5 
8 21 48 
8 23 10 
8 24 41 
8 25 45 


Sums . . . 


16 50 


14 10 


Mean . . . 
Index Error . 


60 12 48.8 
1.80 


8 22 21.6 
5 5.1 


2 

Appt. Altde. . 

Refraction . . 

Inst. Correction 


60 14 18.8 


8 17 16.5 
4 


30 7 9.2 
1 86 
80 


True Altitude. 

1st. Cor. . . 
2nd do. . . 
3rd do. . . 

Latitude . . 


30 6 8.2 
-1 

1 23 57.5 
1 11 


8 17 14.5 




81 30 11.7i 





Sidl. Time M. N. 
Cor. for Long. E. 

Cor. for HourA . 
Min. . . 
Sec. . 






Sidl. Time of J 
Observations . ) 



4 41 


56.84 
22 


8 1 
17 


18.87 

2.79 

12.56 


13 


9.06 



Sums. 



Mean. 



Chron. Error. 



M. T. of Observation. 

South Star . 
North Star . 

Moan Latitude . 



31 30 23.2 
8 1 80 11.7 

2)63 81.0 



31 80 17.4 



PKOBLEMS 



PROBLEM I. 

V 

TO CONVERJ SIDEREAL TIME INTO MEAN SOLAR TIME, AND 

THE REVERSE. 

This problem is of constant use wherever the periods of solar 
observations are noted by a clock regulated to sidereal time, or 
those of the stars by a chronometer showing mean time. A simple 
method of solution is given in the " explanation " at the end of 
the Nautical Almanac, which has the advantage of not requiring 
a reference to any other work, and also of all the quantities being 
additive. 

The three tables used in this method are those of equivaXerUa; 
the transit of the first pomt of Aries in the 19th ; and the side- 
real time at mean noon, in the 2nd page of each month. 

To convert sidereal into mean solar time : — 

To the mean time at the preceding sidereal noon, i. e. the transit 
of the first point of Aries, in Table XIX., add the mean interval 
corresponding to the given sidereal time, taken from the table of 
equivalents. 

To convert mean solar into sidereal time : — 

To the sidereal time at the precedvng mean noon, found in 
Table II., add the sidereal interval corresponding to the given 
mean time also from the table of equivalents. 

The mean right ascension of the meridian, or the sidereal time 
at mean noon given in the Nautical Almanac, is calculated for the 
Tneridian of Greenwich, and must, therefore, be corrected for the 
difference of longitudes between that place and the meridian of 
the observer. 
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is- 



One of Mr. Baily's formulae for the solution of the same problem 

M=(S-iR)-a 
andS = iR + M-f A 



Where M represents the mean solar time at the place of observa- 
tion, S the corresponding sidereal time, jR the mean right ascen- 
sion of the meridian at the preceding mean noon, found under 
the head of " sidereal time " in page 2 of each month ; a, the 
acceleration of the fixed stars given in Baily's Table VI. for the 
interval denoted by (S— M); and A the acceleration shown in 
his 7th table for the time denoted by M. 



Exam^ples. 

Convert 8"^ 1" 10* sidereal time, March 6, 1838, longitude 
2ra 21-5' east, into mean solar time. 

Mean time at preceding sidereal noon Green- h. m. s. 
wich (Table XXII)* 14 4419 



Correction for Longitude : 

2 21-5 or 141-5 
10027305 



•3863 



21507564 ^ 
3-4362422 






1-5869986 



/ 



Table of Equivalents : — 



H. 

8 





H. 

7 


M. 

58 


41-3635 





1 








59-8362 





10 








9-9727 



Mean time required 



•3863 



1 4 44-5763 



7 59 511724 



9 4 35-7487 



♦ Now table XIX. Nautical Almanac, 1872. 

t '0027305 is the change in time of sidereal noon in one second ; and '0027379 is 
the change in the sun's mean right ascension in one second of time, or 9*8565 in one 
hour. 



1 

I 

r 



I 



232 PROBLEMS. 



^ j Again, to convert 9^ 4" 35-748* mean solar into sidereal time. 

' O right ascension at mean noon Greenwich, 

■ under head of '' Sidereal Time," Table II. . 22'^ 55^ 518» 

Correction for Longitude E : 
141-5 21507564 ^ 

♦•0027379 3-4374176 1 



-3874 1-5881740 



9*» 4™ 85 -748* solar time, equivalent sidereal 

Sidereal time required . 





•3874 


22 
9 


55 4.-7926 
6 5-2112 


8 


1 100038 



The same examples by Mr. Baily's formula : — 

M=(S-iR)-a 



H. M. 8. 

S= 8 1 10 
iR=22 55 4-79 



9 6 5-21 

A (Table VI., Baily) _ 1 29-46 



AgainS= Jl-fM-f A 



M=9 4 35-75 



n. M. .s. 

M= 9 4 35-75 
As above, M= 22 55 4*79 



7 59 40-54 

A (Table VII, Baily) = + 1 2946 

S= 8 1 10-00 

• See note on previous page. 
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PROBLEM II. 

TO DETERMINE THE AMOUNT OF THE CORRECTIONS TO BE APPLIED 
TO OBSERVATIONS FOR ALTITUDE, ON ACCOUNT OF THE EFFECTS 
OF ATMOSPHERIC REFRACTION, PARALLAX, SEMI-DLA.METER, DIP 
OF THE HORIZON AND INDEX ERROR. 

The formula given by Bradley for computing the value of 
atmospheric refraction is r = a. tan (Z — 6r), where Z represents 
the zenith distance of the object, and a and 6 constants deter- 
mined by observation ; a, the average amount of refraction at an 
apparent zenith distance of 45° being assumed = 57'''; and 
b = 3"-2. 

The formula of Laplace is 
•99918827 x c tan Z— 001105603 x c tan % where c is assumed 
= 60"-66. 

The tables constructed from these formulae are of course not 
exactly similar on account of the difiference of the constants 
which are also slightly varied in the tables of Bessel, Groom- 
bridge, &a They all suppose a mean temperature, and mean 
pressure of the atmosphere, corrections being in all cases required 
on account of the deviation of the thermometer and barometer 
from these assumed standards. These corrections are however 
rendered perfectly simple in operation, by the use of any of the 
numerous tables of refraction; those by Dr. Young being given 
in Table IV. in this volume. 

The rate of the increase of refraction is evidently, from the 
above formula, nearly as the tangent of the apparent angular 
distance of the object from the zenith in moderate altitudes. In 
very low altitudes (which should always be avoided on this account), 
the refraction increases rapidly and irregularly, being at the horizon 
as much as 33' — ^more than the diameter of the sun or moon. 

The next correction is for parallax, the explanation of which 
term has been given in page 219. The sign of its value in any 
altitude decreases as the cosine of that altitude ; but the parallax 
in altitude may be obtained from the horizontal parallax without 
computation, by the aid of tables. 



\ 
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The parallax given in any ephemeris is the equatorial which 
has been shown in page 220 to be always the greatest. The first 
correction, where gi-eat accuracy is required, is on account of the 
latitude of the place of observation, but this is seldom necessary 
except in altitudes of the mooa The mean horizontal parallax 
of the sun is assumed = 8''*6 ; but as our distance from this 
luminary is always varying in diflferent pai"ts of the earth's orbit, 
this value must be corrected for the period of the year. 
In Table VIII., the sun's horizontal parallax is given for the first 
day of every month, which will facilitate this reduction, the pro- 
portional parts being found for any intermediate day. In the 
Nautical Almanac, however, this quantity is given more correctly 
for every tenth day. The parallax in altitiide, corresponding to 
this horizontal parallax, can also be ascertained by inspection, 
from the same general table. 

The parallaxes of the planets are given for every fifth day, in 
the Nautical Almanac ; but of those likely ever to be found useful 
in observation, Venus and Mars are the only planets to whose 
parallaxes any correction need be applied in observing with small 
instiiiments. The horizontal equatorial parallax of the moon 
is to be found for mean noon and midnight of every day in the 
year, in the third page of each month, in the Nautical Almanaa 
The corrections for its reduction for the latitude of the place, and 
the moon's altitude, require from their magnitude more care than 
those of any other celestial body ; but in observations at sea the 
former correction is generally neglected, and the latter is much 
facilitated by the use of tables giving the reduction for every lO' 
of the moon's altitude* The example given in this case will ex- 
plain the method of making these corrections. 

The aemidiameter'f of the sun is given for mean noon on every 
day of the year, in the second page of every month of the Nautical 
Almanac ; that of the moon in the third page of each month for 

♦ See Table VIII. of Lunar Tables, page 188 of Dr. Pearson's "Astronomy." 
Riddle's Table, p. 154, includes the corrections both for Parallax and Befractum, 
and is useful for ** clearing the lunar distance," to bo hereafter explained. 

^ All quantities in the Nautical Almanac are calculated for Oreentmch time ; 
allowance must therefore be made, where necessary, for difference of longitude, 
which is the same as difference of time. 
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both mean noon and midnight ; and those of the planets (which 
are seldom required) in the same table as their parallaxes. The 
correction for semidiameter is obviously to be applied, additive or 
subtractive, wherever the lower or upper limb of any object has 
been observed, to obtain the apparent altitude of its centre ; — the 
moon's semidiameter increasing with her altitude, from the ob- 
server being brought nearer to her as she approaches his meridian, 
must be corrected for altitude, which can be done by the aid of 
Table VII.* 

The dip of the horizon is a correction only to be applied at sea, 
and is necessary on account of the height of the eye above the 




Surface 



qf the Ocean ~^^ ^^^^^ Aori^ 



sensible horizon (on shore an artificial H&iHZon is always used). 
A larger angle is evidently always observed ; and this correction, 
which can be taken from Table XI., is always subtractive. 
The correction for the index enor has already been explained. 



EXAMPLE I. 

On March 15, 1838, the observed double altitude of the sun's 
upper limb, taken with a sextant, was 42** 37' 15", the thermome- 
ter at the time standing at 42°,"|- and the barometer at 29*98 
inchea Required the altitude, con*ected for semidiameter, refrac- 
tion, and parallax. 



* The augmentation of the moon's semidiameter for every degree of altitude is 
given in Table VH. of Dr. Pearson's "Lunar Tables." Altitudes taken with an 
artificial horizon are obviously double those observed above the sensible horizon. 

+ In rough altitudes, such as those taken at sea for latitude, no correction is made 
on account of the state of the thermometer or barometer. 
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I}idex Error. 

Reading on the arc 33 40 

Arc of excess . . . 30 40 

2)3 
Index Error — 1 80 

Jtefraction. 

21*, Table IV 2 305 

l'-8 -2 

2 30-8 
Thermometer + 2*4 

2 827 
Barometer — •! 

Corrected Refraction 2 32*6 

Parallax. 
At 21^ March 15, Table VIII. — + 8*1 

Correction for refraction aud parallax 2 24*5 



/ /# 



Observed double altitude 42 37 15 

Index error — 1 30 



Apparent altitude o • • • 

Semidiameter . . . . . 

Apparent altitude -Q- . . . 
Correction for refraction and parallax 

Altitude of sun's centre 



2) 


42 


35 45 




21 


17 52-5 
16 5-5 




21 


1 47 

2 24-5 


20 59 22-5 



EXAMPLE II. 



On April 6, 1838, at 9 P.M., Greenwich time, in latitude 51® SO', 
the double altitude of the moon's lower limb was observed 
9r 2V 50''. Index error of sextant, 50". Thermometer 64^ 
Barometer, 30*1 inc. Required the correct altitude. 
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Semidiameter, 

Horizontal, 9 P.M. . . • 14 42*8 

Auginentetion for 48* 40' -6 + 10 9 

14 637 
Jie/raction. 

48' 62-3 

55'-4 — 17 

50-6 
Thermometer — '4 

60 -2 
Barometer + '2 

60-4 

Parallax. 

Horizontal equatorial, 9 P. M 63 697 

Corr. for Latitude, 61 • 30' — 6*4 

Reduced horizontal parallax 63 63 '3 

Sin, 63'63"-8 =81962030 

Cos, 48* 64'83''0 =-9-8177337 

ParaUax in altitude* 36' 25" 8 0129367 

o / // 

Observed double altitude . . . 97 21 50 
Index error — 50 

2)97 21 

48 40 30 
Semidiameter 4-14 53*7 

48 55 23-7 
Refraction — 504 

48 54 33-3 
Parallax + 35 25 

Corrected altitude required . . . . 49 29 58*3 



* This might haye been obtained at ouce by inspection, by using the tables of 
Parallax. 
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In these examples no allowance has been made for the dip of 
the horizon, as the observations were made with an artificial hori- 
zon : with the fixed stars no correbtion is required for semi- 
diameter or parallax. 



PROBLEM III. 

TO DETERMINE THE LATITUDE. 




Method Ist — By obaervatioTis of a circumpolar star at the time 
of its upper, and lower culininations. 

This method is independent of the declination of the star 
observed : the altitudes are observed with any instrument fixed in 
the plane of the meridian, or (not so accurately of course) with a 
sextant or other reflecting instrument at the moments of both the 
upper and lower transits of the star ; or a number of altitudes 
may be taken immediately before and after its culminations, and 
reduced to the meridian, as will be explained. In either case, let 
Z denote the observed or reduced meridional zenith distance of 
the star at its lower culmination, and r its refraction at that point ; 
also let Z' and / denote the zenith distance and refraction at its 
upper culmination. Then the correct zenith distance of the pole, 
or the co-latitude of tlie place, will be= J^ (Z + Z') 4- j- (r + 'Z). 

According to Baily, a difference of about half a second may 
result from using different tables of refraction. 

Method 2nd. — By meridional altitude of the sun, of a star whose 
declination is known, involving, when several observations 
are made on each side of the rneridian, a reduction to the 
meridian. 

The altitude of the sun or star being determined at the moment 
of its superior transit, as before explained, and con-ected for 
refraction, and also for parallax and semidiameter when necessary, 
the latitude required will be — 

Z + D, if the observation is to the south of the zenith. 

D— Z, if to the north above the pole. 

180— (Z 4- D) to the north below the pole. 
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Z being put to denote the meridional zenith distance, and D the 
declination (— when south). 

This is evident from the figure below, E S, E S', and Q S'' being 
their respective declinations of the objects S, S' and S''; and 
P O or Z E the latitude of the 
place of observation, which is 
equal to (Z S + E S) in the 
case of the star being to the 
south of the zenith Z ; or 
E S' - Z S', when to the 
north above the pole P ; and 
tol80-(QS" 4- ZS") when 
to the north below the pole. 

Perhaps the rule given by Professor Young for the two first 
cases is more simply expressed thus : — Call the zenith distance 
north or south, according as the zenith is north or south of the 
object. If it is of the same name with the declination, their aura 
will be the latitude ; if of different names, their difference ; the 
latitude being of the same name as the greater. 




EXAMPLE I. 



On April 25, 1838, longitude 2" 30» east, the meridional 
double altitude of the sun's upper limb was observed with a sex- 
tant 104° 3' 57" ; index error 1' 52" ; thermometer 56° ; baro- 
meter 29 '4. Required the latitude of the place of observation. 



Refraction and Parallax, 

n 

61' 47-10 

46' — 1-23 

45-87 
Barometer — 1*62 

44-35 
Thermometer — 0*66 

Corrected refraction — 43*79 

Parallax + 5*29 

— 88-5 
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DecliTuUUm. 



Apparent noon at GrMnnich 13 8 9 '30 

Change for 2" SfH longitude — 2-04 

IS 8 7 '26 



Obsei-ved double altitude 104 3 67 

Index error — 1 52 



l_ 



Semidiameter 



Appareot altitudes 

Correction for refraction and parallaj 



Zenith distance 
Declination North 



Latitude North 



EXAMPLE II. 

Oq March 31, 1838, at 5'' 12"' 57' by chronometer, the meridiar 
altitude of the moon's upper limb was observed 67° 1' 5" ; tht 
index error of instrument being — 1' 0"; barometer 301 inc. 
thermometer 31° ; the approximate north latitude was estimateti 
52°, and longitude 2" 21' 5" E. Required the latitude.* 



!)104 2 


6 


o2 I 
Is 


2-, 
54- 


Dl iS 



8i 
38i 


61 44 
90 


29< 



38 15 
13 8 


304 
7-! 


51 23 


37-! 



* The nnmber of corrections required, and the neeegsary dependence upon Laaui 
tables, render an altitude of the moon leu calcnittod for determining the Utitndi 
than one either of tbo Bun or a star. 
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Semidiameter, 

Horizontal, noon 15 28*2 

Do. midnight . 15 ' 19-3 

Difference in 12 hours 6*9 

Proportion for 5^ 12" 67*, and J4» 21*5» long- . . . . 8*0 

Horizontal semidiameter at time of observation . • 15 23*2 
Augmentation for altitude + 14*8 

Corrected semidiameter 15 87*6 



Refraction. 

n 

66'» 25-9 

44*5= 0-9 



25-0 

Barometer + '09 

Thermometer — '06 



Refraction 25*03 



Parallcue, 

Horizontal equatorial parallax, noon 56 38*9 

midnight 56 13*6 

Difference in 12 hours 25*8 



Corrected for 5'* 12- 57», and 2" 21 'S* E. longitude . . 66 27*9 

Correction for latitude (see 4th Lunar Table, Pearson) . 7*1 



H( rizontel parallax h^ 20*8 

Log. sin semidiameter 56' 20" -8 .... 8*2146006 
Log. cos altitude . 66' 44' 2" '6 . . 9 5966081 

Parallax in altitude. 22'15"-5 .... 7*8112087 



Or by the use of Table VIII., Dr. Pearson 22 15*1 

h. m. s. 
Time of observation 5 12 57 

Longitude (in time) 2 21*5 

Corresponding Greenwich mean time 5 10 35*5 

At5»' N 28 29 87*7 

10--5 +00 16-97 



28 29 54*67 
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Apparent altitude ) 67 1 5 

Index error — 010 



67 50 
Semidiameter — 15 375 



Apparent altitude ^6 44 27*5 

Refraction _ 25*0 



66 44 2-5 
Parallax + 22 15-5 



Corrected altitude 67 6 18 

90 

Zenith distance 22 53 42 

Declination + 28 29 54*67 



Latitude required 51 23 36*67 



CIRCUM-MERIDIAN ALTITUDES. 

An observer not furnished with a mural circle, or other instru- 
ment fixed in the plane of the meridian with which to measure 
meridional altitudes, can obtain his latitude more correctly than 
by observing a single approximate meridional altitude with a sex- 
tant or other reflecting instrument, by taking a number of altitudes 
of the sun or a star near to, or on each side of the meridian, and 
from thence determining the correct altitude of the object at the 
time of its culmination. 

This method, termed that of "circum-meridian altitudes," to 
the mean of which altitudes is to be applied a coiTection for its 
" reduction to the meridian,** is susceptible of great accuracy ; 
and the repeating circle, already described, is peculiarly adapted 
for these observations, on account of the rapidity with which they 
can be taken. The distance from the sun or star from the meridian 
(in time) is noted at the moment of each observation, by a chrono- 
meter when the former is the object, and by a sidereal clock (if 
there is one) when the latter, to save the conversion of one 
denomination of time into the other. The formula given by Mr. 
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Baily, freed from the second part of the equation which it is 
seldom necessary to notice, is — 

a; = A X ^"^ ^ 7 ^ where 

sin Z 

X represents the requii'ed correction in seconds, 

L, the latitude (known approximately). 

D, the declination (minus when south). 

Z, the meridional zenith distance, also known approximately 
from the above. 

A, a quantity depending on the horizontal angle of the object, 
and given in Table XIII. under the head of " Reduction to the 

meridian,*' being = ^!"" * where P = the horary angle at the 

pole as shown by a well regulated clock ; which angle will change 
its sign after the meridional passage of the star. (See page 247.) 

Among the instructions drawn up by Mr. Airy for the guidance 
of the officers employed upon the survey of the North American 
Boundary, this method of determining the latitude with the 
altitude and azimuth instrument is recommended, and was con- 
stantly practised with stars near the meridian. The axis of the 
instrument is to be adjusted neai'ly vertical, and the cross axis 
nearly horizontal (great accuracy is not required), the telescope 
made to bisect the star upon its middle horizontal wire, and the 
time noted. Tlien read the large divisions with the pointer, and 
the two microscopes A and B ; read also the level right hand and 
left hand. 

Turn the instrument 180° in azimuth, and repeat these observa- 
tions — revert to the first position, and continue this process as often 
as may be thought necessary — note the barometer and thermometer 
— then add together — 

Reading of A. 

Reading of B. 

And equivalent for left-hand level. 

Subtract equivalent for right-hand level 

Divide the remainder by 2, and apply the pointer reading of A 
for the uncorrected circle reading for the first observation. 

The same process is repeated for the second and all the other 

observations. 

R 2 
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For each observation correct the chronometer time for rate and 
error, and convert this into (if not abready showing) sidereal time ; 
take the difference between the sidereal time and the star's right 
ascension for the star's hour angle, which reduce to seconds of 
time and call p. 

Then compute for each observation the number 

/225 j^' -I /A COS Lat. x cos Star's Declination , 
VT )^ sin Star's Zenith Distance P' 

which is the correction in seconds of arc to the observed zenith 
distance to bring it to the true meridian zenith distance, and is 
always subtractive, except the stai- is below the pole. In applying 
this correction however to the circle readings, it will be additive, 
or subtractive, according as by the construction of the circle, 
increasing readings represent increasing or decreasing zenith 
distancea 

Half the difference of two corrected readings in opposite positions 
of the instrument is the star's apparent zenith distance on the 
meridian ; or the mean of all the observations in one position may 
be compared with the mean of all those in the other, and half 
their sum is the zenith point 

To this zenith distance add the correction for refraction, taking 
into consideration the readings of the thermometer and barometer, 
and apply the star's declination for the day (from the Nautical 
Almanac) for the latitude: 

The above instructions* apply only to stars observed near the 
meridian. The latitude can, however, be obtained by similar 
observations of stars situated very far from the meridian, though 
this method would very seldom be resorted to. 

When the sun is the object observed, a further correction must 
be made on account of the change in declination during the time 
occupied by the observation, which is expressed by 

n 

* See "Corps Papers,** vol. ilL p. 828, where will also be found examples worked 
out in detail, of latitudes thus obtained on the survey of the North American 
Boundary. 
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S being the change of declination in one minute of time (minus 
when decreasing) expressed in seconds. 

E the sum of the horary angles observed to the east, expressed 
in mvnvies of time, and considered as integers, 

W their sum to the west, and 

n the number of these observations. 

When a star is the object observed, and the time is noted by a 
chronometer, regulated to mean time, the value of A must be 
multiplied by 1*0054762. Also, if the clock does not keep its rate 
either of sidereal or mean time accurately, a further correction 
is imperative; and A must be multiplied by 1 + '0002315 r, 
where r denotes the daily rate of the clock in seconds, minus 
when gaining, and plus when losing. 



EXAMPLE. 



On March 8, 1837, the following observations were taken, with 
a sextant, the chronometer being fast 9'" 16* ; index error of 
sextant, —1' 20''; barometer, 29*54; thermometer, 50°. 





H> Bfl. S. 


1 o • ■ 


. 12 9 48 ) 


20. 


. . 10 53 j . 


3o • 


12 9) 


40 . 


. . 13 15f . 


5 o 


14 46 ) 


6 O . 


. . 15 541 . 


7 o • 


. 19 32) 


80 . 


. . 21 3) . 


9 o • 


. 22 25) 


10 o . 


23 55 i . 


Ho • • 


24 53) 


12 O . 


26 54$ . 


13 o • 


27 57) 


14 O . 


29 32\ . 



. 68 


3 


. 66 


51 20 


. 68 


5 


, 67 


25 


. 68 


6 10 


. 67 


1 50 


. 68 


7 30 


67 


2 10 


, 68 


7 20 


. 67 


1 6 


68 


7 10 


67 


40 


68 


5 40 


66 58 


1 945 37 20 
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14) 94 5 37 20 
67 32 40 

Index error ; — 1 20 

2) 67 31 20 

Mean apparent altitude 33 45 40 

•Refraction and parallax . . — 1 18-5 

True mean altitude 33 44 21 '5 

90 
Zenith distance 56 15 38'5 

Apparent noon 12 

Equation of time + 11 1*32 

Mean time at apparent noon 12 11 1*32 

Error of chronometer + 9 16 

Time shown by chronometer at apparent noon . . 12 20 17'32 



Observ. 


Distance from noon. 


ValueofA, Table XIII. 




M. s. 




1 


10 29-3 K 


2161 


2 


9 24-3 


173-8 


3 


8 8-3 


130-2 


4 


7 23 


97-3 


5 


5 31-3 


59-9 


6 


4 23-3 


37-9 


7 


45-3 


1-2 


8 


45-7 W. 


12 


9 


2 37-7 


13-5 


10 


3 37-7 


25-9 


11 


4 35-7 


41-3 


12 


6 6-7 


73-4 


13 


7 39-7 


115-2 


14 


9 14-7 


167-8 




7) 11547 




2) 164-95 


Mean value of A = 


82-5 



* The process by which this and other corrections are obtained is omitted, having 
been folly explained by the preceding examples. 
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Approximate zenith distance Z . . . 56® 15' 
Declination D . . — 4 50 

Approximate latitude L . . 51 25 

Coa L = 9-7949425 

Cos. D= * 9-9984465 

Ar. comp. sin. Z= 00800783 

Log. A, 82-5= 1-9164539 

Log. ere (a;) = 1-7899212 

E — W 

Correction for change in declination is — S x ^page 244. 

» -i ( East 45.7 Sum of 1 to 7 ) observations in preceding 

( West 34.6 „ 8 to 14 J pages expressed as in- 

tegers. 

71=14)11.1 

0.8 
S= — 0''97. See pages 245, first paragraph. 

— 0^^776= correction in seconds for change of sim's 
declination. 



o / n. 



Mean observed zenith distance . . . 56 15 38-5 

Correction x —11-6 

Ditto for declination — 07 

Correct meridian zenith distance . . . . 56 14 36-2 

Declination south — 4 50 34-9 

Latitude 51 24 13 



Methjod 3rd — By the altitude of the pole star, at any time of 

the day.* 

If the altitude of the pole star can be taken when on the 
meridian, its polar distance either added to, or subtracted from, 

* This of course is only applicable to northern latitudes. In the southern 
hemisphere there is no star sufficiently near to the south pole to be made available in 
thus determining the latitude. 
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the altitude, gives at once the latitude ; and when observed out of 
the meridian, as at the point S or S' in the figure, the latitude can 
be easily obtained, as follows : — 

Let Z P represent the meridian, Z the 
zenith, P the pole, and a S a' the circle described 
by the polar star S, at its polar distance P S. 
The star's horary angle Z P S, or Z P S', is 
evidently the diflference between its right as- 
ension and the sidereal time of observation ; 
and in the spherical triangle Z P S (or Z P SO we have Z S, P S, 
and the angle Z P S ; to find Z P, the co-latitude. The result may 
be obtained with almost equal accuracy by considering P S c as a 
plain right-angled triangle, of which P c is the cosine of the angle 
c P S to radius P S, the distance P c thus found is to be added to, 
or subtracted from, the altitude H S, according as the star is above 
or below the pole, which is thus ascertained : — If the angle Z P S' 
be less than 6, or more than 18 hours, the star is above the pole, 
as at S' ; if between 6 and 18 hours, it is below the pole, as at S. 

By the tables given in the Nautical Almanac, the solution is 
even more easy, and has the advantage of not requiring any other 
reference. The rule is as follows : 

1st. From the corrected altitude subtract 1'. 

2nd. Reduce the mean time of observation at the place to the 
corresponding sidereal time. 

3rd. With this sidereal time take out the first correction from 
Table I., with its proper sign, to be applied to the 
altitude for an approxiTnate latitude. 

4th. With this approximate latitude and sidereal time take out 
from Table II. the second correction ; and with the day 
of the month and the same sidereal time take from 
Table III. the third correction. These are to be always 
added to the approximate latitude for the latitude of 
the place. 

EXAMPLE. , 

On Oct. 26, 1838, the double altitude of Polaris, observed with 
a repeating circle, at 11** 55™ 30* mean time, was 105° 44' 53", the 
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barometer standing at 29*8; thermometer, 50^ Required the 
latitude of the place of observation. 

By the method given in the Nautical Almanac, — 

H. M. 8. 

Mean time 11 55 30 

Corresponding sidereal time . . . 2 15 6*78 



o ' If 



Observed altitude 2) 105 44 53 

52 52 26-5 
Refraction — 44 



Corrected altitude 52 51 42*5 

Subtiuct 10 

52 50 42-5 
Correction 1st for sidereal time . . . — 1 28 21*7 



51 22 20-8 
Correction 2nd 4- 9*6 



51 22 30-4 
Correction 3rd 4-0 1 10*5 

Latitude required 51 23 40*9 



The same example by sphericd trigonometry : — 



O f 



Corrected altitude 52 51 42*5 



Zenith distance 37 8 l7o Z S 



Declination 88 27 7*6 



N. P. distance 1 32 524 P S 



IT* M« Sa 

Sidereal time 2 15 6*78 

R. A. Polaris 12 1294 



Hour angle past meridian . 1 12 53*84 

Equal in space to . ... 18^ 13' 27^ 
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Then in the triangle Z P S, we have— ^ ' " 

ZS= 37 8 17-5 

PS= 1 32 524 

Angle P= 18 13 27 

To find Z P, the co-latitude. 

The solution of which triangle gives— r 

ZP= . . . 38 36 21 

And latitude . .. 51 23 39 

By considering S P c, as a plane right- 
angled triangle, in which P c, the correc- 
tion to be subtracted, is the cosine of P to 
radius P S, the latitude is found by plane 
trigonometry within a few seconds of the above results. 

Method Uh, — By an altitude of the auUy or of a star, out of the 
Tneridian, the correct time of observation being known. 

By reference to the figure, it will be 
seen that this method simply involves 
the solution of the spherical triangle 
Z P S already alluded to, formed by the 
zenith, the pole, and the object at the 
S time of observation ; of which Z S, the 

zenith distance, P S, the polar distance, and the angle at P are 
known, and Z P, the co-latitude, is the quantity sought. 

The foimula given by*Baily, for finding the third side, when 
the other two sides and an angle opposite to one of them are 
given, is 

tan a' = cos given angle x tan adjacent side 
// _ cos a X cos side opp. given angle 
cos side adjacent given angle 

and a? = (a' + oT), which formula is used in the following 
examples : 

EXAMPLE I. 

On May 4, 1838, the observed altitude of the sun's upper limb 
at S^ 47" 15* by chronometer was 14° 44' 58^ The index error 
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of the sextant being 28", and 
meter 29*9 ; thermometer 61 ; 

Apparent altitude o 
Index error 



Semidiameter . 
Apparent altitude ® 
Refractiom and parallax . 
Altitude 



the watch 3" 34'-4! too fast. Baro- 
required the latitude. 

o / // 

14 44. 58 

14 44 30 
. - 15 52-2 



Zenith distance (Z S) 
Declination 



North Polar distance (P S) 

Mean time of observation 
Equation of time 

Apparent time . 



In space 

Angle P 

Cos P 
Tan P S 
Tan a' . 

Cos a' . 
CosZS . 
Ar. comp. P. 
Cos o" = 



n 



86 46 

74. 

11 7 



15-9 
46 

17 



11 7 
75 34 

74 

27 28 



17 
50-3 
46 
58-6 



PErso' + a^s 



Latitude required 51 23 444 





11 


7 17 


+ 


27 28 58-6 




38 36 15-6 




90 






/- 5h = 

^47" = 
V 506' = 



14 28 37-8 
-03 28 1_ 

14 25 9-7 
90 

75 34 50 3 

15 59 14 
90 

74 46 

h 111 s 

5 43 40-6 
4- 3 24-46 
5 47 5 06 

75 
11 45 

1 15-9 
86 46 15-9 



8-7506671 
0-5428692 

9-2935363 

9-9917668 
9-3962296 
0-5599998 
9-9479962 
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When the sun is the object observed, the hour angle P (as in 
the last example) is the apparent time from apparent nx)on at the 
place of observation, converted into space ; but with a star, it is its 
distance fi'om the meridian, either to the east or west according as 
it has or has not come to its culmiuation ; and this angle is simply 
the sum or diflference of the star's right ascension, and the time 
of the observation converted into sidereal time; to be multiplied 
by 15 for its conversion into space. 

Method 5th, — By two observed altitudes of the sun, or a star, 
and the interval of time between the observations. 

This problem is of importance, as its solution, though long, 
does not involve a knowledge of the correct time at the place of 
observation ; and the short interval of time can always be measured 
with sufficient accuracy by any tolerable watch. Various methods 
have been devised to shorten the calculation of " double altitudes " 
by tables formed for the purpose, one of which may be found at 
p. 231 of Riddle's " Navigation ; " but the direct method by 
spherical trigonometry is most readily understood and easily 
followed. 

Let S and S' represent the 

J ^ places of the object at the times 

of the two several observations, 

(they may be on different 

^\ \ /^ sides of the meridian, or, as in 

the figure, both on the same 
side) ; Z S and Z S' then are 
their respective zenith distances, 
and P S and P S' their polar 
distances ; S P S' being the hour angle observed. 

First— In the triangle P S S', the two sides PS and P S' are 
given with the included angle at P to find S S' and the angle 
P S S'. Again, in the triangle Z S S', we have the three sides to 
find the angle Z S SV which taken from P S S' just found, leaves 
the remaining angle P S Z. Lastly — in the triangle P S Z we have 
P S, Z S, and the angle P S Z, to find P Z, the co-latitude sought. 
In a similar manner the latitude may be found by sH/muJlianeoviA 
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altitudes of different starsy the difference of their right ascensions 
giving the angle S P S, without the use of a watch. Tables have 
been calculated by Dr. Brinkley, from which the distance SS 
can be obtained by inspection (allowing for the change in the 
right ascension of the stars after any long interval), and the 
calculation is thus considerably abridged. By an azimuth and 
altitude instrument, the latitude may also be found by the two 
altitudes, and the difference or sum of the observed azimuths of 
the sun or star. 

Equal altitudes of the same star on different sides of the 
meridian, with the interval of sidereal time between the obser- 
vations, also furnish the means of ascertaining the latitude, and 
this method is most useful in a perfectly unknown country. The 
hour angle, east or west, will evidently be measured by half the 
elapsed interval of time; and in the triangle Z PS, we have this 
hour angle Z P S, the polar distance P S, and the co-altitude Z S, 
to find Z P the co-latitude ; moreover the hour angle being known, 
and also the right ascension of the star, the point of the equi- 
noctial which is on the meridian, and consequently the local 
sidereal time is determined, from which the mean time can be 
deduced. 

The latitude may likewise be ascertained, independently of the 
graduation of the instrument, by placing the axis of the telescope 
of an altitude and azimuth circle* due north and south, so that 
the vertical circle shall stand east and west. The observations of 
the two moments T and Y (in sidereal time), in which the star 
oasses the wire of the telescope, will give the latitude from 
the following formula. 

Cot L = cot declination X cos ^ (T— T'). 

If a chronometer set to mean time is used, the interval (T— T) 
must be multiplied by 1 0027379, or the value corresponding to 



* A portable transit placed in the plane of the prime vertical, instead of that of the 
meridian, of course affords the same facility for thus determining the latitude. The 
stars selected should have their declinations less than the latitude of the place, but 
by as small a quantity as possible. 
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the interval, found in the table for converting mean into sidereal 
time, must be added * 

The accuracy of this method depends upon the correctness of 
the tabulated declination of the star, but a slight error in this will 
not affect the difference of latitude between two places, thus found. 
By observing on following days with the axis reversed, and taking 
the mean of the observations, any error in the instrument is cor- 
rected ; this method is particularly recommended by Mr. Baily for 
adoption in geodesical operations, as the difference of latitude of 
two stations is obtained almost independently of the declination 
of the star, and the only material precaution to be taken is in 
levelling the axis of the telescope, which should be one of very 
good quality. 



PROBLEM IV. 

TO FIND THE TIME. 

Method \8t, — F'ivm single, or absolute altitudes of the sun, or a 
star whose declination is known, as also the latitude of the 
place. 

This problem is solved by finding the value of the horary 
angle P, in the same " astronomical triangle " Z P S, whose ele- 
ments have already been described. In this case, the three sides, 
viz., the co-latitude, the zenith, and polar distances, are given to 
find the hour angle P, which, when the sun is the object observed, 
will (as was explained in page 252) be the apparent time from 
apparent noon at the place of observation ; and it is converted into 
mean time by applying to it the equation of time with its proper 
sign. In tlic case of a star, it will denote its distance in time from 
the meridian, which being added to its right ascension, if the 
observation be made to the westward of the meridian, or subtrac- 
ted from the right ascension (increased by 24 hours if necessary) if 
to the eastward, will give the sidereal time, to be converted into 
mean solar time if required. 

• Table VII. Baily's Astronomical Tables and Formulrc. 
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The more accurate system is to obtain the time from two sets of 
observations on east and west stars ; by which all errors instru- 
mental, personal, or due to refraction are obliterated : see forms at 
page 228. 

A simple formula for finding the angle of a spherical triangle 

sin (i S - c) (sin ^ S-6) 

whose three sides are given is sin* J P= : : — ; • 

sm c. sm 6 

where S denotes the sum of the three sides a, 6, and c ; of which a 
is assumed as the one opposite the required angle. In the present 
case a represents the co-altitude or zenith distance ; h the co-decli- 
nation, or polar distance ; and c the co-latitude. 



EXAMPLE. 

Observed altitude .of the upper limb of the sun on May 4, 
1838, was 14° 44' 58" at 5^ 47"» 15* by chronometer; latitude 
51° 23' 40" ; longitude 2°» 21-5» east ; index error of sextant 28". 
Thermometer . . 61° -^ P 
Barometer . . 2 99 J ^^^^^^ 

Observed altitude q . . . 14° 44' 58" 

Index error — 28 



Semidiameter at 6* 75^ 



•ed the error of the watch. 



Apparent altitude . 
Correct. refi*ac". and parallax 

True altitude 

Zenith distance (Z S) 
Latitude .... 

Co-latitude (P Z) . 
Declination 

N P Distance (PS) 



14 



44 
15 


30 
52-2 


14 



28 
3 


37-8 
28-1 


14 
90 


25 



9-7 



75 


34 


50-3 


51° 
90 


23' 



40' 



38 


36 


20 



tf 



15 59 142 
90 

74 4;V8 



256 



PROBLEMS. 



J' 



I 
• ii' 

■f 

I« 
■I 

♦i 

J 
I 



(a) ZS 
(6) PS 
(c) PZ 

S 

iS 

c 

iS-c 
6 



75° 34' 50"-3 
74 45 -8 
38 36 20 

188 11 56 1 
94 5 58 
38 36 20 sin. ar. comp. 

55 29 38 sine 

74 45 '8 sin. ar. comp. 



iS-6 = 20 6 12 -2 sine 

sin' JP 

sin. ^P. 43° 23' 8" -5 
2 

•Hour angle P = 86 46 16 2 



Equivalent in apparent time to 
Equation of time at time of observation . 

Mean time 

Time by chronometer .... 



0-2048465 

9-9159620 
00171307 

9-5358540 



. 2)19-6737932 
9-8368966 



• • 



Chronometer fast 



o / // 

5 47 606 
3 24*46 

5 43 40-60 
5 47 15 

3 34-40 



!i 



* 



' * 



I ' 




Method 2nd. — From equal altitude of a star or the sun, and 
the interval of time between the observations. 

If a star is the object obsefved, it is evident that half the inter- 
val of time elapsed between its returning to any obsei*ved altitude 
after its culmination, will give the moment of its passing the 
meridian without any correction, from whence the error of the 
clock or chronometer is at once found. But with regard to the 
sun, there is a correction to be applied to this half interval, 

* The most favourable time for observing single, (or absolute,) altitudes of the sun 
or stars to obtain the local time, is when they are on or near the prime vertical^ 
since their motion in altitude is then most rapid, and a slight error in the assumed 
latitude is not of so much consequence. The corrections for the refraction, however, 
are then often considerable. The same observation will of course give the azimuth Z, 
and also the variation of the needle, if the magnetic bearing of the star or of either 
limb of the sun, is taken by another observer at the same moment as the altitude. 
This will be further explained. 
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on account of his constant change of declination. From mid- 
winter to midsummer the sun gradually approaches the North 
Pole, and therefore a longer period will intervene after, than 
before Tioon, — between the sun s descent to the same altitude in 
the evening as at the morning observation : and the reverse 
takes place from midsummer to midwinter. The amount of this 
correction depends partly upon the change of declination (propor- 
tioned to the interval of time on the day of observation) ; and 
partly upon the latitude of the place. — ^The diflference of the sun's 
horary angles at the morning and afternoon observations is easily 
calculated by the following formula of Mr. Baily's : — 

03 = Hh A ft tan L + B 8 tan D, where 

T = the interval of time expressed in hours ; 

T _ 
A* = 144.0sin. 7iT. 

T 

B* = 1440 tan. 7i T. 

L, the latitude of the place, minus when south ; 

D, the declination at noon, also minus when south ; 

h the double daily variation in declination in seconds^ de- 
duced from the noon of the preceding day to that of the following, 
minus when the sun is proceeding to the south ; and 

X = the required connection in seconds, A being rainus when 
the time of noon is required. 

The result is of course apparent noon, to which must be applied 
the equation of time, in order to compare a chronometer with 
mean noon. 

In an observatory, or wherever a transit or other instrument is 
fixed in the plane of the meridian, the easiest and most accurate 
mode of obtaining the true local time is by observing the transit 
of the sun or a star over the vertical wires of the telescope. With 
the sun, the mean of the times of both leading and following limbs 
gives the transit of the sun's centre, which is apparent noon, to 
which the equation of time 4- or — has to be applied to obtain the 
mean time. 

When the transit of a star is obtained, the sidereal time at pre- 

* The logs of A and B will be found in Table 14. For the method of obtaining 
the formula, see ''Loomis,'* p. 129, or '* Woodhouse," p. 791. 

B 
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ceding mean noon taken from the Nautical Almanac, corrected for 
longitude (see page 231) is to be subtracted from the star's R A 
(to which 24 hours is to be added, should this latter be the smaller 
quantity), and the difference is the interval of sidereal time after 
mean noon, which interval corrected into its equivalent of mean 
time gives the true local time. For an example of the method of 
recording these transits, see the form pages 287 and 290. 

The same result can be approodTnately obtained with a sextant 
by noting the moment when the upper or lower limb of the sun, 
or a star, appears to cease rising. — The observation must be com- 
menced before the time of the object's culmination, and the 
reflection of the images kept in contact by the gradual forward 
motion of the tangent screw until the images tend to overlap 
instead of receding. 

If the rate only of a chronometer is required, it can be obtained 
by observing the transits of a star on successive days, or by equal 
altitudes of the same star, on the same side of the meridian, on 
different evenings ; as a star attains the same altitude after each 
interval of a sidereal day, which is 3™ 5691* less than a mean 
solar day ; but if the refraction is not alike on the days of observa- 
tion, a correction will be required. 

By reading the azvmuiha, when the sun or a star has equal alti- 
tudes we obtain the true meridian line, which will be again 
alluded to. Very frequently the afternoon altitude cannot be 
observed on account of intei-vening clouds, but the time can still 
be calculated from the observed single altitude, as in the last 
problem. 



PROBLEM V. 

TO DETERMINE THE LONGITUDE. 



The usual method of finding the longitude at sea is by com- 
paring the local time, found by observation, with that shown by a 
chronometer whose error and rate for Greenwich mean time are 
known. The accuracy of the result depends of course upon the 
chronometer maintaining a strictly equal rate under all circum- 



PKOBLEMS. 259 

stances, which cannot always be relied upon,* and various methods 
have been resorted to, to render the solution of this most import- 
ant problem independent of such uncertain data, or at all events 
to aflford frequent and certain checks upon its correctness. Any 
celestial phenomenon which should be visible at the same pre- 
dicted instant of time in different parts of the globe would of 
course furnish the necessary standard of comparison, and all the 
methods in use for determining the longitude are based upon this 
foundation ; but they are not generally practicable at sea, with the 
exception of that derived from the observed angular distances 
between the moon and the sun, or certain stars, which are 
calculated for every three hours of Greenwich time, and which 
lunar distance is measured with a sextant, or other reflecting 
instiniment. 

Artificial Signals have been resorted to as a means of ascer- 
taining the diflference of longitude, with considerable success, 
between places not separated from each other by any very 
considerable distance. In the Philosophical Transactions for 1826 
is an account drawn up by Sir J. Herschel of a series of observations 
made in the summer of 1825, for the purpose of connecting the 
royal observatories of Greenwich and Paris, undertaken by the 
Board of Longitude, in conjunction with the French Minister of 
War. The signals were made by the explosion of small portions 
of gunpowder t fired at a great elevation by means of rockets, from 
three stations, two on the French, and one on the English side of 
the Channel ; and were observed at Greenwich and Paris, as well 
as at two intermediate places, Legnieres, and Fairlight-Downs 
near Hastings. The diflference of longitude thus obtained, 
9' 21-6'', is supposed by Sir J. Herschel to be correct within one 
tenth of a second, and the observations were taken with such care 
that those of the French and English observers at the intermediate 
stations only diflFered one-hundredth part of a second. 

* It is usnal to have seyeral chronometers on board, and to take the mean of those 
roost to be depended npon. If one varies considerably from the others it is rejected. 

t Flashes of gunpowder upon a metal plate are visible at night for a very consider- 
able distance, upwards of 40 miles, — this method is far superior to firing rockets, — 
the quantity may be from 4 to 16 drachms or more for moderate distances, and a 
quarter of a pound for long ones. 

s 2 
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At page 198 also, of FranccBur's " G^od^sie," is a description of 
similar operations for the purpose of ascei-taining the diflference of 
longitude between Paris and Strasbourg. In operations of this 
nature, it is only necessary that the rates of the chronometers used 
should be uniform for the short period of time occupied by the 
transmission of the signals. 

Suppose A and B ai*e two places, whose diflference of longitude 
is required, and that they are too far distant to allow of one signal 
being seen from each — 

Eiul ^! £! ^* fVest 

I i 5 B 

C and T> are taken as intermediate stations, and the first signal 
made at S, is observed from A and C, and the times noted ; the 
second signal at S', is observed from C and D, some fixed number 
of minutes after ; and then that at S" from D and B. Suppose 
these two intervals to have been five minutes each, then the 
diflference of longitude is equal to the diflference between the local 
time at A + ten minutes, and that observed at B at the moment 
of the last signal. Everything in this operation depends upon the 
correct observation of the times, which should be kept in sidereal 
intervals, or reduced to such if observed with a chronometer regu- 
lated to mean time. 

Transportation of Chronometers. — When, instead of the 
two or three chronometers generally taken on board every ship, a 
number of these instruments, whose rates and errors have been 
previously carefully ascertained, are conveyed from one meridian to 
another, the compaiison of the mean of the time shown by the 
chronometers with the local time at each place, aflfords the means 
of determining with considerable accuracy the diflference of their 
longitudes ; this mode is much practised at present on boaixl 
surveying vessels,* for measuring the respective meridian distances 
between a number of maritime towns, ports, and other places on 
the sea-coast of distant countries. On shore the diflference of 
longitude between two stations can also be determined >vith pre- 
cision by the transmission of pocket chronometers between them ; 

* On board H.M.S. Beagle, employed as a sunreying vessel principally on the 
ooasts of Australia and Van Diemen's Land, there were at one time as many as 
tto9iUy-<mt first-rate chronometers. 
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provided the errors of the box chronometers or clocks at these 
stations on sidereal time, and their rates,* have been carefully 
ascertained by transit observations. Where the distance is not 
very considerable, the operation consists simply of comparing 
several pocket chronometers with the standard instrument at one 
of the sta,tions, and then sending them t with the greatest care to 
be compared with the clock or chronometer at the other station, 
to be returned immediately for another comparison at the starting 
point; which process of transmission should be repeated several 
times. 

When the time occupied by this operation is considerable, 
more than four or five days, for instance, the accuracy of the result 
will be increased by stationing a careful assistant at a post 
midway between the two extreme stations with a box chronometer 
with which the transmitted pocket chronometers are to be com- 
pared. Mr. Airy recommends commencing from this central 
position, sending the pocket chronometers (divided into two 
batches) simultaneously for comparison to the two principal 
extreme stations, and comparing them again on their return, at 
nearly the same time, at the intermediate point ; by which modi- 
fication, the time through which reliance is placed upon the 
pocket chronometers is diminished one-half, and very little 
dependence is made to rest upon the steadiness of the performance 
of the box chronometer at the central place of observation. 

This method of obtaining the diflference of longitudes of two 
distant places would, it is imagined, seldom be resorted to where 
the distance was very great, and where an intermediate station 
was found necessary. On the North American Boundary Survey 
the second method was never tried, but the first and more simple 
process of direct transmission and comparison between the two 
stations was constantly practised with great success. One 
example has been selected fi-om Major Robinson's report, calcu- 
lated according to the directions drawn up by Mr. Airy, each of 
the three comparisons recorded being the mean of six observations. 

* Pocket chronometers generally have a different rate when transported from place 
to place, either by land or by sea, from that which they maintain in an observatory. 

t This should be done directly after the error of the standard chronometer hat 
been tested by observations with the transit instrument. 
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In comparing chronometers two persons are generally em- 
ployed, one of whom watches the seconds hand of one instrument 
until it arrives at some convenient division, such as the commence- 
ment of a minute, or one of the ten seconds, when he gives the 
signal to "stop" to the other, whose attention has been mean- 
while fixed upon the seconds hand of the other chronometer. 
Where one person alone makes the comparison, his only plan is, 
to register the seconds, and then the minutes and hour of one 
instrument, commencing to count the beats 1, 2, 3, &c., from the 
moment selected by him (whilst he is writing down the time 
observed), and then to transfer his eye to the other chronometer, 
continuing to count the beats until he observes its second hand 
opposite some marked number of seconds, when he stops ; writing 
down fii-st the number of beats counted, and then the seconds, 
minutes, and hour of the second' chronometer; the number of 
beats is of course to be subtracted from this for the comparison 
of the time shown by the first instrument. 

When a chronometer adjusted to mean solar time is to be com- 
pared with one going sidereal time, or with a sidereal clock, the 
only coiTect method with one observer is by the coincidence of 
their beats in the manner described by Mr. Airy. 

When the chronometer going mean solar time has a half-second 
beat, and the other instrument or the clock a second's beat, they 
will appear at the end of every second to beat (after some little 
time) almost simultaneously. Select one that appears perfectly 
coincident, and commence counting the beats 1, 2, 3, &a, of the 
clock or sidereal chronometer, writing down at the same time the 
seconds, minutes, and hour of the solar one ; then turn your eye 
to the seconds hand of the clock or other chronometer, continuing 
counting till the seconds hand is at some conspicuous place, and 
then stop. Write down first the number of seconds you have 
counted ; then the seconds on the clock face at which you stopped ; 
and lastly, the minutes and hour ; then the comparison will stand 
thus : — the time observed by the first chronometer = time observed 
by the second (or the clock as it may be), minus the number of 
beats counted. 

When the solai* time chronometer and the sidereal have both 
half-second beats, the process is the same, counting every alternate 
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beat of the sidereal instrument With a chronometer going mean 
solar time, and having a beat of five times in two seconds (a very 
common one, particularly in pocket chronometers), the beats will 
only coincide with the divisions upon the dial every alternate 
second, each beat' being equivalent to 0''4 ; the process of com- 
parison is however much the same as that already detailed, but it 
will be facilitated by marking distinctly with ink upon the face of 
the chronometer every other second, unless this has been originally 
so divided as to render the precaution unnecessaiy. 

The following example shows the method of deducing the error 
of a chronometer going mean solar time, by comparison with a 
sidereal clock whose rate and error are known by transit ob- 
servations. 

R. E. Observatory, Jan. 24, 1849. 

Clock's error 44*41 slow. 

Rate 0*43 losing, 

H* M. S. 

20 11 46*90 Sidereal time. Greenwich mean noon. 
0'35 Correction for longitude 2"' 9" east. 

20 11 46*55 Sidereal time at mean noon at place of observation. 
17 13 Clock at time of comparison. 

2 58 46*55 



1 59 40*34 

57 50*49 

45*87 

0*54 ' 



Ekjuivalents in mean solar time for above difference. 



2 58 17*24 Mean interval from noon by clock. 
12 



9 1 42*76 Mean time A.M. by clock. 

9 5 Time by chronometer. 

1 37'76 Chronometer slow (relatively). 

44*41 Qock slow. 



2 22*17 Error of chronometer, slow. 
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The electric telegraph enables signals to be transmitted 
over 1000 miles or more with hardly any appreciable loss of time. 
Many observations have been made by means of it on the United 
States Coast Survey (see Loomis' Practical Astronomy). The 
signal is given at either station by pressing a key, as in the usual 
mode of telegraphing, and the observer at the other station hears the 
click caused by the motion of the armature of his electro-magnet. 

Four diflFerent methods of comparison have been practised on 
the United States Coast Survey. 

1st, By striking on the signal key at intervals of ten 
seconds, records being made of the time of sending and receipt 
of each signal. Twenty signals one way and a similar number 
returned. 

The party giving the signals strikes his key in coincidence with 
the beats of his clock, but at the other station the click will not 
probably be heard in coincidence, and the fraction of a second has 
to be estimated. 

2nd, To remedy this evil the following method is pursued : — ^A 
mean solar clock at one station, a sidereal clock at the other : each 
party beats seconds by his clock, the coincidences being noted and 
recorded at the other station. 

Third method by telegraphing transits of stars, observations 
being made at each station : the chief objection of this method 
also is, that it involves the estimation of fractions of seconds. 

Fourth method obviates this evil by printing the signals upon a 
cylinder or a fillet of paper. 

The eclipses of jupiter*s satellites are phenomena of very 
frequent occurrence, the precise instants of which can be calcu- 
lated with certainty for Greenwich time ;* but a telescope mag- 
nifying at least forty times is required for their observation ; and 

• The tiTne occupied by light in travelling from the sun to the earth is also ascer- 
tained by means of the eclipses of Jnpiter*8 satellites. 

The difference of distance the light has to travel from Jupiter to the earth, on the 
occasion of an eclipse of one of the satellites, happening when they are in opposition 
or in conjiinctiaHy is evidently the m^jor axis of the earth's orbit. This distance has 
been ascertained to be 16" 26"'4, which gives 8" 13" '2 for the time occupied by light 
in passing from the sun to the earth. 

The distance of the sun from the earth was determined by means of the transit of 
Venus over the sun's disc. 
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those of different powers are found to give such different results 
as to the moment of immersion or emersion, that the method is 
not susceptible of the accuracy it would appear to promise, and is 
moreover almost impracticable at sea. In determining the 
longitude by this method, the local time must be found by 
observations of one or more fixed stars, unless it is known from a 
chi'onometer whose error and rate has been previously ascer- 
tained. 

The eclipses of the sun and moon also enable us to deter- 
mine the longitude ; the former with considerable accuracy ; but 
their rare occurrence renders them of little or no practical benefit, 
and the results obtained by the eclipses of the moon are generally 
unsatisfactory, owing to the indistinct outline of the shadow of the 
earth's border. 

The three methods upon which the most dependence can be 
placed are — 1st, by a " lunar observation" which, as before stated, 
possesses the great advantage of being easily taken at sea ; 2ndly, 
by the meridional transits of the moon, compared with those of 
certain stars previously agreed on, which are given in the Nautical 
Almanac under the head of "Moon Gulnwnating Stars; and 
3rdly, by occultatioTis of the Jioced stars by tlie moon, — The two 
latter methods are the. most accurate of any, but the fii-st of them 
requires the use of a transit instrument, and the latter a good 
telescope ; both involve also long and intricate calculations, which 
will be found fully detailed in the works of Dr. Pearson, and in 
Chapter XXXVII. of Woodhouse's Astronomy. The methods 
given in the following pages considerably shorten the labour of 
the more accurate computations, and are the same as those in 
Mr. Riddle's " Navigation" 

Method 1st. — By a Lunur Obsei^vation, 

This method is found very useful and necessary at sea as a 
check, and even on land in extreme cases, where all other means 
of connecting the points by triangulation, &c., are lost ; but as the 
results often vary to the amount of several (4 or 5 or more) miles 
on the earth's surface, they are clearly unsuited to any work where 
accuracy is an object 
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The observations for this method of ascertaining the longitude 
of any place can be taken by one individual ; but as there are 
three elements required as data, which, if not obtained simul- 
taneously, must be reduced to what they would have been if taken 
at the same moment of time, it is better, if possible, to have that 
number of observers. 

The lunar distance, which is of the first importance, is measured 
by bringing the enlightened edge of the moon and the star, or the 
edge of the moon and either limb of the sim, in perfect contact 
The other observations required are, the altitudes of the moon, 
and that of the other object, whether it be the sun, a fixed star, or 
a planet* ; and as these are only taken for the purpose of correcting 
the angular distance, by clearing it from the effects of parallax 
and refraction, they do not require the same accuracy, or an equal 
degree of dexterity in observing. When the observations are 
made consecutively by one person, the two altitudes are first taken 
(noticing of course the times) ; then the distance from the star to 
the moon's limb repeated any number of times, and as rapidly as 
is consistent with accuracy, from whence a mean of all the dis- 
tances is deduced, assuming it to correspond with the mean of all 
the times taken by the chronometer at each observation ; and 
afterwards the altitudes again in reverse order, which altitudes 
are to be reduced to the same time as that of the mean of the 
lunar distances. 

It being of great moment to simplify and render easy the 
solution of this problem which is of the most vital importance at 
sea, a number of celebrated practical astronomers have turned 
their attention to the subject, and tables for " clearing the lunar 
distance " aie to be found in all works on Nautical Astronomy, by 
the use of which the operation is undoubtedly very much 
shortened t; but as none of these methods show the steps by 
which this object is attained, the example given below is worked 
out by spherical trigonometry, and the process will be rendered 
perfectly easy and intelligible by the following description : — 

* These altitudes, if not obsenred, can be aUeulated when the latitude is known ; 
by which method more accurate results are obtained. 

t Dr. Pearson enumerates no less than iioenJty-fcur astronomers who hare published 
different methods of facilitating the " Clearing the Lunar Distance." 
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In the accompanying figure, Z represents the zenith, P the pole, 
M the observed place of the moon, and S that of the sun or star. 
The data given are MS, the measured angular distance; and 
Z M and Z S the two zenith distances (or co-altitudes) from 
whence the angle M Z S is found, the value of which is evidently 




not affected by refraction or parallax, which, acting in vertical 
lines, cause the true place of the moon to be elevated above its 
apparent place (the parallax, from her vicinity to the earth, being 
a greater quantity than the connection for refraction), and that of 
the sun or star, to be depressed below its apparent place. Let M' 
and S' represent the corrected places of these bodies, and we have 
then Z M' and Z S' — ^the zenith distances collected for refraction 
and parallojx — and the angle M Z S — before found, to find the tme 
lunar distance M'S' in the triangle ZM'S'. The apparent time 
represented by the angle Z P S may be found in the triangle Z P S, 
having S Z, P S, and Z P the co-latitude, if the exact error of the 
chronometer at the moment is not already known ; and this time, 
compared with the Greenwich time at which the lunar distance is 
found from the Nautical Almanac to be the same, gives the 
difference of longitude east or west of the meridian of that 
place. The example below will show all the steps of the 
operation. 
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On May 4, 1838, at 10^ 41 "> 45«-8 by chronometer, the following 
observations were taken in latitude 51® 23'*40 north, to find the 
longitude ; the chronometer having been previously ascertained 
the same evening to be 3*" 34* too fast. 

Double altitude — D 74° 42' 35", taken with a sextant ; index 
error— 22". 

Altitude Spica Virginis 28° 15' 50" — with alt. and az. inst. ; 
index error — 28". 

Distance ]) — 3|c 31** 25' 55" — with repeating circle. 

Barometer standing at 29"*9, and thermometer at 61**. 



Double altitude- 



Index error sextant 



Semidiameter . . . . 
Apparent altitude D 

Z M apparent zenith distance 



Altitude Spica Virginis 
Index eiTor * 

Apparent altitude 



Z S, apparent zenith distance 



Observed distance 5|c — 1) 

Moon's semidiam^— 10^ 7'°— 14' 45"*31 ) 

Augmentation for 37'' 6' 8* 49 ) ' 

M S, apparent lunar distance 



/ // 



• • 



ft • 



• • 



74 42 35 
22 


2) 74 42 13 


37 21 6.5 
14 53-8 


37 
90 


6 12-7 



52 53 47-3 


28 



15 50 
28 


28 
90 


15 22 



61 


44 38 


31 


25 55 
14 53-8 


31 


11 1-2 



Ist — Then in the triangle Z M S we have the three sides to find 
the angle M Z S (by formula p. 218). 



L 




(a) MS= 31 11 1-2 

(b) ZS = 61 4,4 38- ar. corap. sin. 00551028 

(c) Z M = 52 53 47-3 ar. comp. sin. 0982439 

. S = 145 49 26-5 

iS 72 64 43-25 

(JS-(.)= 1110 5 25 sin. 9-2871039 

ils-e) = 20 55-95 sin. 9-6343750 

Sin.»iZ= 2)18-9748256 

Sin. i Z (17 53 25) = 9 4874128 

2 ' 

Angle M Z S 35 46 60 

Then to correct the zenith distances for refraction and parallax: — 

Apparent zenith distance ZM= 625347-3 

Refiraction +1 14'1 

52 55 1-4 
Parallax 43 74 

Z M', Corrected zenith distance 52 11 54- 

ZS, SpicaVirgiuis apparent zenith distance . • , 6144 38 
Refraction + 1 46 

Z S', Corrected zenith distance 61 46 23 
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to find M' S' the corrected lunar 
distance. 



Then in the triangle Z M' S', we have 
Z M' = 52 11 54 
Z S' =61 46 23 
and angle Z = 35 46 50 

tan a' = cos Z X tan Z M' 
a" = ZS'-a' 

cos M' S' = cosine Z M' x -^^i^ 

cos a 

cos 35 46 50 9-9091613 

tan 52 11 54 0110291 6 

a! = 46 16 58 tan. 00194529 
Z S' = 61 46 23 



Baily*s formula, 
two sides and 
included angle. 



(ZS'-aO = 15 29 25 = a" 



// 



97874110 
9-9839310 
01604593 



9-9318013 



cos Z M' 52 11 54 
cos a" 15 29 25 

cos a' 46 16 58 ar. com. 

cosM'S' 31 16 34 

The corrected lunar distance. 

By the Nautical Almanac, it appears that the Greenwich mean 
time answering to this distance, must be between 9 P.M. and mid- 
night the difference of distance answering to this interval of 3 



hours, being .... 

Lunar dist. at 9 P.M. Greenwich 
Corrected distance found above 



Interval of time past 9 P.M. 

Greenwich mean time 
Mean time at place of observs 

Longitude east . 
Or in space 



• The interval of time past 9 p.m. might of course have been found by a common 
proportion, without the aid of prop, logarithms. See the " Explanation*' at end of 
Nautical Almanac, with regard to the proportional logarithms. 
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The diflference between the prop. log. at 9 p.m. and midnight 
being 0, the coiTection of 2nd diflferences is nothing. 

Mr. Baily's formula for a lunar observation for longitude is as 
follows : — 

M'S'= a; the tine lunar distance required, 

H the apparent ) ,^. . , « ., 

^^ > altitude of the moon, 

and H the true ) 

., \ altitudes of sun or star, 

h true ( 

M S = A the apparent distance. 

Leti3=:H^ + H + A) 

f a fa \ COS H' cos A \i 

and sin a = 

cos \ (H' + A') 

then sin i » = cos \ (H' -f A) cos a. 

(For a similar formula worked out see Vol. III., p. 574, Mathe- 
matical Course, R. M.A.) 

The following example will also show the method of working 
out a lunar observation, by Dr. Young's formula, all the terms of 
which are cosines : — 



// 



Given apparent altitude S K = . . . . 7 48 1 

]) MH= . 35 45 4 

O ]) MS=. . . . 95 50 53 

True altitude e S'K . . . 7 41 31 

5 M'H . . . 36 27 54 

o / y/ 

SZ= . . . . 82 11 59 

MZ 54 14 56 

S'Z .... 82 18 29 

M'Z 53 32 6 

Requu-ed M'S' the true distance. 
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By Dr. Young's formula, 

2 cos i (MH + SK + MS)co8 4(MH -h SK — MS) cos M'HcotS'K 



Cos M' S'= 

- cos (M'H + S'K). 



cos Mil cos SK 



} 



M S = 95 50 53 

M H = 35 45 4 ar. comp. cos 0090678 
S K = 7 48 1 ar. comp. cos 0004037 



2) 139 23 58 






I Sum 69 41 59 


cos 


9o402o4 


i (MH + SK-MS) 26 8 54 


cos 


9-953110 


M'H 36 27 54 


cos 


9-905375 


S'K 7 41 31 


cos 


9-996074 
9-489528 


Log. 2 


• 


. 0301030 

9-790550 
nat. cosine =0-617387 



36 27 54 
7 41 31 



M'H + S'K = 44 9 25 nat. cosin 



0-717434 
0100047 



nat. COS. M'S' 95° 44' 31'' . . . 
the true lunar distance. 

The same example, by Mr. Riddle's first method, which will be 
found in his " Navigation," gives 95** 44' 29" for the corrected 
lunar dist-ance. 

By Mrs. Taylor's method, which requires the use of her 
" Tables," the true distance is obtained as follows : — 

Table 1 . O 13873 . )) -7533 

Table 2 . . . - 0-50 77 ... - 14997 

- 2-25i)0 



Table 3 ) 



\ 



( 



11 



» 



4. 



Total corrections 
Appt. distance 

True distance 



- l-89:)0 

- r 25'' 

- 3 15 
-f 4 22 

- 2 

- 6 20 
95_50 53 

95 41- 33 
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The apparent altitudes and distance are first obtained from 
those observed, by correcting them for semidiameter and dip if 
necessary. Then in Table I. find the log of the corrections for 
the altitudes on account of the moon's parallax. 

From Table IL take the logs of the eflfect of the moon's 
horizontal parallax upon the distance. 

Table III. gives the minutes and seconds answering to these 
logarithms. 

From Table IV., find the efifect of the refractions of both objects 
on the observed distance. 

And from Table V., if the sun is one of the objects observed, 
the effect of his parallax. 

These corrections, applied, with their proper signs, to the 
apparent distance, give the true distance as above. Mr. Airy 
makes the following remarks upon the effect of errors of observa- 
tion in taking lunar distances and lunar transits. A certain error 
of time produces that same error in the deduced longitude ; and 
an error in the measure of one second produces about two seconds 
of time in the longitude. 

An error of one second of time in a lunar transit produces about 
30 seconds error in the longitude. 

An error of one second of tvme in a lunar zenith distance will 
produce at least 30 seconds of time error in longitude — sometimes 
considerably more. An en-or of one second in zenith distances 
produces at least two seconds of time in longitude. An error of 
one second of time in an occultation produces one second of time 
in the longitude. 

The same with eclipses of Jupiter's satellites. 

Other Methods. 

Instead of measming the distance between the moon and a star, 
for a comparison with the time at which the same distance is ob- 
tained by calculation for the meridian at Greenwich ; altitudes may- 
be taken simultaneously of the moon and a star, from the latter of 
which, its right ascension and declination being accurately known, 
the right ascension of the meridian can be computed. This right 
ascension applied to the moon's distance from the meridian (the 
angle B in the astronomical triangle) gives the right ascension of 
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the moon, to be compared with the time at Greenwich at which it 
is identical, for the diflference of longitudes. 

A method, applicable particularly to low latitudes,* is to select, 
when the moon is on or near the prime vertical, any star whose 
right ascension and declination are known ; it being at the time 
within 8° or 10° of the zenith. 

Take the distance between this star and the moon ; also the 
moon's altitude, and apply the moon's correction in altitude with a 
contrary sign as the correction in distance ; then with the cor-- 
rected distance as a base, and the co-declinations as containing 
sides, the diflference of right ascension, and consequently the 
moon's right ascension, and Greenwich time, are found. 

If a star answering to the above conditions is not available, 
select any star having the same or nearly the same azimuth as 
the moon, and not less than 30° or 40° distant; the sum or 
diflference of the corrections in altitude would then evidently be 
the correction in distance. If the star happened to be one of those 
given in the lunar distance, the Greenwich time is at once found ; 
if not, with the corrected distance as a base, the problem is worked 
out as before. 

The objection to both these methods is, that the moon's declina- 
tion is required to be known accurately as an important part of 
the data, to compute which, it is necessary to know the longitude 
correctly (the very thing sought), except in cases where the moon's 
declination on either side of the equinoctial is nearly a maximum, 
and consequently for some time comparatively stationary. Under 
these circumstances a good result may be expected from the last 
method when the moon is on, or nearly on, the prime vertical. 

BY THE METHOD OF MOON-CULMINATING STARS. 

The proper motion of the moon causing a diflference in the 
interval of time between her transit, and that of any star, over 
diflfei^ent meridians, aflfords another method of determining the 
longitude.! The times of transit (or apparent right ascension) of 

• Obtained from Mr. E. K. Horn. 

t The time of the moon's transit compared with that observed at, or calculated for, 
another meridian would be sufficient data for ascertaining differences of longitude ; 
but by making a fixed star the paint of comparison, we obviate any error in the 
position of the instrument, and also of the clock. 

T 2 
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the moon's enlightened edge, and that of certain stars varying but 
little from her in decliTiation, are calculated for Greenwich mean 
time, and given among the last tables in the Nautical Almanac. 
The transits of the moon's limb, and of one or more of these 
stars, are observed at the place whose longitude is required, and 
from the comparison of the differences of the intervals of time 
results a most easy and accurate determination of the difference 
of meridians;* of which the following example is sufficiently 
explanatory. 

EXAMPLE. 

At Chatham, March 9, 1888, the transit of a Leonis was ob- 
served by chronometer at 10'* 52™ 46', and of the moon's bright 
limb, at 10*^ 20" 7' ; the gaining rate of chronometer being l'*5. 

Eastern Meridian CJiaiha/m — observed transits. 

h m t 

a Leonis 10 52 46 

51 11 20 7*5 



On account of rate of chronometer 

Observed interval corrected 

Equivalent in sidereal time 

Western Meridian Greenwich — apparent right ascensions, 

h m t 

a Leonis 9 59 4618 

Dl 10 27 16-76 



27 21-5 


-00 003 


27 25-47 


27 25-96 



27 30-58 
Observed transits . 27 25*96 



Difference of sidereal time between the intervals 4 62 

Due to change in time of moon's semidiameter 
passing the meridian + 00 0*01 



Difference in 5 's right ascension ... 00 463 

* For a moro rigid method of computing the difference of meridians by lunar 
tnuudti^ see Baily*s Formula and Problems, pp. 239 to 247. 
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The variation of D's right ascension in one hour of terrestrial 
longitude is, by the Nautical Almanac, 112*77 seconds. Therefore 
as 112-77* : Ih : : 463* : 14780 = 2' 27"-8, the diflFerence of 
longitude. 

But when the diflFerence of longitude is considerable, instead of 
using the figures given in the list of moon-culminating stars for 
the variation of the moon's right ascension in one hour of 'longi- 
tude, the right ascension of her centre at the time of observation 
should be found, by adding to, or subtracting from, the right 
ascension of her bright limb at the time of Greenwich transit, the 
observed change of interval, and the sidereal time in which her 
semidiameter passes the meridian. The Greenwich mean time 
corresponding to such right ascension being then taken from the 
Nautical Almanac, and converted into sidereal time, will give, 
by its diflFerence from the observed right ascension, the difference 
of longitude required. For instance, in the above example : — 

h m » 

([ Right ascension at Greenwich transit . . 10 27 16*76 
Sidereal time of semidiameter passing meri- 
dian of place + 01 2*26 

}) Right ascension at Greenwich transit . . 10 28 19*02 

Observed difference . . . 4*62 



}) Right ascension at the time, and sidereal 

time at the place of observation . . 10 28 14*40 
Greenwich mean time correspond- \ h m » 
ing to the above right ascension. Vll 17 05 
Page 7, Nautical Almanac. J 

Or sidereal time at Greenwich 10 25 46*5 



Difference of longitude . . 2 279 



BY OCCULTATIONS OF FIXED STARS BY THE MOON. 

The rigidly accurate mode of finding the longitude from the 
occultation of a fixed star by the moon, involves a long and 
intricate calculation, an example of which will be found in the 
37th chapter of Woodhouse's " Astronomy : " and the different 
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methods of calculating occultations are analysed at length by 
Dr. Pearson in his " Practical Astronomy," commencing at page 
600, vol. ii. 

The following rule, however, taken from Riddle's " Navigation," 
will give the longitude very nearly, without entering into so long a 
computation: — 

Find the Greenwich rnean time from knowing the local time and 
the approximate longitude, and for that time take, with the 
greatest exactness, from the Nautical Almanac the sun's right 
ascension, and the moon*s polar distance, semidiameter, and 
parallax, applying all connections. 

To the apparent time, add the sun's right ascension, and the 
diflFerence between this sum, and the stai-'s right ascension, will be 
the meridian distaifice of the latter. Call this distance P; the star's 
polar distance j9; its right ascension R ; the reduced co-latitude I; 
the moon's polar distance m ; her reduced horizontal parallax H ; 
and her semidiameter s. 

Then add together sec — ^, cos — -^, and cot — , and the 

sum, rejecting twenty, will be the tangent of arc a, of the same 

affection as — . 

Add together cosec — — , sin — ^, and cot --, and the sum, 

Jt Zt ^ 

rejecting twenty, will be the tan of arc 6 {always acute). When 

I is greater than p, a-{-b = arc c ; and when I is less than jp, 

a— 6=arc c. 

Add together tan c, cosec I, cosec P, and prop, log H, and the 
sum, rejecting the tens, is prop, log of arc d When arc c is 
obtuse, j9 -h c? = arc e ; and when c is acute, p—d = arc e. 

Add together cosec l, cosec P, prop, log H ; and with the sum 
Sy and p, take the con-ection from the subjoined table, and apply- 
ing it with its proper sign to e, call the sum or the remainder e\ 
The diflFerence of m and e' is arc /. 

To S add sin e', and the sum, rejecting the tens, is the prop, log 
of arc g. 

To the prop logs of 8 + /, and s — /, add twice the sine of arc 
e, and half the sum, rejecting the tens, is the prop, log of arc h. 
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Then the moon's right ascension = ^ ± g ± h where g is 
additive west of the meridiaji, and subtractive east ; and h is 
additive at an emersion, and subtractive at an immersion. 

Having found the moon's right ascension, the corresponding 
Greenwich time is to be found from the Nautical Almanac, the 
comparison of which with the local time gives the longitude of the 
place of observation. 

TABLE FOR CORRECTION OF 6. 
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Star's Polar Distance p. 







BY OBSERVATIONS FOR LATITUDE AND THE TRUE BEARING TO A 

KNOWN POINT. 

It is obvious that this system can only be adopted when the line 
joining the two stations is inclined at but a small angle to the 
meridian. 

Let A and B be two stations visible one from the other, let A P 
= a and B P = a', the observed co-latitudes, let A and B repre- 
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sent the corredted true azimuths obtained at those stations by- 
observation, and A P B the required angular distance of longitude- 
Then, by spherical trigonometry, 

, ^ cos i (a + a) , . ^ 

Let iP=: — 1~ >( tan \ (A + B), 

2 cos i (a — a ) ' ^ ^* 

which determines P. 

This system was adopted in the reconnaissance and route 
surveys of Sinai and Palestine, 1866-9 ; see account of Sinai Survey 
by Capt. H. S. Palmer, R.E., and also for the method of correcting 
the above equation when the angles at A and B have not been 
measured with perfect accuracy. 



PROBLEM VL 

TO DETERMINE THE DIRECTION OF A MERIDIAN LINE* AND 

THE VARIATION OF THE COMPASS. 

In the spherical triangle Z P S, already alluded to as the 
astronomical triangle ; and in which the co-latitude Z P, and the 

time represented by the angle P, were 
ascertained by the method of absolute 
altitudes in pages 250 and 253 ; the 
azimuth of any celestial body S is 
measured by the angle Z, which is 
found from knowing either the time 
or the latitude, in addition to the ob- 
served altitude. This calculated azi- 
muth compared with the magnetic 
bearing of the object observed at the 
same instant, and determined with reference to some well-defined 
terrestrial mark, affords the means of laying down a meridian line, 
and gives the variation of the compass. 

Li the northern hemisphere, except in high latitudes, the 

* The method of ascertaming the direction of the meridian with an altitude and 
azimuth instrument, or a large theodolite, has been already described at p. 204. 
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simplest method is to observe a Polaris at the moment of 
culmination, or at equal intervals before and after, or by observing 
a Polarie at any time, and correcting its poaition by Table I., 
First Correction of the Pole Star for Latitude (Nautical Almanac), 
the table being altered six hours, so that it may give the correc- 
tion east and west instead of north and south. The best time is 
early in the morning or after sunset, just before or after the necea- 
eaiy round of angles with the theodolite ia taken. The star can 
readily be found by the telescope {when invisible to the naked 
eye), the approximate variation of the compass being known, and 
alao the hour angle and altitude (from latitude) of the star. 

The time by the chronometer should be noted at moment of 
observation. 

Another mode is by calculating the a-mplitude of the sun at his 
rising or setting for any day in any latitude, and comparing it 
with bis observed bearing when on the horizon, or rather when he 
is 34 minutes, or about his own diameter, above it, as his disc is 
elevated that amount above its true place by refraction. 

In the accompanying figure H O is the liorizon, P the pole, 
E Q the equator, P A C the six o'clock hour circle, PEC the 
meridian, Z the zenith, and d dor d' d' the circle of declination of 




the sun, either north or south of the equator, and supposed to be 
drawn through his place at the time of sunrise, which is ap- 
proximately known. 



282 PROBLEMS. 

S or S', then, the intersection of this declination circle ^Yith the 
horizon, is the position of the sun at rising in the first case before 
arriving at the 6 o'clock hour circle, and in the second after having 
passed it. 

In the triangles A S ^ or A S' ^' then, ^ S or ^' S' is the sun's decli- 
nation, and the angle S A ^, S' A ^' the co-latitude of the place ; 
from whence we obtain A S or A S', the amplitude^ and also A < or 
A Ify the angular distance before or after 6 o'clock for the ti/me of 
swarise. — In the same way can be obtained the sun's amplitude at 
sunset ; as also the time, allowing for the change in declination. — 
If the meridian is to be marked on the ground, it is necessary, as 
before stated, to observe some object with reference to the mag- 
netic bearing. 

A TRANSIT INSTRUMENT * placed in the plane of the 
meridian, of course affords the means of marking out at once a 
meridian line on the ground ; the following short description, 
abridged from Dr. Pearson's " Practical Astronomy," explains the 
method of adjusting a portable transit approximately in this plane, 
and of verifying its position when so placed. 

1st. The adjuatrrvent of the level, and of the aods of the tele- 
scope. — These two adjustments may be carried on at the same 
time ; as when the level is made horizontal and parallel to the 
axis, the axis must be horizontal also. — Apply the level to its 
proper place on the pivots of the axis, and bring it horizontal by 
the foot-screws of the instrument ; reverse the level, and mark the 
difference as shown on the scale attached to it — half this difference 
must be corrected by the screw of the level, and half by the foot- 
screws, which operation will probably want repeating — if, by 
previous observation, the level has been ascertained to be correct, 
the foot-screws alone must be used in the coiTection, and if on 
reversing the instrument in its Ys, the level is still correct, the 



• In an Observatory, the principal uses to which a transit is applied are the 
obtaining true time, and the determination of rigJU ascensions — very excellent direc- 
tions for using and adjusting a portable transit for the determination of longitudes, 
&c., drawn up by Mr. Airy, will be foimd in the narrative of the North American 
Boundary, by M^jor Robinson, from which one example is given at the end of this 
chapter, to show the form there adopted for recording transit observations. 
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pivots of the axis are of equal size ; if not, the instrument should 
be returned to its maker as imperfect. 

2nd. The next object will be to place the spider Ivnea truly 
vertical, and to determine the equatorial value of their vn- 
tervals. 

Suspend a thick white plumb-line on a dark ground, at a 
distance from the telescope ; then the middle wire may be made 
to coincide with it to insure its verticality, and if a motion in 
altitude be given to the telescope, and the coincidence con- 
tinues unaltered by change of elevation, the axis has been truly 
levelled. 

The equatorial value of the intervals between the wires may be 
determined by counting the time in seconds and parts occupied 
by the passage of an equatorial star over all the inten'als, taken 
separately and collectively, by several repetitions on or near the 
meridian. If the star observed has any declination, the . value of 
an interval obtained from its passage may be reduced to its equa- 
torial value by multiplying the seconds counted, by the cosine of 
the star's declination ; before this method can be used, the 
telescope must have been placed nearly on the meridian. 

3rd. Collimation in azimuth. — When the preceding adjust- 
ments have been made, the telescope should be directed to a 
distant object, the middle spider line brought to bisect it, and the 
axis then turned end for end. If, after this reversion, the same 
point be again bisected by the wire, it is a proof that a line passing 
from the middle spider line to the -optical centre of the object- 
glass is at right angles to the axis of the telescope's motion. But 
if, after this reversion of the axis, the visible mark be found on 
one side of the middle line, half the en*or thus found must be cor- 
rected by the screw that moves the Y s in azimuth, and the other 
half by the screw for adjusting the wires ; several reversions must 
be made to ensure accuracy. — The verification of this adjustment 
may be proved by the passage of the pole star ; — note the time at 
the preceding and at the middle wire, then reverse the axis, and 
note the passage over what was the preceding, but is now the 
following wire ; half the difference of the intervals before and 
after reversion will show how much the position of the centre wire 
has been altered by reversion. 
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4tb. Collimation in altitude. — When the telescope is directed to 
the pole star at the time of its crossing the meridian, or to any 
well-defined distant point by daylight, read the vernier of the 
altitude circle while the bubble of the level is at zero. The axis 
of the telescope must then be reversed, and the horizontal line 
again brought to bisect the star ; and when the bubble is made to 
stand at zero as before, the reading of the vernier must be again 
noted ; half the sum of these readings will be the tioie altitude, 
and half the difference the error of collimation in altitude. This 
error may consist of two pai*ts : the spider line may be out of the 
optical centre of the field of view ; and the level (supposing it 
previously adjusted to revei*se properly in position) may not be in 
its true position as regards the zero of the circle's divisions ; half, 
therefore, of the eiTor arising from the half difference of altitudes 
must be adjusted by the screws carrying the spider lines, and the 
other half by the screw that alters the level. 

5th. The last and most difficult of all the adjustments is that 
by which the instrument is placed in the plane of the meridian of 
the place of observation. There are many modes of accomplishing 
this, both by direct and indirect means ; but the most convenient 
and most generally practised are those in which a circumpolar 
star is employed ; or in which two circumpolar stars, differing 
little in declination, but nearly twelve hours in right ascension, 
or in which two stars, differing considerably in altitude, and but 
little in right ascension, are successively observed ; but in what- 
ever way the adjustment may be made, the clock that gives the 
times of transit must have its rate previously well determined. 

The approximate position of the instrument may be ascertained 
by calculating the solar time of the pole's star passage over the 
meridian for any given day ; and then the telescope levelled and 
pointed at it at the computed time will require but little adjust- 
ment Subsequent observations of circumpolar or of high and low 
stars will gradually rectify the position, provided all the adjust- 
ments previously directed continue unaltered for a sufficient 
length of time ; and a meridian mark, capable of adjustment, may 
be placed at a convenient distance north or south, until their 
places are definitely fixed by some of the following methods. At 
95*4!9 yards from the object end of the telescope, one inch will 
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subtend 1' or 60", and a scale may be made accordingly, varying 
of course inversely as the distances ; so that when the ti'ansit ig 
found to be any number of seconds, say thirty, too much to the 
east or west, a coiTesponding distance on the scale shows how 
much the instrument is to be used in azimuth, by the proper 
screws, to effect the correction required. 

Metliod 1st. — By a circumpolar star. 

a = — o"- — T — cotan 8 
2 cos L 

where a = azimuthal deviation in seconds at the horizon, 

t = the time at upper transit, 

^ = at lower passage, 

L = the latitude, 

b = the declination : 
by multiplying by 15, a is converted into space if required. 

If the vjestern semicircle is passed through in less time than the 
eastern, the object end of the telescope points to the west of the 
true meridian. The clock must be a good ome for this method, as 
it supposes no change of rate for twelve hours. 

Metliod 2nd. — By a pair of circumpolar stars. 

_ (^-<^-12'')~(T~T— 12'0 sin A sin A' 
~~ 2 cos L— sin (A'— A) 

where A and A' = the star's polar distances, L = the latitude, 
t and t' the times of the first star's upper and lower passages, 
T and T' the times of the contrary passages of the second star, 
following the other at an interval of nearly 12 hours in right 
ascension : or this formula, omitting the 12 hours, 

_ (^-r)-(^— rps in AsinA' 
"" 2 cos L-sin (A'-A") 

when (i-^' — 12!*) is a greater interval than (r—r'— 11^) the hori- 
zontal deviation a will be towards the east, and vice versd; or when 
(t'—r') is greater than (^— r) the deviation is also to the east. 
Method Srd, — By high and low stars. 

( D - DO cos 8. cos b' 



a = 



cos L sin (8'— 8) 
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where D = (t—f) the difference of the observed times of 
passage, and D' = (Ra— Ra') the difference of the apparent right 
ascension of the two given stars, b' the declination of the higher 
star, and b that of the lower. The stars for this method ought to 
be removed from each other at least 40° in declination. When 
(D — D') is positive, the horizontal deviation is to the east of the 
south point in noiiliem latitudes ; and the contrary when Tiegaiive, 

Tables are formed to facilitate the computation of the above 
formulae. The times are all supposed to be sidereal; if, therefore, 
solar time is used in the observations, the acceleration must be 
added. 

The following example is given of the last method, in which, 
if the difference of the times of the observed passages be exactly 
equal to the difference of the computed right ascensions of the 
two stars, the instrument will necessarily be already in the plane 
of the meridian. 

On June 20, 1838, in latitude 51° 23' 40'', the transits of 
a Corona Borealis, and of Antares, were observed. 





Transits. Rt. Asceksioxs. 




h m t h in > 


a Corona Borealis . 


9 25 31-5 15 27 5225 


Antares 


10 17 17-8 16 19 31-93 


D 


- 51 46-3 - 51 39-68 


D' 


- 51 39-08 




+ 6-62 


6-62 . . . log. 


•8208580 


Cos 6' . . . 27' 15 46 99488603 


Cos 8 ... 26 4 


1 9-9534124 


Cos L . .. 51 23 40 ar. com. 0-2048465 


Sin 6 + 6' . . 53 19 47ar.com. 00957794 


a = 10 -562 


1-0237566 
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FORM FOR RECORDING OBSERVATIONS MADE WITH A PORTABLE 

TRANSIT. 



(Date, Place, and Name of Observer. 






c 

Approximate Solar Time. 


lU M. 

9 47 


H. M. 

10 40 


H. M. 
10 45 


Object 


12 Canuni 
Venaticorum. 


71 UrSBB 

Majoris. 


»? 


Bootis. 


IstWire 

2mi „ 

3rd , 

4th „ 

5th „ 

Sum . . 

Mean of Wires 

Correction for wires lost . . . 

True Transit on Instruments 

I + 009 
Azimuthal Error + 20 x ] —0 008 

( + 031 

True Transit over Meridian . . . 
Star's Right Ascension 

Error of Chronometer . . . . 


H. M. 8. 

13 2 41-5 
8 17 

3 51-5 

4 27-0 

5 10 


Ha U. 8. 

13 55 6-5 

55 49-5 

56 31 
Lost. 

57 56-0 


H. 

14 


M. 8. 

1 26-0 
Lost. 

2 23 

2 53.0 

3 21-0 


19 18-0 


225 23-0 


10 8-0 


13 3 51-6 


13 45 4-6 
11 26-70 


14 


2 0-6 
22-94 


13 3 51-6 
+ 0-18 


13 56 31-30 
— 0-16 


14 


2 23*54 
+ 0-62 


13 3 51-78 
12 48 48-97 


13 56 31-14 
13 41 28-49 


14 
13 


2 24-16 
47 21-19 


15 2-81 


15 2-65 


16 2-97 



The above is one of the sets of observations made by Major 
Robinson at St. Helen's Island, Upper Canada, in 184?5. Refer- 
ence was also made to the particular transit and chronometer 
used ; stating also if the error of collimation had been deteimined, 
and the transit levelled immediately before the observation, and 
whether the east or west end of the axis was illuminated. 

In the transit books used on this occasion, made of four or five 
quires of letter paper bound up in a strong cover, the right-hand 
page was printed in the above form, leaving the other blank, for 
recording levels, calculating the azimuthal errors, &c., &c. 

The form for registering transit observations in a permanent 
Observatory is of course dififerent from the above : that at present 
in use at the Royal Engineer Observatory at Chatham, taken 
from the " Corps Papers," is given as an example in page 290. 

The altitude and azimuth instrument alluded to in page 211, as 
one of the standard instruments of an Observatory, can be used 
when fixed in the plane of the meridian aa a transit, for which 
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purpose the diaphragm is provided with 5 vertical and 5 horizontal 
wires, the central intersection of which in the axis of the telescope 
is used for other observations. An instrument thus placed is of 
itself competent for almost all the requirements of an Observatory, 
excepting those requiring an equatorially mounted telescope, as 
by it may be obtained right ascensions and true time, as well as 
altitudes or zenith distances and azimuths. When constructed to 
be portable it becomes pre-eminently useful in all geodesical ope- 
rations, more particularly when placed on a repeating stand, as 
was done with those made for the Ordnance Survey (generally 
known as 2-feet theodolites). 

This instrument is fully described at page 412 of the 3rd vol. of 
the Woolwich Course, from which the following outline of its 
construction and adjustments has been taken ;- — The telescope is 
of 2 feet 3 inches focal length ; the vertical circle 15 inches 
diameter divided to 5', and the intervening space between each 
division read by two micrometers. The horizontal circle is of 2 
feet in diameter, also divided to o\ and read by six micrometers. 
The repeating table of three radiating arms is in two parts : the 
lower rests upon three levelling screws, and the upper carries the 
instrument. 

The adjustments ai-e as follows : the repeating table is first 
levelled by the three foot-screws by means of a short spirit level 
screwed on to its upper plate. The table is then turned 180°, and 
the level adjusted, one half by the screw of the spirit level, and 
the other half by the two foot-screws which are parallel to the 
level. The table is then turned 90°, and the air-bubble of the 
spirit level brought to the centre of its tube by the remaining 
screw of the repeating table. This process must be repeated until 
the table is perfectly level. 

The second process is the centering of the repeating table, which 
is effected by removing the spirit level from the upper plate and 
screwing the large centering microscope to the centre of the table. 
A fine circular dot upon a wafer is placed immediately below the 
centre at the level of the bottom of the triangular stand, and the 
cross hail's of the centering microscope made to bisect it, one 
half of the adjustment being made by the centering screws, and 
the other half by altering the collimating screws at the upper end 
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of the microscope. This operation is repeated with the table 
turned 180**, and subsequently again at right angles. 

The instrument itself is then placed with its three foot-screws in 
the brass cups at the three arms of the repeating table, and 
levelled by its own screws ; it is then centered by the centering 
microscope, so as to be used as a repeating theodolite, the opera- 
tion being repeated with the instrument turned ISO"* and 90° from 
its original position. 

The next adjustment is that of the telescope level. The tele- 
scope is placed in its Ys as nearly horizontal as possible, the verti- 
cal circle clamped, and the air bubble of the suspended level made 
by the tangent screw to bisect the centre of its tube. The level is 
then reversed on its supports, and one half of the error thus 
caused corrected by its adjusting screws and the other half by the 
tangent screw of the vertical arc, repeating the operation until no 
error exists. 

The last process is the levelling of the horizontal axis. The 
instrument is first carefully levelled by the telescope level, and 
the axis level suspended from the two pivots of the telescope, the 
exact readings of the ends of the air bubbles on the level scale 
being noted. The level is then reversed on the pivots, and tho 
difiference of the two readings of the ends of the air bubbles on 
the scale is corrected one half by the adjusting screw of the level, 
and the other half by the screw attached to the moveable Y that 
receives one of the pivots of the telescope, repeating the operation 
until the adjustment is perfect. The correction of the line of 
collimation and of the micrometer microscopes are the same as for 
the theodolite. 
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TABLE I 



FOR CONVERTING SIDEREAL INTO MEAN SOLAR TIME. 



1 

1 


Houi 

M. 




•s. 


Minutes. 


Seconds. 


8. 

9-830 


1 


s. 
0164 


31 


8. 

5-079 


1 


s. 
003 


i 
1 31 


s. 
0-085 


2 





19-659 


2 


0-328 


32 


5 242 


2 


0*005 


j 32 


0*087 


3 





29-489 


3 


0-491 


33 


5-406 


3 


0*008 

1 


1 33 


0-090 


4 





39-318 


4 


0-655 


34 


5-570 


4 


0*011 


34 


0-093 


6 





49-148 


5 


0-819 


35 


5-734 


5 


0*014 


35 

1 


0*096 


6 





58-977 


6 


0-983 


86 


5-898 


6 


0*016 ' 

j 


36 


0-098 


7 


1 


8-807 


7 


1147 


37 


6 062 


»• 
/ 


019 1 


37 


0*101 


8 


I 


18-636 


8 


1-311 


; 38 


6-225 


8 


0-022 


38 


0-104 


9 


1 


28-466 


9 


1-474 


39 


6-389 


9 


0.025 i 


39 


0-106 


10 


1 


3S-296 


10 


1 -638 


40 


6-553 


10 


0-027 

I 


40 


0-109 


11 


1 


48-125 


11 


1-802 


'41 


6-717 


11 


0-030 


41 


0-112 


12 


1 


57-955 


12 


1-966 


1*2 


6-881 


12 


033 1 


42 


0-il5 


13 


2 


7-784 


13 


2 130 


43 

1 


7044 


13 


0-036 ; 


43 


0118 


14 


2 


17-614 


14 


2-294 


44 


7-208 


14 


0-038 ! 


44 


0-120 


15 


2 


27-443 


15 


2-457 


45 


7*372 


15 


0-041 


45 


0123 


16 


2 


37-273 


16 


2-621 


46 


7*536 


16 


0-044 


46 


0-126 


17 


2 


47-103 


17 


2-785 


1 

47 


7-700 


17 


0-047 , 


1 


0-128 


i 18 

1 


2 


56-932 


18 


2-949 


48 


7*864 


18 


049 


' 48 


0-131 


1 

19 


3 


6-762 


19 


3-113 


49 


8 027 


19 


052 


J49 


0-134 


20 


3 


16-591 


20 


3-277 


50 

i 


8-191 


20 


0-055 ' 


1 50 

1 

1 


0-137 


21 


3 


26-421 


21 


• 

3-440 


51 


8-355 


21 


057 ' 


51 


0-140 


, 22 


3 


36-250 


22 


3-604 


52 


8-519 


22 


0-060 

1 


52 


0-142 


23 


3 


46-080 


23 


3-768 


53 


8-683 


23 


0-063 


1 53 


0146 


i 24 


3 


55-909 


24 


3-932 


54 


8-847 


24 


0-066 


54 


0148 








25 


4-096 


1 55 


9-010 


25 


0-068 1 


55 


150 








26 


4-259 


; 56 

1 


9-174 


26 


0-071 


56 


153 


1 






27 


4-423 


! 67 


9-338 


27 


0-074 


57 


0*156 








28 


4-587 


, 58 


9-502 


28 


0-076 ' 


1 58 


0-159 








29 


4-751 


; 59 


9*666 


29 


0-079 


59 


0-161 


• 






30 


4-915 

1 


, 60 


9*830 


30 
houn 


0-082 


60 


■ 0164 

1 ; 


The ( 


quantities opposi 


to tb 


le (liffcrer 


it uui 


mbers of 


j, minutes 


, and 


seconds 


are to I 


>e subtracted, to 


obta 


in the eqi 


Liivale 


nt intervs 


ilof 


mean sola 


r tim 


e for any 


|>€riod. 
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TABLE II. 



FOR CONVERTING MEAN SOLAR INTO SIDEREAL TIME. 



Hours. 


Minutes. 




Seconds. 






M. 


• 1 




8- ; 


1 


s. 




11 
s. i; 




s. 


1 





9-856 


1 


0-164 1 


31 


5-092 


1 1 0-003 i 


31 


0-085 


2 





19-713 


2 1 0-329 ,| 


32 5-257 


2 1 0-005 


32 


0-087 


8 





29-569 


3 0-493 ,1 


33 1 5-421 


3 1 0-008 ' 


83 


0-090 


i 





39-426 


4 


0-657 ' 


34 ; 5-585 


4 1 0-011 1 


34 


093 


5 





49-282 


5 


0-821 1 


35 6-750 


5 i 0-014 


35 


0-096 


6 





59-139 


6 


0-986 i| 


36 5-914 


6 0-016 . 


36 


0-098 


7 


1 


8-995 


7 


1-150 1 


37 1 6-078 


7 


0-019 1 


37 


0-101 


8 


1 


18-852 


8 


1-314 


38 6 "242 1 


8 


0-022 1 


38 


0-104 


9 


1 


28-708 


9 


1-478 


89 


6-407 


9 


0-025 


39 


0-106 


10 


1 


38-565 


10 


1-643 


40 


6-571 


10 


0-027 1 


40 


0-109 


11 


1 


43-421 


11 


1-807 


41 


6-735 


11 


0-030 ' 


41 


0-112 


12 


1 


68-278 


12 


1-971 


42 6-900 


12 


033 1 


42 


0-116 


13 


2 


8-134 


13 


2-136 


43 1 7-064 


13 


0-036 ' 


43 


0-118 


14 


2 


17-991 


14 


2-300 


44 1 7-228 


14 


0-038 1 


44 


120 


16 


2 


27-847 


15 


2-464 


45 1 7-392 


16 


0-041 1 


46 


0-123 


16 


2 


37-704 


16 


2-628 


46 1 7-557 


16 


0-044 1 


46 


0-126 


17 


2 


47-560 


17 


2-793 


47 


7-721 


17 


0-047 1 


47 


0-128 


18 


2 


67-416 


18 


2-957 


48 


7-886 


18 


0-049 1 


48 


0-181 


19 


3 


7-273 


19 


3-121 


49 


8-050 


19 


0-052 ' 


i 49 


0-134 


20 


3 


17-129 


20 


3-285 


60 1 8-214 


20 


0-056 1 


1 60 

j 


0-187 


21 


3 


26-986 


21 


8-450 


61 8-378 


21 


0-057 1 


1 ^1 


0-140 


22 


3 


36-842 


22 


8-614 


52 8-642 


22 


0-060 i 


' 62 


0142 


23 


3 


46-699 


23 


3-778 


63 8-707 


23 


0-063 i 


63 


0-146 


24 


3 


66 -555 


24 


3-943 


54 8-871 


24 


0-066 


64 


0148 








26 


4-107 


55 ; 9-035 


25 


0-068 


66 


0160 








26 


4-271 


66 9-199 


26 


0-071 


56 


0153 








27 


4-436 


67 . 9-364 


27 


0-074 


67 


0-156 








28 


4-600 


68 1 9-628 


28 


0-076 


58 


0-169 


« 






' 29 


4-764 


69 ' 9-692 


29 


0079 


69 


0-161 








30 


4-928 


' QO ' 9-856 


30 


0-082 


60 


0-164 



I 



The quantities opposite the different numbers of hours, minutes, and seconds are 
to be added, to obtain the equivalent interval of sidereal time for any period. — Vide 
Table of Equivalents^ page 489 of the *' Nautical Almanac." This Table, and the pre- 
ceding, are calculated from the ratio of a sidereal to a mean solar day — twenty-four 
hours of mean time being equivalent to 24*' 3" 66" -5554 sidereal time. 
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TABLE III. 



FOR CONVERTING SPACE INTO TIME, AND VICE VERSA 






SPACE INTO TIME. 
To convert degrees suid parts of the Equator 
Into Hidereal lime ; or to convert degrees and 
ports of Terrestrial Longitude into Time. 



1 

2 
3 

4 
5 



6 
7 
8 
9 
10 



11 
12 
13 
14 
15 



16 
17 
18 
19 
20 



25 
30 
3") 
40 
45 



60 
65 
60 
65 
70 



70 

80 

90 

100 

110 



120 
180 
140 
150 
160 



170 
180 
190 
200 
210 



220 
230 
240 
250 
260 



270 
280 
290 



m. 

4 

8 
12 






16 
20 



1 
2 
3 
4 
5 



24 


6 


-M 


28 


t 


2S 


32 


8 


32 


36 


9 


36 


40 


10 


40 



44 

48 

r.-j 

56 

1 



1 4 

1 8 
1 12 
1 16 
1 20 



1 40 

2 
2 20 
2 40 
8 



3 20 

3 40 

4 
4 20 
4 40 



5 

5 20 

6 

6 40 

7 20 



8 

8 40 

9 20 
10 
10 40 



11 
12 



20 




12 40 

13 20 

14 



14 40 

15 20 

16 

16 40 

17 20 



18 

18 40 

19 20 



800 


20 


310 


20 40 


820 


21 20 


330 


22 


340 


22 40 


350 


23 20 


360 


24 



11 

12 
13 
14 
15 



16 
17 
18 
19 
20 



f I 



31 
82 
33 
34 
35 



36 
37 
38 
39 
40 



41 
42 
43 
44 
45 



46 
47 
48 
49 
50 



51 
52 
53 
54 
56 



56 

57 
58 
59 
00 



m. 





s. 
4 

8 



12 
16 
6 20 



44 

48 
5-i 

56 

1 



1 4 
1 8 
1 12 
1 16 
1 20 



21 


1 24 


22 


1 28 


23 


1 32 


24 


1 36 


25 


1 40 


26 


1 44 


27 


I 48 


28 


1 52 


29 


1 56 


30 


2 



2 
2 

2 



4 

8 
12 
16 
2i) 



2 
2 

2 

2 
o 



24 
28 
32 
36 
40 



2 44 
2 48 
2 52 

2 56 

3 



3 
3 

3 
3 
3 



4 

8 

12 

16 

20 



8 24 
3 28 
8 82 
3 36 
3 40 



3 44 
8 48 
3 62 

3 56 

4 



1 
2 
3 
4 
6 



8. 

0-066 
133 
0-200 
2ii6 
0-333 



26 
27 
28 
29 
30 



31 
32 
33 
34 
35 



36 
37 
38 
39 
40 



41 
42 
43 
44 
45 



46 
47 
48 
49 
50 



51 
52 
53 
54 
55 



56 
57 
68 
59 
60 



1-733 
rS'JO 
1866 
1-933 
2 000 



2 066 
2 133 
2-200 
2-i06 
2-833 



TIME INTO SPACE. 
To convert Sidereal Time into degrees and 

Siirts of the Equator : or to convert lime into 
egrecs aud parts of Terrestrial Longitude. 



h. 
1 
2 
3 

4 
5 



6 


0-400 


7 


466 


8 


0-5;i3 


9 


600 


10 


666 



11 , 


0-733 


12 ' 


0-800 


13 


0-866 


14 


0-933 


15 


1000 


16 


1C66 


17 


1-133 


18 


1-200 


19 


1^266 


20 


1-333 


21 


1-400 


22 


1466 


23 


1-533 


24 


1-600 


25 


1-666 



6 
7 
8 
9 
10 



11 
12 
13 
14 
15 



15 
30 
45 
60 
75 



90 
105 

i-:o 

135 
150 



165 
180 
195 
210 
225 



16 
17 
18 
19 
20 



21 
22 
23 



240 
255 
270 
285 
300 



315 
330 
345 



24 I 360 



Tenths. 



s. 


// 


-1 


1-5 


"2 


3-0 


•3 


4-5 


•4 


6-0 



2-400 
2-466 
2-633 
2-600 
2-666 



-5 


7-5 


-6 


9 


'7 


10-5 


-8 


12-0 


•9 


13 5 


1-0 


15-0 



Hundredths. 



2-733 

2 800 
2-866 
2-933 

3 000 





n 


H. 




•01 


015 


•02 


0-30 


•03 


45 


•04 


60 


•05 


75 


•06 


090 


•07 


1-05 



3 066 
8133 
3-200 
3 266 
3 333 



3 400 
3-466 
3 538 
3-600 
3-666 



S^';33 
3 -800 
3-866 
3-933 
4-000 



•08 


1 -20 


•09 


1 35 


•10 


1 -.'iO 



Thousandths. 


B. 


It 


-001 


0015 


•002 


-030 


•003 


-(H5 


-004 


•060 


-006 


•075 


•006 


•090 


•007 


•106 


•008 


■120 


•009 


•135 


1 -010 


•150 



m. 

1 

2 

S 

4 

5 



6 

< 

8 

9 

10 



11 
\'l 
13 
14 
15 



16 
17 
18 
19 
20 



•i9 
30 



36 
37 
38 
39 
40 



41 
42 
43 
44 
45 



61 
52 
53 
54 
56 



66 
57 
68 
59 
60 



15 
30 
45 




15 



1 30 

1 45 

2 
2 15 
2 30 



2 45 

3 
8 15 
3 30 
3 45 



4 
4 15 
4 30 

4 45 

5 



21 


5 15 


22 


5 30 


23 


5 45 


24 


6 


25 


6 15 


26 


6 SO 


27 


6 45 


28 


7 



7 15 
7 30 



31 


7 45 


32 


8 


33 


8 15 


34 


8 30 


35 


8 45 



9 
9 16 
9 30 
9 45 




10 



10 16 
10 30 

10 46 

11 
11 16 



46 


11 80 


47 


11 45 


48 


12 


49 


12 15 


60 


12 30 



12 45 

13 
13 15 
18 SO 
IS 45 



14 
14 16 
14 80 
14 46 
16 



s. 

1 

2 

8 

4 

6 



11 
12 
13 
14 
15 



16 
17 
18 
19 
20 



21 
22 
23 
24 
25 



26 
27 
28 
29 
30 



31 
32 
S3 
34 
36 



36 
37 
38 
89 
40 



41 
42 
43 
44 
46 



46 
47 
48 
49 
60 



61 
62 
53 
64 
56 



6 
7 
8 
9 
10 



66 
57 
58 
69 
60 
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1 



16 
30 
45 

15 



1 30 

1 45 
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2 80 

2 46 

3 
3 15 
8 30 
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4 15 
4 30 
4 45 
6 
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6 30 
6 45 
6 
6 15 



6 30 
6 45 

16 

30 



7 

7 
7 



7 45 

8 
8 15 
8 30 
8 45 



9 
9 15 
9 80 
9 46 
10 



10 15 
10 80 

10 45 

11 
11 16 



11 80 

11 45 

12 
12 15 
12 30 



13 45 
13 
13 15 
13 30 
13 A5 



14 
14 15 
14 30 
14 45 
16 
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22 


10 
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14 


4 


30 
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16 
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60 
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28 


21 


SO 
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65 


6-7 


20 


13 


85 


2-8 


28 


2-1 


as 
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9-7 


83 


6-4 


26 


18 
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2-7 


27 
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61 
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13 


7 


2-7 
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8-0 


69 


6'B 


3E 


12 


63 
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26 


20 


40 


27 S 


87 


58 
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2-6 


26 


19 


15 
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8-1 


68 


5-4 


45 


12 


28 


2-4 


25 


1-e 


GO 


25 43 


8-0 


SS 


61 


50 


12 


16 


2-4 


25 


I -9 


£6 


26 3 


Jl. 


S3 


4'S 


56 


12 


3 
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1 
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7'4 


SS 
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4 


IT 


62 


2-2 
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6 


23 48 


7-1 


GO 
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10 


n 


30 


2-1 


23-4 1-84 


10 


23 13 


fl'B 


49 
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20 


11 


10 


2-0 


227 1 1-58 


15 


22 40 


fl-fl 


48 


4-4 


30 


10 


60 


1-9 


22 1 1-53 


20 


22 8 


6'8 


48 


4-2 


40 


10 


32 


1-8 


21-3 1-48 


26 

30 


21 37 
SI 7 


S'l 
SB 


45 


SB 


fiO 


10 


15 


17 


20-7 ' 1-43 


5 


~7 


"bs" 
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20 1 


1-38 


36 


20 38 


6-7 


43 


3-8 


10 


9 


42 


1-6 
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1'34 


10 


20 10 


6'S 
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3-fl 
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9 


27 


1-5 
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45 
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3-5 


30 
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fiO 


19 17 
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1-19 
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8 
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6 


18 fi 


4 8 
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10 
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16-8 


1-11 


10 


17 43 




36 


S'O 


20 
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8 


1-1 


16-4 
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16 


17 21 
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30 


7 


58 


11 


16-0 
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20 


17 


4'1 


36 


2-8 


40 


7 


47 
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30 


16 40 
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34 
33 
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7 


37 


1-0 
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1-00 


7 


7 


S7 
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as 
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33 


2-6 


10 


7 


17 


■9 


■14 '6 


■95 


40 


IS 43 


3-fl 


32 


3-6 


20 


7 


8 


■9 


14-3 


•93 


45 


15 25 


8-S 


32 


2'S 


30 


8 


GB 


■8 


141 


■Bl 


60 


15 8 


84 


31 


2-4 


40 


6 


Gl 


■8 


lS-8 


■89 


SS 


14 G3 


3-3 


30 


S'3 


50 


8 


43 


■B 
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■87 



Young'n HefractimiB liave been selected from among (hose by different eminent 
Astronomeni, girvn in Dr. Pearson's THblcs. 
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10 
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•7 
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10 
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6 21 


■7 


12-8 


■82 


20 


3 44-4 


■27 


7^62 
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■7 
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30 
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TABLE lY. ^continued. 



Barometer, 30 in. ) 
+ when above. > 
— when below. ) 


TABLE OF REFRACTIONS. 
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( Thermometer, 60*. 
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( + when below. 
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July. 
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11 
21 
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IC 17 
16 17 


IB 46 
15 46 
IS 46 


1 
11 
21 
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16 13 
16 11 
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16 10 
IS 7 
IS 4 


August. 
15 47 
15 4B 
15 61 


1 
11 
21 


Sept. 
15 53 
15 5S 
IS 68 


1 
II 
21 

1 
11 
21 


April. 

IS 1 
15 58 
15 55 


Oct 
IS 1 
IS 3 
IS 7 


May. 

IS 53 
IS 61 
15 4fl 

J tine. 

IS 43 
15 46 
15 46 


Sot. 

15 9 
18 12 

16 14 


n 

21 


Dm. 

15 16 

16 .17 
IS IB 
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TABLE VII. 

AUGMENTATION OF D's SEMIDIAMETER ACCORDING TO HER 

INCREASE IN ALTITUDE. 

The moon's horizontal semidiaroeter is found in page 3 of each month in the 
Kautical Almanac, for every day at mean noon and midnight at Greenwich ; and 
the Sun's in page 2, for every mean noon. 



Moon's 




Horizontal Semidiameter. 
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Altitude. 
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16' 0' 


16' 30" 
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// 
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0-00 


0- 


00 





00 





■00 


0-00 


3 


0-71 


0-75 


0" 
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■92 


0-97 


6 
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1- 


60 


1' 


71 


1 


83 


1-94 


9 
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2" 


40 


2 


56 


2 


78 


2-90 


12 
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3- 


20 


3 
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3 


•63 
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16 
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3- 


99 


4" 


25 


4 


■52 


4-80 


18 


4-17 
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4- 


76 


5 


•07 


5 


■39 
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21 


4-84 


5-18 


5- 


52 


5 


■89 


6 


•26 
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24 
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6-88 


- 6- 


27 


6 


68 


7 


■11 


7-54 


27 
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6-56 




00 


7' 


46 


»• 
/ 


•93 


8-42 


30 


6-75 


7-23 


7- 


71 


8- 


22 


8 


74 


9-28 


33 


7-35 


7-88 


8- 


40 


8" 


96 


9 


52 


10-12 


36 


7*93 


8-50 


9 


07 


9- 


67 


lo- 


28 


10-92 


39 


8-49 


9-10 


9' 


72 


lo- 


36 


ll- 


02 


11-66 


42 


9-03 


9-68 


10 


34 


ll- 


02 


11- 


72 


12-44 


45 


9-55 


10-23 


10 


93 


11- 


65 


12- 


39 


13-15 


48 


10-05 


10-76 


11 


49 


12- 


25 


13 


03 


13-83 


51 


10-52 


11-26 


12 


02 


12- 


81 


13- 


68 


14-46 


54 


10-95 


11-72 


12 


■52 


13 


34 


14- 


19 


1506 


57 


11-35 


1215 


12 


98 


13 


83 


14- 


72 


15-62 


60 


11-72 


12-55 


13 


•40 


14 


29 


15 


20 


1613 


63 


12 06 


12-91 


13 


79 


14- 


70 


15 


64 


16-60 


66 


1237 


13-24 


14 


14 


16" 


08 


16 


04 


17-03 


69 


12-64 


13-63 


14 


46 


15 


41 


16 


39 


17-40 


72 


12-88 


13-79 


14 


•73 


15 


70 


16 


70 


17-73 


75 


13-08 


1401 


14 


•96 


15 


95 


16 


96 


18-01 


.78 


18-24 


14-18 


15 


■15 


16 


15 


17 


18 


18-24 


81 


13-37 


14-32 


15 


•30 


16 


31 


17 


■35 


18-42 


84 


13-46 


14-42 


15 


41 


16 


42 


17 


■47 


18-55 


87 


13-52 


14-48 


15 


•47 


16 


•49 


17 


■54 


18-62 


90 


13-54 


14-50 


15 


■49 


16-51 


17-57 


18-65 
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TABLE VIII. 



PARALLAX OF THE SUN ON THE FIRST DAY OF EACH MONTH, THE 
MEAN HORIZONTAL PARALLAX BEING S^'CO. 



Altitude. 


Jan. 

n 


Feb. 
Dec. 

n 


March 
Nov. 

n 


April 
Oct. 


May 
Sept. 


June 
Aug. 

M 


July. 


n 


n 


« 


00 


0-00 


00 


00 


00 


0-00 


0-00 


0-00 


85 


0-76 


0-76 


0-76 


0-75 


0-74 


0-74 


0-74 


80 


1-52 


1-52 


1-51 


1-49 


1-48 


1-47 


1-47 


75 


2-26 


2-26 


2-25 


2-23 


2-21 


210 


219 


70 


2-99 


2-98 


2-97 


2-94 


2-92 


2-90 


2-89 


65 


370 


3-69 


3-67 


3-63 


3-60 


3-58 


8-57 


60 


4 37 


4-36 


4-34 


4-30 


4-26 


4-24 


4-28 


55 


5 02 


5-01 


4-98 


4-93 


4-89 


4-86 


4-85 


50 


5-62 


5 61 


5-58 


5T)3 


5-48 


5-45 


5*44 


45 


619 


6-17 


613 


C-08 


6-03 


5-99 


5-08 


40 


6-70 


6-68 


6 04 


6-59 


6-53 


6-49 


6-48 


35 


7-17 


715 


7-11 


7-04 


6-99 


6-94 


6 03 


30 


7-58 


7-56 


7-51 


7-45 


7-39 


7-34 


7-38 


25 


7-93 


7-91 


7-80 


7-79 


7-73 


7-68 


7-67 


20 


8-22 


8-20 


8-15 


8-08 


8 01 


7-97 


7 05 


15 


8-45 


8-43 


8-38 


8-30 


8-24 


8 19 


817 


10 


8-62 


8-59 


8-54 


8-47 


8-40 


8-35 


8-33 


5 


8-73 


8-69 


8-64 


8-56 


8-50 


8*44 


8*42 





8-75 


8-73 


8-67 


8-60 


8-58 


8-48 


8*46 



The Sun's Horizontal Parallax is also given for every ten days, in the ** Nautical 
Almanac," immediately before the ephemeris of the planets. 

The Sun's Parallax in Altitude, for every degree, is given in the last of Dr. 
Puarson's ** Solar Tables, ** vol. i. page 180. 
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TABLE IX. 

REDUCTION OF THE MOON'S EQUATORIAL HORIZONTAL PARALLAX 
TO THE HORIZONTAL PARALLAX IN ANY LATITUDE. 



Latitude. 



o 
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16 

20 
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32 

36 

40 

44 

48 
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56 
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64 
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1 
1 
2 
3 




2 
8 
3 
8 
4 




37 

4-5 

5-2 

6-0 

6-7 

7-4 

8-1 

87 

9-3 

9-8 

102 

10-7 

10-8 



HORIZONTAL PARALLAX. 



5-4 

6-2 

7 

7-7 

8-4 

9 1 

9-6 

10-1 

10-6 

111 

11-2 



66' 


58' 


1 


N 


00 


0-0 


2 


0-2 


0-8 


0-9 


1-3 


1-4 


1-9 


1-9 


2-5 


2-6 


31 


3-3 


3-9 


4-0 


4-6 


4-8 



60' 



6-6 

6-4 

7-2 

8-0 

8-7 

9-4 

10-0 

10-4 

109 

11-5 

11-6 



H 

0-0 

0-2 

0-9 

1-4 

2-0 

2-6 

3-4 

41 

5-0 

5 8 

6-6 

7-4 

8-2 

0*0 

9-7 

10-3 

10-8 

11 3 

11-9 

120 



62' 



1 
0-0 

0-2 

0-9 

1-5 

2 

2-7 

C-5 

4-3 

5 1 

6-0 

6-8 

7-6 

8-5 

9-3 

10-0 

10-6 

11-2 

11-7 

12-0 

12-4 



The Moon*8 Horizontal Pamllax, given in the thini pa^e of each month in tlid 
Naatical Almanac for noon and midnight, is the cquatoniu pamllax for Greenwich 
mean noon and midnight; from thence it is to be deduced for the time and place of 
observation. The correction for latitude, on account of the spherical figure of the 
earth, is seldom thought of at sea, but can be made from the table above. Thus, 
supposing the hor. equat par. to be 58' ; the hor. par. in lat. 52* would be 58" '2 = 
57 52" -8. 

This reduced hor. par. is to be farther corrected for altitude by means of tables for 
that purpose (see Pearson, vol i. pages 188 to 196 : and Kiddle, pages 166' to 173) ; 
or by the following rule :— sin hor. par. x cos alt. = sin par. in alt. 

* Riddle's tables are for clearing the lunar distance, and the corrections are for 
both parallax and refraction. 



TABLE X. 

PARALLAX OF THE PLANETS IN ALTITUDE. 



App. ! 




PLAKETS HORIZONTAL PARALLAX. 


Alt. 
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» 1 . 1 . 
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s 


7|S 




13 1 IG 


17 


IS 


21 


23 


26 


27 


29 


81 





S 


B 




e 




IS 


IS 




19 


21 


23 


25 


27 


29 


SI 


10 


3 


s 




9 




13 


16 




IB 


at 


23 


25 


37 


29 


SO 


20 


3 


6 




9 




12 


14 




16 


20 


22 


24 


2fi 


27 


2B 


25 


3 


fi 


8 fi 




12 


14 




17 


IB 


21 


2S 


24 


28 


23 


30 


3 


4 


ejs 




It 


13 




16 IS 


20 


22 


23 


26 


27 


sa 


2 


4 




B 




11 


13 




19 18 


IB 


21 


23 


S( 


28 


ze 


2 


4 








11 


12 




16 


17 


IB 


20 


22 


S3 


35 


89 


2 


4 








lO 


12 




15 


W 


18 


IB 


2i 


23 


24 


« 


2 


4 








10 


It 




U 


1< 


17 


18 


20 


22 


23 


46 


I 2 


4 








9 


11 




13 


\& 


10 


18 


19 


21 


22 


4S 


1 2 


a 








a 


10 




13 


n 


16 


17 


18 


19 


21 


fil 


'\' 


3 








e 


s 




12 


13 


14 


16 


17 


18 


20 


51 


1 2 


3 








e 


6 




11 


12 


U 


11 


IS 


17 


Ifl 


67 


1 2 










7 


i 




10 


11 


12 




16 


18 


17 


60 


1 i 










7 


S 




10 


11 


12 




14 


16 


l« 


63 


1 










e 


7 







10 


10 




12 


IS 


14 


8S 


1 




3 






5 


e 




6 


fl 


9 




11 


IS 


13 


6B 


1 




3 






fi 


-E 




1 


e 


8 




10 


10 


U 


72 


1 


3 2 






-4 


B 




e 


« 


7 




8 


e 


10 


76 


I 


1 2 






3 


4 




I 


e 


6 




7 


8 


8 


78 


I 


I 1 






3 


3 




4 


4 


fi 




d 


t 


i 


81 











2 


S 




a 


S 


4 




4 


i 


£ 


U 











1 


S 




2 


2 


2 




S 


3 


S 


87 





Itl 






1 


1 




I 


1 


] 




1 


2 


2 


BO 


« 


oj. 



























<t 









The Furalliixea aod Seuidistneteri of the Planota are given in the "Nsntickl 
Atiuauac." 
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TABLE XL 



DIP OF THE SEA HORIZOX. 



Height of 
the Eye 
in Feet. 


Dip. 


Height of 
tlie Eye 
in Feet 


Dip. 


1 

Height of 
the Eye 
in Feet. 


1 Dip. 


Height of 
the Eye 
in Feet. 


Dip. 




/ « 




/ n 




/ n 




/ » 


1 


59 


18 


4 11 


35 


6 49 


86 


9 8 


2 


1 24 


19 


4 17 


38 


6 4 


89 


9 17 


3 


1 42 


20 


4 24 


41 


6 18 


92 


9 26 


4 


1 58 


21 


4 31 


44 


6 32 


95 


9 36 


5 


2 12 


22 


4 87 


47 


6 45 


98 


9 45 


6 


2 25 


23 


4 43 


60 


6 58 


101 


9 54 


7 


2 86 


24 


4 49 


53 


7 10 


104 


10 2 


8 


2 47 


25 


4 55 


56 


7 22 


107 


10 11 


9 


2 57 


26 


5 1 


59 


7 84 


110 


10 19 


10 


3 7 


27 


5 7 


62 


7 45 


113 


10 23 


11 


3 16 


28 


5 13 


65 


7 56 


116 


10 36 


12 


3 25 


29 


5 18 


68 


8 7 


119 


10 44 


18 


8 33 


30 


5 24 


71 


8 18 


122 


10 52 


14 


8 41 


31 


5 29 


74 


8 28 


125 


11 


15 


3 49 


32 


5 34 


77 


8 38 


128 


11 8 


16 


8 56 


83 


5 39 


80 


8 48 


131 


11 16 


17 


4 4 


34 


5 44 


83 

1 


8 58 


134 


11 24 



TABLE XII. 



DIP OF THE SEA HOKIZON AT DIFFERENT DISTANCES FROM IT. 



Distance 
in Miles. 


5 


H 

10 


eight of the 

1 


Eye iu Feet. 
20 








25 


80 




1 


/ 


1 ' 


/ 


/ 


/ 


0-25 


11 


22 


34 


45 


56 


68 


0-5 


6 


11 


17 


22 


28 


34 


0-75 


4 


8 


12 


15 


19 


23 


10 


4 


6 


9 


12 


15 


17 


1-25 


3 


5 


/ 


9 


' 12 


14 


1-5 


3 


4 


6 


8 


10 


12 


20 


2 


3 


5 


6 


8 


10 


2-5 


2 


3 


5 


6 


7 


8 


8-0 


2 


3 


4 


5 


6 


7 


8-5 


2 


3 


4 


5 


6 


6 


4 


2 


3 


4 


4 


5 


6 


6 


2 


3 


4 


4 


5 


5 


60 


2 


3 


4 


4 


5 


5 



TABLE XIII. 

FOR THE REDUCTION OF THE MERIDIAN, 
Showing the value ot A = — ,- _ - . 



SS7 M-J ! 






[ SB-8 *»-» I 660 8 



iht 1 MS'i aM'D 



■S 8-i 



I Si-i i7-6 M 1 

. :3i-i M-sno-s 



no-a| isa-a iss-( 



i«»s 


"Si 


378 11 


SlBfl 


|S 


as3-a 


ITB-D 


»»T 


iW-S 


smI 



Table XVIII. of Hr. Baily extenib to 38 minute:! fmin the meridian. 



TABLE XIV. 
TO C01[PUTE THE EQUATION OF EQUAL ALTITUDES. 



™l'' 


W i. 


Log.B. 


■,"r,w. 


Log.B, 


InUr- 


W. A,,™. = [•*'■ 


W. A. 


W.B.I 


H. K. 
IB 


-TSWI 
'9M4 

TSIW 

-mis 

■7S17 
■73M 

-raw 

'701U 


7T148 
TIM 

■riM 
7m 


: 




?47a 


7 6833 
■(1788 


« 

18 


r -77(13 

■77113 


■Ui^ 


li 


snTB 


'4II-.7 

-40' >1 


-TW7 


90 




MHO 

fwi 

7.WII 


■dfis 

■0717 

'«7lH 
■WBl 

■MM 

■Mil 
■WIS 

■Mj« 
■WIS 
■ftHW 

■M97 

■MU7 




-7;m 

■77117 


■8W7 


88 


■81*1 
8188 

'8183 
'8JUS 


'«78» 

s 

1 

■4H4 


M 
tl 

IB 
11 

n 


-T3M 
J1W 

■7W 
-M« 

T3S7 

■TaM 
TSDt 


7o«l 
;Ti>« 


48 

H 




I51T 
7SS7 


41 

4« 
48 
M 

M 


7838 
■7SS4 


■sano 

■*8*S 

■SBoa 
■STIi 


4« 


■8340 
-81M 

'8278 
-«i»4 


'434T 
;431! 


■eaaa 

1IVS3 

ss 

-Ma4 


s 




7M1 


■WW 


7 

10 
IS 


18-1 

71-M 
TBBl 

■7ew 


■MM 
■S«l 


10 




),H4 

«■>! 


■3SW 

«i6a 


1! 

N 

M 


■mt 

'ISM 

'74M 
■7*09 


-HMO 
■0834 

■iitms 


1 




7(1M 
7B1S 


■MHO 

■es'i* 


SB 


■TaSd 
7*76 


■S48l> 


M 

3U 




tioi 

i4«8 


'a7» 
■■■■»»• 

■34*4 




■T115 

■7451 
7444 


■6SM 
■.■874 

-eau 

-SMS 

■6S30 


to 

M 
M 

u 


■JSM 
■TBM 

7iiia 

7WS 


-fan 

■awi 
■«Ma 


40 

45 

49 
M 


'8<Wi 


■aa.'.s 

■3*11 
■OIIHI 


48 

68 


-SIM 
-HM'I 

■8un 
■8»a 


■SSM 

■SIM 

■304« 
-MS* 

-.■8T« 
•Ml 7 


* 7TUT 


7-WlS 


« 


T1T0S 


Tum 


e D 


7-eo7i 


7-iM-J 


10 


78.^7 ir«8T| 



In Table XVL of 
interval of 2i hours. 



Mr. Baily, the Eqaati 
but it is seldom rtijui 



of equal Altituilca is given for the entira 
irod beyond the nbove limits. 
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TABLE XV. 

LENGTH OF A SECOND OF LATITUDE AND LONGITUDE IN FEET 
ON THE SURFACE OF THE EARTH, THE COMPRESSION BEING 
TAKEN AS -y^^. 



Lat. 


Seconds 
of Longi- 
tude. 


Seconds 

of 
lAtitude 


TAt. 


Seconds 
of Longi- 
tude. 


Seconds 

of 
Latitude. 


Lat. 


Seconds 
of Longi- 
tude. 


Seconds 

of 
Latitude. 





101-42 


101-42 


25 


91-97 


101-60 


50 


65-32 


102-02 


1 


101-40 




26 


91-21 




51 


63-95 




2 


101.36 




27 


90-43 




52 


62-57 




3 


101-28 




28 


89-62 




53 


61-17 




4 


101-17 




29 


88-77 




54 


59-76 




5 


101-03 


101-43 


30 


87-90 


101-67 


55 


68-30 


102-11 


6 


100-87 




31 


87-01 




56 


56-84 




7 


100-67 




32 


86-09 




57 


66-37 




8 


100-44 




33 


85-14 




58 


63-87 




9 


100-18 




34 


84-17 




59 


62-36 




10 


99-89 


101-45 


35 


83-17 


101-75 


60 


60-84 


102-19 


11 


99-57 




36 


8215 




61 


49*30 




12 


99-22 




37 


81-10 




62 


47-74 




13 


98-84 




38 


80-02 




63 


46-17 




14 


98-43 




39 


78-92 




64 


44-58 




15 


97-99 


101-49 


40 


77-80 


101-84 


65 


42-98 


102-26 


16 


97-62 




41 


76-65 




66 


41-37 




17 


97-02 




42 


75-48 




, 67 


39-74 




18 


96-49 




43 


74-29 




i 68 


38-10 




19 


95-44 




44 


73-07 




; 69 

1 


36-45 




20 


95-46 


101-54 


45 


71-83 


101-93 


70 


34-80 


102-40 


21 


94-74 




46 


70-57 


ft 


71 


3312 




22 


94 09 




47 


69-29 




72 


31-43 




23 


93-41 




48 


67-99 




73 


29-74 




24 


92-70 




49 

1 


66-66 




74 

1 


2804 





One second of time, at the Equator = 1621 -8 feet, or 507 yards. 



Puissant, calculating the compression from the measurement of the great arc in 
France, obtains different results on different sides of the Meridian of Paris, making 
it as low as 2^0 on the side of the Atlantic, and «% to the Eastward ; which latter 
quantity is generally assumed on the Continent. 



806 



TABLE XVI. 

CORRECTIONS FOR CURVATURE AND REFRACTION. 

Showing the difTerence of the Apparent and True Level in Feet, and Decimal parts 

of Feet, for Dintances in Feet, Chains, and Miles. 





Correction in Feet. 


s 

'3 


1 
Correction in Feet. , 


• 


Correction in 


Feet. 


1 ■ 




1 


■9 








• 


• 


Si 


• 

1 


• 


l§ 


• 

>4 


• 

§ 


e§ 


.s 


^jt 


••§ 


I'-g 




»^4 


.^4 

•«-» 
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d 




■a 


-i 


1 




4 


u 


s 


t 


<£ 


SI 
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P OS 


g 


<5 


& 




N»f 




9 

P3 


V 


C3 


5 




6& 


a 


»4 


ft 


f^ 


"^ 


ft 


ft 


»- 73 


to 


u 


>4 


*-'d 


•^4 

Q 


& 


& 


&S 


10 


& 


& 


(£§ 




£ 


£ 


p2g 


loo'i 


•00024 


•00004 


•00020 i 


•00010 


•00001 


•00009 


•0417 


-0060 


•0357 


150 


•00054 


•00008 


•00046 


16 


•00024 


•00003 


•00021 


• 




•1668 


-0288 


•1480 


200 


•00096 


•00013 •00088' 


2^0 


•00042 


•00006 


•00036 


1 




3752 


•0586 


•8216 


250 


•00149 


•00021 


•00128 


2 6 


•00066 


•00009 


•00056 


1 




6670 


•0958 


•5717 


800 


•00215 


•00081 


.00184 


30 


•00094 


•00018 


•00081 


u 


1 


'5008 


•2144 


1 2864 


350 


•00298 


•00042 


•00261 


8-6 


-00128 


•00018 


•00110 


2 


2 


'6680 


•8811 


2 2869 


400 


•00883 


•00055 


•00828 ' 


4 


•00167 


•00024 


•001481 


2i 


4 


•1688 


•5966 


35788 


450 


•00484 


•00069 


•00415 


45 


•00211 


•00080 


•00181, 


3 


6 


0030 


•8561 


51469 


500 


•00598 


•00085 


•00618' 


6^0 


•00261 


-00087 


•00224 


84 


8 


1708 


11678 


7 0085 


550 


•00724 


•00108 


•00621 


5-5 j 00315 


•00045 


•00270 


4 


10 


•6720 


1-5246 


91474 


600 


•00861 


•00123 


•00738 


60 


•00376 


•00064 


•00321 


4i 


13 


•6468 


1-9295 


116778 


650 


•01010 


•00144 


•00866 


6 5 


•00440 


•00063 


•00377 1 


6 


16 


6760 


2-8821 


14^2929 


700' 


•01172 


•00167 


•01006 


7^0 


•00611 


•00073 


•00438 ; 


5} 


20 


•1769 


2-8824 


17 2946 


750l 


•01846 


•00192 •Oil 63' 


7-6 


•00686 


•00084 


•00602 1 


6 


24 


0120 


8-4803 


20^6817 


800 


•01581 


•00219 01312 


8-0 


•00667 


•00096 


•005721 


6i 


28 


1809 


4-0258 


241561 


850! 


•01728 


•00247 1-01481 


8-6 


•00763 


•00108 


•00646 


7 


32 


•6830 


4-6690 


28^0143 


900' 


•01988 


•00277-01661 


9-0 


•00844 


•00121 


•00723 


7i 


37 


5190 


5-8599 


32 1591 


950 


•02159 


•00308 •OlSSl 


9-5 


•00940 


•00134 


•00806 


1 8 


42 


6880 


6-0997 


86 5883 


lOOOi 


•02392 


00338 ^02059 


10-0 


•01042 


•00149 


•00893 


8i 


48 


•1910 


6-8844 


41-3066 


1050 


•02638 


•00377 , 02261 


10-5 


•01149 


•00164 


•00986 


9 


54 


0270 


7-7181 


46 3089 


1100 


•02895 


•00414 •024811 


11 01261 


•00180 


•01081 


1 9i 


60 


•1971 


8 6996 


51 6975 


1150 


•08164 


•00452-027121 


11-5 •01378 r00197 


•011811 


1 10 


66 


•7000 


9-5286 


571714 


1200 


•08445 


•00492 ^02958 12 -01601 1*00214 


•01287 


11 


80 


7070 


11-5296 


691774 


1250 


•08788 


•06584 :*03204 12-5 •01628r00233 


•01396! 


1 12 


96 


0480 


13-7211 


82 8269 


1800 


•04048 


•00578 •03465, 13^0 •Ol 761 , 00262 


•01509; 


1 13 


112 


7230 


16-1033 


96 6197 


1850 


•04861 


•00628 •08738 13-6 , 01899 : 00271 


-01628 


! 14 


130 


7320 


18-6760 


1120560 


1400 


•04689 


•00670 , ^04019 il40 ; 02043 ' ^00292 


-01761 


15 


150' 


0750 


21-4398 


128 6867 


1450 


•05030 


•00719 -04311 


14-5 


•02191! 00313 


-01878 


16 


170 


7620 


24-3931 


146 8689 


1500 


•05388 


•00769 -04614 


16 


•02346 1-00336 


-02010 


17 


192 


7630 


27-5376 


166 2264 


1550 


•05748 


•00821-04927; 


16-6 


•02504 


•00358 


•02146 


18 


216 


1086 


30^8727 


185 2359 


1600 


•06125 


•00875 •062501 


160 


•02668 '00381 


•02287 


19 


240 


7870 


34-3981 


206 8889 


1650 


•06514 


•00931 -05583 ! 


16-5 j -02837; -00405 


•02432 


20 


266-8000 


381143 


228-6857 


1700 


•06914 


•00988 ^05926 


l7-0r03012l^00430 


•02582 










1750 


•07327 


•01047 06280 :!ir-5| 08192 


•00466 


•02736 










1800 


•07752 


•01107 •06645; 18 


•03377 


-00482 


•02896 










1850 


•08188 


■01170 -07018 1 18-5 
•01234 -07403 •19 


•08667 


•00609 


-03068 










1900 


•08687 


■03762 


-00687 


•03226 










1950 


•09098 


•01300 07798 '19-5 


-03968 


•00566 


•03897 










2000 


•09570 


01367 08203 .i20-0 

il 


•04169 00696 


•03578 
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TABLE XVII. 

REDUCTION IN LINKS AND DECIMAXS UPON EACH CHAIN'S LENGTH 

FOR THE FOLLOWING VERTICAL ANGLES. 



Angle. 


Reduc- 
tion. 


1 Angle. 


Reduc- 
tion. 


Angle. 


Reduc- 
tion. 


' Angle. 


Reduc- 
tion. 


3 


•137 


o / 

7 15 


•800 


11 45 


2 095 


I e , 

16 


8-874 


3 15 


•161 


7 30 


•856 


12 


2-185 


16 16 


8-995 


3 80 


•187 


7 45 


•913 


12 15 


2-277 


16 80 


4-118 


8 45 


•214 


8 


•973 


12 30 


2-370 


16 46 


4 -248 


4 


•244 


8 15 


1035 


12 45 


2^466 


; 17 


4-870 


4 15 


•275 


8 30 


1-098 


13 


2-553 


, 17 15 


4-498 


4 80 


•308 


8 45 


1^164 


13 15 


2-662 


; 17 30 


4-628 


4 45 


•348 


9 


1-231 


13 30 


2-763 


1 17 46 


4-760 


5 


•381 


9 15 


1300 


13 45 


2-866 


1 18 


4-894 


5 15 


■420 


9 30 


1-371 


14 


2-970 


, 18 16 


6-080 


6 30 


•460 


9 45 


1^444 


14 16 


3^077 


1 18 80 


6168 


5 45 


•503 


10 


1^519 


14 80 


3-186 


i 18 46 


6-807 


6 


•548 


, 10 15 


1696 


14 45 


3-296 


, 19 


6 448 


6 15 


•594 


! 10 30 


1-675 


15 


3-407 


19 16 


6.591 


6 30 


•643 


! 10 45 


1-755 


15 15 


3-521 


19 80 


6-786 


6 45 


•693 


I 11 


1-837 


15 80 


3-637 


19 45 


5-882 


7 


i 745 


1 11 15 


1-9-21 


15 45 


3-764 


20 


1 6-031 






11 30 


2^008 











TABLPJ XVIII. 



RATIO OF SLOPES FOR THE FOLLOWING VERTICAL ANGLES. 





To one 




To one 




To one i 




To one 


Angle. 


perpen- 
dicular. ' 


Angle. 


j»eri>en- i 
diculnr. , 


Angle. 


perpen- ' 
dicular. 


Angle- 


perpen- 
dicular. 


o / 

15 


229 


o ' 

8 35 


1 

1 

16 


o / 

8 8 


7 


e / 

18 26 


8 


80 


115 


8 49 


15 


8 45 


6i 


19 59 


2J 


45 


76 


4 6 


14 


9 27 


6 


21 48 


24 


1 


57 


4 24 


13 : 


9 52 


H 


23 68 


^ 


1 15 


46 


4 45 


12 1 


10 18 


54 


:26 34 


2 


1 30 


39 


5 


114 


10 47 


r>i 


29 44 


IJ 


1 45 


33 


5 12 


11 


11 19 


6 


83 42 


1* 


2 


28 


6 27 


lOi 


11 63 


4i 


88 40 


\\ 


2 15 


25 


6 42 


10 


12 82 


44 


46 


1 


2 30 


23 


6 


n 


18 15 


4i 


68 8 


} 


2 45 


21 


6 21 


9 


14 2 


4 


68 28 


^ 


3 


19 


6 43 


8i 


14 56 


3J 


76 58 


i 


3 15 


18 


7 7 


8 


16 56 


34 


78 41 


1 


3 28 


17 


7 36 


n 


17 6 


H 







X 2 



808 



TABLE XIX. 

COMPARATIVE SCALE OF FAHRENHEIT'S, REAUMUR'S, AND THE 

CENTESIMAL THERMOMETERS. 



Fah. 

o 


Beau. 


Cent 


Fah. 


Reau. 


Cent. 


Fah. 


Reau. 

+ 


Cent 

+ 


Fah. 

• 


Reau. 

+ 


Cent 

+ 


« 


If 


n 


It 


II 


i« 


R 


II 





14-2 


17-8 


26 


8 1 


8-9 


60 


8-0 


10 


76 


191 


28-9 


1 


18-8 


17-2 


26 


2-7 


3-3 


61 


8*4 


10-6 


76 


19-6 


24-4 


2 


18-8 


16-7 


27 


2-2 


2*8 


62 


8-9 


111 


77 


20 


25 


8 


12-9 


16 1 


28 


1-8 


2-2 


63 


9-3 


117 


78 


20*4 


25-6 


4 
5 


12-5 


16-6 


29 
30 


1-3 


1-7 


64 
66 


9-8 


12-2 


79 
80 


20-9 


26 1 


12-0 


160 


0-9 


11 


10-2 


12-8 


21-3 


267 


6 


11-6 


14-4 


31 


0-4 


0-6 


56 


10-7 


18-3 


81 


21-8 


27-2 


7 

8 


11 1 
10-7 


13-9 
13-8 


32 
88 




+ 
0-4 


0-0 

+ 
0-6 


67 
68 


11-1 
11-6 


13-9 
14-4 


82 
88 


22-2 
227 


27-8 
28 8 


9 
10 


10-2 


12-8 


84 
36 


0-9 


1-1 


69 

60 


12-0 


16 


84 
86 


23-1 


28-9 


9*8 


12-2 


1-3 


1-7 


12-4 


16-6 


23-6 


29-4 


11 


9-8 


117 


86 


1-8 


2-2 


61 


12-9 


16 1 


86 


24-0 


80 


12 


8-9 


11 1 


37 


2-2 


2-8 


62 


13-8 


167 


87 


24-4 


30-6 


18 


S'i 


10-6 


88 


2-7 


3-3 


63 


13-8 


17-2 


88 


24*9 


81 1 


11 
15 


8-0 


10-0 


89 
40 


3 1 


3-9 


64 
65 


14-2 


17*8 


89 
90 


26-3 


817 


7-6 


9-4 


3-6 


4-4 


14-7 


18*3 


26-8 


32-2 


16 


7-1 


8*9 


41 


4-0 


6 


66 


16-1 


18-9 


91 


26-2 


32*8 


17 


6-7 


8-3 


42 


4-4 


56 


67 


16-6 


19-4 


92 


267 


88-3 


18 


6-2 


7-8 


43 


4 9 


6 1 


68 


16-0 


20-0 


98 


27 1 


88*9 


19 
20 


5-8 


7-2 


44 
46 


6 8 


6-7 


69 
70 


16-4 


20-6 


94 
96 


27-6 


34-4 


6-8 


6-7 

• 


6-8 


7-2 


16-9 


211 


28-0 


85 


21 


4-9 


6-1 


46 


6-2 


7*8 


71 


17-3 


217 


96 


28-4 


85*6 


22 


4-4 


5-6 


47 


6-7 


8-8 


72 


17-8 


22-2 


97 


28-9 


86-1 


28 


4-0 


6 


48 


71 


8-9 


73 


18-2 


22-8 


98 


29-3 


867 ■ 


2i 


3-6 


4-4 


49 


7-6 


9-4 


74 


18-7 


23-8 


99 


29-8 


37-2 



The following formula will senrc for the comparison of these Thermometers : — 

F = fC+32=jR+32 
C = J (F - 32) = f R 
R = a(F- 32) « I C 

Freezing point 
... o2 . 

• • . U ^ . . 

. ■ . 



Fahrenheit 

Reaumur 

Centigrade 



Boiling point 

. 212** 
. . 80 

. 100 



The Loffarithms answering to eyenr degree of the graduations of the above Thermo* 
meters wi]l be found at page 296, voL i, of Dr. Pearson's *' Practical Astronomy." 
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TABLE XX. 



COMPARATIVE SCALE OF BABOUETEBS. 



English. 


French. 


Inches. 


Inches. 


Lines. 


Millimetres. 


29 


27 


2-53 


736-6 


29-1 


27 


3-66 


739-1 


29-2 


27 


4-78 


741-7 


29-3 


27 


5-90 


744-2 


29-4 


27 


7-03 


746-8 


29-6 


27 


8-16 


749-3 


29-6 


27 


9-28 


761-8 


29-7 


27 


10-41 


764-4 


29-8 


27 


11-53 


766-9 


29-9 


28 


0-66 


769-6 


30 


28 


1-79 


762-0 


30 1 


28 


2-91 


764-6 


30-2 


28 


4-04 


767-1 


30-3 


28 


616 


769-6 


80-4 


28 


6-29 


772-2 


30-6 


28 


7-42 


774-7 


30-6 


28 


8-65 


777-3 


80-7 


28 


9-67 


779-8 


30-8 


28 


10-80 


782-8 


30-9 


28 


11-93 


784-8 


310 


29 


1-06 


787-4 
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TABLE XXL 
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DESCRIPTION OF THE PEDIOMETER AND 
COMPUTING SCALE. 



These iastruments ai'e used for determioing the areas of Plans 
without calculation — whereby a saving is effected of more than 
half the time consumed in computation, and the liability to error 
ia very materially diminished. 



THE PEDIOMETER. 




The instrument consists of a square, and a graduated scale, 
corresponding with that of the survey. 

a — The milled head, by turning which, motion is given to the 
brass slider B, and the two pointers R and W. 

I — The index to be placed in coincidence with the — division 
upon the scale. 



812 DESCRIPTION OF THE PEDIOMETER. 

When the brass slider B is in contact with A, I coinciding with 
— division, and R and W pointing to upon their respective 
scales, the instrument is in adjustment. 

When deranged, restore it, by opening R and W to the proper 
distance, and then moving A and I, the former into contact with 
B, and the latter into coincidence with — 

Required the content of the trapezium E C F D. 

1st. — Place the edge A upon the point E, and open B to the 
point F. 

2nd.— Press the square firmly down with the right hand, and 
with the left place the scale against the edge of it, as shown in the 
figure. 

3rd. — Now press the scale firmly, and slide the square up, ^Lntil 
the edge A B is upon the point C. 

4tL — Press the square firmly, and slide the scale against its edge 
until — coincides with I. 

Finally. — Press the scale and slide the square down until the 
edge A B is upon the point D, and taking out the numbers to 
which W and R point, subtract the latter from the former, and 
the contents in acres and decimal parts of an acre will at once be 
given. 

The red pointer directs to the numbers that are to be taken 
rom the red scale, and the white one to those upon the white 
scale. 

When the pointers fall exactly upon the line engraved on the 
ivory edge of the scale, the folding leaf is to be doubled down to 
the left hand ; but when the pointers fall between any two of the 
lines on the ivory edge, the folding leaf must then be doubled over 
to the right hand before the numbers are read oflf. 

For instance, when the leaf is turned to the left and the red 
pointer falls between the two lines which refer to 008 and *013, 
turn the folding leaf to the right hand, and the pointer will 
read 010. 

It will be found most convenient and most accurate in practice 
to take the shortest diagonal for the line E F. 



DESCRIPTION OP THE COMPUTING SCALE. 818 



THE COMPUTING SCALE. 

This instrument answers the same purpose of giving mechani- 
cally the contents .of enclosures as the Pediometer, but is more 
simple in its construction and principle of operation. 

It consists of a scale divided for its whole length from the zero 
point into divisions, each representing 2J chains, and is used with 
a sheet of transparent tracing paper, ruled with parallel lines at 
equidistant intervals of one chain. 




1^ 1^ 1^ t* »*• K 1^ ^ i* K P 1* |i-^ 



b ii W k laixU-iibkuiiUiikbuti 



9""""""""' "" B 7 g 

The slider B, which moves along the scale, has a wire drawn 
across its centre at right angles to its line of motion ; and on each 
side of this wire a distance equal to one of the primary divisions 
of 2J chains is laid off, and divided into 40 parts. It is evident, 
then, that during the passage of the slider over one of the divi- 
sions of 2^ chains, one rood has been measured between two of the 
parallel lines on the tracing paper ; and that one of the smaller 
divisions would measure between the same parallels ons perch. 
Four of the larger divisions give one acre; and the scale itself, 
generally made long enough to measure at once five acres, is thus 
used. Lay the transparent paper over the enclosure the content 
of which is required, in such a position that two of the ruled lines 
shall touch two of the exterior points of the boundaries, as at 
a and 6. 

Lay the scale, with the slider set to zero, over the tracing 
paper, in a direction parallel to the lines, and so placed that the 
portions c and d are estimated by the eye as equal to each other. 
Holding the scale steady, move on the sliding frame until the 
equality of the portions e and / are also estimated. With the 
slider kept at this mark, move the scale bodily down the space of 
one of the ruled lines (one chain), and commencing again at 
the left hand, estimate the equal areas of g and h, sliding the 
frame on to k and I, When the whole length of the scale, denoting 
5 acres, is run out, commence at the right-hand side, and work 



314 DESCRIPTION OF THE COMPUTING SCALE. 

backwards to the left, reading the lower divisions, by which 
the instrument is made to measure up to 10 acres. By a 
continuation of this process, the contents of any sized enclosures 
can be obtained without calculation, and with sufficient accuracy 




for general purposes if the scale is tolerably large. It would, 
however, expedite the measurement if the tracing paper was 
divided into squares of one chain each ; the application of the com- 
puting scale need then only be made to the portions outside the 
squares, and the content added to that of the squares them- 
selves, which is obtained by simply counting them. Where 
the wire of the slider coincides with any portion of the boundary 
between two of the parallels, no equalisation is of course necessary. 




3ie REPORT ON THE ROAD FROM 




Places on uid Dear the B 



&nje, — iniet to I niU.* 



RECOHNOITERED ON 



This form ia nearly umilar to that used by tbe Quartermaster-General's department 
in tbe Peninsula. Wliere more information is re<|uired to be tabulated, columns can be 
added ; but generally it is better to embody all other atatisticat details in the Report 
that accompanies tbe sketch of the road. Ou a hasty reconnaiBsnucc, the abject of which 
is principally to aacertaiu the practicability of any route for different arms of the service, 
the five last columns can be omitted. In a sketch of this nature, tho Road is evidently 
the feature of paramount importance, and the ground contiguotie to it is only of material 
consequence in those spots that present positioiui for disputing its passage or embarrasK- 
iug its free occupation. In calculating the number of men n village or hamlet would 
contain for one night, five men may be allowed per house ; for a longer period a con- 
siderable reduction must bo made. In the country the best guides for whom to 
obtain information are obviously those who, from their pursuits, must be posaesaed of 
much local knowledge, such as shepherds, pedlars, poachers, &a. lu towns, reference 
should be made to tho local authorities for all statistical tuformation. In addition to 
the field sketch of the road, a few outline sketches of the principal marked positions, 
■with referencea to the spot from which they were taken, would often prove of great 
aervice. These positions would, if of importance, require a separate sketch and report 

When the routes for di£ferent columns to arrive at any fi»ed spot at any required 
time have been decided upon, separate sketches of the groimd will be requisite for 
their guidance. The aimeied form for the " Detail of March" is taken from Captain 
Macaulay's "Treatise on Field Fortifications." 



Sketch of ground, 
showioK, by a dotted 
linr, the route. 



State the hour of 
matcblDK, the ronn*- 
tioD ; and dncrilHi the 
routs by rerereucs to 
letters on the iketch. 

GiTo the dietancea 
in inrantr; or cavalry 
iwceB, the times al- 
lowed for halts, and 
the time at which the 
coliinin ahould arrive. 

State atsa the em- 
ployment of the troope 
<n arrival, Ac. 



Ill 



Ubservalions. 



Accommodation. 



il 
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INDEX. 



ABERRATION, 218 

Acceleration of fixed Btars, 231, 201 

Accuracy, degree of, 6, 13, 131, 148 

Acute angles, when to be avoided, 60 

Acute angled triangles, 1 6 

Adjustments : — Altitude azimuth instru- 
ment, 288 ; Reflecting circle, 215 ; Re- 
peating circle, 215; Sextant, 212; 
Theodolite, 27; Transit instrument, 
282 

Air, refraction of, 75 

Alpine hypsometer, 124 

Altitude and asimuth instrument, 22, 288 

Altitudes by barometer, 114 

Aneroid barometer, 119 

Angular measurements, 2, 35 

Angles of elevation and depression, 4 3 

Aries, first point of, 224, 230 

Arcs of the meridian, 1J56, 18S, 190 
„ of excess, 220 

Arrows, 41 

Arrowsmith's projection, 209 

Artificial horizon, 211, 216 

Ascension, right, 222 

Assumed base, 21 

Astronomy, 211 

Astronomical triangle, 225 

Attractive forces, 186 

Augmentation (of moon, sun,&;c.), 235,298 

Azimuth, calculation of, 37, 199, 217 

BALLOON reconnaissance, 162 
Barometer, mercurial, 109, 309 ; aneroid, 

119 
Base, 5 ; assumed, 21 ; of verification, 5 
Basis of a survey, 1 
Beam compass, 129 
Bench mark, 92, 173 
Boning rods, 89 
Booking observations, 45, 47 

„ measurements in field book, 47 
Borda's repeating circle, 21, '^15 
Boundaries of sections, 173 
Box sextant, 60 

CELESTIAL latitude and longitude, 217 

Centre, reduction to, 25 

Chain, steel, 6 ; its use, 39 

Chaining, 42, 307 

Check levels, 83 

Chronometers, 184, 260, 262 

Circles, great, 208, 218 

Circular protractor, 50 



Circum-meridian altitudes, 242 

Circum-polar stars, for latitude, 238 

Clinometers, 42, 155 

Clock, astronomical, 245, 261 

Collimation, 26 

Colby's compensation bars, 6 

Colonial surveying, 166 

Coloring, 143 

Compass, prismatic, 61 

„ variation of, 203 ; beam, 129 
Compensation bars, 6 
Computing scales, 51, 313 
Content register, 46, 54 

,, of fields, 51 
Contouring and levelling, 74 
Contours, 102 
Conventional signs, 72, 165 
Convergence of meridians, 208 
Copying, 128 
Cross sections, 82 
Cross staff, 41 

Cubical content of prism, 101 
Curvature, 74, 306 
Cutting-up lines, 46, 130 

DATUxM level for altitudes on O.S , 78 

Day, mean, solar, and astronomical, 224 

Dead reckoning, 184 

Declination, 222 

Degree, length of, 77 

Detinition of terms, 217 

Deflection of the plummet, 186 

Details of filling in a triangle, 42, 47, 59 

Diagram of triangulation, 46 

Diameter of earth, 192 

Diaphragm, 27 

Dipof hoiizon, 233, 302 

Division of time, 223 

Drawing paper, 128 

EARTH, form of, 186 

Eclipses, 265, 266, 274 

Elliott's pocket reflecting level, 88 

Electric telegraph, 265 

Engraving, 128, 184 

Errors, index, 218, 220 ; personal, 213 

„ instrumental, 214 
Equation of time, 224 ; equal altitudes, 304 
Equatorial diameter, 186; radius, 188 
Everest's theodolite, 81 
Excess, spherical, 23 ; arc of, 220 
Examining ground, 48 
Expansion and contFaction of paper, 129 
Exploring expedition, 182 
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INDEX. 



FEATURES, geol<>gical, 165 

Field book, 46 ; levelling book, 43 

Final examination, 49 

Fixation of a point from obeenrations at 

itself, 86 
Form of the earth, 186 
Fk^nch water level, 85 
Frontages, 171 

GEODBSICAL operations, 186 
Geological features, 154 
Gibraltar, model of, 141 
Gradients, 100 
Gravatt's level, 85 
Gunter's chain, 39 

HELIOSTATS, 17, 201 

High-water mark, 78 

Hill sketching, 134 

Horizon, 219 

Horizontal system, hill sketching, 150 

Hounslow heath base, 6 

Hypothenuses, 8 

Hypeometera, 122 

INACCESSIBLE objects, 70 
Inclinometer, 155 
Index error, 233 
Instruments, observing, 21 
Interpolating a point, 36 

JAMES, Sir H., on steel chains, 7 
,f „ „ figure of the earth, 192 

LAND surveying, 42 

Latitude, 34, 37, 183, 238 

Lehman, Major, scale of shade, 136, 150 

Lens, 17 

Length of a second of latitude and longi- 
tude, 305 

Levelling, by angles of elevation and de- 
pression, 43 

Levelling and contouring, 74 

Levelling staff, 90 
„ register, 97 
„ details of, 93 

Levels, 80 to 89 

Light, velocity of, 265 

Lime light, 18 

Linear measurement, 2, 6 

Links, 40 

Longitude, 34, 184, 258 

Lost stations, 31 

Lough Foyle base, 6 

Low-water mark, 78 

Lunar observations, 266 

MAGNETIC attraction, 62, 203 

Mark, bench, 92 

Mason's level, 89 

Mean sea or tide level, 78 

„ time, 231 
Measurements, angular, 2 

linear, 2 

capacity, 189 



n 



Measurement, units of, 6 

M of arc of meridian, 192 

Measuring tape, 41 
Mercator's projection, 202 
Meridian, arcs of, 192 
Meteorological register, 174, 185, 310 
Micrometer prism, 60 

„ telescope, 156 
Military reconnaissance, 3, 148 
Minor triangles, 38 
Modelling, 141 
Moon-culminating stars, 275 
Mountain barometer, 109 
Mounting paper, 129 
Mural or transit circle, 211 

NADIR, 222 
Network of triangles, 4 
New style, 223 

OBJECTS of triangulation, 2 
Oblique plane, angles observed in, 22 
Observing, 22, 35, 227, 256 
Obstacles, method of passing, 65 
Occultation of fixed stars, 277 
Offsets, 41, 48 
Optical square, 41 
Orthographic projection, 207 
Outline of survey, 2 
Outline sketching, 156 

PAPER, drawing, 128 

Parallax, 26, 83, 233, 299 

Pediometer, 51, 311 

Pendulum, 189 

Penning in, 128 

Pentagraph, 133 

Photography, 133 

Photozincography, 135 

Plans, topographical, 128 

Plotter, 47 ; plotting, 128 

Plane table, 64 

Plaster of Paris, 43 

Poles, station, 141 

Polar semi-diameter, 192 

Pole star, 247 

Position, by latitude and longitude, 228 

„ by latitude and azimuth, 37 
Protractor, card board, 50, 149 
Protracting bearings, 63 

„ triangulation, 132 
Prismatic compass, 61 
Prism, micrometer, 60, 101 
Progress of surveyor, 48, 178 
Projections of the sphere, 202, 206 

RADIUS of curvature, 197 
Railway survey 98 
Rain gauge, 185 
Ramsden's steel chain, 6 
Rate of chronometers, 258 
Reconnaissance, military, 8, 144 
Reconnoitring works, 159 
Reduction to the level of the sea, 11 
„ „ centre, 2^ 



INDEX. 
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Reduction to the horison, 22 

„ meridian, 242, 803 

Reducing plans, 182 
Reflectors, 17 
Reflecting level, 42, 87 

„ instruments, 60, 211 
circle, 211, 216 
Refraction, 75, 233. 294 
Register for levelling, 97 
Repeating circle, 21. 211, 215 
Report on roads, 317 
Right ascension, 222 
Roads, 172, 317 

SCALES, engine-divided, 69, 98 

„ boxwood, 130 

„ used on Ordnance Survey, 20, 132 
Scale of shade, 185, 149 
Scoring triangles, 131 
Scott's scale of shade, 153 
Secondary triangles, 19 
Sections, levelling. 80, 98 

„ cross and trial, 82 
Selection of site for base line, 12 

„ stations, 16 

Sextant, 60, 149, 212 
Shading, 128 

Sheet lines and plotting, 129 
Sloping ground, chaining over, 42 
Signals, 259 

Signs, conventional, 72, 165 
Sidereal clock, 211 
„ time, 230 
Site for base line, 12 
Sketching, 59, 66, 135. 144 
Specific gravity. 187, 190 
Spherical excess, 23 
Spheroidal form of earth, 186 
Spring tides, 78 
Steel chain, 7 • 
Standard chain, 7 

measure, 14, 189, 223 



SUff, levelling, 00 

Station, distant, rendered visible, 16 

„ recovery of lost, 81 
Stereographic projection, 207 
Survey, topographical, 8 
Surveying, 42, 48, 178 

TAPE, 41 

Telegraph, 259, 265 

Telemeter, 156 

Terms, definition of, 217 

Tertiary triangles, 38 

Theodolite, 22, 26, 31, 211 

Thermometers, 8, 123 

Thermometric hypsometers, 122 

Tides, 78 

Time, 189. 223, 291, 293, 306 

„ standard of, 223, 254 
Topographical survey, 3 
Transit instrument, 211, 282 
Traversing, 49, 59 
Triangles, 16, 38 
Triangulation, 16 
Trial sections, 82 
Triotinto, 135 
Trinity datum, 78 

UNITS of measurement, 6 

VARIATION of compass, 203, 280 
Verification of b«se, 5, 7 
Vernier, 30 
Vertical system, hill sketching, 150 

WATER level, 85 
Weights and measures, 189 

Y level, 83 

ZENITH, 218, 222 
Zenith sector, 211 



II 



THE END. 
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A TREATISE ON FIELD FORTIFICATIONS, the 

ATTACK of F0RTBESSE3, MILITARY MINING, and RECONNOITRING. 
By Colonel I. S. Macaulat, late Professor of Fortification in the Royal Military 
Academy, Woolwich. Sixth Edition, crown 8ro, clotli, with separate Atlas of 
12 Plates, sewed, price 128. complete. 

THE MINERAL SURVEYOR AND VALUER'S COM- 

PLETE GUIDE, comprising a Treatise on Improved Mining Surveying, with 

new Traverse Tables ; to which is appended the Second Edition, carefully 

revised, of M. THOMAN'S (of the Credit MobiUer, Paris) TREATISE on 

COMPOUND INTEREST and ANNUITIES, with LOGARITHMIC TABLES. 

By William Lixteen, Mining and Civil Engineer. 12mo, strongly bound in 

cloth boards, with four Plates of Diagrams, Plans, &c., price 10s. 6d. 

" Those traverse tables wore constructed by the Author some years ago for use in his profes- 
sional duties ; and whilst Button's are Ciirried only to degrees and quarter points, and to radii 
trom 1 to 10, those of Mr. Lintei-n are continued to every three minutes of the quadrant and to 10 
different radii of hundreds, couimonciug with 100 and ending at 1000. The utmost necessary 
accuracy can thus bo ensured, and the results of the survey laid down much more speedily and 
correctly than by the usual system of plotting. ... To engineers, in particular, the work will 
prove invaluable." — Mining Journal. 

PRACTICAL GEOMETRY FOR THE ARCHITECT, 

ENGINEER, AND MECHANIC; giving Rules for the Delineation and 
Application of various Geometrical Lines, Figures, and Curves. By E. W. 
Tarn, M.A., Architect, Author of ** The Science of Building," &c. With 164 
Illustrations. Demy 8vo, 12s. 6d., cloth. 

*' No book with the same objects in view has ever been published in which the cleameaa of the 
rules laid down and the illustrutivo diagrams have been so sutibfactory. " — Scoltman. 

*' This excellent work gives very clear and intelligible rules for the delineation and application 
of various geometrical lines, figures, and curves, and is admirably illustrated." — Standard. 

** No volume has heretofore been published that can bear comparison with Mr. Tarn's for clear- 
ness, practical demonstration and arrangement, with a view ui being eminently serviceable to 
architect, engineer, surveyor, and artizan."— /ruA Builder. 

PRACTICAL PLANE GEOMETRY : Giving the Simplest 

Modes of Constructing Figures contained in one Plane. By J. F. Heatueu, 
M. A. With numerous Illustrations, 12nio, cloth limp, price 2s. 

MATHEMATICAL INSTRUMENTS : their Construction, 

Adjustment, Testing, and Use ; comprising Drawing, Measuring, Optical, Sur- 
veying, and Astronomical Instruments. By J. F. Heather, M.A., Author of 
** Descriptive Geometry,'* &c. Enlarged Edition, for the most part re-written. 
With numerous Woodcuts. 12mo, 5s., cloth boards. 

" We can highly recommend this volume. The illuBtrations are good, the letterpress explana- 
tion being, as a rule, accurate, concise, and readable." — Quarterly Journal of Education. 

THE WORKMAN'S MANUAL OF ENGINEERING 

DRAWING. By John Maxton, Instructor in Engineering Drawing, South 
Kensington. With nearly 850 Woodcuts and 7 Plates. 12mo, cl. boards, 48. 6d. 

** A copy of it should be kept for i*eferonce in every drawing office."— A'/jf^inwrwiy. 
** An indispensable book for teachers of engineering drawing."— 3/ccAantc«' Magazint, 

A TREATISE ON THE APPLICATION OF IRON TO 

THE CONSTRUCTION OF BRIDGES, GIRDERS, ROOFS, AND OTHER 
WORKS ; showing the principles upon which such structures are designed, and 
their practical application. By Francis Campin, C.E. Especially arranged 
f(yr the use of StudeiUs and Practical Mechanics^ all Mathematical Formula ami 
Symbols being excluded. 12mo, with numerous Diagrams, cloth boards. Ss. 

A CLASS-BOOK OF GEOLOGY, Physical and Historical. 

With more than 260 Woodcuts. By Ralph Tate, F.G.S. 12mo, cloth, price 6*. 

" The facts and statements are carefully selected, and recent obeervattons of importance are 
duly noticed."— &im(i/(c Review. 

London : LOCKWOOD & Co., 7, Stationers* Hall-couet, E.C. 



SCIENTIFIC WORKS PUBLISHED BY LOCKWOOD AND CO. 



DB. LABDN EB'S HANDBOOKS. 

In one vol. small 8to, cloth, 550 pages, price 7s. 6d. 

THE HANDBOOK OF ASTRONOMY. By Dionysius 

Lardnek, D.C.L., Formerly Professor of Natural Philosophy and AstroDomy 
in University College, London. Third Edition. Revised and Edited by Edwin 
DuNKiN, F.R.A.S., Superintendent of the Altazimuth Department, Royal 
Observatory, Greenwich. With 37 Plates, and upwards of 100 Woodcuts. 

" We can oorHially recommend it as moet useful to all those who desire to possess a complete 
tn«""^^ of the science and practice of astronomy."— ^«<ronomi««U Reporter. 

Small 8vo, cloth, 448 pages, price 5s. 

THE HANDBOOK OF OPTICS. New Edition. Edited 

by T. Olver Harding, B.A., Lond., of University College, London. With 298 
Illustrations. 

Small 8vo, cloth, 462 pages, price 5s. 

THE HANDBOOK OF ELECTRICITY, MAGNETISM, 

AND ACOUSTICS. New Edition. Edited by Geo. Carey Foster, B.A., 
F.C.S., Fellow of, and Professor of Physics in, University College, London. 
With 400 Illustrations. 

*'The book could not have been entrusted to anyone bettor calculated to preserve the terse an<l 
lucid style of Lardner, while correcting his errors and bringing up his wurlc to the present stato 
of Scientific Knowledge." — Popular Science JUview. 

Small 8vo, price 5s., cloth. 

THE HANDBOOK OF HYDROSTATICS AND PNEU- 

MATICS. New Edition. Revised and Enlarged by Benjamin Loewy, F.R.A.S. 
With numerous Illustrations. 

Small 8vo, price 5s., cloth. 

THE HANDBOOK OF HEAT. New Edition, entirely 

re-written and enlarged by Benjamin Loewy, F.R.A.S. With numerous 
Illustrations. 

Small 8vo, cloth, 420 pnges, price 5s. 

THE HANDBOOK OF MECHANICS. With 357 Elus- 

trations. 

IRON AND HEAT, Exhibiting the Principles concerned 

in the Construction of Iron Beams, Pillars, and Bridge Girders, and the Action 
of Heat in the Smelting Furnace. By James Armour, C.E. Woodcuts, 12mo, 
cloth boards, 8s. 6d. 

" A very useful and thoroughly practical little volume, in every way deserving of circulation 
amongst working meii."—*Minmg Journal. 

POWER IN MOTION: Horse Power, Motion, Toothed 

Wheel Gearing, Long and Short Driving Bands, Angular Forces, &c. By 

James Armour, C.E. With 73 Diagrams. 12nio, cloth boards, 3s. 6d. 

*' Numerous illustrations enable the author to convey his meaning as explicitly as it is perhaps 
oflsible to be conveyed. The value of the theoretic and practical kuowltdge imparted cannut 
ell be over estioiatod." — Neiccatlle Weekljf Chronicle. 

A TREATISE ON THE METALLURGY OF IRON: 

containing Outlines of the History of Iron Manufacture, Methods of Assay, and 

Analyses of Iron Ores, Processes of Manufacture of Iron and Steel, &c. By H. 

Bauerman, F.G.S., Associate of the Royal School of Mines. With nnmerous 

Illustrations. Third Edition, revised and much enlarged. 12mo, clbds., 5s. 6d. 

" Carefully written, it has the merit of brevity and conclsencus, as to less important pointa, 
•while all material matters are very fully and thoroughly entered iuio."— Standard. 

COAL AND COAL MINING : A Rudimentary Treatise 

on. By Warinoton W. Smyth, M.A., F.R.S., &c.. Chief Inspector of the 
Mines of the Crown and of the Duch^ of Cornwall. New edition, revised and 
corrected. With numerous Illustrations. 12mo, cloth boards, 4s. 6d. 

London : LOCKWOOD & Co., 7, Stationers' IIall-court, E.G. 
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ENGINEERING, SURVEYING, &c. 

♦ 

Numbers New Work on Water-Supply. 

A COMPREHENSIVE TREATISE on the WATER-SUPPLY 
of CITIES and TOWNS. By William Humber, Assoc. Inst. 
C.E., and M. Inst. M.E. Author of "Cast and Wrought Iron 
Bridge Construction," &c. &c. This work, it is expected, will con- 
tain about 50 Double Plates, and upwards of 300 pages of Text. 
Imp. 4to, half bound in morocco. [/« the press, 

*<^* In accumulating information for this volume^ the Author has 
been very liberally assisted by several professional friends^ who have 
made this department of etigineering their special study. He has thus 
been in a position to prepare a work which^ within the limits of a 
single volume^ will supply the reader with the most complete and 
reliable information upon all sitbjectSy theoretical and practical^ con- 
nected with water supply. Through the kindness of Messrs, Ander- 
son^ Bateman^ Ilaivksley^ Homersham, Bahfwin Latham^ Lawson^ 
Milne, Quick, Kawlinson, Simpson, and others, several works, con^ 
structed and in course of construction, from the designs of these gentU- 
men, will be fully illustrated and described, 

AMONGST OTHER IMPORTANT SUBJECTS THE FOLLOWING WILL BE TREATED 

IN THE text: — 

Historical Sketch of the means that have been proposed and adopted for the Supply 
of Water. — Water and the Foreign Matter usually associated witn it. — Rainfall and 
Evaporation. — Springs and Subterranean Lakes. — Hydraulics.— The Selection of 
Sites for Water Works. — Wells. — Reservoirs. — Filtration and Filter Beds. — Reservoir 
and Filter Bed Appendages. — Pumps and Appendages. — Pumpmg Machinery. — 
Culverts and Conduits, Aaueducts, Syphons, &c. — Distribution of \Vater. — Water 
Meters and general House Fittings. — Cost of Works for the Supply of Water. — Con- 
stant and Intermittent Supply.— -Suggestions for preparing Plans, &c. &c., toeether 
with a Description of the numerous Works illu.strated, viz : — Aberdeen, Bicfeford, 
Cockermouth, Dublin, Glasgow, Loch Katrine, Liverpool, Manchester, Rothcrham, 
Sunderland, and several others ; with copies of the Contract, Drawings and Specifi- 
cation in each case. 



WORKS PUBLISHED BY LOCKWOOD & CO. 



Humbers Modem Engineering. First Series. 

A RECORD of the PROGRESS of MODERN ENGINEER- 
ING, 1863. Comprising Civil, Mechanical, Marine, Hydraulic, 
Railway, Bridge, and other Engineering Works, &c. By William 
H UMBER, Assoc. Inst. C.E., &c. Imp. 4to, with 36 Double 
Plates, drawn to a large scale, and Photographic Portrait of John 
Hawkshaw, C.E., F.R.S., &c. Price 3/. 3J. half morocco. 

List 0/ the Plates. 

NAMB AND DESCRIPTION. PLATES. NAME OF ENniKEEX. 

Victoria Station and Roof— L. B.&S. C. Rail 1 to 8 Mr. R. Jacomb Hood, C.E. 

Southport Pier 9 and xo Mr. James Brunlees, C.E. 

Victoria Station and Roof— L. C. & D. & G. W. 

Railways xitoisA Mr. John Fowler, CE. 

Roof of Cremome Music Hall x6 Mr. William Humbcr, C.E. 

Bridge over G. N. Railwav 17 Mr. Joseph Cubitt, CE. 

Roofof Station — Dutch Rhenish Railway .. xSandig Mr. Euschedi, C.E. 

Bridge over the Thames— West London Ex- 
tension Railvray 90 to 24 Mr. William Baker, C.E. 

Armour Plates 25 Mr. James Chalmers, C.E. 

Suspension Bridge, Thames 26 to 29 Mr. Peter W. Barlow, C.E. 

The Allen Engine 30 Mr. G. T. Porter, M.E. 

Suspension Bridge, Avon 31 to 33 Mr. John Hawkshaw, C. E. 

and W. H. Barlow, CE. 

Underground Railway 34 to 36 Mr. John Fowler, C E. 

With copious Descriptive Letterpress, Specifications, &c. 



" Handsomely lithographed and printed. It will find favour with many who desire 
to preserve in a permanent form copies of the plans and specifications prepared for the 
gmdance of th« contractors for many important engineering works." — Engineer. 

Humberts Modern Eftgineering, Second Series. 

A RECORD of the PROGRESS of MODERN ENGINEER- 
ING, 1864 ; with Photographic Portrait of Robert Stephenson, 
C.E., M.P., F.R.S., &C. Price 3/. y, half morocco. 

List of the Plates. 

NAME AND DESCRIPTION. PLATES. NAMB OF ENGINSKR. 

Birkenhead Docks, Low Water Basin i to 15 Mr. G. F. Lyster, CE. 

Charing Cross Station Roof— C. C. Railway. x6 to 18 Mr. Hawkshaw, C.E. 

Digswell Viaduct — Great Nordiem Railway. 19 Mr. J. Culntt, C.E. 

Robbery Wood Viaduct— Great N. Railway. ao Mr. J. Cubitt, CE. 

Iron Permanent Way aoa —— 

Qydach Viaduct — Merthyr, Tredegar, and 

Abera^avenny Railway ax Mr. Gardner, C.E. 

Ebbw Viaduct ditto ditto ditto aa Mr. Gardner, C.E. 

College Wood Viaduct — Cornwall Railway . . 33 Mr. Brunei. 

Dubhn Winter Palace Roof 34 to 26 Messrs. Ordish & Le Feurrc 

Bridge over the Thames— L. C. & D. Railw. 27 to 32 Mr. J. Cubitt, C.E. 

Albert Harbour, Greenock 33 to 36 Messrs. Bell & Miller. 

With copious Descriptive Letterpress, Specifications, &c. 



'* A fVf»M/of all the more interesting and important works lately completed in Great 
Britain ; and containing, as it doe^ carefully executed drawingii, with full working 
details, will be found a valuable accessory to the profession at \ii^.**'^Enginetr., 

" Mr. Hiunber has done the profession good and true service, by the fine collection 
of examples he has here brought before the profession and the public" — Practical 
MeuhoMic's Journal. 



WORKS PUBLISHED BY LOCKWOOD & CO. 



Humberts Modern Engmeeri^ig. Third Series. 

A RECORD of the PROGRESS of MODERN ENGINEER- 
ING, 1865. Imp. 4to, with 40 Double Plates, drawn to a large 
scale, and Photographic Portrait of J. R. M*Clean, Esq., late Pre- 
sident of the Institution of Civil Engineers. Price 3/. 3J. half 
morocco. 

List of Plates and Diagrams, 



Bridge over River Lea. 
Bridge over River Lea. 



MAIN DRAINAGE, METROPOLIS. 

North Side. 

Map showing Interception of Sewers. 
Middle Level Sewer. Sewer under Re- 
gent's Canal. 
Middle Level Sewer. Junction with Fleet 

Ditch. 
Outfall Sewer. Bridge over River Lea. 

Elevation. 
Outfall Sswer. 

Details. 
Outfall Sewer. 

Details. 
Outfall Sewer. Bridge over Marsh Lane, 

North Woolwich Railway, and Bow and 

Barking Railway Junction. 
Outfall Sewer. Bridge over Bow and 

Barking Railway. Elevation. 
Outfall Sewer. Bridge over Bow and 

Barking Railway. Details. 
Outfall Sewer. Bridge over Bow and 

Barking Railway. DetaiK 
Outfall Sewer. Bridge over East London 

Waterworks' Feeder. Elevation. 
Outfall Sewer. Bridge over East London 

Waterworks' Feeder. Details. 
Outfall Sewer. Reservoir. Plan. 
Outfall Sewer. Reservoir. Section. 
Outfall Sewer. Tumbling Bay and Outlet. 
Outfall Sewer. Pcnstocl^. 

South Side. 

Outfall Sewer. Bermondsey Branch. 

Outfall Sewer. Bermondsey Branch. 

Outfall Sewer. Reservoir and Outlet. 
Plan. 



MAIN DRAINAGE, METROPOLIS, 
continued'— 



Reservoir and Outlet 
Reservoir and Outlet. 
Reservoir and Outlet. 



Outfall Sewer. 

Details. 
Outfall Sewer. 

Details. 
Outfall Sewer. 

Details. 
Outfall Sewer. Filth Hoist. 
Sections of Sewers (North and South 

Sides). 

THAMES EMBANKMENT. 

Section of River Wall. 

Steam-boat Pier, Westminster. Elevation. 

Steam-boat Pier, Westminster. Details. 

Landing Stairs between Charing Cross 
and Waterloo Bridges. 

York Gate. Front Elevation. 

York Gate. Side Elevation and Details. 

Overflow and Outlet at Savoy Street Sewer. 
Details. 

Overflow and Outlet at Savoy Street Sewer. 
Penstock. 

Overflow and Outlet at Savoy Street Sewer. 
Penstock. 

Steam-bcKit Pier, Waterloo Bridge. Eleva- 
tion. 

Steam-boat Pier, Waterloo Bridge. De- 
tails. 

Steam-boat Pier, Waterloo Bridge. De- 
tails. 

Junction of Sewers. Plans and Sections. 

Gullies. Plans and Sections. 

Rolling Stock. 

Granite and Iron Forts. 



With copious Descriptive Letterpress, Specifications, &c. 



Opinions of the Press, 

•• Mr. number's works— especially his annual ' Record,* with which so many of our 
readers are now familiar — fill a void occupied by no other branch of literature. . . . 
The drawings have a constantly increasing value, and whoever desires to possess dear 
representations of the two great works carried out by our Metropolitan Board will 
obtain Mr. number's last volume."— -ffw^WrrrVr^. 

•• No engineer, architect, or contractor should fail to preserve the«e records of works 
which, for magnitude, have not their parallel in the inresent dav, no student in the 
profession but should carefully study the details of these great works, which he may be 
one day called upon to imitate." — Mechanics* Magazine, 



<i 



' A work highly creditable to the industry of its author. . . . The volume it quite 
an encyclopaedia for the study of the student who desires to master the subject of 
municipal drainage on its scale of greatest development,"— /"roc/iftf/ Mechanics 
Journal, 
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Humberts Modern Engineering. Fourth Series. 

A RECORD of the PROGRESS of MODERN ENGINEER. 
ING, 1866. Imp. 4to, with 36 Double Plates, drawn to a large 
scale, and Photographic Portrait of John Fowler, Esq., President 
of the Institution of Civil Engineers. Price 3/. 3^. half-morocco. 

List of the Plaits and Diagrams, 

NAMB AND DESCRIPTION. PLATBS. NAME OP BNGIKEXR. 

Abbey Mills Pumping Station, Main Drainage, 

Metropolis i to 4 Mr. Bazalgette, C.E. 

Barrow Docks 5 to 9 Messrs. MX^lean & StiUman, 

Mancjuis Viaduct, Santiago and Valparaiso [C.E. 

Railway 10, ix Mr. W. Loyd, C.E. 

Adams' Locomotive, St. Helen's Canal Railw. Z2, 13 Mr. H. Cross, C.E. 
Cannon Street Station Roof, Charing Cross 

Railway 14 to x6 Mr. J. Hawksliaw, C.E. 

Road Bridge over the River Molca 17, x8 Mr. H. Wakefield, CE. 

Telegraphic. Ap{)aratus for Mesopotamia .... 19 Mr. Siemens, C. El. 

Viaduct over the River Wye, Midland Railw. ao to 2a Mr. W. H. Barlow, CE, 

St. Germans Viaduct, Cornwall Railway .... 33, 24 Mr. Brunei, CE. 

Wrought-Iron Cylinder for Diving Bell 25 Mr. J. Coode, C.E. 

Millwall Docks 36 to 31 Messrs. J. Fowler, C.E.,and 

William Wilson, CE. 

Milroy's Patent Excavator 32 Mr. Milroy, C E. 

Metropolitan District Railway 33 to 38 Mr. J. Fowler, Engineer-in- 

Chief, and Mr. T. M. 
Johnson, CE. 
Harbours, Ports, and Breakwaters a to c 

The Letterpress comprises — 

A concluding article on Harbours, Ports, and Breakwaters, with 
Illustrations and detailed descriptions of the Breakwater at Cher- 
bourg, and other important modem works ; an article on the 
Telegraph Lines of Mesopotamia ; a full description of the Wrought- 
iron Diving Cylinder for Ceylon, the circumstances under which it 
was used, and the means of working it ; full description of the 
Millwall Docks ; &c., &c., &c. 



Opinions of the Press, 

** Mr. number's * Record of Modem Engineering* is a work of peculiar valu& as 
well to those who design as to those who study the art of engineering constructioo. 
It embodies a vast amount of practical information in the form of full descriptions and 
working drawings of all the most recent and noteworthy engineering works. The 
plates are excellently lithographed, and the present volume of the ' Reccnrd ' is not a 
whit behind its predecessors." — Mechanic^ Magazine. 

"We gladly welcome another year's issue of this valuable publication from the able j 

pen of Mr. Humber. The accuracy and general excellence of this work are wdl 
known, while its usefulness in giving the measurements and details of some of the 
latest examples of engineering, as carried out by the most eminent men in the profes- 
sion, cannot be too highly prized." — ArtizaH. 

'* The volume forms a valuable companion to those which have preceded it, and 
cannot fail to prove a most important addition to every engineering library.**— JU^m^ 
Journal, 

** No one of Mr. Humber*$ volumes was bad : all were worth their cost, from the 
mass of plates from well -executed drawings which they containmi. In this fespect, 
perhaps, this last volume is the most valuable that the author has produced. "--T^ticw 
tu:at MtchoHics' yournat. 
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Humberts Great Work on Bridge Construction. 

A COMPLETE and PRACTICAL TREATISE on CAST and 
WROUGHT-IRON BRIDGE CONSTRUCTION, including 
Iron Foundations. In Three Parts — Theoretical, Practical, and 
Descriptive. By William Humber, Assoc. Inst. C.E., and M. Inst. 
M.E. Third Edition, revised and much improved, with 115 Double 
Plates (20 of which now first appear in this edition), and numerous 
additions to the Text. In 2 vols. imp. 4to., price 6/. i6j. (>d. half- 
bound in morocco. \_Reccntly published. 



*t 



'A very valuable contribution to the standard literature of civil engineerinr. In 
addition to elevations, plans, and sections, large scale details are given, which venr 
much enhance the instructive worth of these illustrations. No engineer would wil- 
lingly be without so valuable a fund of information." — Chfil Engineer attd A rchitects 
youmal. 

^ ** The First or Theoretical Part contains mathematical investigations of the prin- 
ciples involved in the various forms now adopted in bridge construction. These 
investigations are exceedingly complete, having evidently been very carcfuUv con- 
sidered and worked out to the utmost extent that can be desired by the practical man. 
The tables are of a very useful character, containing the results of the most recent 
experiments, and amongst them are some valuable tables of the weight and cost of 
cast and wrought-iron structures actually erected. The volume of text is amply illus- 
trated by numerous woodcuts, plates, and diagrams : and the plates in the second 
volume do great credit to both draughtsmen and engravers. In conclusion, we have 
great pleasure in cordially recommending this work to our readers." — Artisan, 

' Mr. Humber's stately volumes lately issued — in which the most important bridges 
erected during the last five years, under the direction of the late Mr. Brunei, Sir w. 
Cubitt, Mr. Hawkshaw, Mr. Page, Mr. Fowler, Mr. Hemans, and others among oiu 
most eminent engineers, are drawn and specified in great detail." — Engineer. 

Weale's Engineers Pocket-Book. 

THE ENGINEER'S, ARCHITECT'S, and CONTRACTOR'S 
POCKET-BOOK (Lockvvood & Co.'s; formerly Weale's). 
Published Annually. In roan tuck, gilt edges, with 10 Copper- 
Plates and numerous Woodcuts. Price dr. 
_ " A vast amount of really valuable matter condensed into the small dimen- 
sions of a book which is, in reality, what it profes.ses to be — a pocket-book 

We cordiallv recommend the book to the notice of the managers of coal and other 
mines: to them it wiH prove a handy book of reference on a variety of subjects more 
or less intimately connected with their profession. " — Colliery Guardian. 

" Every branch of engineering is treated of, and facts, figuies, and data of every 
kind abound." — Mechanics* Mag. 

*' It contains a large amount of information peculiarly valuable to those for whose 
use it is compiled. We cordially commend it to the engineering and architectural 
professions generally." — Mining Journal. 

Iron Bridges y Girders y Roofs, &c. 

A TREATISE on the APPLICATION of IRON to the CON- 
STRUCTION of BRIDGES, GIRDERS, ROOFS, and OTHER 
WORKS ; showing the Principles upon which such Structures are 
Designed, and their Practical Application. Especially arranged for 
the use of Students and Practical Mechanics, all Mathemati(^ For- 
mula and Symbols being excluded. By Francis Campin, C.E. 
With numerous Diagrams. i2mo., cloth boards, 3J., cloth limp, 2J. 

[Recently published. 
" For numbers of young engineers the book is just the cheap, handy, first guide 
they want." — Middlcshoroneh Weekly Ne^vs. 

* Invaluable to those who have not been educated in mathematics.*' — Colliery 
Guardian. 
*' Remark-ibly accurate and well written,** — Ariizan. 



WORKS PUBLISHED BY LOCKWOOD & CO. 



Barlow on t/ie Strength of Materials^ enlarged. 

A TREATISE ON THE STRENGTH OF MATERIALS, 
with Rules for application in Architecture, the Construction of 
Suspension Bridges, Railways, &c. ; and an Appendix on the 
Power of Locomotive Engines, and the effect of Inclined Planes 
and gradients. By Peter Sarlow, F.R.S., Mem. Inst, of France ; 
of the Imp. and Royal Academies of St Petersburgh and Brussels ; 
of the Amer. Soc. Arts ; and Hon. Mem. Inst. Civil Engineers. 
A New and considerably Enlai^ed Edition, revised by his Sons, 
P. W. Barlow, F.R.S., Mem. Inst. C.E., and W. H. Barlow, 
F.R.S., Mem. of Council Inst. C.E., to which are added a Sum- 
mary of Experiments by Eaton Hodgkinson, F.R.S., William 
Fairpairn, F.R.S., and David Kirkaldy ; an Essay (with 
Illustrations) on the effect produced by passing Weights over 
Elastic Bars, by the Rev. Robert Willis, M.A., F.R.S. And 
Formula for Calculating Girders, &c The whole arranged and 
edited by William Humber, Assoc Inst C.K, and Mem. Inst 
M.E., Author of ** A Complete and Practical Treatise on Cast and 
Wrought-Iron Bridge Construction," &c &c. Demy 8vo, 400 pp., 
with 19 laige Plates, and numerous woodcuts, price iSr. cloth. 
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This edition has undergone considerable improvement, and has been brought down 

to the present date. It is one of the first books of reference in exbtence." — ArtizoH. 

** Although issued as the sixth edition, the volume under consideration is worthy of 

being regarded, for all practical purposes, as an entirely new work . . . the book 

is undouDtedly worthy of the highest commendation." — Mining Joumai. 

*' An increased value has been eiven to this very valuable work bv the addition of 
a large amount of information,^ which cannot prove otherwise than highly useful to 

those who require to consult it The arrangement and editmg of this 

mass of information has been tmdertaken by Mr. Humber, who has most aUy fulfilled 
a task requiring special care and ability to render it a success, which this edittcm most 
certainly is. He has given the finishmg touch to the volume by introducing into it 
an interesting memoir of Professor Barlow, which tribute of respect, we are sure, will 
be appreciated by the members of the engineering profession." — Mechanic}^ Magazine, 

** K book which no engineer of any kind can afford to be without."*— Ctf//Arr|r 
Guardian. 

** The best book on the subject which has yet appeared. .... We know of 
no work that so completely fulfils its tt^sAon.— English Mechanic. 

" There b not a pupil in an engineering school, an apprentice in an engineer's or 
architect's office, or a competent clerk of works, who will not recognise in the scientific 
volume newly given to circulation, an old and valued friend." — Building News, 

" The standard treatise upon this particular subject** — Eng inter. 

Strains, FormulcB & Diagrams for Calculation of. 

A HANDY BOOK for the CALCULATION of STRAINS 
in GIRDERS and SIMILAR STRUCTURES, and tiieir 
STRENGTH ; consisting of Formuljeand Corresponding Diagrams, 
with numerous Details for Practical Application, &c. By William 
Humber, Assoc. Inst C.E., &c. reap. 8vo, with nearly 100 
Woodcuts and 3 Plates, price *js, (>d. cloth. 

" The arrangement of the matter in this little volume is as convenient as it well 
could be. . • ,• • l^e systen;^ of employing diagrams as a substitute for complex 
computations is one justly coming into great favotur, and in that respect Mr. Humbor's 
volume is fully up to the, times.** — Engineering. 

"The formulae are neatly expressed, and the diagrams good.** — Afhenemm, 
"We heartily commend this really handy book to our engineer and architect 
readers." — English Mechanic, 
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Strains. 

THE STRAINS ON STRUCTURES OF IRONWORK; 
with Practical Remarks on Iron Construction, By F. W. Sheilds, 
M. Inst. C. E. Second Edition, with 5 plates. Royal 8vo, 5^. doth. 

Contents. — Introductory Remarks ; Beams Loaded at Centre ; Beams Loaded at 
unequal distances between supports ; Beams uniformly Loaded ; Girders with triangu- 
lar bracing Loaded at centre ; I)itto, Loaded at unequal distances between supports ; 
Ditto, uniformly Loaded; Calculation of the Strains on Girders with triangular 
Basings ; Cantilevers : Condnuous Girders ; Lattice Girders ; Girders with Verucai 
Stmts and Diagonal Tics ; Calculation 61 the Strains on Ditto ; Bow and String 
Girders ; Girders of a form not belonging to any regular figure ; Plate Girders ; Ap- 
portionments of Material to Strain ; Comparison of different Girders ; Proportion of 
Length to Depth of Girders ; Character of the Work ; Iron Roofs. 

Construction of Iron Beants^ Pillars^ &c. 

IRON AND HEAT, Exhibiting the Principles concerned in the 
Construction of Iron Beams, Pillars, and Bridge Girders, and the 
Action of Heat in the Smelting Furnace. By James Armour, 
C.E. Woodcuts, i2mo, cloth boards, jj. 6</, ; cloth limp, 2j'. 6^. 

{^Recently publishtd. 
" A very useful and thoroughly practical little volume, in every way deserving of 
circulation amongst working men." — Mining Journal. 

"No ironworker who w^ishes to acquaint himself with the principles of his own 
trade can afford to be without it." — South Durham Mercury. 

Power in Motion, 

POWER IN MOTION : Horse Power, Motion, Toothed Wheel 
Gearing, Long and Short Driving Bands, Angular Forces, &c. 
By James Armour, C.E. With 73 Diagrams. i2mo, cloth 
boards, y, 6d,; cloth limp, 2j. td, [^Recently published, 

" Numerous illustrations enable the author to convey his meanins as explicitly as 
it is perhaps possible to be conveyed. I'he value of the theoretic and practical know- 
ledge imparted cannot well be over estimated." — Neivcastle Weekly Chronicle, 

Metallurgy of Iron, 

A TREATISE ON THE METALLURGY OF IRON : con- 
taining Outlines of the History of Iron Manufacture, Methods of 
Assay, and Analyses of Iron Ores, Processes of Manufacture of 
Iron and Steel, &c. By H. Bauerman, F.G.S., Associate of the 
Royal School of Mines. W^ith numerous Illustrations. Third 
Edition, revised and much enlarged. i2mo., cloth boards, 5j. 6</. ; 
cloth limp, 4-r. 6r/. \jf^^t published, 

" Carefully written, it has the merit of brevity and conciseness, as to less important 
points, while all material matters are very fully and thoroughly entered into." — 
Standard. 

Trigonometrical Surveying, 

AN OUTLINE OF THE METHOD OF CONDUCTING A 
TRIGONOMETRICAL SURVEY, for the Formation of Geo- 
graphical and Topographical Maps and Plans, Military Recon- 
naissance, Levelling, &c., with the most useful Problems iu Geodesy 
and Practical Astronomy, and Formulae and Tables for Facilitating 
their Calculation. By Major-General Frome, R.E., Inspector- 
General of Fortifications, &c. Third Edition, revised and improved. 
With 10 Plates and 113 Woodcuts. Royal 8vo, \2s, cloth. 
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Hydraulics. 

HYDRAULIC TABLES, CO-EFFICIENTS, and FORMULi« 
for finding the Discharge of Water from Orifices, Notches, Weirs, 
Pipes, and Rivers. By John Neville, Civil Eigineer, M.R.LA. 
Second Edition, with extensive Additions, New Formulae, Tables, 
and General Information on Rain-fall, Catchment-Basins, Drainage, 
Sewerage, Water Supply for Towns and Mill Power. With nume- 
rous Woodcuts, 8vo, i6j. cloth. 

•»* This work contains a vast number of different hydraulic 
formulse, and the most extensive and accurate tables yet published 
for finding the mean velocity of discharge from triangular, quadri- 
lateral, and circular orifices, pipes, and rivers ; with experimental 
results and co-efficients ; effects of friction ; of the velocity of 
approach ; and of curves, bends, contractions, and expansions ; the 
best form of channel ; the drainage effects of long and short weirs, 
and weir-basins ; extent of back-water from weirs ; contracted 
channels ; catchment-basins ; hydrostatic and hydraulic pressure ; 
water-power, &c &c. 

Levelling. 

A TREATISE on the PRINCIPLES and PRACTICE of 
LEVELLING ; showing its Application to Purposes of Railway 
and Civil Engineering, in the Construction of Roads ; with Mr. 
Telford's Rules for the same. By Frederick W. Simms, 
F.G.S., M, Inst. C.E. Fifth Edition, very carefully revised, with 
the addition of Mr. Law^s Practical Examples for Setting out 
Railway Curves, and Mr. Trautwine's Field Practice of Ikying 
out Circular Curves. With 7 Plates and numerous Woodcuts. 8vo, 
&r. 6^/. cloth. %• Trautwine on Curves, separate, price 5^. 

•* One of the most important text-books for the general surveyor, and there is 
scarcely a question connected with levelling for which a solution would be sought but 
that would be satisfactorily answered by consulting the volume." — Mining Jaurnal. 

*' The text-book on levelling in most of our engineering schools and colleges." — 
Engineer. 

"The publishers have rendered a substantial service to the profession, especially to 
the younger members, by bringing out the present edition of Mr. Simms's useful work.'* 
^-Engineering. 

Tunnelling. 

PRACTICAL TUNNELLING ; explaining in DetaH the Setting 
out of the Works ; Shaft Sinking and Heading Driving ; Ranging 
the Lines and Levelling Under-Ground ; Sub-Excavating, Timber- 
ing, and the construction of the Brickwork of Tunnels ; with the 
Amount of Labour required for, and the Cost of the various Por- 
tions of the Work. By Fredk. W. Simms, F.R.A.S., F.G.S., 
M. Inst C.E., Author of **A Treatise on the Principles and 
Practice of Levelling," &c. &c Second Edition, revised by W. 
Davis Haskoll, Civil Engineer, Author of "The Engineer's 
Field-Book," &c. &c. With 16 large folding Plates and numerous 
Woodcuts. Imperial 8vo, i/. ix. cloth. 
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Strength of Cast Irotiy &c. 

A PRACTICAL ESSAY on the STRENGTH of CAST IRON 
and OTHER METALS ; intended for the Assistance of Engineers, 
Iron-Masters, Millwrights, Architects, Founders, Smiths, and 
others engaged in the Construction of Machines, Buildings, &c ; 
containing Practical Rules, Tables, and Examples, founded on a 
series of New Experiments ; with an Extensive Table of the Pro- 
perties of Materials. By the late Thomas Tredgold, Mem. Inst. 
C.E., Author of ** Elementary Principles of Carpentry," ** History 
of the Steam-Engine," &c. Fifth Edition, much improved. 
Edited by Eaton Hodgkinson, F.R.S. ; to which are added 
EXPERIMENTAL RESEARCHES on the STRENGTH and 
OTHER PROPERTIES of CAST IRON ; with the Develop- 
ment of New Principles, Calculations Deduced from them, and 
Inquiries Applicable to Rigid and Tenacious Bodies generally. By 
the Editor. The whole Illustrated with 9 Engravings and nume- 
rous Woodcuts. 8vo, I2J'. cloth. 

*»• Hodgkinson's Experimental Researches on the 
Strength and Other Properties of Cast Iron ma^ be had 
separately. With Engravings and Woodcuts. 8vo, price or. cloth. 

The High-Pressure Steam Engine. 

THE HIGH-PRESSURE STEAM ENGINE ; an Exposition 
of its Comparative Merits, and- an Essay towards an Improved 
System of Construction, adapted especially to secure Safety and 
Economy. By Dr. Ernst Alban, Practical Machine Maker, 
Plau, Mecklenberg. Translated from the German, with Notes, by 
Dr. Pole, F.R.S., M. Inst. C.E., &c &c. With 28 fine Plates, 
8vo, I dr. dd, cloth. 

*' A work like this, which goes thoroughl)r into the examination of the high-pressure 
eng^e, the boiler, and its appendages, &c., is exceedingly useful, and deserves a place 
in every scientific library." — Steam Shipping Chrwiicut, 

Tables of Curves, 

TABLES OF TANGENTIAL ANGLES and MULTIPLES 
for setting out Curves from 5 to 200 Radius. By Alexander 
Beazeley, M. Inst. C.E. Printed on 48 Cards, and sold in a 
cloth box, waistcoat-pocket size, price y. 6d, 

** Each table is printed on a small card, which, being placed on the theodolite, leaves 
the hands free to manipulate the instrument — no small advantage as regards the rapidity 
of work. They are clearly printed, and compactly fitted into a small case for the 
pocket — ^an arrangement thiat will recommend tnem to all practical men."— Engijuer. 

** Very handy : a man may know that all his day's work must fall on two of these 
cards, wnich he puts into his own card-case, and leaves the rest behind."— m^/A^/mtmm. 

Laying Out Curves, 

THE FIELD PRACTICE of LAYING OUT CIRCULAR 
CURVES for RAILROADS. By John C. Trautwine, C.E., 
of the United States (extracted from SiMMs's Work on Levelling). 
8vo, 5x. sewed. 
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Estimate and Price Book. 

THE CIVIL ENGINEER'S AND CONTRACTOR'S ESTI- 
MATE AND PRICE BOOK for Home or Foreign Service ; 
in reference to Roads, Railways, Tramways, Docks, Harbours, 
Forts, Fortifications, Bridges, Aqueducts, Tunnels, Sewers, Water- 
works, Gasworks, Stations, Barracks, Warehouses, &c. &c. &c 
With Specifications for Permanent Way, Tel^^ph Materials, 
Plant, Maintenance, and Working of a Railway ; and a Priced List 
of Machinery, Plant, Tools, &c , required in the execution of Public 
Works. By W. Davis Haskoll, C.E. Plates and numerous 
Woodcuts. Published annually. Demy 8vo, cloth, 6j. 

As furnishing a variety of data on every conceivable want to civil engineers and 
contractors, this book has ever stood perhaps unrivalled."— ^rrAtV^t/. 

*' The care with which the particulars are arranged reflects credit upon die author, 
each subject being divided into tables under theu- own special heads, so that no 
difficulty arises in finding the exact thin^ one wants. The value of the work to the 
student and the experienced contractor is inestimable." — Mechanic's Mof. 

"Mr. Hkskoll has bestowed very great care upon the preparation of his estimates 
and prices, and the work is one which appears to us to be in every way deserving of 
confidence." — Builder's Weekly Renter. 

Surveying (Land and Marine). 

LAND AND MARINE SURVEYING, in Reference to the 
Preparation of Plans for Roads and Railways, Canals, Rivers, 
Towns* Water Supplies, Docks and Harbours ; wth Description 
and Use of Surveying Instruments. By W. Davis Haskoll, C.E., 
Author of "The Engineer's Field Book," " Examples of Bridge 
and Viaduct Construction," &c. Demy 8vo, price I2j'. dd, clou, 
with 14 folding Plates, and numerous Woodcuts. 

^ " ' Land and Marine Surveying' is a most useful and well arranged book for the 
aid of a student .... Wc can strongly recommend it as a carefully-written 
and valuable text-book." — Builder. 

" He only who is master of his subject can present it in such a way as to make it 
intelligible to the meanest capacity. It is in this that Mr. Haskoll excels. He has 
knowledge and experience, and can so give expression to it as to make any matter on 
which he writes, clear to the youngest pupil m a surveyor's office. .... The 
work will be found a useful one to men of experience, for there are few such who will 
not get some ^ood ideas from it ; but it is indispensable to the young practitioner." — 
Celltery Guardian. 

** A volume which cannot fail to prove of the utmost practical utility It 

is one which may be safely recommended to all students who aspire to become clean 
and expert surveyors ; and from the exhaustive manner in which Mr. Haskoll has 
placed his long experience at the disposal of his readers, there will henceforth be no 
excuse for the complaint that young practitioners are at a disadvantage, through the 
neglect of their seniors to point out tne importance of minute details, since they can 
readily supply the deficiency by the study of the volume now under consideration."— 
Mining joutnal. 

Engineering Fieldwork. 

THE PRACTICE OF ENGINEERING FIELDWORK, 
applied to Land and Hydraulic, Hydrographic, and Submarine 
Surveying and Levelling. Second Edition, revised, with consider- 
able additions, and a Supplementary Volume on WATER- 
WORKS, SEWERS, SEWAGE, and IRRIGATION. By W. 
Davis Haskoll, C.E. Numerous folding Plates. Demy 8vo, 2 
vols, in one, cloth boards, i/. \s. (published at 2/. 41.) 



WORKS PUBLISHED BY LOCKWOOD & CO. ii 

Fire Engifteering. 

FIRES, FIRE-ENGINES, AND FIRE BRIGADES. With 
a History of Manual and Steam Fire-Engines, their Construc- 
tion, Use, and Management ; Remarks on Fire- Proof Build- 
ings, and the Preservation of Life from Fire '; Statistics of the Fire 
Appliances in English Towns ; Foreign Fire Systems ; Hints for 
the formation of, and Rules for. Fire Brigades ; and an Accoimt of 
American Steam Fire-Engines. By Charles F. T. Young, C.E., 
Author of ** The Economy of Steam Power on Common Roads," 
&C. With numerous Illustrations, Diagrams, &c, handsomely 
printed, 544 pp., demy 8vo, price i/. 4J. cloth. 

" We can most heartily commend this book. .... It is really the only English 
work we now have upon the subject.'*-— ^«^w«<rri>r^. 

" We strongly recommend the book to the notice of all who are in any way in- 
terested in fires, fire-eng^es, or fire-brigades." — Mechanic^ Magazine, 



Mantcal of Mining Tools. 

MINING TOOLS. For the use of Mine Managers, Agents, 
Mining Students, &c. By WiLLiAM MORGANS, Lecturer on Prac- 
tical Mining at the Bristol School of Mines. i2mo, 3X. 6</. With 
an Atlas of Plates, containing 235 Illustrations. 4to, dr. \Ready, 

*' A very substantial and much needed contribution to the Art literature of an im- 
portant branch of £nglii»h industry.'* — Mechanics* Magazine. 

" Students in the Science of Mining, and not only they, but subordinate officials in 
mines, and even Overmen, Captains, Managers, and Viewers may eain practical 
knowledge and useful hints by the study of Mr. Morgan's Manual.'* — Colliery 
Guardian. 

"A very valuable work, which will tend materially to improve our mining litera- 
ture."— //i/«i«^ Jeumal. 

Earthwork, Measurement and Calculation of. 

A MANUAL on EARTHWORK. By Alex. T. S. Graham, 
C.E., Resident Engineer, Forest of Dean Central Railway. With 
numerous Diagrams. i8mo, 2s. 6d. cloth. 

" As a really handy book for reference, we know of no work equal to it : and the 
railway engineers and others employed in the measiu-cment and calculation of earth- 
work will find a great amount of practical information very admirably arranged, and 
available for general or rough estimates, as well as for the more exact calculations 
required in the engineers' contractor's offices.'' — Artizan. 

Useful Inventions. 

BAILEY'S ILLUSTRATED USEFUL INVENTIONS, con- 
taining 800 Wood Engravings of Engineers' Sundries, Steam 
Fittings, Tools, Small Machines, Church Clocks, Lightning Con- 
ductors, Electric Telegraph Instruments, &c., &c., with prices 
attached, valuable to all who are interested in manufactures. By 
J. Bailey & Co., Inventors, Patentees, Manufacturers, Brass- 
founders, Electric Telegraph Engineers, Turret Clock Makers, &c., 
Albion Works, Salford, Manchester. 15th Edition, 4to, 140 pp. 
price 2J., post free. {just Published. 
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Field-Book for Engineers. 

THE ENGINEER»S, MINING SURVEYOR'S, and CON- 
TRACTOR'S FIELD-BOOK. By W. Davis Haskoll, CivU 
Engineer. Second Edition, much enlarged, consisting of a Series 
of Tables, with Rules, Explanations of Systems, and Use of Theo- 
dolite for Traverse Survey mg and Plotting the Work with minute 
accuracy by means of Straight Edge and Set Square only ; Levelling 
with the Theodolite, Casting out and Reducing Levels to Datum, 
and Plotting Sections in the ordinary manner; Setting out Curves 
with the Theodolite by Tangential Angles and Multiples with Ri^ht 
and Left-hand Readings of the Instrument; Setting out Curves 
without Theodolite on the System of Tangential Angles by Sets of 
Tangents and Offsets ; and Earthwork Tables to 80 feet deep cal- 
wulated for every 6 inches in depth. With numerous wood-cuts, 
l2mo, price 12s. cloth. 

"A very useful work for the practical engineer and surveyor. Every person 
engaged in engineering field operations will estimate the importance of such a work j 

and Uie amount of valuable time which will be saved by reference to a set of reliable 
tables prepared with the acciu-acy and fulness of those given in this volume." — RaU- 
way News. ] 

** The book is very handy, and the author might have added that the separate tables ; 

of sines and tangents to every minute will make it useful for many other purposes, the 
genuine traverse tables existmg all the same." — Atfun/tum. 

*'The work forms a handsome pocket volume, and cannot fail, from its portabQity ; 

and utility, to be extensively patronised by the engineering profession.— 3/MMt^ 1 

Journal. 

" We know of no better field-book of reference or collection of tables than that 
Mr. Haskoll has given." — Ariixan. j 

** A series of tables likely to be very useful to many civil engineers." — Building New*. 

** A very useful book of tables for expediting field-work operations. . . . The present 
edition has been much enlarged." — Mechanics' Magazint. 

** We strongly recommend this second edition of Mr. Haskoll's ' Field Book' to all 
classes of surveyors." — Colli*ry Guardian, 



Railway Engineering, 

THE PRACTICAL RAILWAY ENGINEER. A concise 
Description of the Engineering and Mechanical Operations and 
Structures which are combined in the Formation of Railwa)rs for 
Public Traffic ; embracing an Account of the Principal Works exe- 
cuted in the Construction of Railways ; with Facts, Figures, and 
Data, intended to assist the Civil Engineer in designing and executing 
the important details required. By G. Drysdale Dempsey, C.E. 
Fourth Edition, revised and greatly extended. With 71 double 
quarto Plates, 72 Woodcuts, and Portrait of GEORGE STEPHENSON. 
One large vol, 4to, 2.1, 12s, 6d. cloth. 

Harbours. 

THE DESIGN and CONSTRUCTION of HARBOURS. By 
Thomas Stevenson, F.R.S.E., M.I. C.E. Reprinted and en- 
larged from the Article *' Harbours," in the Eighth Edition of " The 
Encyclopaedia Britannica." With 10 Plates and numerous Cuts. 
8vo, lOJ. 6</. cloth. 
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Bridge Coftstruciton in Masonry^ Timber^ and 
Iron. 

EXAMPLES OF BRIDGE AND VIADUCT CONSTRUC- 
TION OF MASONRY, TIMBER, AND IRON ; consisting of 
46 Plates from the Contract Drawings or Admeasurement of select 
Works. By W. Davis Haskoll, C.E. Second Edition, with 
the addition of 554 Elstimates, and the Practice of Setting out Works, 
illustrated with 6 pages of Diagrams. Imp. 4to, price 2/. I2j. 6</. 
half-morocco. 



*' One of the very few works extant descending to the level of ordinary routine, and 
treating on the common cvery-day practice of the railway engineer. ... A work of 
the present nature by a man of Mr. Haskoll's experience, must prove invaluable to 
hundreds. The tables of estimates appended to this edition will considerably enhance 
its value." — Engiueeriug. 

"We must express our cordial approbation of the work just issued by Mr. Haskoll. 
. . . . Besides examples of the best and most economical forms of bridge construction, 
the author has compiled a series of estimates which cannot fail to be of service to the 
practical man. . . . The examples of bridg^ are selected from those of the most notable 
construction on the different fines of the Kingdom, and their details may consequently 
be safely followed."— ^rt/'/way News. 

"A very valuable volume, and may be added usefully to the library of every jroung 
engineer.' — Builder. 

" An excellent selection of examples, very carefully drawn to useful scales of pro- 
portion. " — A rtizan. 

MatJiematical and Drawing Insirumefiis. 

A TREATISE ON THE PRINCIPAL MATHEMATICAL 
AND DRAWING INSTRUMENTS employed by the Engineer, 
Architect, and Surveyor. By Frederick W. Simms, F.G.S., M. 
Inst. C.E., Author of **Pracrical Tunnelling," &c. &c Third 
Edition, with a Description of the Theodolite, together with Instruc- 
tions in Field Work, compiled for the use of Students on commenc- 
ing practice. With numerous Cuts. i2mo, price 3^. 6d. cloth. 

Oblique Arches. 

A PRACTICAL TREATISE ON THE CONSTRUCTION of 
OBLIQUE ARCHES. By John Hart. Third Edition, with 
Plates. Imperial 8vo, price Sj. cloth. 

*^j* TAf small remaining stock of this work^ which has been un* 
obtainable for some iime^ has just been ptirchased by Ij^CKytOOD & Co. 

Oblique Bridges. 

A PRACTICAL and THEORETICAL ESSAY on OBLIQUE 
BRIDGES, with 13 large folding Plates. By Geo. Watson 
Buck, M. Inst. C.E. Second Edition, corrected by W. H. 
Barlow, M. Inst. C.E. Imperial 8vo, I2j. cloth. 

"The standard text-book for all engineers regarding skew arches, is Mr. Buck's 
treatise, and it would be impossible to consult a better." — Engineer. 

** A very complete treatise on the subject, re-edited by Mr. Barlow^ who has added 
to it a method of making the requisite calculations without the use 01 trigonometrical 
formulae." — Builder. 
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Wealds Series of Rudimentary Works. 

These hi^y popular and cheap Series of Books, now oomprlsing 
nearly Three Hundred distinct Works in almost every department of | 

Bcienoe, Art, and Bdooatlon, are recommended to the notice of Bn- I 

gineers, Architects, Builders, Artisans, and Students generally, as well 
as to those interested in Workmen's Iiihraries, Free lilbraries, Idterary 
and Soientiflc Institutions, Colleges, Schools, Science Classes, Ac., ftc 

liists of the several Series may be had on application to XiOOKWOOD I 

ft 00. I 

i 

The following is a Selection of the Works on Civil Engineerings &*c. — 

STEAM ENGINE. By Dr. Lardneb. is, 

TUBULAR AND IRON GIRDER BRIDGES, including the Britannia and j 

Conway Bridges. By G. D. Dbmpsby. is. 6d. \ 

STEAM BOILERS, their Construction and Management. By R. Armstxokg. 

With Additions, is. 6d. . 

RAILWAY CONSTRUCTION. By Sir M. Stephenson. New Edition^ ax. &/. I 

STEAM ENGINE, Mathematical Theory of. By T. Baker, ix. 

ENGINEER'S GUIDE TO THE ROYAL AND MERCANTILE NAVIES. 
By a Practical Elngineer. Revised by D. F. McCarthy. 3x. 

LIGHTHOUSES, their Construction and Illumination. By Alan Stevenson, y. | 

CRANES AND MACHINERY FOR RAISING HEAVY BODIES, the Art of \ 

Constructing. By J. Glynn, ix. ■ 

CIVIL ENGINEERING. By H. Law and G. R. Burnell. New Edition, sx. j 

DRAINING DISTRICTS AND LANDS. By G. D. Dempsey. ix.&/. 1 The j 

DRAINING AND SEWAGE OF TOWNS AND BUILDINGS. By favors- "» i. 

G. D. Dempsey. ax. J 3»- j 

WELL-SINKING, BORING, AND PUMP WORK. By J. G. Swindell ; ' 

Revised by G. R. Burnell. zx. , 

ROAD-MAKING AND MAINTENANCE OF MACADAMISED ROADS. j 

By Gen. Sir J. Burgoyne. ix. (>d. 

AGRICULTURAL ENGINEERING, BUILDINGS, MOTIVE POWERS. | 

FIELD MACHINES, MACHINERY AND IMPLEMENTS. By G. H. • 

Andrews, C.E. 3X. I 

ECONOMY OF FUEL. By T. S. Prideaux. ix. 6/. 

EMBANKINGILANDS FROM THE SEA. By J. Wiggins, ax. | 

WATER POWER, as applied to Mills, &c By J. Glynn, ax. j 

GAS WORKS, AND THE PRACTICE OF MANUFACTURING AND i 

DISTRIBUTING COAL GAS. By S. Hughes, CE. 3X. 1 

WATERWORKS FOR THE SUPPLY OF CITIES AND TOWNS. By S. 1 

Hughes, C.E. 3X. 

SUBTERRANEOUS SURVEYING, AND THE MAGNETIC VARIATION • 

OF THE NEEDLE. By T. Fenwick, with Additions by T. Bakes, ax. td, 

CIVIL ENGINEERING OF NORTH AMERICA. By D. Stevenson, y. 

HYDRAULIC ENGINEERING. By G. R. Burnell. 3X. 

RIVERS AND TORRENTS, with the Method of Regulating their Course and J 

Channels, Navigable Canals, &c., from the lulian of Paul Frisl ax. 61^ 

COMBUSTION OF COAL AND THE PREVENTION OF SMOKE. By ! 

C. WyeWiluams, M.I.CE. 3X. i 

WATER POWER, as applied to Mills, &c By J. Glynn, ax. ! 

MARINE ENGINES and STEAM VESSELS and the SCREW. By Robert j 

Murray, CE. Fifik Edition. 3X. I 
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ARCHI TECTUR E, &C. 

Construction. 

THE SCIENCE of BUILDING : an Elementary Treatise on 

the Principles of Construction. By E. Wyndham Tarn, M.A., 

Architect. Illustrated with 47 Wood Engravings. Demy 8vo, 

price &r. 6i/. cloth. [Recently published, 

** A very valuable book, which we strongly recommend to all students."— if»^<£rr. 

*' While Mr. Tam*s valuable little volume is quite sufficiently scientific to answer 

the purposes intended, it is written in a style that will deservedly make it popular. 

The diagrams are numerous and exceedingly well executed, and the treatise does 

credit alike to the author and the publisher. '^J^flt^Vw^r. 

" No architectural student should he without this hand-book of constructional 
knowledge." — Architect. 

**The book is very far from being a mere compilation ; it is an able digest of 
information which* is only to be found scattered through various works, and contains 
more really original writing than many putting forth far stronger claims to originality." 
—EHgtHteriMg. 

Beaton's Pocket Estimator. 

THE POCKET ESTIMATOR FOR THE BUILDING 
TRADES, being an easy method of estimating the various parts 
of a Building collectively, more especially appUed to Carpenters* 
and Joiners* work, priced according to the present value of material 
and labour. By A. C. Beaton, Author of ' Quantities and 
Measurements.* 33 Woodcuts. Lcsather, waistcoat-pocket size. 2j. 

Beaton s Builders' and Surveyors Technical Guide. 

THE POCKET TECHNICAL GUIDE AND MEASURER 
FOR BUILDERS AND SURVEYORS: containing a Complete 
Explanation of the Terms used in Building Construction, Memo- 
randa for Reference, Technical Directions for Measuring Work in 
all the Building Trades, with a Treatise on the Measurement of 
Timbers, and Complete Specifications for Houses, Roads, and 
Drains. By A. C. Beaton, Author of * Quantities and Measure- 
ments.* With 19 Woodcuts. Leather. Waistcoat pocket size. 2j. 

\_N(nu ready. 

Villa Architecture. 

A HANDY BOOK of VILLA ARCHITECTURE ; being a 
Series of Des^s for Villa Residences in various Styles. With 
Detailed Specifications and Estimates. By C. Wickes, Architect, 
Author of " The Spires and Towers of the Mediaeval Churches of 
England,** &c. First Series, consisting of 30 Plates ; Second 
Series, 31 Plates. Complete in i vol., 4to, price 2/. lor. half 
morocco. Either Series separate, price i/. 7^. each, half morocco. 
** The whole of the designs bear evidence of their being the work of an artistic 

architect, and they will prove very valuable and suggestive to architects, students, and 

amateurs.** — Building News. 

The Architect's Guide. 

THE ARCHITECT*S GUIDE ; or, Office and Pocket Com- 
panion for Engineers, Ardiitects, Land and Building Surveyors, 
Contractors, Builders, Clerks of Works, &c. By W. Davis 
Haskoll, C.E., R. W. Billings, Architect, F. Rogers, and 
P. Thompson. With numerous Experiments by G. Rennie, 
C.E., &c. Woodcuts, i2mo, cloth, price 3^*. td, ^ 
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Vitruviu^ Architecture. 

THE ARCHITECTURE OF MARCUS VITRUVIUS 
POLLIO. Translated by Joseph Gwilt, F.S.A., F.R.A.S. 
^ Numerous Plates. i2mo, cloth limp, price 5^. 

The Young Architects Book. 

HINTS TO YOUNG ARCHITECTS. By George Wight- 
wick, Architect, Author of " The Palace of Architecture," &c. &c. 
Second Edition. With numerous Woodcuts. 8vo, 71., extra cloth. 

Drawing for Builders and Students. 

PRACTICAL RULES ON DRAWING for the OPERATIVE 
BUILDER and YOUNG STUDENT in ARCHITECTURE. 
By George Pyne, Author of a ** Rudimentary Treatise on Per- 
spective for Beginners." With 14 Plates, 4to, ^s. 6d,, boards. 

Contents. — I. Practical Rules on Drawing — Outlines. IL Ditto— the Grecian 
and Roman Orders. III. Practical Rules on Drawing — Perspective. IV. Practical 
Rules on Light and Shade. V. Practical Rules on Colour, &c. &c 

Drawing for Engineers, &c. 

THE WORKMAN'S MANUAL OF ENGINEERING 
DRAWING. By John Maxton, Instructor in Engineering 
Drawing, South Kensington. With upwards of 300 Phites and 
Diagrams. i2mo, cloth, strongly bouncl, 41. 6d, [Now ready. 

Cottages y VillaSy and Country Houses. 

DESIGNS and EXAMPLES of COTTAGES, VILLAS, and 
COUNTRY HOUSES ; being the Studies of several eminent 
Architects and Builders ; consisting of Plans, Elevations, and Per- 
spective Views ; with approximate Estimates of the Cost of each. 
In 4to, with 67 plates, price i/. u., cloth. 

Weale's Builder^ s and Contractor's Price Book. 

THE BUILDER'S AND CONTRACTOR'S PRICE BOOK 
(LocKWOOD & Co.'s, formerly Weale's). Published Annually. 
Containing Prices for Work in all branches of the Building Trade, 
with Items numbered for easy reference, and an Appendix of 
Tables, Notes, and Memoranda, arranged to afford detailed infor- 
mation, commonly required in preparing Estimates, &c. Originally 
Edited by the late Geo. R. Burnell, C.E., &c i2mo, 4^., cloth. 

"A multitudinous variety of useful information for builders and contractors 

li^th its aid the prices for all work connected with the building trade may be esti- 
mated." — Building News. 

" Carefully revised, admirably arranged, and clearly printed, it oflers at a glance a 
ready method of preparing an estimate or specification upon a basis that is unquestion- 
able. A reliable book of reference in the event of a dispute between employer and 
employed. " — Engiiuer. 

** Mr. Burnell has omitted nothing from this work that could tend to render it 
valuable to the builder or contractor.' — Mechanic's Magazine. 
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Mechanical Engineering. 



A PRACTICAL TREATISE ON MECHANICAL ENGI- 
NEERING : comprising Metallurgy, Moulding, Casting, Forging, 
Tools, Workshop Machinery, Mechanical Manipulation, Manufac- 
ture of the Steam Engine, &c. &c. With an Appendix on the 
Analysis of Iron and Iron Ore, and Glossary of Terms. By Francis 
Campin, C.E. Illustrated with 91 Woodcuts and 28 Plates of 
Slotting, Shaping, Drilling, Punching, Shearing, and Riveting 
Machines — Blast, Refining, and Reverberatory Furnaces — Steam 
Engines, Governors, Boilers, Locomotives, &c. Demy 8vo, cloth, 
price I2X. 



Handbook of Specifications. 

THE HANDBOOK OF SPECIFICATIONS; or. Practical 
Guide to the Architect, Engineer, Surveyor, and Builder, in drawing 
up Specifications and Contracts for Works and Constructions. 
Illustrated by Precedents of Buildings actually executed by eminent j 

Architects and Engineers. Preceded by a Preliminary Essay, and I 

Skeletons of Specifications and Contracts, &c., &c., and explained | 

by numerous Lithograph Plates and Woodcuts. By Professor \ 

Thomas L. Donaldson, President of the Royal Institute of British j 

Architects, Professor of Architecture and Construction, University I 

College, London, M.I.B.A., Member of the various European j 

Academies of the Fine Arts. With A Review of the Law of j 

Contracts, and of the Responsibilities of Architects, Engineers, 
and Builders. By W. Cunningham Glen, Barrister-at-iAw, of 
the Middle Temple. 2 vols., 8vo, with upwards of 1 100 pp. of 
text, and 33 Lithographic Plates, cloth, 2/. 2j. (Published at 4/. ) • 

" In these two volumes of x,xoo p^es (together), forty-four specifications of executed 
works are given, including the specifications for parts of the new Houses of Parliament, | 

by Sir Charles Barry, and for the new Royal Exchange, by Mr. Tite, M.P. The 
latter, in particular, is a very complete and remarkable document It embodies, to a 
great extent, as Mr. Donaldson mentions, * the bill of quantities, with the description 
of the works,' and occupies more than loo printed pases. ^ < 

** Amongst the other known buildings, the specifications of which are given, are ' 

the WUt^ire Lunatic Asylum (Wyatt and Brandon) ; Tothill Fields Prison (R. Abra- 
ham] ; the City Prison, HoUoway (Bunningj ; the High School, Edinburgh (Hamilton) ; < 
Clotnworkers' Hall, London (Angel] ; Wellington College, Sandhurst (J. Shaw) ; 
Houses in Grosvenor Square, and elsewhere ; St George's Church, Doncaster 
(Scott) ; several works of smaller size by the Author, including Messrs. Shaw's Ware- 
house in Fetter Lane, a very successful elevation ; the Newcastle-tipon-l'yne Railway 
Station (J. Dobson) ; new Westminster Bridge (Page) ; the High Level Bridge, New- 
castle (R. Stephenson) ; various works on the Great Northern Railway (Brydone) ; 
and one Frencn specification for Houses in the Rue de Rivoli, Paris (MM. Armand, 
HittorfT, Pellechet, and Rohault de Fleury, ardiitects). The last is a very elaborate \ 
composition, occupying seventy pages. The majority of the specifications have illus- 
trations in the shape of elevations and plans. 

*' We are most glad to have the present work. It is valuable as a record, and more 
valuable still as a book of precedents. 

'* About X40 pages of the second volume are appropriated to an exposition of the 
law in relation to Qie legal liabilities of engineers, architects, contractors, and builders, 
by Mr. W. Cunningham Glen, Barrister-at-law ; intended rather for those persons 
than for the legal practitioner. Suffice it, in conclusion, to say in words wnat our 
readers will have gathered for themselves from the particulars we have given, that 
Donaldson's Handbook of Specifications must be bought by all architects.** — Builder, 
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Grantham s Iron Ship-Buildings enlarged. 

ON IRON SHIP-BUILDING ; with Practical Examples and 
Details. Fifth Edition. Imp. 4to, boards, enlarged from 24 to 40 
Plates (21 quite new), including the latest Examples. Together 
with separate Text, i2mo, cloth limp, also considerably enlarged. 
By John Grantham, M. Inst. C.E., &c Price 2/. zs, complete. 

Description of Plata, 



z. 



3. 



4« 
5. 



8. 



zo. 



Zl. 

za. 



«3- 



14. 



xyi. 



Hollow and Bar Keds, Stem and 
Stem Posts. [Pieces. 

Side Frames, Floorinrs, and Bilge 

Flooring rMt/m»r<^KeeIsons, Deck 
Beams, Gunwales, and Stringers. 

Gimwales c(mtinued — Lower Decks, 
and Orlop Beams. 

Gunwales and Deck Beam Iron. 

Angle-Iron, T Iron, Z Iron, Bulb 
Iron, as KoUed for Building. 

Rivets, shown in section, natural sixe ; 
Flush and LApped Joints, with 
Single and Double Riveting. 

Platinff, three plans ; Bulkheads and 
Mo£s of Securing them. 

Iron Masts, with Longitudinal and 
Transverse Sections. 

Slidine Keel. Water BaIlast.MouIdlng 
the Frames in Iron Ship Building, 
Levelling Plates. 

Longitudinal Section, and Half- 
breiaidth Deck Plan of Large Vessels 
on a reduced Scale. 

Midship Sections of Three Vessels. 

Large Vessel^ showing Details — F<fr€ 
End in Section, and End View, 
with Stem Post, Crutches, &c. 

Large KMsr/, showing Details — ^fif^ 
End in Section, with End View, 
Stem Frame for Screw, and Rudder. 

Lar^e Kirxr^/, showing Details— ilf«/- 
shtp SectionAtaHS breadth. 

Machines for Punching and Shearing 
Plates and Angle-Iron, and for 
Bending Plates ; Rivet Hearth. 

Beam-Bending Machine, Indepen- 
dent Shearing, Pimching and Angle- 
Iron Machine. 



z6. 



Z53. Double Lever Punching and Shearizig 
Machine, arranged for cuttiim; 
Ansle and T Iron, with Dividiag 
Taole and Engine. 
Machittes.—Ctax{aiih!% Riveting Ma- 
chine, Drilling and Counter-SmkiDg 
Machine. 
z6a. Plate Planing Machine. 
Z7. Air Furnace for Heating Plates and 
Angle-Iron : Various Tools used in 
Riveting and Plating. 
18. Gunwale ; Keel and Flooring ; Plan 

for Sheathing with Copper. 
iZa. Grantham's Improved Plan of Sheath- 
ing Iron Ships with Coj^r. 
Illustrations of the Magnetic -Condi- 
tion of various Iron Ships. 
Gray's Floating Compass and Bin- 
nacle, with Adjusting Maniets, &c 
Corroded Iron Bolt in Frame of 
Wooden Ship ; Jointing Plates. 
Great Eastern — Loneitudinal Sec- 
tions and Half-breadth Plans — ^Mid- 
ship Section, with Details — Section 
in Engine Room, and Paddle Boxes. 
35-6. Paddle Steam Vessel of Steel. 
27. J^rar^rvK^A— Paddle Vessel of SteeL 
28-9. Proposed Passenger Steamer. 
30. Persian — Iron Screw Steamer. 

Midship Section of H.M. Steam 

Frigate, Warrior. 
Midship Section of H.M. Steam 

Frigate, Hercules. 
Stem, Stern, and Rudder of H.M. 

Steam Fri^te, Bellerepfum. 
Midship Section of H. M. Troop Ship, 

Serapis. 
Iron Floating Dock. 



19. 



30. 



2Z. 



22-4. 



3a. 

33- 
34- 



35 



"An enlarged edition of an elaborately illustrated work.'* — Builder^ July zz, z868. 

*' This edition of Mr. Grantham's work has been enlarged and imi>roved, both widi 
respect to the text and the ei^ravings bein^ brought down to the present period. . . . 
The practical operations required in producmg a snip are described and illustrated wUh 
care and precision.** — Mechanic^ magazine^ July Z7, 1868. 

** A thorouehly practical work, and every question of the many in relation to iron 
shipping which admit of diversity of opinion, or have various and conflicting personal 
interests attached to them, is treated with sober and impartial wisdom and good sense; 
. . . . As good a volume for the instruction of the pupil or student of iron naval 
architecture as can be found in any language."— /'nir/«ra/ Mechanic** Joumai^ 
August, z868. 

" A very elaborate work. ... It forms a most valuable addition to the history 
of iron shipbuilding, while its having been prepared by one who has made the subject 
his study for many years, and whose qualifications have been repeatedly recognised, 
will recommend it as one of practical utility to all interested in shipbuildmg.'*--u4nwy 
euidNavy Gazette, July zz, z868. 



WORKS PUBLISHED BY LOCKWOOD & CO. 19 

CARPENTRY, TIMBER, &c. 

1 

TredgolcTs Carpentry y new & enlarged Edition. 

THE ELEMENTARY PRINCIPLES OF CARPENTRY: 
a Treatise on the Pressure and Equilibrium of Timber Framing, the 
Resistance of Timber, and the Construction of Floors, Arches, 
Bridges, Roofs, Uniting Iron and Stone with Timber, &c. To which 
is added an Essay on the Nature and Properties of Timber, &c., 
with Descriptions of the Kinds of Wood used in Building ; also 
numerous Tables of the Scantlings of Timber for different purposes, 
the Specific Gravities of Materixds, &c. By Thomas Tredgold, 
C.E. Edited by Peter Barlow, F.R.S. Fifth Edition, cor- 
rected and enlarged. With 64 Plates (i i of which now first appear 
in this edition), Portrait of the Author, and several Woodcuts. In 
I vol., 4to, published at 2/. 2j., reduced to i/. 5x., cloth. 

"'Tredgold*s Carpentry' ought to be in every architect's and every builder's 
librarv, and those who do not already possess it ought to avail themselves of the new 
issue. — Builder^ April 9, 1870. 

A work whose monumental excellence must commend it wherever skilful car- 
f>entry is concerned. The Author's principles are rather confirmed than impaired by 
time, and, as now presented, combine the surest base with the most interesting display 
of progressive science. The additional plates are of great intrinsic \^M't.**'-^uudu*g 
NetvSt Feb. 35, 187a 

"'Tredgold's Carpentry' has ever held a high position, and the issue of the fifth 
edition, in a still more improved and enlar^^ed form, will give satisfaction to a very 
large number of artl<«aiis who desire to raise themselves m their business, and who 
seek to do so by displaying a greater amount of knowledge and intelligence than their 
fellow-M'orkmen. It is as complete a work as need be desired. To the superior 
workman the volume will prove invaluable ; it contains treatises written in language 
which he will readily comprehend." — Mining youmait Feb. la, 187a 

Grandy's Timber Tables. 

THE TIMBER IMPORTER*S, TIMBER MERCHANTS, 
and BUILDER'S STANDARD GUIDE. By Richard E. 
Grandy. Comprising : — An Analysis of Deal Standards, Home 
and Foreign, with comparative Values and Tabular Arrangements 
for Fixing Nett Landed Cost on Baltic and North American Deals, 
including all intermediate Expenses, P'reight, Insurance, Duty, &c., 
&c. ; together with Copious Information for the Retailer and 
Builder. i2mo, price 7^. dd. cloth. 

" Everything it pretends to be : built up gradually, it leads one from a forest to a 
treenail, and tlu-ows in, as a makeweight, a nost of material concerning bricks, columns, 
cisterns, &c. — all that the class to whom it appeals requires." — English Mechanic. 

" The only difficulty we have is as to what is not in its pages. What we have tested 
of the contents, taken at random, is invariably correct." — Illustrated Buildtf'syoumal, 

Tables for Packing-Case Makers. 

PACKING-CASE TABLES ; showing the number of Superficial 

Feet in Boxes or Packing-Cases, from six inches square and 

upwards. Compiled by William Richardson, Accountant 

Oblong 4to, cloth, price 3^. 6d, 

" WiU save much labour and calculation to packing-case maken and those who use 
packing-cases."— ^;>iacvr. " Invaluable labour-saving tai\At%.**'~Ironmcnger. 
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Niclwlsofis Carpenters Guide. 

THE CARPENTER'S NEW GUIDE ; or, BOOK of LINES 
for CARPENTERS : comprising all the Elementaiy PriDciples 
essential for acquiring a knowledge of Carpentry. Founded on the 
late Peter Nicholson's standard work. A new Edition, revised 
by Arthur Ashpitel, F.S.A., together with Practical Rules on 
Drawing, by George Pyne, With 74 Plates, 4to, i/. u. cloth. 

Dowsing^ $ Timber Merc/ucnfs Companion. 

THE TIMBER MERCHANTS AND BUILDER'S COM- 
PANION ; containing New and Copious Tables of the Reduced 
Weight and Measurement of Deals and Battens, of all sizes, from 
One to a Thousand Pieces, and the relative Price that each size 
bears per Lineal Foot to any given Price per Petersburgh Standard 
Himdred ; the Price per Cube Foot of Square Timber to any given 
Price per Load of 50 Feet ; the proportionate Value of Dads and 
Battens by the Standard, to Square Timber by the Load of 50 Feet ; 
the readiest mode of ascertaining the Price of Scantling per Lineal 
Foot of any size, to any given Figure per Cube Foot. Also a 
variety of other valuable information. By William Dowsing, 
Timber Merchant. Second Edition. Crown 8vo, y. cloth. 

*' Everything is as concise and clear as it can possibly be made. There can be no 
doubt that every timber merchant and builder ought to possess it, because such possession 
would, with use, unquestionably save a very great deal of time, and, moreover, ensure 
pcafect accuracy in calculations. There is al»} another class besides these who ought 
to possess it : we mean all persons engaged in carrying wood, where it is requisite to 
ascertain its weight. Mr. Dowsing's tables provide an easy means of domg this^ 
Indeed every person who has to do with wood ought to have it" — Hull Advertiser, 



MECHANICS, &c. 



Mechanics Workshop Compaction. 

THE OPERATIVE MECHANIC'S WORKSHOP COM- 
PANION, and THE SCIENTIFIC GENTLEMAN'S PRAC- 
TICAL ASSISTANT ; comprising a great variety of the most 
useful Rules in Mechanical Science ; with numerous Tables of Prac- 
tical Data and Calculated Results. By W. Templeton, Author 
of **The Engineer's, Millwright's, and Machinist's Practical As- 
sistant.'* Tenth Edition, with Mechanical Tables for Operative 
Smiths, Millwrights, Engineers, &c. ; together with several Useful 
and Practical Rules in Hydraulics and Hydrodynamics, a variety 
of Experimental Results, and an Extensive Table of Powers and 
Roots. II Plates. i2mo, $s. bound. \Recently publisktd. 

" As a text-book of reference, in which mechanical and commercial demands are 
judiciously met, Templeton's Companion stands unri vailed." — Mechanic^ MagttMtntg, 

" Admirably adapted to the wants of a very large class. It has met with great 
success in the engineering workshop, as we can testify : and there are a great many 
men who, in a great measure, owe their rise in life to this little work." — Building Netvs, 
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Engineer's Assistant. 

THE ENGINEER'S. MILLWRIGHTS, and MACHINIST'S 
PRACTICAL ASSISTANT ; comprising a Collection of Useful 
Tables, Rules, and Data. Compiled and Arranged, with Original 
Matter, by W. Templeton. 4th Edition. i8mo, 2j.6^. cloth. 

" So much varied iiifoimation compressed into so small a space, and published at a 
price which places it within the reach of the humblest mechanic, cannot fail to com- 
mand the sale which it deserves. With the utmost confidence we commend this book 
to the attention of our readers." — Mechanics* Magazine. 

*' Every mechanic should become the possessor of the volume, and a more suitable 
present to an apprentice to any of the mechihical trades could not possibly be made." 
-—BuiidiHg I^ews. 

Designing, Measuring, and Valuing. 

THE STUDENT'S GUIDE to the PRACTICE of MEA- 
SURING, and VALUING ARTIFICERS' WORKS; containing 
Directions for taking Dimensions, Abstracting the same, and bringing 
the Quantities into Bill, with Tables of Constants, and copious 
Memoranda for the Valuation of Labour and Materials in the res- 
pective Trades of Bricklayer and Slater, Carpenter and Joiner, 
Painter and Glazier, Paperhanger, &c. W^ith 43 Plates and Wood- 
cuts. Originally edited by Edward Dobson, Architect. New 
Edition, re-written, \vith Additions on Mensuration and Construc- 
tion, and several useful Tables for facilitating Calculations and 
Measurements. By E. Wyndham Tarn, M.A., Architect. 8vo, 
lOf. 6</. cloth. \_Recently published. 

** This useful book should be in every architect's and builder's office. It contains 
a vast amount of information absolutely necessary to be known." — The Irish Builder. 

" The book is well worthy the attention of the student in architecture and surveying, 
as by the careful study of it his progress in his profession will be much facilitated."— 
Mining Journal. 

** We have failed to discover anything connected with the building trade, from ex- 
cavating foundations to bell-hanging, Uiat is not fully treated upon in this valuable 
work." — The Artisan. 

** Mr. Tarn has well performed the task imposed upon him, and has made many 
further and valuable additions, embodying a large amount of information relating to 
the technicalities and modes of construction employed in the several branches of the 

building trade. From the extent of the information which the volume 

embodies, and the care taken to secure accuracy in every detail, it cannot fail to prove 
of the highest value to sttidents, whether training in the offices of provincial surveyors, 
or in those of London practitioners." — Colliery Guardian, 

** Altogether the book is one which well fulfils the promise of its title-page, and we 
can thoroughly recommend it to the class for whose use it has been compiled. Mr. 
Tarn's additions and revisions have much increased the usefulness of the work, and 
have especially augmented its value to students. Finally, it is only just to the pub- 
lishers to add that the book has been got up in excellent style, the typography being 
bold and clear, and the plates very well executed." — Engineering. 

Superficial Measurement. 

THE TRADESMAN'S GUIDE TO SUPERFICIAL MEA- 
SUREMENT. Tables calculated from I to 200 inches in length, 
by I to 108 inches in breadth. For the use of Architects, Surveyqrs, 
Engineers, Timber Merchants, Builders, &c. By James Haw- 
kings. Fcp. 3J. 6d. cloth. 
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MATHEMATICS, &c. 

> 

Gregory s Practical Mathematics. 

MATHEMATICS for PRACTICAL MEN ; being a Common- 
place Book of Pure and Mixed Mathematics. Designed chiefly 
for the Use of Civil Engineers, Architects, and Surveyors. Part I. 
Pure Mathematics— comprising Arithmetic, Algebra, Geometry, 
Mensuration, Trigonometry, Conic Sections, Properties of Curves. 
Part II. Mixed Mathematics — comprising Mechanics in general. 
Statics, Dynamics, Hydrostatics, Hydrodynamics, Pneumatics, 
Mechanical Agents, Strength of Materials. With an Appendix of 
copious Logarithmic and other Tables. By Olinthus Gregory, 
LL. D. , F.R. A. S. Enlarged by Henry Law, C. E. 4th'Edition, 
carefully revised and corrected by J. R. Young, formerly Profes- 
sor of Mathematics, Belfast College ; Author of " A Course of 
Mathematics," &c. With 13 Plates. Medium 8vo, i/. u. cloth. 

" As a standard work on mathematics it has not been excelled.** — Artizan. 

** The engineer or architect will here find read^ to his hand, rules for solving nearly 
every mathematical difficulty that may arise in his practice. As a moderate acquaint- 
ance with arithmetic, aleebra, and elementary geometry is absolutely necessary to the 
proper understanding of the most useful portions of this book, the author very wisely 
nas devoted the first three chapters to those subjects, so that the most ignorant may be 
enabled to master the whole of the book, without aid from any other. The rules are in 
all cases explained by means of examples, in which every step of the process is dearly 
worked out." — Builder. 

** One of the most serviceable books to the practical mechanics of the country. . 
The edition of 1847 was fortunately entrusted to the able hands of Mr. Law, who 
revised it thoroughdy, re-wrote many chapters, and added several sections to those 
which had been rendered imperfect by advanced knowledge. 'On examining the various 
and many improvements which he introduced into the work, they seem ^most like a 
new structure on an old plan, or rather like the restoration of an old ruin, not onlv to 
its former substance, but to an extent which meets the larger requirements of modem 

times In the edition just brought out, the work has again been revised by 

Professor Young. He has modernised the notation throughout, introduced a few 
paragraphs here and there, and corrected the numerous t>'pographical errors which 
nave escaped the eyes of the former Editor. The book is now as complete as it is 

possible to make it We have carried our notice of this book to a greater 

length than the space allowed us justified, but the experiments it contains are so 
interesting, and the method of describing them so clear, that we may be excused for 
oversteppmg our limit It is an instructive book for the student, and a Text- 
book for him who having once mastered the subjects it treats of, needs occasionally to 
refresh his memory upon them." — Building News. 

The Metric System, 

A SERIES OF METRIC TABLES, in which the British 
Standard Measures and Weights are compared with those of the 
Metric System at present in use on the Continent By C. H. 
DOWLING, C. E. 8vo, lOf. td. strongly bound. 

" Mr. Bowling's Tables, which are well put together, come just in time as a ready 
reckoner for the conversion of one system into the other." — Athenetum, 

** Their accuracy has been certified by Professor Airy, the Astronomer Royal.**— 
Builder. 
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Resolution 8. — ^That advantage will be derived from the recent publication of 
Metric Tables, by C. H. Dowling, C^r-^Re^orto/SectianF British Association, 
Bath, 
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InwoocTs Tables, greatly enlarged and improved. 

TABLES FOR THE PURCHASING of ESTATES, Freehold, 
Copyhold, or Leasehold; Annuities, Advowsons, &c., and for the 
Renewing of Leases held under Cathedral Churches, Colleges, or 
other corporate bodies ; for Terms of Years certain, and for Lives ; 
also for Valuing Reversionary Estates, Deferred Annuities, Next 
Presentations, &c., together with Smart's Five Tables of Compound 
Interest, and an Extension of the same to lower and Intermediate 
Rates. By William Inwood, Architect. The i8th edition, vnth 
considerable additions, and new and valuable Tables of Logarithms 
for the more Difficult Computations of the Interest of Money, Dis- 
count, Annuities, &c., by M. F&DOR Thoman, of the Soci^te 
Credit Mobilier of Paris. l2mo, 8j. cloth. 

\* This edition {the \%th) differs in many important particulars 
from former ones. The changes consist^ first, in a more convenient 
and systematic arrangement of the original Tables^ and in the removal 
of certain numerical errors which a very careful revision of the whole 
has enabled the present editor to discover; attd secondly, /;/ the 
extension of practical utility conferred on the work by the introduction 
of Tables noiu inserted for the first time. This new and important 
matter is all so much cutually added to Inwood's Tables ; nothing 
has been abstracted from the original collection: so that those who have 
been long in the habit of consulting In WOOD for any special profes* 
sional purpose willy as heretofore^ find the information sought still in 
its pages. 

" Those interested in the purchase and sale of estates, and in the adjustment of 
compensation cases, as well as in transactions in annuities, life insurances, &c., will 
find the present edition of eminent str/iot."'— Engineering. 

Geometry for tJie Architect, Engineer, &c. 

PRACTICAL GEOMETRY, for the Architect, Engineer, and 
Mechanic ; giving Rules for the Delineation and Application of 
various Geometrical Lines, Figures and Curves. By E. W. Tarn, 
M.A., Architect, Author of "The Science of Building," &c. 
With 164 Illustrations. Demy 8vo. I2J. 6d. \^Now ready. 

" No book with the same objects in view has ever been published in which the 
clearness of the rules laid down and the illustrative diagrams have been so satis* 
factory. " — Scotsman. 

Compound Interest and Annuities. 

THEORY of COMPOUND INTEREST and ANNUITIES ; 
with Tables of Logarithms for the more Difficult Computations of 
Interest, Discount, Annuities, &c., in all their Applications and 
Uses for Mercantile and State Purposes. With an elaborate Intro- 
duction. By FfeDOR Thoman, of the Societe Cr^t Mobilier, 
Paris. i2mo, doth, 5x. 

" A very powerful work, and the Author has a very remarkable command of his 
subject."— P>T^«<rr A. de Morgan. 

** We recommend it to the notice of actuaries and zccountsmt&."'-~-A/hemeum, 
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SCIENCE AND ART. 



The Military Sciefues. 

AIDE-M£M0IRE to the MILITARY SCIENCES. Framed 
from Contributions of Officers and others connected with the dif- 
ferent Services. Originally edited by a Committee of the Corps of 
Royal Engineers. Second Edition, most carefully revised by an 
Officer of the Corps, with many additions ; containing nearly 350 
Engravings and many hundred Woodcuts. 3 vols, royal 8vo, extra 
cloth boards, and lettered, price 4/. lor. 

"A compendious encyclopaedia of military knowledge, to which we are greatly in- 
debted." — Edinburgh Review. 

** The most comprehensive work of reference to the military and collateral sdences. 
Among the list of contributors, some seventy-seven in number, will be found names of 
the highest distinction in the services. . . . The work claims and possesses the 'great 
merit that by far the larger portion of its subjects have been treated originally by the 
prastical men who have been its contributors. — Volunteer Strvice GetutU, 

Field Fortification. 

A TREATISE on FIELD FORTIFICATION, the ATTACK 
of FORTRESSES, MILITARY, MINING, and RECON- 
NOITRING. By Colonel I. S. Macaulay, late Professor of 
Fortification in the Royal Military Academy, Woolwich. Sixth 
Edition, crown 8vo, cloth, with separate Atlas of 12 Plates, sewed, 
price \2j, complete. 

Dye- Wares and Colours. 

THE MANUAL of COLOURS and DYE-WARES: their 

Properties, Applications, Valuation, Impurities, and Sophistications. 

For the Use of Dyers, Printers, Dry Salters, Brokers, &c By J. 

W. Slater. Post 8vo, cloth, price yj. 6</. [Reeentiy publishaL 

" Essentially a manual for practical men, and precisely such a book as practiad 
men will appreciate."— iS*fftp«//>ff Review. 



*' A complete encvclopaedia of the materia tinctoria. The information given 
respecting each article is full and preciscL and the methods of determining the value 
of articles such as these, so liable to sophistication, are given with clearness, and are 
practical as well as valuable."— C^Mrxir/ and Druggist, 

Electricity. 

A MANUAL of ELECTRICITY ; including Galvanism, Mag. 
netism, Diamagnetism, Electro-Dynamics, Magno- Electricity, and 
the Electric Telegraph. By Henry M. Noad, Ph.D., F.C.S., 
Lecturer on Chemistry at St. George's Hospital Fourth Edition, 
entirely rewritten. Illustrated by 500 Woodcuts. 8vo, i/. 4X. doth. 



'* This publication fully bears out its title of ' Manual.' It discusses in a satisfoctonr 
manner electricity, factional and voltaic, thermo-electricity, and electro-physiology. 
'^Athemtum. 

I' The commendations alreadv bestowed in the pares of the Lancet on the former 
editions of this work are more than ever merited by the f>resent The accounts given 
of electricity and galvanism arc not only complete m a scientific sense, but. which is a 
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Text-Book of Electricity. 

THE STUDENT'S TEXT-BOOK OF ELECTRICITY: in- 
cluding Magnetism, Voltaic Electricity, Electro- Magnetism, Dia- 
magnetism, Magneto-Electricity, Thermo -Electricity, and Electric 
Telegraphy. Being a Condensed Resume of the Theory and Ap- 

})lication of Electrical Science, including its latest Practical Deve- 
opments, particularly as relating to Aerial and Submarine Tele- 
graphy. By Henry M. Noad, Ph.D., Lecturer on Chemistry at 
St. George's Hospital. Post 8vo, 400 Illustrations, I2J. dd, cloth. 

** We can recommend Dr. Noad*s book for clear style, great range of subject, a good 
index, and a plethora of woodcuts." — Atketutum. 

** A most elaborate compilation of the facts of electricity and magnetism, and of the 
theories which have been advanced concerning them,"— /'<>/M/«r Scufue Revirw. 

** Clear, compendious, compact, well illustrated, and well printed." — Lancet. 

** We can strongly recommend the work, as an admirable text-book, to every student 
—beginner or ad vanced^^f electricity." — Engineering. 

** Nothing of value has been passed over, and nothing given but what will lead to a 
correct, and even an exact, knowledge of the present state of electrical science."— 
Mechanic^ Magazine. > 

" We know of no book on electricity containing so much information on experi- 
mental facts as this does, for the size of it, and no book of any size that contains so 
complete a range of facts." — English Mechanic. 

Rudimentary Magnetism, 

RUDIMENTARY MAGNETISM : being a concise exposiUon 
of the general principles of Magnetical Science, and the purposes 
to which it has been applied. By Sir W. Snow Harris, F.R.S. 
New and enlarged Edition, with considerable additions by Dr. 
Noad, Ph.D. With 165 Woodcuts. i2mo, cloth, 4r. 6</., cloth 
limp, y. 6d, {Now ready, 

"There is a good index, and this volume of 4x3 pages may be considered the best 
possible manuaJ on the subject of magnetism." — Mechanic^ s Magazitu. 

*' As concise and lucid an exposition of the phenomena of magnetism as we believe 
it is possible to write." — English Mechanic. 

" Not only will the scientific student find this volume an invaluable book of refer- 
ence, but the general reader will find in it as much to interest as to inform his mind. 
Though a strictly scientific work, its subject is handled in a simple and readable 
slyXt,— 'I Uttstrated Revie^v. 



Chemical Analysis, 



THE COMMERCIAL HANDBOOK of CHEMICAL ANA- 
LYSIS ; or Practical Instructions for the determination of the In- 
trinsic or Commercial Value of Substances used in Manufactures, 
in Trades, and in the Arts. By A. Normandy, Author of " Prac- 
tical Introduction to Rose's Chemistry," and Editor of Rose's 
"Treatise of Chemical Analysis." Illustrated with Woodcuts. 
Second and cheaper Edition, post 8vo, 9J. cloth. 

"We recommend this book to the careful perusal of every one ; it may be truly 
affirmed to be of universal interest, and we strongly recommend it to our reulers as a 
guide^ alike indispensable to the housewife as to the pharmaceutical practitioner." — 
Medtcal Times. 

** The very best work on the subject the English press has yet produced." — Me- 
chanic^ Magazine. 



26 WORKS PUBLISHED BY LOCKWOOD & CO. 



Science and Art. 

THE YEAR-BOOK of FACTS in SCIENCE and ART ; ex- 
hibiting the most important Improvements and Discoveries of the 
Past Year in Mechanics and the Useful Arts, Natural Philosophy, 
Electricity, Chemistry, Zoology and Botany, Geology and iwtine- 
ralogy, Meteorology and Astronomy. By John Timbs, F.S.A., 
Author of "Curiosities of Science," "Things not Generally 
Known," &c. With Steel Portrait and Vignette. Fcap. 5j. cloth. 

*,j* Tliis work, published annually, recctrds the proceedings of the 
principal scientijic societies, and is indispensable to all who wish to 
possess a faithful record of the latest novelties in science and the arts. 

The back Volumes, from iS6i to 1871, each containing a Steel 
Portrait, and an extra Volume for 1862, with Photograph, may still 
be had, price 5^. each. 

" Persons who wish for a concise annual summary of important scientific events will 
find their desire in the 'Year Book of Facts.' " — Atfunetum. 

" The standard work of its class;. Mr. Tinihs's ' Year Book ' is always full of sogges- 
tive and interesting matter, and is an excellent risumi of the year's progress ia die 
sciences and the arts."— >^»iiU!rr. 

" A correct exponent of scientific prc>gress .... a record of abiding interest If 
anyone wishes to know what progress saence has made, or what has been done in any 
branch of art during the past year, he has only to turn to Mr. Tlmbs's pages, and 
is sure to obtain the required iniormation.""— ^(TcAaffAff* Magazitte, 

" There is not a more useful or more interesting compilation than the 'Year Book of 
Facts.' . . . llie discrimination with which Mr. Tirabs selects his facts, and the admi- 
rable manner in which he condenses into a comparatively short q;}ace all the salient 
features of the matters which he places on record, are deserving of great praise."— 
Railway Nezvs, 

Science and Scripture. 

SCIENCE ELUCIDATIVE OF SCRIPTURE, AND NOT 
ANTAGONISTIC TO IT ; being a Series^ of Essays on— I. 
Alleged Discrepancies ; 2. The Theory of the Geolc^ts and 
Figure of the Earth ; 3. The Mosaic Cosmogony ; 4. Miracles in 
general — Views of Hume and Powell ; $. The Miracle of Joshua — 
Views of Dr. Colenso : The Supematurally Impossible ; 6. The 
Age of the Fixed Stars — their Distances and Masses. By Professor 
J. R. Young, Author of " A Course of Elementary Mathematics^" 
&c. &C. Fcap. 8vo, price ^s. cloth lettered. 

*' Professor Young's examination of the early verses of Genesis, in connection with 
modem scientific hypotheses, is excellent." — English Churchman, 



" Distinguished by the true spirit of scientific inquiry, by great knowledge, by .».<«« 
logical ability, and by a style peculiarly clear, easy, and enei^tic" — Noncon/ormUt. 

*' No one can rise from its perusal without being impressed with a sense of die ua- 
gular weakness of modem scepticisnL"^^a//w/ Magazine. 

** A valuable contribution to controversial theological literattire." — Cify Preu. 

Practical Philosophy. 

A SYNOPSIS of PRACTICAL PHILOSOPHY. By the Rev. 
John Carr, M. A., late Fellow of Trin. Coll., Cambridge. Seocmd 
Edition. i8mo, 5/. cloth. 
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Geology and Genesis Harmonised. 

THE TWIN RECORDS of CREATION; or, Geology and 
Genesis, their Perfect Harmony and Wonderful Concord. By 
George W. Victor Le Vaux. With numerous Illustrations. 
Fcap. 8vo, price 5j. cloth. 

" We can recommend Mr. Le Vaux as an able and interesting guide to a popular 
appreciation of geological science." — Spectator. 

"The author conabines an unbounded admiration of science with an unbounded 
admiration of the Written Record. The two impul&es are balanced to a nicety ; and 
the consequence is, that difficulties, which to muids less evenly poised, would be 
serious, find immediate solutions of the happiest kinds." — London Review. 

** A most instructive and readable book. We welcome this volume as aiding in a 
most important discussion, and commend it to those interested in the subject." — 
Evangelical Magazine. 

"Vigorously written, reverent in spirit, stored with instructive geological facts, and 
designed to show that there is no discrepancy or inconsistency between the Word and 
the works of the Creator. The future of Nature, in connexion with the glorious destiny 
of man, is vividly conceived." — Watchjnan. 

" No real difncultv is shirked, and no sophistry is left unexposed."— 7ii^ Rock. 



Geology, Physical. 



PHYSICAL GEOLOGY. (Partly based on Major-General 
Portlock's Rudiments of Geology.) By Ralph Tate, A.L.S., 
F.G.S. Numerous W^oodcuts. i2mo, 2j. \Ready, 



Geology, Historical. 



HISTORICAL GEOLOGY. (Partly based on Major-General 
Portlock's Rudiments of Geology.) By Ralph Tate, A.L.S., 
F.G.S. Numerous Woodcuts. i2mo, 2j. 6^. \^Ready, 



Wood' Carving. 
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INSTRUCTIONS in WOOD-CARVING, for Amateurs; with 
Hints on Design. By A Lady. In emblematic wrapper, hand- 
somely printed, with Ten large Plates, price 2J. dd, 

' Tlie handicraft of the wood-carver, so well as a book can impart it, may be learnt 

from ' A Lady's ' publication." — Athcnaum. 

*' A xta\ Practical guide. It is very complete.** — Literary Churchman, 

'* The directions given are pl.iin and easily understood, and it forms a very good 

introduction to the practical part of the carver's art." — English Mechanic. 

Popular Work on Painti7ig. 

PAINTING POPULARLY EXPLAINED; with Historical 
Sketches of the Progress of the Art By Thomas John Gullick, 
Painter, and John Timbs, F.S.A. Second Edition, revised and 
enlarged. With Frontispiece and Vignette. In small 8vo, 6^. cloth. 

%* This Work has been adopted as a Prize-book in the Schools 
of Art at South Kensington. 

'* A work that may be advantas;eously consulted. Much may be learned, even by 
those who fancy they do not re<|uire to be taught, from the careful perusal of this 
unpretending but comprehensive treatise.** — Art Journal. 

A valuable book, which supplies a want It contains a large amount of original 
matter, agreeably conveyed, and will be found of value, as well by the young artist 
seeking information as by the general reader. We give a cordial wucome to the book, 
and au^r for it an increasing reputation." — Builder. 

** Hus volume is one that we can heartily recommend to all who are desirous of 
understanding what they admire in a good painting." — Daily News. 
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Delamotte's Works on Illumination & Alphabets. 

A PRIMER OF THE ART OF ILLUMINATION ; for the 
use of Beginners : with a Rudimentary Treatise on the Art, Prac- 
tical Directions for its Exercise, and numerous Examples taken 
from Illuminated MSS., printed in Gold and Colours. By F. Dela- 
MOTTE. Small 4to, price 9J. Elegantly bound, cloth antique. 

" A handy book, beautifully illustrated ; the text of which is well written, and cal- 
culated to be usefuL . . . Theexamplesof ancient MSS. recommended to the student, 
which, with much good sense, the author chooses from collections accessible to all, are 
selected with judgment and knowledge, as well as taste." — Athenctunt, 

ORNAMENTAL ALPHABETS, ANCIENT and MEDIAEVAL ; 
from the Eighth Century, with Numerals ; including Gothic, 
Church-Text, large and smaill, German, Italian, Arabesque, Initials 
for Illumination, Monograms, Crosses, &c. &c., for the use of 
Architectural and Engineering Draughtsmen, Missal Painters, 
Masons, Decorative Painters, Lithographers, Engravers, Carvers, 
&c. &c. &c. Collected and engraved by F. Delamotte, and 
printed in Colours. Royal 8vo, oblong, price 4-f. cloth. 

" A well-known engraver and draughtsman has enrolled in this useful book the 
result of many yeairs' study and research. For those who insert enamelled sentences 
round gilded chalices, who blazon shop legends over shop-doors, who letter church 
walls with pithy sentences from the Decalogue, this book will be usefuL"— yf MounMW. 

EXAMPLES OF MODERN ALPHABETS, PLAIN and ORNA- 
MENTAL ; including German, Old English, Saxon, Italic, Per- 
spective, Greek, Hebrew, Court Hand, Engrossing, Tuscan, 
Riband, Gothic, Rustic, and Arabesque ; with several Original 
Designs, and an Analysis of the Roman and Old English Alpha- 
bets, large and small, and Numerals, for the use of Draughtsmen, 
Surveyors, Masons, Decorative Painters, Lithographers, Engravers, 
Carvers, &c Collected and engraved by F. DELAMOTfE, and 
printed in Colours. Royal 8vo, oblong, price 4-f. cloth. 

*' To artists of all classes, but more especially to architects and engravers, this very 
handsome book will be invaluable. There is comprised in it every possible shape into 
which the letters of the alphabet and numerals can be formed, and the talent which 
has been expended m the conception of the various plam and ornamental letters b 
wonderful. ** -—Standard. 

MEDIAEVAL ALPHABETS AND INITIALS FOR ILLUMI- 
NATORS. By F. Delamotte, Illuminator, Designer, and 
Engraver on Wood. Containing 21 Plates, and Illuminated Title, 
printed in Gold and Colours. With an Introduction by J. Willis 
Brooks. Small 4to, dr. cloth gilt. 

'* A volume in which the letters of the alphabet come forth glorified in gilding and 
all the colours of the prism interwoven and intertwined and intermingled, sometimes 
with a sort of rainbow arabesque. A poem emblazoned in these characters would be 
only comparable to one of those delicious love letters symbolized in a bimch of flowers 
well selected and cleverly arranged."— %$*//». 

THE EMBROIDERER'S BOOK OF DESIGN ; containing Initials, 
Emblems, Cyphers, Monograms, Ornamental Borders, Ecclesias- 
tical Devices, Mediaeval and Modem Alphabets, and National 
Emblems. Collected and engraved by F. Delamotte, and 
printed in Colours. Oblong royal 8vo, 2s, 6d, in ornamental boards. 
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AGRICULTURE, &c. 



Yotcatt and Burris Complete Grazier. 

THE COMPLETE GRAZIER, and FARMER'S and CATTLE- 
BREEDER'S ASSISTANT. A Compendium of Husbandry. 
By William Youatt, Esq., V.S. nth Edition, enlarged by 
Robert Scott Burn, Author of "The Lessons of My Farm," &c 
One large 8vo volume, 784 pp. with 215 Illustrations, i/. u. half-bd. 



CONTENTS. 



On tht Breedings Rearing^ Fattening^ 
andGentral Managentfttt^Neat Cattle. 
— Introductory View of thcdiflerent Breeds 
of Neat Cattle in Great Britain. — Com- 
parative View of the different Breeds of 
jSeat Cattle. — General Observations on 
Buying and Stocking a Farm with Cattle. 
—The Bull.— The Cow.— Treatment and 
Rearing of Calves, — Feedingof Calves for 
VeaL — Steers and Draught Oxen.— Gra2- 
inz Cattle. — Summer Soiling Cattle. — 
\Vinter Box and Stall-feeding Cattle. — 
Artificial Food for Cattle. — Preparation 
of Food.— Sale of Cattle. 

On the Ecoiunny and Management 0/ 
the Dairy, — Milch Kine.— Pasture and 
other Food best calculated for Cows, as 
it regards their Milk. — Situation and 
Buildmgs proper for a Dairy, and the 
proper Dairy Utensils. — Management of 
Milk and Cream, and the Making and 
Preservation of Butter. — Making and Pre- 
servation of Cheese. — Produce of a Dairy. 

On the Breeding^ Rearine^, and Ma- 
nagement 0/ Farm-liorses. — Introductory 
and Comparative View of the different 
Breeds of Farm-horses.— Breeding Horses, 
Cart Stallions and Mares. —Rearing and 
Training of Colts. — Age, Qualifications, 
and Sale of Horses. — Maintenance and 
Labour of Farm-horses. — Comparative 
Merits of Draught Oxen and Horses. — 
Asses and Mules. 

On the Breedings Rearing^ and Fat- 
tening of Sheep. — Introductory and Com- 
parative View of the different Breeds. — 
Merino, or Spanish Sheep. — Breeding and 
Management of Sheep. — Treatment and 
Rearing of House-lambs, Feedingof Sheep, 
Folding Sheep, Shearing of Sheep, &c. 

On tht Breeding^ Rearing^ and Fat- 
tening of Swine. — -Introductory and Com- 
parative View of the different Breeds of 
owine. — Breeding and Rearing of Pigs. — 
Feeding and Fattening of Swine. — Curing 
Pork and Bacon. 



On the Disease* of Co///-?.— Diseases 
Incident to Cattle. — Diseases of Calves. — 
Diseases of Horses. — Diseases of Sheep. — 
Di.seases of Lambs. — Diseases Incident to 
Swine. — Breeding and Rearing of Do- 
mestic Fowls, Pigeons, Sec. — Palmipedes, 
or Web-footed kinds. — Diseases of Fowls. 

On Farm. Offices and Implements of 
Husbandry. — The Farm-house, the Farm- 
yard, and its Offices. — Construction of 
Ponds. — Farm Cottages. — Farm Imple- 
ments. — Steam Cultivation. — Sowine Ma- 
chines, and Manure Distributors.— Steam 
Engines, Thrashing Machines, Corn- 
dressing Machines, Mills, Bruising Ma- 
chines. 

On the Culture and Mandgement of 
Grass Land, — Size and Shape of Fields. 
— Fences. — Pasture Land. — Meadow 
Land. — Culture of Grass Land. — Hay- 
making. — Stacking Hay. — Impediments 
10 the Scythe and the Eradication of 
Weeds.— Paring and Burning. — Draining. 
Irrigation. — Warpin^j. 

On the Cultivation and Application 
of Grasses^ Pulse, and Roots. — Natural 
Grasses usually cultivated. — Artificial 
Grasses or Green Crops. — Grain and 
Pulse commoiUy cultivated for their 
Seeds, for their Straw, or for Green 
Forage. — Vegetables best calculated for 
Animal Food. — Qualities and Compara- 
tive Value of some Grasses and Roots as 
Food for Cattle. 

On Manures in General, and their 
Amplication to Grass Land. — V^etable 
Manures. — Animal Manures. — Fossil and 
Mineral Manures.— Liquid or Fluid Ma- 
nures. — Composts. — Preservation of Ma- 
nures. — Application of Manures. — Flemish 
System of Manuring.— Farm Accounts, 
and Tables for Calculating Labour by the 
Acre, Rood, &c., and by the Day, Week« 
Month, &c.— Monthly Calendar of Work 
to be done throughout the Year.— Obser- 
vations on the Weather. — Index. 



" The standard, and text-book, with the fanner and grazier." — Farmer's Magazine. 

** A valuable repertory of intelligence for all who make agriculture a pursuit, and 
eepecialKr for those who aim at keeping pace with the improvements of the age." — 
BelVs Afessenger. 

" A treatise which will remain a standard work on the subject as long as British 
agriculture endures." — Mark Lane Express, 
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Scott Burn's Introduction to Farming. 

THE LESSONS of MY FARM : a Book for Amateur Agricul- 
turists, being an Introduction to Farm Practice, in the Culture of 
Crops, the Feedmg of Cattle, Management of the Dairy, Poultry, 
and Pigs, and in the Keeping of Farm- work Records. By Robert 
Scott Burn, Editor of "The Year-Book of Agricultural Facts," 
&c. With numerous Illustrations. Fcp. dr. cloth. 
" A most complete introduction to the whole round of farming practice.'* — y^tn 

BuU, 

** There are many hints in it which even old farmers need not be ashamed to 

accept." — Morning Herald. 

Tables for Land Valuers. 

THE LAND VALUER'S BEST ASSISTANT: bdne Tables, 
on a very much improved Plan, for Calculating the Value of 
Estates. To which are added. Tables for reducing Scotch, Irish, 
and Provincial Customary Acres to Statute Measure ; also, Tables 
of Square Measiure, and of the various Dimensions of an Acre in 
Perches and Yards, by which the Contents of any Plot of Ground 
may be ascertained without the expense of a regular Survey ; &c. 
By R. Hudson, Civil Engineer. New Edition, with Additions and 

Corrections, price 4/. strongly bound. 
" This new edition includes tables for ascertaining the value of leases for any term 
of years : and for showing how to lay out plots of |^ound of certain acres in forms, 
scjuare, round, &c., with valuable rules for ascertaining the probable worth of standing 
timber to any amount ; and is of incalculable value to the country gentleman and pro- 
fessional man." — Farmers Journal. 

The Laws of Mhies and Mining Companies. 

A PRACTICAL TREATISE on the LAW RELATING to 
MINES and MINING COMPANIES. By Whitton Arun- 
DELL, Attomey-at-Law. Crown 8vo. 4s. cloth. 

Auctioneer's Assistant. 

THE APPRAISER, AUCTIONEER, BROKER, HOUSE 
AND ESTATE AGENT, AND VALUER'S POCKET AS- 
SISTANT, for the Valuation for Purchase, Sale, or Renewal of 
Leases, Annuities, and Reversions, and of property generally; 
with prices for Inventories, &c. By John Wheeler, Valuer, &c. 
Third Edition, enlarged, by C NoRRis. Royal 32mo, strongly 
bound, price Jj. [Recently /mblisked. 

"A neat and conase book of reference, containing an admirable and dearly- 
arranged l^t of prices for inventories, and a very practical guide to determine the 
value of furniture, &.C."'— Standard. 

The Civil Service Book-keeping. 

BOOK-KEEPING NO MYSTERY : its Principles popularly ex- 
plained, and the Theory of Double Entry analysed ; for the use of 
Young Men commencmg Business, Examination Candidates, and 
Students generally. By an Experienced Book-Keeper, late of 
H.M. Civil Service. Second Edition. Fcp. 8vo. price 2s. doth. 
*'A book which brings the so-called mysteries within the comprdiensbn of the 
simplest capacity." — Swtday Times, 

*' It is clear and concise, and exactly such a text-book as students require.**— 
Quarter/^ Journal 0/ Education. 
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Text-Book for Architects y Engineers ^ Surveyors^ 
Land Agents, Country Gentlemefi, &c. 

A GENERAL TEXT-BOOK for ARCHITECTS, ENGI- 
NEERS, SURVEYORS, SOLICITORS, AUCTIONEERS, 
LAND AGENTS, and STEWARDS, in all their several and 
varied Professional Occupations ; and for the Assistance and 
Guidance of Country Gentlemen and others engaged in the Trans- 
fer, Management, or Improvement of Landed Property ; together 
with Examples of Villas and Country Houses. By Edward Ryde, 
Civil Engineer and Land Surveyor. To which are added several 
Chapters on Agriculture and Landed Property, by Professor 
Donaldson, Author of several works on Agriculture. With 
numerous Engravings, in one thick vol. 8vo, price i/. 8j. cloth. 



CONTENTS, 



ARrTHMETIC. 

Plane and Solid Geometry. 

Mensuration. 

Trigonometry. 

Conic Sections. 

Land Measuring. 

Land Surveying. 

Levelling. 

Plotting. 

Computation of Areas. 

Cop"\nNG Maps. 

Railway Surveying. 

Colonial Surveying. 

Hydraulics in connection 

WITH Drainage, Sewerage, 

and Water Supply. 



Timber Measuring. 

Artificers' Work. 

Valuation op Estates. 

Valuation of Tillage and Tenant 
Right. 

Valuation of Parishes. 

Builders' Prices. 

Dilapidations and Nuisances. 

The Law relating to Appraisers and 
Auctioneers. 

Landlord and Tenv^nt. 

Tables of Natural Sines and Co- 
sines ; for Reducing Links into 
Feet, &c. &c 

Stamp Laws. 

Examples of Villas, &c. 



To which are added Fourteen Chapters 
ON LANDED PROPERTY. By Professor Donaldson. 

Chap. I. — Landlord and Tenant : their Position and Connections. 

Chap. IL — Lease of Land, Conditions and Restrictions; Choice of Tenant, 

and Assignation of the Deed. 
Chap. IIL— Cuhivation of Land, and Rotation of Crops. 
Chap. IV.— Buildings necessary on Cultivated Lands : Dwelling-houses, 

Farmeries, and Cottages for Labourers. 
Chap. V. — Laying out Farms, Roads, Fences, and Gates. 
Chap. VL — Plantations, Young and Old Timber. 
Chap. VII. — Meadows and Embankments, Beds of Rivers, Water Courses, 

and Flooded Grounds. 
Chap. VIII.— Land Draining, Opened and Covered : Plan, Execution, and 

Arrangement between Landlord and Tenant. 
Chap. IX. — Minerals, Working, and Value. 
Chap. X. — Expenses of an Estate. 
Chap. XI. — ^Valuation of Landed Property ; of the Soil, of Houses, of Woods, 

of Minerals, of Manorial Rights, of Royalties, and of Fee 

Farm Rents. 
Chap, XII. — Land Steward and Farm Bailiff: Qualifications and Duties. 
Chap. XIII. — Manor Bailiff, Woodreeve, Gardener, and Gamekeeper: their 

Position and Duties. 
Chap. XIV.— Fixed Days of Audit : Half-yearly Payments of Rents, Form of 

Notices, Receipts, and ot Cash Books, General Map of £s- 

Utes, &c 
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" No Englishman ought to be without this book" 

EVERY MAN'S OWN LAWYER ; a Handy-Book of the Prin- 
ciples of Law and Equity. By A Barrister. 9th Edition, 
carefully revised, including a Summary of the New Bankruptcy 
Laws, the Fraudulent Debtors Act, tne Reported Cases of the 
Courts of Law and Equity, &c With Notes and References to the 
Authorities. i2mo, price 6s. 8</. (saved at every consultation), 
strongly bound. [Nino ready. 

Comprising the Rights and Wrongs of Individuals ^ Mercantile and Com- 
mercial LaWy Criminal Law, Parish Law^ County Court Law, 
Game and Fishery Laws, Poor Metis Lawsuits, 

THE LAWS OF 



Bankruptcy. 

Bills op Exchange. 

Contracts and Agreements. 

Copyright. 

Dower and Divorce. 

Elections and Registration. 

Insurance. 

Libel and Slander. 



Mortgages. 

Settlements. 

Stock Exchange Practice. 

Trade Marks and Patents. 

Trespass, Nuisances, etc. 

Transfer op Land, etc. 

Warranty. 

Wills and Agreements, etc. 



Also Law for 



Landlord and Tenant. 
Master and Servant. 
Workmen and Apprentices. 
Heirs, Devisees, and L^^tees. 
Husband and Wife. 
Executors and Trustees. 
Guardian and Ward. 
Married Women and Infants. 
Partners and Agents. 
Lender and Borrower. 
Debtor and Creditor. 
Purchaser and Vendor. 
Companies and Associations. 
Friendly Societies. 



Qer^ymen, Churchwardens. 

Medical Practitioners, &c. 

Bankers. 

Farmers. 

Contractors. 

Stock and Share Brokers. 

Sportsmen and Gamekeepers. 

Earners and Horse-Dealers. 

Auctioneers, House-Agents. 

Innkeepers, &c 

Pawnbrokers. 

Surveyors. 

Railways and Carriers. 

&C&C. 



" No Englishman ought to be wtthcut this book . . . any person perfectly untn* 
formed on legal matters, who may require sound information on unknown law points, 
will, by reference to this book, acquire the necessary information ; and thus on many 
occasions save the expense and loss of time of a visit to a lawyer.** — Engineer, 

** It is a complete code of English Law, written in plain language which all can 
understand . . . should be in the hands of every business man, and all who wish to 
abolish lawyers' bills." — Weekly Times. 

*' With the volume before us in hand, a man may, in nine cases out often, decide 
his own course of action, learn how to proceed for redress of wrongs, or recovery of 
riehts, and save his pocket from the dreaded consultation fees and the incalculable 
bills of costs." — Civit Service Gazette. 

'* We have found it highly satisfactory as a work of authority and reference^ and a 
handv-book of information. There is abundance of cheap and safe law in this work 
for all who want it." — Rock. 

" A useful and concise epitome of the law, compiled with considerable care.'*~Z.aw 
Magazine. 

*' What it professes to be — a complete epitome of the laws of this country, thoroughly 
intelligible to non-professional readers. The book is a handy one to have in readi- 
ness when some knotty point requires ready solution." — Belfs Li/e, 



Bxadburj, Evans, & Co., Pi inters. >\ hitefriar^. LoDdon. 
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PKIZB XSSIL inOnATIOIAL BXHamOK. 1H3 
wu Mrardcd M tha Fabllihan of 



WEALE'S 

RUDIMENTARY, SCIENTIFIC, EDUCATIONAL, 
AND CLASSICAL SERIES, 



Engineers, Arckiteets, BuUden, Artitani, and Studenu 
generaUij, as well at to those intereiled in Workmen't 
Libraries, Free Libraries, Literary and Sciaitifie Insli- 
luliona, College!, Selwols, Science Claates, tic, Ja, 

•■• THE CNTIRC SERIES IS FREELY ILLUSTRATED WHERE 

REQUISITE. 

{Th« Fflame* eaiitaiiitd i« Mu Litl art bound in limp eioth, ixttpt 

whtn othtrviitt italtd.) 



AGRICULTURE. 
66. CXiAT LANDS AND LOAHY SOILS, b; J. Donaldun. li. 

140. BOnS, MANURES, AND CROPS, bj R. Scott Burn. 2i. 

141. PABHING, AND FABUma ECONOMY, Historiisl and 

Fnctical, b; R. Scott Burn. 8*. 
112. CATTLE, BEEEF, AND HORSES, bj B. Scott Bum. 2t. 6J. 
146. MANAGEMENT OP THE DAIRY— PIGS— POULTRY, 

bj R. Scott Bom. With NoteaoD the DUcMcs of Stock. 2>. 
146. DXILISATION OF TOWN SEWAGE— IRRIGATION— 

BECLA3O.TI0N OP WAETTE LAND, bj E. Soott Barn. 

2>. 6i. 

Hot. 1*0, 141. lU, iU, md Its boMd in 1 tcU^ clM taanlt. 111. 

177. CULTURE OF FRUIT TREES, bj De Breuil. 187 Wood- 
cul». 3*. 6rf. [AW rforfjf. 

LOCKWOOD 4 CO., 7, STATIONERS' HALL COURT. 



2 ARCHITECTURAL AND fiUILDINO WORKS. 

ARCHITECTURE AND BUILDING. 

16. ABOUlTJfii/rUBEi Orders of, hj W. H. Leedi. 1«. 6<^-) ^ 
17. Styles of, by T. OWbot Buiy. U. 6d) aJJ^i. 

18. Prinoiples of Design, by B. L. Garbett *2». 

No$, 16, 17, emdlSml voL cloth boeaxb, b$. 9d. 

22. BUILDING, the Art of, by B. Dobson. 1«. 6d. 
2a BBIOE AND TILB MAKING, byB. Dobson. 8f. 

25. MAJ30NBY AND STONB-CfUTTING, by B. Dobson. New 
Edition, with Appendix on the Preserration of Stone. 2t, 6d, 

SO. DRAINAGE AND SEWAGE OF TOWNS AND BUILD. 
INGS, by G. D. Dempeey. 2f. 

WUhNo,M{8eepaffe4)^Drainafft€flXttrieUtmdLtmdSf9t, 

3d. BLASTING AND QUABBTING OF STONB, &o., by Field- 
Marshal Sir J. F. Bnrgoyne. 1«. (kL 

36. DIOTIONABY OF TECHNICAL TERMS used \3j Ardiiteots, 
Builders, Engineers, Snrreyors, Ac. New Edition, rerised 
and enlarged by Robert Hnnt, F.G.S. [In prtparation. 

42. COTTAGE BUILDING, by C. B. Allen. 1«. 

44. FOUNDATIONS & CONCRETE WORKS, by Dobson. l«.6i{. 

45. UMES, CEMENTS, MORTARS, fto., by BomelL 1«. 6<f . 
57. WARMING AND VENTILATION, by C.Tomlinson,FJLS. 8f 
83«». DOOR LOCKS AND IRON SAFES, by Tomlinson. 2«. M. 
111. ARCHES, PIERS, AND BUTTRESSES, by W. Bland. 1«. U. 
116. ACOUSTICS OF PUBLIC BUILDINGS, byTJLSmitfa.l«.6<i. 

123. CARPENTRY AND JOINERY, founded on Robison and 

Tredgold. 1«. ^, 

123«. ILLUSTRATIVE PLATES to the preceding. 4to. 4s. 6<i. 

124. ROOFS FOR PUBLIC AND PRTVATB BUILDINGS, 

founded on Robison, Price, and Tredgold. Is. 6<{. 
124». PLATES OF RECENT IRON ROOFS. 4to. [Bipnntmg. 

127. ARCHITECTURAL MODELLING IN PAPER, Praotioal 

Instructions, by T. A. Riduurdson, Ardiiteot. Is. ^d, 

128. VITRUVIUS'S ARCHI TECTURE, by J. Gwilt, Plates. 5s. 

130. GRECIAN ARCHITECTURE, Prindples of Beauty in, by 

the Earl of Aberdeen. Is. 

Not, 128 omfia o in \ vol, cloth boards. It. 

132. ERECTION OF DWELLING-HOUSES, with OMoifioationa, 

Quantities of Materials, &o., by S. H. Brooks, 27 Plates. 2s. 6d, 

156. QUANTITIES AND MEASUREMENTS, by Beaton. Is. 6d. 

176. BUILDERS* AND CONTRACTORS' PRICE-BOOK, by 
G. R. BumeU. St. Qd, [Now ready. 

PUBLISHED BY LOCKWOOD k CO., 



ARITHMETICAL AND MATHBfifATICAL WORKS. 



ARITHMETIC AND MATHEMATICS. 

82. IfATHEMATIGAL INSTRUMENTS, THEIB CONSTRUC- 

TION, USB, &o^ by J. F. Heather. Original Edition in 
1 Tol. U. 6d, 
*^* In ordering the above, be careful to $ay ** Original Edition,** to 
distinguish it from the Enlarged Edition in 3 vole,, advertised 
on page 4 as now ready, 

60. LAND AND ENGINEERING SURVEYING, by T. Baker. 2«. 

61*. JEIBADY RECKONER for the Admeasurement and Valuation 
of Land, by A. Arman. Is. 6d . 

76. GEOMETRY, DESCRTPTIVE, with a Theory of Shadows and 
Perspeotiye, and a Description of the Principles and Fraotioe 
of Isometrical Projection, by J. F. Heather. 28. 

83. COMMERCIAL BOOE-EEEPING, by James Haddon. Is. 

84. ARITHMETIC, with numerous Examples, by J. R. Young. U.&i. 
84*. KEY TO THE ABOVE, by J. R. Young. Is. 6rf. 

85. BQU ATIONAL ARITHMETIC : including Tables for the 

Calculation of Simple Interest, with Logarithms for Compound 
Interest and Annuities, by W. Hipsley. Is. 
85*. SUPPLEMENT TO THE ABOVE. Is. 

66 and 86* tn 1 vol., 2s. 

86. ALGEBRA, by J. Haddon. 28. 

86*. KEY AND COMPANION to the above, by J. R. Young. Is. Qd. 
88. THE ELEMENTS OF EUCLID, with Additional Propositions, 
and Essay on Logic, by H. Law. 2s. 

90. ANALYTICAL GEOMETRY AND CONIC SECTIONS, by 

J. Hann. Entirely New Edition, improved and re- written 
by J. B. Young, is. [Now ready. 

91. PLANE TRIGONOMETRY, by J. Hann. 1#. 

92. SPHERICAL TRIGONOMETRY, by J. Hann. Is. 

Aos. 91 and 92 in I voL, 2s. 

93. MENSURATION, by T. Baker. Is. 6d. 

94. IfATHEMATICAL TABLES, LOGARITHMS, with Tables of 

Natural Sines. Cosines, and Tangents, by H. Law, C^. 2s. 6d. 

101. DIFFERENTIAL CALCULUS, by W. S. B. Woolhouse. Is. 
101*. WEIGHTS, BiEASURES, AND MONEYS OF ALL 

NATIONS ; with the Principles which determine the Rate of 
Exchange, by W. S. B. Woolhouse. Is. Qd. 

102. INTEGRAL CALCULUS. RUDIMENTS, by H. Cox, B. A. Is. 

103. I NTEG RAL CALCULUS, Examples on, by J. Hann. Is. 

104. DIFFERENTIAL CALCULUS, Examples, by J. Haddon. Is. 

105. ALGEBRA, GEOMETRY, and TRIGONOMETRY, in Easy 

libiemonical Lessons, by the Rev. T. P. Kirkman. 1«. 6d. 
117. SUBTERRANEOUS SURVEYING. AND THE MAG- 
NETIC VARIATION OF THE NEEDLE, by T. Fenwick, 
with Additions by T. Baker. 2s. Qd. 

7, STATIONERS' HALL COURT, LUDGATE HILL. 



CIVIL ENGINEERING WORKS. 



131. BEAD7-RECE0NBB FOR MILLERS, FARMERS, AND 
MERCHANTS, thowinff the Yslue of any QuantitT of Corn, 
with the ApproximAte Vuues of Mill-stoneB k MiU Work. U. 

196. BUDIMENTART ABITHMETIC, bj J. Hftddon, edited by 
A. Annan. 1«. 6d, 

137. KEY TO THE ABOVE, by A. Annan. 1«. ed. 

147. STBPPINa STONE TO ABITHMBTIC, bj A. Arman. 1«. 

148. KEY TO THE ABOVE, bj A. Annan. ,U. 

158. THE SLIDE BULE, AND HOW TO USB IT. With 
Slide Bale in a pocket of oorer. 3i. 

168. DBAWING AND MEASUBING INSTBUMENTS. In- 

cludinff — Instnimente employed in Gteometrioal and Mecha- 
nical Drawing, the Construction, Copying, uid Meaeniement 
of Maps, Plans, &o., by J. F. Hxathib, Sla. U, Qd. 

[Ifotff rmtfy. 

169. OPTICAL INSTBUMENTS, more especially Teleeoopes, 

Microeoopes, and Apparatus for produomg copies dt Majps 
and Plans by Photography, by J. F. Hiathsb, M.A. 1«. 6dL 

[Nbuf ready, 

170. SUBVEYING AND ASTBONOMICAL INfiTBTJMENTa 

Including — Instruments Used for Determining the Geome- 
trical Features of a portion of Ground, and in Astronomical 
Observations, by J. F. Hkathkr, M.A. U. 6d. [Now ready. 
*« * ITie above three volumet form an enlargement of the Author* s 
original toorftf *< Mathematical Inairumenti" the Tenth Edition 
of which {No, 32) t> atHl on sale, price 1$, 6d, 

PBACTICAL PLANE GEOMETBT : Giving the Simplest 
Modes of Constructing Figures contained in one Plane, by 
J. F. Hkathsb, M.A. 28. [Jiut ready. 

PBOJECTION, Orthoffraphic, Topographic, and PerspeotiTe: 
giving the various modes of Delineating Solid Forms oy Con- 
structions on a Single Plane Surface, by J. F. HaATHUt, M.A. 

*ii * I^ above two volumeSj with the Author* $ work already in 
the Serietj *^ Descriptive Geometry,** will form a compUto JSSE^ 
mentary Couree of Mathematical Drawing, 



CIVIL ENQINEERINQ. 



13. CIVIL ENGINEEBING, by H. Law and G. B. BomeUL Fifth 
Edition, with Additions, be. 

29. DBAINAGE OF DISTRICTS AND LANDS, by G.D.Dempeey. 
1^. 6df. 
With No. 80 {See page 2), Drainage and Setoage of Thmu, 8f. 

PUBLISHED BY LOCKWOOD & CO.. 
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WORKS m FINE ARTS, ETC. 



81. WBLL-SINKINa, BORING, AND PUMP WORK, by J. G. 

Swindell, reyiaed by G. R. Burnell. U. 
43. TUBULAR AND IRON GIRDBR BRIDGES, induding the 

Britannia and Conway Bridges, by G. D. Dempsey. U. 6<f. 

46. ROAD-MAKING AND lii^TBNANCE OF MACADA- 

MISED ROADS, hY Field-Marshal Sir J. F.Burgoyne. U. Hd 

47. LIGHTHOUSES, their Construction and Illumination, by Alan 

Sterenson. Sa, 

62. RAILWAY CONSTRUCTION, by Sir M. Stephenson. With 

Additions by E. Nugent, C J). 2«. M. 
62». RAILWAY CAPITAL AND DIVIDENDS, with Statistics of 

Working, by E. D. Chattaway. 1«. 

Ab. 62 and 02* m 1 vol., Zs. M. 

80«. EMBANKING LANDS FROM THE SEA, by J. Wiggins. 2s. 
82*». GAS WORKS, and the PRACTICE of MANUFACTURING 

and DISTRIBUTING COAL GAS, by S. Hughes. Ss. 
82»»». WATER-WORKS FOR THE SUPPLY OF CITIES AND 

TOWNS, by S. Hughes, C.E. Sa. 
118. CIVIL ENGINEERING OF NORTH AMERICA, by D. 

Sterenson. Ss, 

120. HYDRAULIC ENGINEERING, by G. R. BurneU. 3». 

121. RIVERS AND TORRENT)^ with the Method of Regulating 

their Course and Channels, Navigable Canals, &o., from the 
Italian of Paul Frisi. 28, ed. 



EMIGRATION. 

164. GENERAL HINTS TO EMIGRANTS. 28. 

157. EMIGRANTS GUIDE TO NATAL, by R. J. Mann, M.D. 2». 

159. EMIGRANTS GUIDE TO NEW SOUTH WALES 

WESTERN AUSTRALIA, SOUTH AUSTRALIA, VIC- 
TORIA, AND QUEENSLAND, by James Baird.B.A. 28. Qd. 

160. EMIGRANT'S GUIDE TO TASMANIA AND NEW ZEA- 

LAND, by James Baird, B.A. 2«. [Ready, 



FINE ARTS. 

20. PERSPECTIVE, by George Pyne. 2a. 

27. PAINTING; or, A GRAMMAR OF COLOURING, by G. 
Field. 28. 

40. GLASS STAINING, by Dr. M. A. Gessert, with an Appendix 

on the Art of Enamel Painting, &c. \8, 

41. PAINTING ON GLASS, from the German of Fromberg. U. 
69. MUSIC, Treatise on, by C. C. Spencer. 2«. 

71. THE ART OF PLAYING THE PIANOFORTE, by C. C. 
Spencer. U. 

7, STATIONERS' HALL COURT, LUDGATE HILL. 



6 WORKS IN MECHANICS, ETC. 

LEGAL TREATISES. 

50. LAW OP CONTRACTS FOB WOBES AND SBBVICES* 

by David GibboxiB. 1«. 6d, 
107. TAB COUNTY COURT GUIDE, by a Barrirter. U. W. 
1U8. MBTBOPOLIS LOCAL BiANAGEMBNT ACTS. I«. M. 
106*. MBTBOPOLIS LOCAL MANAGBMBNT AMENDMBNT 

ACT, 1862; with Notes and Index. 1«. 
Na$. 108 and 108* in I vol, 3f. M. 

109. NUISANCES BEMOVAL AND DISBASBS PBBYENTION 

AMENDMENT ACT. U. 

110. BBCENT LEGISLATIYB ACTS applying to Contraoton, 

MerohantA, and Tradeemen. 1«. 

161. THE LAW OF PBIENDLY, PBOVIDENT, BUILDING, 
AND LOAN SOCIETIES, by N. White. Is, 

163. THE LAW OP PATENTS FOB INVENTIONS, by F. W. 
Campin, Barrister. 2«. 



MECHANICS & MECHANICAL ENGINEERING. 

6. MECHANICS, by Charles Tomlinson. U. 6d. 

12. PNEUMATICS, by Charles Tomlinson. New Edition. I«. 6d, 

as. CRANES AND MACHINERY FOB BAISING HBAYY 
BODIES, the Art of Constructing, by J. Glynn. 1«. 

34. STEAM ENGINE, by Dr. Lardner. 1#. 

59. STEAM BOILEBS, their Construction and Management, by 
B. Armstrong. With Additions by B. Mallet. Is. 6d, 

63. AGBICUI/TUBAL ENGINEERING. BUILDINGS, MOTIYB 
POWEBS, FIELD MACHINES, MACHINBBY AND 
IMPLEMENTS, by G. H. Andrews, C.B. 3s. 

67. CLOCKS, WATCHES, AND BELLS, by B. B. Denison. New 
Edition, with Appendix. 3«. 6^. 

Appendix {to the Ath and 5th Editions) $eparaieb/. It. 

77*. ECONOMY OP FUEL, by T. S. Prideaux. . Is. 6<i. 

78. STEAM AND L OCOM OTION, by SeweU. [Hepnntinp. 

78*. THE LOCOMOTIVE ENGINE, by G. D. Dempeey. Is. 6rf. 

79*. ILLUSTRATIONS TO ABOVE. 4to. 4#. 6d. [Seprintino. 

80. MABINE ENGINES, AND STEAM VESSELS, AND THB 
SCBEW. by Bobert Murray, C.E., Engineer Sunreyor to the 
Board of Trade. With a Glossary of Technical Terms, and 
their equi valen ts in French, German, and Spanish. 3s. 

82. WATEB POWEB. as applied to Mills. &0., by J. Glynn. 2s. 

97. STATICS AND DYNAMICS, by T.Baker. New Edition. 1«.W. 

98. MECHANISM AND MACHINE TOOLS, by T. Baker ; and 

TOOLS AND MACHINERY, by J. Nasrayth. 2». M. 
113*. MEMOIR ON SWORDS, by Mnrey. trannlated by Maxwell Is. 

PUBLISHED BY LOCKWOOD d CO., 
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NAVIGATION AND NAUTICAL WORKS. 7 

114. MACHIN£&Y,ConBtraotioxiuidWorkmg,b70.D.AbeLl«.6<<. 

116. PLATES TO THE ABOVB. 4to. 7«. W. 

125. COMBUSTION OF COAL, AND THB PKEYSNTION OF 

SMOKE, bj C. Wye Williams, M.I.C.B. 3i. 
139. STEAM ENGINE, Mathematioal Theory of, l^ T.Buker. 1«. 
162. THE BEASSFOUNDEB'S MANUAL, by W.Grahun. 28, M. 

164. MODERN WORKSHOP PRACTICE. By J.G.Winton. St. 

165. IRON AND HEAT, Exhibitiiig the Principles oonoerned in 

the Construction of Iron Beams, PiUars, and Bridge Girders, 
and the Action of Heat in the Smelting Fomaoe, by Jamrs 
Armoub, C.E. Woodcuts. 2«. 6^ [Now ready. 

166. POWER IN MOTION: Horse Power, Motion, Toothed Wheel 

Glaring, Long and Short Driyins Bands, Angular Forces, &c., 
by JAMKsAsMODRfCJ^. With 73 Diagrams. 2s.Qd. [Now ready. 

167. A TREATISE ON THE CONSTRUCTION OF IRON 

BRIDGES, GIRDERS, ROOFS, AND OTHER STRUC- 
TURES, by F. C^mpin. Numerous Woodcuts. 2$. [Meady. 

171. THE WORKMAN'S MANUAL OF ENGINEERING 

DRAWING, by Jouir Maxton, Instructor in En^neering 
Drawing, Royal School of Naval Architecture & Manne Engi- 
neering, South Kensington. Plates & Diagrams. 3«. 6<f. [Ready. 

172. MINING TOOLS. For the Use of Mine Managers, Agents, 

Mining Students, &c., by William Morgahs, Lecturer on 
Mining, Bristol School of Mines. 12mo. 2«.6^. [Now ready. 

172*.ATLAS OF PLATES to the above, containing 200 Illustra- 
tions. 4to. 4». 6rf. [Now ready, 

176. TREATISE ON THE METALLURGY OF IRON ; con- 
taining Outlines of the History of Iron Manufacture, Methods 
of Assay, and Analysis of Iron Ores, Processes of Manufacture 
of Iron and Steel, &c., by H. Bauermar, F.G.S., A.R.S.M. 
Second Edition, revised and enlarged. Woodcuts. 4«.6<;. [Ready. 
COAL AND COAL MINING, by W.W. Smyth. [In preparation. 



NAVIGATION AND SHIP-BUILDING. 

61. NAVAL ARCHITECTURE, b y J. Pe ake. 3». 

53«. SHIPS FOR OCEAN AND RIVER SERVICE, Oonstmotion 

of, by Captain H. A. Sommerfeldt. U. 
63»». ATLAS OF 15 PLATES TO THB ABOVB, Drawn for 

Practice. 4to. 7«. 6<2. [R^>rintitig. 

54. MASTING, MAST-MAKING, and RIGGING OF SHIPS, 

by R. Kipping. 1«. 6<2. 
54*. IRON SHDP-BUILDING, by J. Grantham. Fifth Edition, 

with Supplement. 4f . 
54**. ATLAS OF 40 PLATES to illustrate the preceding. 4to. 38«. 

7, STATIONERS' HALL COURT, LUDGATE HILL. 



8 



SCIENTIFIC WORKS. 



55. NAVIGATION ; the Sailor's Sea Book : How to Keep the Log 

and Work it off, Law of Stormi, Ac, by J. Gbeenwood. 2t. 
83 bit. SHIPS AND BOATS, Form of, by W. Bland. U. 6<2. 
99. NAUTICAL ASTBONOMY AND NAVIGATION, by J. B. 

Young. 29. 
100*. NAVIGATION TABLES, for Use with the aboTe. U. ^ 
106. SHIPS' ANCHOBS for all SBBVICBS, by G. CotaeU. 1«. 6d. 
149. SAILS AND SAIL-MAKING, by B. Kipping, N.A. 2t. ed. 
155. BNGINBEB'S GUIDB TO THB BOYAL AND MEB- 

CANTILE NAVIES, by a Practical Engineer. Bemed by 

D. F. McCarthy. 3s. 



PHYSICAL AND CHEMICAL SCIENCE. 

1. CHEMISTBY, by Prof. Fownes. With Appendix on Agri- 

cultural Chemistry. New Edition, with Index. 1«. 

2. NATUBAL PHILOSOPHY, by Charles Tomlinson. U. 

3. GEOLOGY, by Major-Gen. Portlock. New Edition. U. 6d. 

4. MINEBALOGY, by A. Banvsay, Jun. Ss. 

7. BLECTBICITY, by Sir W. S. Harris. U. 6d. 

7*. GALVANISM, ANIMAL AND VOI/TAIC ELECTBICITY, 
by Sir W. S. Harris. U. 6d. 

8. MAGNETISM, by Sir W. S. Harris. New Edition, revtaed and 

enlarged by H. M. Noad, Ph.D., F.B.S. With 165 woodcuts. 

Ss. ea. I This day. 

11. HISTOBY AND PBOGBESS OP THE ELECTBIC TELE- 

GBAPH. by Bobert Sabine, C.E., F.S.A. Sa. 
72. BECENT AND FOSSIL SHELLS (A Manual of the MoUusoa), 

by S. P. Woodward. With Appendix by Balph Tate, F.G.S. 

6s. 6d. ; in cloth boards, 7s. 6^. Appendix separately, 1«, 
79*». PHOTOGBAPHY, the Stereoscope, Ac., from the French 

of D. Van MonokhoTen, by W. H. lliomthwaite. \s. 6d. 
96. ASTRONOMY, by the Bct. B. Main. New and Enlarged 

Edition, with an Appendix on " Spectrum Analysis." Is. iki. 

133. METALLURGY OF COPPEB, by Dr. B. H. Lambom. 2s. 

134. METALLUBGY OF SILVER AND LEAD, bv Lambom. 2s. 

135. ELECTRO -METALLURGY, by A. Watt. 2s. 

138. HANDBOOK OP THE TELEGRAPH, by B. Bond. New 

and enlarged Edition. Is. 6d. 
143. EXPERIMENTAL ESSAYS— On the Motion of Camphor 

and Modem Theory of Dew, by C. Tomlinson. \s, 
161. QUESTIONS ON MAGNETISM, ELECTRICITY, AND 

PRACTICAL TELEGRAPHY, by W. McGregor. Is. ^. 

173. PHYSICAL GEOLOGY (partly based on PorUock's " Budi- 

mentsofG^logy"), by Balph Tate, A.L.S.,Ac. 2s. [Now rsady. 

174. HISTORICAL GEOLOGY (partly based on Portlock's " Rudi- 

ments of Geology "), by Balph Tate, A.L.S., &c. 2s. Qd. 

[A'ofT readif. 

PUBLISHED BY LOCKWOOD d CO., 



EDUCATIONAL WORKS. 9 



MISCELLANEOUS TREATISES. 

12. DOMESTIO MEDICINE, by Dr. Balph Gooding. 2«. 

112». THE MANAGEMENT OP HEALTH, by James BaircL U. 

113. USB OF FIELD AETILLERY ON SERVICE, by Taubert, 
translated by Lient.-Col. H. H. Maxwell, la, 6d. 

160. LOGIC, PURE AND APPLIED, bv S. H. Bmmens. 1«. 6<2. 

152. PRACTICAL HINTS FOR INVMTING MONEY: with 

an Explanation of the Mode of Transacting Business on the 
Stock Exchange, by Francis Playford, Sworn Broker. U. 

153. LOCKE ON THE CONDUCT OF THE HUMAN UNDER- 

STANDING, Selections from, by S. H. Emmens. 2f . 



NEW SERIES OF EDUCATIONAL WORKS. 



1. ENGLAND, History of, by W. D. Hamilton. 5».; cloth boards, 
6«. (Also in 5 parts, price 1«. each.) 

5. GREECE, History of, by W. D. Hamilton and E. Lerien, M.A. 
28. Qd. ; cloth boards, Ss. M, 

7. ROME, History of, by E. Levien. 2s. 6^. ; cloth boards, Ss. (^d. 

9. CHRONOLOGY OF HISTORY, ART, LITERATURE, 
and Progress, from the Creation of the World to the Con- 
clusion of the Franco-German War. The continuation by 
W. D. Hamilton, F.S.Al. Sa. cloth limp ; Sa. 6d. cloth boards. 

[^Now ready. 

11. ENGLISH GRAMMAR, by Hyde Clarke, D.CX. la. 

11*. HANDBOOK OF COMPARATIVE PHILOLOGY, by Hyde 
Clarke, D.CL. 1». 

12. ENGLISH DICTIONARY, containing above 100,000 words, 

by Hyde Clarke, D.CL. Sa. Qd. ; cloth boards, 48. 6d. 
, with Grammar. Cloth bds. ba. 6rf. 

14. GREEK GRAMMAR, by H. C. Hamilton. 1j. 

15. DICTIONARY, by H. R. HamUton. Vol. 1. Greek- 
English. 2a. 

17. Vol 2. English— Greek. 2». 

Complete in 1 voL 4a. ; cloth boards, 5». 

, with Grammar. Cloth boards, 6#. 

19. LATIN GRAMMAR, by T. Goodwin, M.A. 1#. 

20. DICTIONARY, by T. Goodwin, MX Vol. 1. Latin 

—English. 2a. 

22. Vol. 2. English— Latin, la. Qd. 

Complete in 1 toI. Sa. 6d. ; cloth boards, 4a. 6». 

, with Grammar. Cloth bds. 5*. Qd. 

24. FRENCH GRAMMAR, by G. L. Sd^uss. la. 

7, STATIONERS' HALL COURT, LUDGATE HILL. 
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EDUCATIONAL WORKS. 



25. FRENCH DIOTIONABT, hj Elwes. YoL 1. Fr.—Bng. 1«. 

26. VoL2. Bngliah— Prendi. U. M. 

Oomplete in 1 toL 29. Qd. ; cloth boards, Si, 6<f. 

— , with Grammar. Cloth bda. 4». M. 



27. ITALIAN GRAMMAR, by A. Elwes. U. 

28. TRIGLOT DICTIONARY, by A. Elwea. VoL 1. 



SO. 
82. 



Italian — ^Engliah — French. 2f. 

— YoL 2. Englidi — French — Italian. 2f. 

Yol. 3. French— Italian— English. 2«. 

Complete in 1 toI. Cloth bouds, 7«. M. 

, with Grammar. Cloth bds. St. 6dL 

34. SPANISH GRA MM AR, by A. Elwes. U, 
36. ENGLISH AND ENGLISH— SPANISH DIC- 
TIONARY, by A. Elwes. 4«. ; cloth boards, 6t. 

-, with Ghrammar. Cloth boards, 6«. 



39. GERMAN GRAMMAR, by G. L. Stranss. 1«. 



40. 
41. 

42. 
43. 



READER, from beet Authors. 1 $, 

TRIGLOT DICTIONARY, by N.B. S. A. Hamilton. 

YoLl. English — German — ^French. U, 

Yol. 2. German — French — ^English. 1#. 

Yol. 3. French — German — ^English. U. 

Complete in 1 toL Sa. ; dom boards, 4«. 

with Grammar. Cloth boards, 6«. 



44. HEBREW DICTIONARY, by Brewlau. YoL 1. Heb.— Bng. 6f. 

, with Grammar. 7#. 

46. YoL 2. English— Hebrew. 8f. 

Coxnplete, with Ghtunmar, in 2 toIb. Cloth boards, 12f . 

46*. GHtAMMAR, l^ Dr. Bresslau. U. 

47. FRENCH AND ENGLISH PHRASE BOOK. U. 

48. COMPOSITION AND PUNCTUATION, by J. Brenan. 1». 

49. DERIYATIYE SPELLING BOOK, hj J. Rowbotham. U.6rf. 

50. DATES AND EYENTS. A Tabular Yiew of English History, 

with Tabular G^flfraphy, by Ed^rar H. Rand. [InPnpm'atum, 

51. ART OF EXTEMPORE SPEAKING. Hints for the 

Pulpit, the Senate, and the Bar, by M. Bautain, Professor at 
the Sorbonne, &o. 29. 6</. [Now ready. 

THB 

SCHOOL MAITAOEES' SEBIES OF EEADIKO BOOKS, 

Adapted to the Requirmnente of the New Code o/ 1871. 

Edited by the Rer. A. R. Gbant, Rector of Hitcham, and Honorary 

Canon of Ely ; formerly H.M. Inspector of Schools. 

t. (L a, d. 

Third Staitdard 8 Fifth Stahdard 1 

Fourth „ 10 Sixth „ 12 

Thefollomng are in preparation : — 

Lessons from the Bible. Part 1. Old Testament. [Geography. 

Lessons from the Bible. Part 2. New Testament, and Smpture 

PUBLISHED BY LOCKWOOD & CO., 



t. a. 

First Standard 3 
Second m 6 
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EDUCATIOITAJ:. and classical W0BK& 11 



LATm AND GBEEK CLASSICS. 

WITH EXFLANATOKT N0TB8 IN XNGL18H. 



LATIN SERIES. 

1. A NEW LATIN DELECTUS, with Yocabularies and 

Notes, by H. Toung U, 

2. OiESAB. DeBelloGallioo; Notes by RTonng . . 2t. 
8. COENELIUS NEPOS; Notes by H. Young . . . 1«. 

4. yiBGIL. The Qeorgics, Bucolics, and Doubtful Poems; 

Notes by W. Bushton, M^., and H. Young . U. Qd, 

5. YIBGIL. ^neid ; Notes by H. Young ... 29. 

6. HOBAGE. Odes, Epodes, and Carmen Seonlare, by H. Young 1«. 

7. HOBACE. Satires and Epistles, by W. B. Smith, M.A. U. ed. 

8. SALLUST. Catiline and Jngurthine War; Notes by 

W. M. Donne, B.A. . . . . ; . U.^d. 

9. TEBENCE. Andria and Heautontimorumenos; Notes by 

the Ber. J. Dayies, MX 1«. 6<{. 

10. TEBENCE. Adelphi, Heoyra, and Phormio; Notes by 

the Bey. J. Dayies, MX 2t, 

11. TEBENCE. Eunuchus, by Bey. J. Dayies, MX . It. &/. 

No$, 9, 10, €tnd 11 ui 1 vol. cloth boanU^ 6«. 

12. CICEBO. Oratio Pro Sexto Boscio Amerino. Edited, 

with Notes, &c., by J. Dayies, MX. {Now ready.) . . \t, 

14. CICEBO. De Amicitia, de Senectute, and Brutus ; Notes 

by the Bey. W. B. Smith, MX 2», 

16. LIVY. Books i., ii., by H. Young . . . . 1«. 6rf. 
16*. LIVY. Books iii., iy., y., by H. Young . . . 1». 6<i. 

17. LIVY. Books xxi., nii., by W. B. Smith, MX . 1$, 6«i. 

19. CATULLUS, TTBULLUS, OVID, and PBOPEBTIUS, 

Selections from, by W. Bodham Donne . . . .2*. 

20. SUETONIUS and the later Latin Writers, Selections from, 

by W. Bodham Donne 2f. 

21. THE SATIBES OP JUVENAL, by T. H. S. Escott, MX, 

of Queen's CoUege, Oxford 1«. 6<f. 

7, STATIONERS' HALL COURT, LUDGATE HILL. 



12 EDUCATIONAL AND CLASSICAL WORKS. 



GREEK SERIES. 

WITH EXPLANATORY N0TB8 IN ENGLISH. 



1. A NBW GREEK DELECTUS, by H. Toung . . U. 

2. XENOPHON. AnaboaiB, i. u. iu., hj H. Toung . . U. 

3. XENOPHON. AnabasiB, It. ▼. vi. yii., hj H. Toung . U. 

4. LUCIAN. SeUtt Dialogues, bj H. Toung . . . 1«. 

5. HOMER. Hiad, i. to yi., by T. H. L. Leaiy, D.CX. 1«. 6d. 

6. HOMER. Hiad, yii. to xii., by T. H. L. Leary, D.C.L. 1«. M, 

7. HOMER. Hiad, xiu. to xviii., by T. H. L. Leary, D.CX. 1#. 6^. 

8. HOMER. Hiad, xix. to xxiy., by T. H. L. Leary, D.C.L. 1«. ed. 

9. HOMER. Odyssey, i. to vi., by T. H. L. Leary, D.C.L. 1«. ed. 

10. HOMER. Odyssey, yii. to xii., by T. H. L. Leary, D.CX. U. 6<2. 

11. HOMER. Odyssey,xiii.toxviii.,byT.H.L.Leary,D.C.L.l».W. 

12. HOMER. Odyssey, xix. to xxiy. ; and Hymns, by T. H. L. 

Leary, D.CX 2s. 

13. PLATO. Apologia, Crito, and Phsdo, by J. Dayies, MX 2f . 

14. HERODOTUS, Books i. ii., by T. H. L. Leary, D.C.L. U. ed. 

15. HERODOTUS, Books iii. iy., by T. H. L. Leary, D.CX. Is. 6d. 

16. HERODOTUS, Books y.yi. yii., by T.H.L. Leary, D.CX. Is. W. 

17. HERODOTUS, Books yiii. ix., and Index, by T. H. L. 

Leary. D.CX Is. 6rf. 

18. SOPHOCLES. CEIdipus Tyrannus, by H. Toung . . Is. 
20. SOPHOCLES. Antigone, by J. Milner, B.A. ... 2s. 
23. EURIPIDES. Hecuba and Medea, by W. B. Smith, M.A. Is. M. 
26. EURIPIDES. Alceetis, by J. Milner, B.A. . . .Is. 
30. ^SCHTLUS. Prometheus Yinctus, by J. Dayies, M.A. . Is. 
32. JSSCEYLUB. Septem contra Thebas, by J. Dayies, M.A. Is. 

40. ARISTOPHANES. Achamenses, by C. S. D. Townshend, 

M.A ls.6rf. 

41. THUCYDIDES. Peloponnesian War. Book i.,by H. Toung Is. 

42. XENOPHON. Panegyric on Agesilaus, by LI. F.W.Jewitt ls.6rf. 

LOCKWOOD d CO., 7, STATIONERS* HALL COURT. 



^^ 



